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Constant Velocity Centering Yokes K350

Figure 1 Figure 2 Figure 3
Year Model Fig Part
Number
CHECKER
1962-1975  AEROBUS 1 211355X
1947-1951 STATION WAGON 1 211355X
1947-1951 TAXI 1 211355X

‘

HEVROLET

1969-1978  BLAZER - K-5 1 211355X
1967-1978  K-10 SERIES PICK-UP 1 211355X
1968-1978  K-10 SERIES SUBURBAN 1 211355X
1967-1978  K-20 SERIES PICK-UP 1 211355X
1979 K-30 SERIES PICK-UP 1 211355X

CHRYSLER
1970-1973 IMPERIAL

—_

210841X

1988-1999  DAKOTA 1 211355X
1974-1977 RAMCHARGER AW100 1 211355X
1975-1977  W100/W150 SERIES 1 211355X
1975-1977  W200/W250 SERIES 1 211355X
1975-1977  W300/W350 SERIES 1 211355X

1979-1989  BRONCO 1 211179X
1966-1978  BRONCO 1 211355X
1975-1977  F100 (FULL TIME 4WD) 1 211355X
1979 F150 (FULL TIME 4WD) 1 211179X
1976-1978  F150 (FULL TIME 4WD) 1 211355X
1979 F150 (PART TIME 4WD) 1 211179X
1979 F250 (FULL TIME 4WD) 1 211179X
1975-1978  F250 (FULL TIME 4WD) 1 211355X
1979 F250 (PART TIME 4WD) 1 211179X
1978 F250 (PART TIME 4WD) 1 211355X
1979 F350 (FULL TIME 4WD) 1 211179X
1979 F350 (PART TIME 4WD) 1 211179X
1983-1985 RANGER 1 211342X
1980-1982  THUNDERBIRD 3 211229X
GMC

1969-1978  JIMMY (FULL SIZE) 1 211355X
1967-1978  K-15 SERIES PICK-UP 1 211355X
1967-1978  K-15 SERIES SUBURBAN 1 211355X
1964-1978  K-25 SERIES PICK-UP 1 211355X
1979 K-35 SERIES 1 211355X



K350 Constant Velocity Centering Yokes

Figure 1 Figure 2 Figure 3

Year Model Part

Number

I
@

EEP

‘

1982-1988 10 SERIES 1 211355X
1979-1988 20 SERIES 1 211355X
1979-1981 40 SERIES 1 211355X
1986-1993  BRIARWOOD 1 211355X
1986-1993  CHEROKEE COMPACT (XJ) 1 211355X
1974-1983  CHEROKEE FULLSIZE (SJ) 1 211355X
1979-1981 CJ5 1 211355X
1979-1981 CJ7 1 211355X
1986-1992  COMANCHE 1 211355X
1993 GRAND CHEROKEE 1 211355X
1983-1991 GRAND WAGONEER 1 211355X
1981 SCRAMBLER CJ8 1 211355X
1978-1991 WAGONEER 1 211355X
1963-1977  CONTINENTAL 1 210841X
1982-1983  CONTINENTAL 3 211229X
1968 MARK I 1 210841X
1979-1980  VERSAILLES 2 211198X
1977-1978  VERSAILLES 3 211520X

MERCURY

1980-1982  COUGAR/XR7 3 211229X
PLYMOUTH

1974-1977  TRAIL DUSTER 1 211355X



Constant Velocity Centering Repair Kits K350
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Seat 3-Piece Seal Seat 3-Piece Seal
Spring Support Ball Support Seal Spring Support Ball Support Seal
Washer Seat Washer Washer Seat Washer
Figure 1 Figure 2
Year Model Fig Part
Number
BUICK
1979 CENTURY 1 211007X
1979 CENTURY 1 211009X
1961-1965 ELECTRA 3 211010X
1961-1965 ELECTRA 3 211011X
1966-1968 ELECTRA 4 211012X
1966-1968 ELECTRA 4 211013X
1969-1972 ELECTRA 2 211008X
1969-1981 ELECTRA 1 211007X
1973-1981 ELECTRA 1 211009X
1961-1965 LESABRE 3 211010X
1961-1965 LESABRE 3 211011X
1966-1968 LESABRE 4 211012X
1966-1968 LESABRE 4 211013X
1969-1972 LESABRE 2 211008X
1969-1981 LESABRE 1 211007X
1973-1981 LESABRE 1 211009X
1979 REGAL 1 211007X
1979 REGAL 1 211009X
1971-1978 RIVIERA 1 211007X
1971-1972 RIVIERA 2 211008X
1973-1978 RIVIERA 1 211009X
1964-1970 RIVIERA 3 211010X
1964-1970 RIVIERA 3 211011X
1966-1968 RIVIERA 4 211012X
1966-1968 RIVIERA 4 211013X
1969-1970 WILDCAT 1 211007X
1969-1970 WILDCAT 2 211008X
1962-1965 WILDCAT 3 211010X
1962-1965 WILDCAT 3 211011X
1966-1968 WILDCAT 4 211012X
1966-1968 WILDCAT 4 211013X

CADILLAC

1991-1996  ARMORED BODY 1 211007X
1991-1996  ARMORED BODY 1 211009X
1968-1984  COMMERCIAL CHASSIS 1 211007X
1968-1972  COMMERCIAL CHASSIS 2 211008X
1973-1984  COMMERCIAL CHASSIS 1 211009X
1963-1967 COMMERCIAL CHASSIS 3 211010X
1963-1967 COMMERCIAL CHASSIS 3 211011X
1973-1979  FLEETWOOD 75 SEDAN LIMO 1 211007X
1973-1979  FLEETWOOD 75 SEDAN LIMO 1 211009X
1968-1972  FLEETWOOD 75 SERIES 1 211007X

J



K350 Constant Velocity Centering Repair Kits
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Seat 3-Piece Seal

3-Piece Seal

; Fiber  Spring : Spring
Spring Support Ball Support Seal Spring Ball Support Seal
Washer Seat  Washer Washer  Cup Seat Seat  Washer
Figure 3 Figure 4
Year Model Fig. Part

Number

CADILLAC (Continued)

1968-1972  FLEETWOOD 75 SERIES 2 211008X
1963-1967  FLEETWOOD 75 SERIES 3 211010X
1963-1967  FLEETWOOD 75 SERIES 3 211011X
1973-1979  FLEETWOOD EXC. 75 SEDAN, LIMO & COMMERCIAL CHASSIS 1 211007X
1973-1979  FLEETWOOD EXC. 75 SEDAN, LIMO & COMMERCIAL CHASSIS 1 211009X
1968-1972  FLEETWOOD EXC. 75 SERIES & COMMERCIAL CHASSIS 1 211007X
1968-1972  FLEETWOOD EXC. 75 SERIES & COMMERCIAL CHASSIS 2 211008X
1963-1967  FLEETWOOD EXC. 75 SERIES & COMMERCIAL CHASSIS 3 211010X
1963-1967  FLEETWOOD EXC. 75 SERIES & COMMERCIAL CHASSIS 3 211011X
1980-1984  LIMOUSINE 1 211007X
1980-1984  LIMOUSINE 1 211009X

CHEVROLET

1971-1975  BELAIR 1 211007X
1971-1972  BELAIR 2 211008X
1973-1975  BELAIR 1 211009X
1978-1986  BLAZER - K-5 1 211007X
1978-1986  BLAZER - K-5 1 211009X
1987-1991 BLAZER - V-10 SERIES 1 211009X
1971-1979  CAPRICE 1 211007X
1971-1972  CAPRICE 2 211008X
1973-1979  CAPRICE 1 211009X
1971-1979 IMPALA 1 211007X
1971-1972 IMPALA 2 211008X
1973-1979 IMPALA 1 211009X
1977-1986  K-10 SERIES PICK-UP 1 211007X
1977-1986  K-10 SERIES PICK-UP 1 211009X
1977-1986  K-10 SERIES SUBURBAN 1 211007X
1977-1986  K-10 SERIES SUBURBAN 1 211009X
1977-1986  K-20 SERIES PICK-UP 1 211007X
1977-1986  K-20 SERIES PICK-UP 1 211009X
1980-1986  K-30 SERIES PICK-UP 1 211007X
1980-1986  K-30 SERIES PICK-UP 1 211009X
1987-1991 V-10 SERIES PICK-UP 1 211009X
1987-1991 V-10 SERIES SUBURBAN 1 211009X
1987-1991 V-20 SERIES SUBURBAN 1 211009X
1987 V-30 SERIES PICK-UP 1 211007X
1987-1991 V-30 SERIES PICK-UP 1 211009X

1974-1993  RAMCHARGER AW100 1 211007X
1974-1993  RAMCHARGER AW100 1 211009X
1975-1993  W100/W150 SERIES 1 211007X

~




Constant Velocity Centering Repair Kits K350
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Seat 3-Piece Seal Seat 3-Piece  Seal
Spring Support Ball Support Seal Spring Support Ball Support Seal
Washer Seat Washer Washer Seat Washer
Figure 1 Figure 2
Year Model Fig. Part
Number
DODGE (Continued)
1975-1993 W100/W150 SERIES 1 211009X
1975-1993 W200/W250 SERIES 1 211007X
1975-1993 W200/W250 SERIES 1 211009X
1975-1993 W300/W350 SERIES 1 211007X
1975-1993 W300/W350 SERIES 1 211009X
1977-1981 W400 SERIES 1 211007X
1977-1981 W400 SERIES 1 211009X
1968-1971 THUNDERBIRD 1 211007X
GMC
1978-1986 JIMMY (FULL SIZE) 1 211007X
1978-1986 JIMMY (FULL SIZE) 1 211009X
1977-1986 K-15 SERIES PICK-UP 1 211007X
1977-1986 K-15 SERIES PICK-UP 1 211009X
1977-1986 K-15 SERIES SUBURBAN 1 211007X
1977-1986 K-15 SERIES SUBURBAN 1 211009X
1977-1986 K-25 SERIES PICK-UP 1 211007X
1977-1986 K-25 SERIES PICK-UP 1 211009X
1980-1986 K-35 SERIES 1 211007X
1980-1986 K-35 SERIES 1 211009X
1987-1991 V-15 SERIES JIMMY 1 211009X
1987-1991 V-15 SERIES PICKUP 1 211009X
1987-1991 V-15 SERIES SUBURBAN 1 211009X
1987-1991 V-35 SERIES 1 211009X
1977-1979 CONTINENTAL 1 211007X
1977-1979 CONTINENTAL 1 211009X
1969-1971 MARK I 1 211007X
1969-1971 MARK I 2 211008X

OLDSMOBILE

1971-1979 88 1 211007X
1971-1972 88 2 211008X
1973-1979 88 1 211009X
1971-1979 98 1 211007X
1971-1972 98 2 211008X
1973-1977 98 1 211009X
1971-1979  DELTAROYALE 1 211007X
1971-1972  DELTAROYALE 2 211008X
1973-1979  DELTAROYALE 1 211009X
1979 VISTA CRUISER 1 211007X
1979 VISTA CRUISER 1 211009X

-



K350 Constant Velocity Centering Repair Kits
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Seat 3-Piece Seal Seat 3-Piece  Seal
Spring Support Ball Support Seal Spring Support Ball Support Seal
Washer Seat Washer Washer Seat Washer
Figure 1 Figure 2
Year Model Fig. Part

Number

PLYMOUTH

1983 SCAMP 1 211007X

1983 SCAMP 1 211009X

1974-1985 TRAIL DUSTER 1 211007X

1974-1985 TRAIL DUSTER 1 211009X

PONTIAC

1971-1979 BONNEVILLE 1 211007X

1971-1972 BONNEVILLE 2 211008X

1973-1979 BONNEVILLE 1 211009X

1971-1979 CATALINA 1 211007X

1971-1972 CATALINA 2 211008X

1973-1979 CATALINA 1 211009X

1971-1975 GRANDVILLE 1 211007X

1971-1972 GRANDVILLE 2 211008X

1973-1975 GRANDVILLE 1 211009X

£



K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No
ALFA ROMEO
1954-1979 | All Exc. Alfetta Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
AMERICAN MOTORS
AMBASSADOR
1958-1962 | w/AT A 1,2 5-153X 5-785X
1963-1965 A 1 5-2011X
1966 w/232, 287 or 327 Eng. A 1 5-2011X
1967 w/199 Eng. A 1 5-2011X
w/232, 290, 390 or 401 Eng. A 1,2 5-153X 5-785X
1968-1974 A 1,2 5-153X 5-785X
CONCORD
1978 w/6 or 8 Cyl Eng. w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/6 Cyl Eng. w/outside snap rings A 1,2 5-153X 5-785X
1979-1981 | w/4 inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/4 outside snap rings A 1 5-153X 5-785X
w/inside & outside snap rings A 2 5-353X 5-788X
1982-1983 A 1 5-153X 5-785X
w/inside & outside snap rings A 2 5-353X 5-788X
w/4 outside snap rings A 2 5-153X 5-785X
EAGLE
1980-1981 | Exc. 4 Cyl L 23 5-153X 5-785X
w/inside snap rings L 4 5-1306X 5-789X
Lube fitting in brg. cup | L 4 5-1306-1X
w/outside snap rings L 4 5-153X 5-785X
w/2 inside & 2 outside snap rings L 5 5-353X 5-788X
w/4 inside snap rings L 5 5-1306X 5-789X
Lube fitting in brg. cup | L 5 5-1306-1X
1982-1983 L 2,34 5-153X 5-785X
w/2 inside & 2 outside snap rings L 5 5-353X 5-788X
w/4 outside snap rings L 5 5-153X 5-785X
1984-1988 L| 2345 5-153X 5-785X
MARLIN
1965-1966 | w/232, 287 or 327 Eng. A 1 5-2011X
1967 w/199 Eng. A 1 5-2011X
w/232, 290, 390 or 401 Eng. A 1,2 5-153X 5-785X

~ g
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A Important: See Safety Information in General Information Section (J300P-Gl)
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
AMERICAN MOTORS
PACER
1975 w/6 Cyl Eng. w/outside snap rings w/2.438” outside yoke width A 1,2 5-443X
w/6 or 8 Cyl Eng.
w/outside snap rings w/3.219” outside yoke width A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1976 w/6 or 8 Cyl Eng. w/outside snap rings A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1977-1978 | w/6 Cyl Eng. w/outside snap rings A 1,2 5-153X 5-785X
w/6 or 8 Cyl Eng. w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1979-1981 | w/4 outside snap rings A 1 5-153X 5-785X
w/inside & outside snap rings A 2 5-353X 5-788X
w/4 inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
RAMBLER
1950 w/6 Cyl Eng. Lube| A 1,2 5-105X
Non-lube | A 1,2 5-100X
1951-1955 | w/6 Cyl Eng. & MT w/inside snap rings Lube| A 1,2 5-105X
Non-Lube | A 1,2 5-100X
w/outside snap rings A 1,2 5-153X 5-785X
1956-1962 | w/6 Cyl Eng. w/MT or OD, Exc. HD Lube| A 1 5-111X
Non-Lube | A 1 5-101X
w/AT & 1.000 Brg. cup dia. Lube| A 1,2 5-105X
Non-Lube | A 1,2 5-100X
w/HD MT A 1,2 5-2011X
w/8 Cyl. Eng. A 1,2 5-2011X
1967 w/199 Eng. A 1 5-2011X
w/232, 290, 390 or 401 Eng. A 1,2 5-153X 5-785X
1968-1970 A 1,2 5-153X 5-785X
RAMBLER AMERICAN
1958-1959 | w/6 Cyl Eng. Lube| A 1,2 5-105X
Non-lube | A 1,2 5-100X
1960-1965 | w/1.000” Brg. cup dia. Lube| A 1,2 5-105X
Non-lube | A 1,2 5-100X
1966 w/199 Eng. Lube| A 1,2 5-105X
Non-lube | A 1,2 5-100X
w/232 Eng. & MT A 2 5-2173X
w/290 Eng. & AT A 1 5-2011X
A 2 5-2173X
2 A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
AMERICAN MOTORS
RAMBLER AMERICAN
1967 w/199 Eng. A 1 5-2011X
w/232, 290, 390 or 401 Eng. A 1,2 5-153X 5-785X
1968-1969 A 1,2 5-153X 5-785X
RAMBLER CLASSIC
1963-1965 | w/195, 199 or 232 Eng. A 1 5-2011X
w/287 Eng. A 1,2 5-2011X
1966 w/232, 287 or 327 Eng. A 1 5-2011X
SPIRIT
1979-1981 | w/4 inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/4 outside snap rings A 1 5-153X 5-785X
w/inside & outside snap rings A 2 5-353X 5-788X
1982-1983 A 1 5-153X 5-785X
w/4 outside snap rings A 2 5-153X 5-785X
w/inside & outside snap rings A 2 5-353X 5-788X
SX-4 KAMMBACK
1980-1981 | Exc. 4 Cyl L 23 5-153X 5-785X
w/outside snap rings L 4 5-153X 5-785X
w/inside snap rings L 4 5-1306X 5-789X
Lube fitting in brg. cup | L 4 5-1306-1X
w/4 inside snap rings L 5 5-1306X 5-789X
Lube fitting in brg. cup | L 5 5-1306-1X
w/2 inside & 2 outside snap rings L 5 5-353X 5-788X
1982-1983 L 234 5-153X 5-785X
w/4 outside snap rings L 5 5-153X 5-785X
w/2 inside & 2 outside snap rings L 5 5-353X 5-788X
ASTON MARTIN
1946-1972 | DB2, DB3, DB4 & MARK IlI A 1,2 5-4X
1963-1975 | DB5 & DB6 A 1,2 5-153X 5-785X
AUSTIN
1954-1968 | 100-6, 3000, BN4 & 5 w/MT or OD A 1,2 5-4X
1968-1971 | AMERICA w/AT A 5-111X
1973-1975 | MARINA Lube| S 1,2,3 5-111X
1957-1976 | SPRITE 2 SEATER MK-I, I, 1lI, IV Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
BENTLEY
1959-1971 | CONTINENTAL S, S2, S3 A 1,2 5-178X 5-799X
o C 29 9
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A Important: See Safety Information in General Information Section (J300P-Gl)
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
BUICK
APOLLO
1973-1979 | A 1,2 5-153X 5-785X
CENTURY
1964-1978 A 1,2 5-3147X 5-795X
1979 2 & 3-Joint driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft CV ball & seat kit | B Ccv 211009X
CV seat repair kit | B Cv 211007X
1980-1981 A 1,2 5-3147X 5-795X
CUSTOM
1964-1978 | A 1,2 5-3147X 5-795X
ELECTRA
1959-1960 B 2 5-213X 5-790X
1961-1963 | Exc. Station Wagon  w/inside snap rings C| 1,234 5-3147X 5-795X
CV ball & seat kit| C Ccv 211011X
CV seat repair kit| C Cv 211010X
w/outside snap rings B 1,2 5-213X 5-790X
w/inside & outside snap rings B 3 5-212X
CV Ball & Seat Kit| B Ccv 210476-1X
Station Wagon A 1,2 5-3147X 5-795X
1964-1965 | Exc. Station Wagon C 1 5-3147X 5-795X
C 2,3 N/A
CV ball & seat kit| C cv 211011X
CV seat repair kit| C cv 211010X
Station Wagon A 1,2 5-3147X 5-795X
1966-1968 | Exc. Station Wagon C 1,4 5-3147X 5-795X
C 2,3 N/A
CV ball & seat kit| C Ccv 211013X
CV seat repair kit | C CVv 211012X
Station Wagon A 1,2 5-3147X 5-795X
1969-1972 | Exc. Station Wagon B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B Ccv 211008X
CV seat repair kit | B Cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1975 | Exc. Station Wagon B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B Ccv 211009X
CV seat repair kit | B Cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1976-1981 | 3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B Ccv 211009X
CV seat repair kit | B Ccv 211007X
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4 A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
BUICK
ELECTRA
1976-1981 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
1982-1985 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
ESTATE WAGON
1982-1984 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1986-1990 A 1,2 5-3147X 5-795X
LESABRE
1959-1960 B 2 5-213X 5-790X
1961-1963 | Exc. Station Wagon  w/inside snap rings CcC| 1234 5-3147X 5-795X
CV ball & seat kit| C cv 211011X
CV seat repair kit | C cv 211010X
w/outside snap rings B 1,2 5-213X 5-790X
w/inside & outside snap rings B 3 5-212X
CV Ball & Seat Kit| B Ccv 210476-1X
Station Wagon A 1,2 5-3147X 5-795X
1964-1965 | Station Wagon A 1,2 5-3147X 5-795X
Exc. Station Wagon C 2,3 N/A
CV ball & seat kit| C Ccv 211011X
CV seat repair kit | C cVv 211010X
C 1,2 5-3147X 5-795X
1966-1968 | Exc. Station Wagon C 1,4 5-3147X 5-795X
C 2,3 N/A
CV ball & seat kit| C cv 211013X
CV seat repair kit | C cv 211012X
Station Wagon A 1,2 5-3147X 5-795X
1969-1972 | Exc. Station Wagon B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B cv 211008X
CV seat repair kit | B Cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1975 | Exc. Station Wagon B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B cv 211009X
CV seat repair kit | B Cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1976-1981 | 3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B Ccv 211009X
CV seat repair kit | B Ccv 211007X
2-Joint Driveshaft A 1,2 5-3147X 5-795X

~ 2 G

A Important: See Safety Information in General Information Section (J300P-Gl)
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
BUICK
LESABRE
1982-1985 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
REGAL
1973-1978 A 1,2 5-3147X 5-795X
1979 2 & 3-Joint driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft
CV ball & seat kit| B cv 211009X
CV seat repair kit | B Cv 211007X
1980-1981 A 1,2 5-3147X 5-795X
1982-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
RIVIERA
1964-1965 F 11,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F cVv 211011X
CV seat repair kit| F Ccv 211010X
1966-1968 F 11,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F cv 211013X
CV seat repair kit| F Cv 211012X
1969-1970 F 11,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F cv 211011X
CV seat repair kit | F CVv 211010X
1971-1972 B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B Ccv 211008X
CV seat repair kit | B cVv 211007X
1973-1978 B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B cv 211009X
CV seat repair kit | B Ccv 211007X
ROADMASTER
1957-1958 B 2 5-213X 5-790X
1991-1996 A 1,2 5-3147X 5-795X
SKYHAWK
1974-1979 | |A| 12 | 553X 5-785X
SKYLARK
1964-1972 | |A| 12 | 5-3147X 5-795X
SPECIAL
1964-1978 A 1,2 5-3147X 5-795X
aY
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A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
BUICK
WILDCAT
1962-1963 | Exc. Station Wagon  w/inside snap rings Cl| 1,234 5-3147X 5-795X
CV ball & seat kit| C Ccv 211011X
CV seat repair kit | C Ccv 211010X
w/outside snap rings B 1,2 5-213X 5-790X
w/inside & outside snap rings B 3 5-212X
CV Ball & Seat Kit| B Ccv 210476-1X
Station Wagon A 1,2 5-3147X 5-795X
1964-1965 | Exc. Station Wagon C 1 5-3147X 5-795X
C 2,3 N/A
CV ball & seat kit| C cv 211011X
CV seat repair kit | C Ccv 211010X
Station Wagon A 1,2 5-3147X 5-795X
1966-1968 | Exc. Station Wagon C 1,4 5-3147X 5-795X
C 23 N/A
CV ball & seat kit| C Ccv 211013X
CV seat repair kit | C Ccv 211012X
Station Wagon A 1,2 5-3147X 5-795X
1969-1970 | Exc. Station Wagon B 1,2,3 5-3147X 5-795X
CV ball & seat kit| B Ccv 211008X
CV seat repair kit | B Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
CADILLAC
ARMORED BODY
1991-1996 | 3.73 Axle Ratio CV ball & seat kit| H Ccv 211009X
CV seat repair kit | H CVv 211007X
COMMERCIAL CHASSIS
1963-1967 F [1,2,3,456]| 5-3147X 5-795X
CV ball & seat kit| F Ccv 211011X
CV seat repair kit | F cv 211010X
1968-1972 F [1,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F Ccv 211008X
CV seat repair kit| F Ccv 211007X
1973-1979 F [1,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F Ccv 211009X
CV seat repair kit| F cv 211007X
1980-1984 H| 1234 5-3147X 5-795X
CV ball & seat kit - Front| H Ccv 211009X
CV seat repair kit - Rear | H Cv 211007X
& cv cv
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A Important: See Safety Information in General Information Section (J300P-Gl)
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U-Joints K350

Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CADILLAC
o DEVILLE
>  1980-1984 | Al 12 5-3147X 5-795X
() FLEETWOOD 75 SEDAN LIMO
» 1973-1979 F [1,2,3,4,56| 5-3147X 5-795X
CV ball & seat kit| F cv 211009X
CV seat repair kit| F cv 211007X
FLEETWOOD 75 SERIES
1950-1956 | w/2 inside snap rings & wing brgs. A 1,2 5-3012X
1957-1962 | w/4 inside snap rings D 1,2,3 5-3147X 5-795X
w/4 outside snap rings D 1,2 5-213X 5-790X
w/2 inside & 2 outside snap rings D 3 5-212X
1963-1967 F 11,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F cv 211011X
CV seat repair kit| F Cv 211010X
1968-1972 F 11,2,3,4,5,6] 5-3147X 5-795X
CV ball & seat kit| F Ccv 211008X
CV seat repair kit| F CVv 211007X
FLEETWOOD 86 SERIES
1950-1956 | w/2 inside snap rings & wing brgs. A 1,2 5-3012X
1957-1962 | w/4 inside snap rings D 1,2,3 5-3147X 5-795X
w/4 outside snap rings D 1,2 5-213X 5-790X
w/2 inside & 2 outside snap rings D 3 5-212X
FLEETWOOD BROUGHAM
1980-1996 | |A| 12 | 53147x | 5-795X
FLEETWOOD COUPE
1980-1984 | |A| 12 | 53147x | 5-795X
FLEETWOOD EXC. 75 & 86 SERIES
1950-1956 | w/2 inside snap rings & wing brgs. D 3 5-3012X
1957-1962 | w/4 inside snap rings D 1,2,3 5-3147X 5-795X
w/4 outside snap rings D 1,2 5-213X 5-790X
w/2 inside & 2 outside snap rings D 3 5-212X
1963 3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
FLEETWOOD EXC. 75 SEDAN, LIMO & COMMERCIAL CHASSIS
1973-1979 | 3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
4-Joint Driveshaft C| 1234 5-3147X 5-795X
CV ball & seat kit| C cv 211009X
CV seat repair kit | C cVv 211007X
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K350 U-Joints
Year | Model & Description |Fig.| Location Ds‘ﬂck?’r‘ |
CADILLAC
FLEETWOOD EXC. 75 SERIES & COMMERCIAL CHASSIS
1963-1967 | 3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
4-Joint Driveshaft C| 1234 5-3147X 5-795X
CV ball & seat kit |C-D cv 211011X
CV seat repair kit |C-D Ccv 211010X
1968-1972 | 3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D Ccv 211007X
4-Joint Driveshaft C| 1,234 5-3147X 5-795X
CV ball & seat kit| C cv 211008X
CV seat repair kit| C cv 211007X
LIMOUSINE
1980-1984 H| 1,234 5-3147X 5-795X
CV ball & seat kit - Front| H Ccv 211009X
CV seat repair kit - Rear | H Ccv 211007X
CHECKER
AEROBUS
1662-1966 B 1,2,3 5-153X 5-785X
CV centering yoke kit| B cv 211355X
1967-1968 B 1 5-134X
B 2,3 5-153X 5-785X
CV centering yoke kit| B CcVv 211355X
1969-1972 B 1,2,3 5-153X 5-785X
CV centering yoke kit | B Ccv 211355X
1973 C 1 5-134X
C 2,34 5-153X 5-785X
CV centering yoke kit| C Ccv 211355X
1974-1975 C| 1234 5-153X 5-785X
CV centering yoke kit| C Ccv 211355X
MARATHON
1961-1968 A 1,2 5-153X 5-785X
1969-1971 A 1,2 5-213X 5-790X
1972-1973 A 1,2 5-153X 5-785X
1974-1980 A 1 5-213X 5-790X
A 2 5-153X 5-785X
STATION WAGON
1940-1946 B 1,2,3 5-153X 5-785X
1947-1951 | Exc. 01, 81, 91 & Transit Bus B 1,2,3 5-153X 5-785X
CV centering yoke kit| B cv 211355X
CvV CV cVv cVv
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHECKER
STATION WAGON
1952-1968 A 1,2 5-153X 5-785X
1969-1971 A 1,2 5-213X 5-790X
1972-1973 A 1,2 5-153X 5-785X
1974-1980 A 5-213X 5-790X
A 2 5-153X 5-785X
TAXI
1940-1946 B 1,2,3 5-153X 5-785X
1947-1951 | Exc. 01, 81, 91 & Transit Bus B 1,2,3 5-153X 5-785X
CV centering yoke kit| B cv 211355X
1952-1968 A 1,2 5-153X 5-785X
1969-1971 A 1,2 5-213X 5-790X
1972-1973 A 1,2 5-153X 5-785X
1974-1980 A 1 5-213X 5-790X
A 2 5-153X 5-785X
CHEVROLET
BEL AIR
1955-1965 A 1,2 5-153X 5-785X
1966-1970 | Exc. Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
w/Turbo-Hydramatic Trans. A 1 5-3147X 5-795X
A 2 5-212X
1971-1972 | Exc. Station Wagon  w/Unmachined Yokes D 1 5-3147X 5-795X
D 2,3 5-3031X
w/Machined Yokes D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D cv 211007X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1973 Exc. Station Wagon ~ w/Unmachined Yokes D 1 5-3147X 5-795X
D 2,3 5-3031X
w/Machined Yokes D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D cv 211009X
CV seat repair kit | D cv 211007X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1974-1975 | Exc. Station Wagon  w/inside snap rings D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
w/outside snap rings B 1,2,3 5-153X 5-785X
CV
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
BEL AIR
1974-1975 | Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
CAMARO
1967-1968 | w/inside snap rings A 1 5-3147X 5-795X
A 2 5-212X
w/outside snap rings A 1,2 5-153X 5-785X
1969-1972 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1973-1974 A 1,2 5-153X 5-785X
1975-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1988-1992 | w/alum. driveshaft A 1 5-786X
A 2 5-544X
w/steel driveshaft yoke A 1,2 5-3147X 5-795X
1993 w/alum. driveshaft A 1 5-786X
w/5.7L Eng. w/alum. driveshaft yoke A 2 5-544X
w/steel driveshaft yoke A 1,2 5-3147X 5-795X
1994 w/alum. driveshaft A 1 5-786X
w/5.7L Eng. w/alum. driveshaft yoke A 2 5-544X
w/steel driveshaft yoke A 1,2 5-3147X 5-795X
w/3.4L Eng. w/steel driveshaft yoke A 1,2 5-3147X 5-795X
1995 w/alum. driveshaft A 1 5-786X
w/5.7L Eng. w/alum. driveshaft yoke A 2 5-544X
w/steel driveshaft yoke A 1,2 5-3147X 5-795X
w/3.4L & 3.8L Eng. w/steel driveshaft yoke A 1,2 5-3147X 5-795X
1996-2001 | w/5.7L Exc. Export w/steel driveshaft yoke A 1,2 5-3147X 5-795X
w/3.8L Eng. wi/steel driveshaft yoke A 1,2 5-3147X 5-795X
2002 w/3.8L & 5.7L Eng. wi/steel driveshaft yoke A 1,2 5-3147X 5-795X
CAPRICE
1955-1965 A 1,2 5-153X 5-785X
1966-1970 | w/Turbo-Hydramatic Trans. A 1 5-3147X 5-795X
A 2 5-212X
Exc. Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
1971-1972 | Exc. Station Wagon  w/Unmachined Yokes D 1 5-3147X 5-795X
D 2,3 5-3031X
w/Machined Yokes CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D Ccv 211007X
D 1,2,3 5-3147X 5-795X
CV
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
CAPRICE
1971-1972 | Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1973 Exc. Station Wagon  w/Unmachined Yokes D 1 5-3147X 5-795X
D 2,3 5-3031X
w/Machined Yokes CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D CVv 211007X
D 1,2,3 5-3147X 5-795X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1974-1976 | Exc. Station Wagon  w/inside snap rings D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
w/outside snap rings B 1,2,3 5-153X 5-785X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1977-1978 A 1,2 5-3147X 5-795X
1979 Exc. CV Joint A 1,2 5-3147X 5-795X
w/CV Joint D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
1980-1996 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
CHEVELLE
1964-1966 A 1,2 5-153X 5-785X
1967-1968 | Exc. Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
w/Turbo-Hydramatic Trans. A 1 5-3147X 5-795X
A 2 5-212X
1969-1970 A 1,2 5-153X 5-785X
1971-1972 | Exc. 454 Eng. A 1,2 5-153X 5-785X
w/454 Eng. A 1 5-3147X 5-795X
A 2 5-212X
1976-1977 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
CHEVETTE
1976-1986 | Al 12 5-350X
CHEVY Il
1962-1979 A 1,2 5-153X 5-785X
CV
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
CORVAIR
1960-1969 | x| 1234 | 5-153x 5-785X
CORVETTE
1953-1962 E 1,2 5-153X 5-785X
1963-1974 | Exc. Turbo-Hydramatic 350 Trans. E 1,2 5-153X 5-785X
E| 3456 5-178X 5-799X
w/Turbo-Hydramatic 350 Trans. E 1,2 5-213X 5-790X
1975-1979 E 1,2 5-213X 5-790X
E| 3456 5-178X 5-799X
1980-1981 | w/MT E 1 5-213X 5-790X
E 2 5-153X 5-785X
E| 3456 5-178X 5-799X
w/AT E 1,2 5-153X 5-785X
E| 3456 5-213X 5-790X
1982-1983 E 1,2 5-153X 5-785X
E| 3456 5-178X 5-799X
1984-1997 E 1,2 5-786X
E| 3456 5-447X
EL CAMINO
1964-1966 A 1,2 5-153X 5-785X
1967-1968 | Exc. Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
w/Turbo-Hydramatic Trans. A 1 5-3147X 5-795X
A 2 5-212X
1969-1970 A 1,2 5-153X 5-785X
1971-1972 | Exc. 454 Eng. A 1,2 5-153X 5-785X
w/454 Eng. A 1 5-3147X 5-795X
A 2 5-212X
1973-1975 A 1,2 5-3147X 5-795X
1976-1988 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
IMPALA
1955-1965 A 1,2 5-153X 5-785X
1966-1970 | Exc. Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
w/Turbo-Hydramatic Trans. A 1 5-3147X 5-795X
A 2 5-212X
—@
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
IMPALA
1971-1972 | Exc. Station Wagon  w/Unmachined Yokes D 1 5-3147X 5-795X
D 2,3 5-3031X
w/Machined Yokes D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D cv 211007X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1973 Exc. Station Wagon ~ w/Unmachined Yokes D 1 5-3147X 5-795X
D 2,3 5-3031X
w/Machined Yokes D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1974-1976 | Exc. Station Wagon  w/inside snap rings D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
w/outside snap rings B 1,2,3 5-153X 5-785X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-153X 5-785X
1977-1978 A 1,2 5-3147X 5-795X
1979 Exc. CV Joint A 1,2 5-3147X 5-795X
w/CV Joint D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
1980-1996 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
LAGUNA
1973-1975 A 1,2 5-3147X 5-795X
1976 w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
MALIBU
1964-1966 A 1,2 5-153X 5-785X
1967-1968 | Exc. Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
w/Turbo-Hydramatic Trans. A 1 5-3147X 5-795X
A 2 5-212X
1969-1970 A 1,2 5-153X 5-785X
CV
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
MALIBU
1971-1972 | Exc. 454 Eng. A 1,2 5-153X 5-785X
w/454 Eng. A 1 5-3147X 5-795X
A 2 5-212X
1973-1975 A 1,2 5-3147X 5-795X
1976-1983 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
MONTE CARLO
1970 A 1,2 5-153X 5-785X
1971-1972 | Exc. 454 Eng. A 1,2 5-153X 5-785X
w/454 Eng. A 1 5-3147X 5-795X
A 2 5-212X
1973-1975 A 1,2 5-3147X 5-795X
1976-1988 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
MONZA
1971-1981 | Al 12 | 5-153X 5-785X
NOVA
1962-1979 | [A] 12 | 553X 5-785X
VEGA
1971-1981 | |A] 12 | 553X 5-785X
CHRYSLER
300
1957 w/MT, w/2 inside snap rings & 2 wing brgs A 2 5-1404X
1958-1964 A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1965 w/MT A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
CONQUEST
1984-1989 | 2-Joint Driveshaft A 12 5-1516X
CORDOBA
1975-1978 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1979-1983 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
~ 3
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHRYSLER
FIFTH AVENUE
1983-1989 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
IMPERIAL
1953-1954 | w/2 inside snap rings & 2 wing brgs B 1,2 5-1304X
1957 w/2 inside snap rings & 2 wing brgs B 1,3 5-1304X
w/4 inside snap rings B 2 5-1306X 5-789X
Lube fitting in brg. cup | B 2 5-1306-1X
1958 w/2 inside snap rings & 2 wing brgs B 1 5-1304X
w/4 inside snap rings B 2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 2,3 5-1306-1X
1959 w/2 inside snap rings & 2 wing brgs B 1 5-1304X
w/4 inside snap rings B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
1960-1961 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1962-1964 A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1965-1969 A 1,2 5-213X 5-790X
1970-1971 | w/inside snap rings A 1,2 5-1309X 5-811X
w/outside snap rings Fl1,2356 5-213X 5-790X
CV centering yoke kit| F cv 210841X
1972-1973 A|1,235,6 5-213X 5-790X
CV centering yoke kit| A CcVv 210841X
CV ball & seat kit| A Ccv 210476-1X
1974-1975 A 1,2 5-1309X 5-811X
1981-1983 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
LEBARON
1977-1981 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1984-1990 | FWD Turbo (Trans.axle) A N/A 5-1306-1X
NEW YORKER
1953-1954 | C60, C626 & 8 Cyl Eng. Estate Wagon
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1957 w/MT, w/2 inside snap rings & 2 wing brgs A 1 5-1404X
CV
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHRYSLER
NEW YORKER
1958-1964 A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1965 w/AT A 1 5-213X 5-790X
w/MT A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1966-1967 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1968-1970 | w/383-2BL Eng A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/383, 461 or 440 Eng A 1,2 5-1309X 5-811X
1971-1976 | Exc. 440 Eng. w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
440 Eng. A 1,2 5-1309X 5-811X
1977 A 1,2 5-1309X 5-811X
1978 w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1979-1989 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
NEWPORT
1953-1954 | C60, C626 & 8 Cyl Eng. Estate Wagon
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1957 w/MT, w/2 inside snap rings & 2 wing brgs A 1 5-1404X
1958-1964 A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
SARATOGA
1953 C60, C626 & 8 Cyl Eng. Estate Wagon
w/2 inside snap rings & 2 wing brgs A 1 5-1304X
1957 w/MT, w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1960 A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
TOWN & COUNTRY VAN
1984-1991 | FWD Intermediate shaft u-joint N/A|  N/A 5-1306X 5-789X
e
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U-Joints K350

Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHRYSLER
o WINDSOR
> 1953-1954 | w/2 inside snap rings & 2 wing brgs A 1 5-1304X
m 1955 C67 w/Power-Flite or Std Trans. A 1 5-1304X
(¢p) 1956 C71 w/Power-Flite or Std Trans. A 2 5-1304X
1958-1961 A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
DAIMLER
1954-1960 | DK400, DK400B A 1,2 5-178X 5-799X
1959-1962 | Majestic, Majestic Major, SP250 A 1,2 5-4X
1963-1968 | 2.5L 8 Cyl A 1,2 5-153X 5-785X
1969-1971 | 2.5L 8 Cyl A 1,2 5-153X 5-785X
Soverign Exc. Half Shaft A 1,2 5-153X 5-785X
w/Half Shaft E 1,6 5-160X 5-801X
4.2L Limo Exc. Half Shaft A 1,2 5-178X 5-799X
w/Half Shaft E 1,6 5-160X 5-801X
1972-1974 | Soverign Exc. Half Shaft A 1,2 5-153X 5-785X
w/Half Shaft E 1,6 5-160X 5-801X
4.2L Limo Exc. Half Shaft A 1,2 5-178X 5-799X
w/Half Shaft E 1,6 5-160X 5-801X
DODGE
ASPEN
1976-1980 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
CARAVAN
1987-1990 | FWD Intermediate shaft u-joint INA| - N/A 5-1306X 5-789X
CHALLENGER
1970-1972 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1973-1976 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1978-1980 A 1,2 5-1516X
1981-1983 | w/AT B 1,2,3 5-1503X
w/MT B 1,2,3 5-1516X
CHARGER
1966-1967 | w/426 & 440 Eng. A 1,2 5-213X 5-790X
Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
DODGE
CHARGER
1968-1978 | Exc. 426 & 440 Eng. A 1 5-1306X 5-789X
w/2.125” snap ring dim A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/2.625” snap ring dim A 2 5-1309X 5-811X
w/426 & 440 Eng. A 1,2 5-1309X 5-811X
1979 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1984-1989 | w/2.2L Turbo
FWD Intermediate shaft u-joint Includes Shelby Charger [N/A|  N/A 5-1306X 5-789X
COLT
1971-1977 A 1,2 5-1503X
1978-1979 | w/1600cc or 2000cc Eng. A 1,2 5-1503X
w/2600cc Eng. A 1,2 5-1516X
1980-1984 | w/1600cc or 2000cc Eng. B 1,2,3 5-1503X
w/2600cc or Diesel Eng. B 1,2,3 5-1516X
1985-1988 | Vista B 1,2,3 5-1503X
1989 4WD Wagon Colt LA A 1,2 5-1503X
AWD Vista B 1,2,3 5-1503X
1990-1991 | 4WD Wagon Colt LA (100) A 1,2 5-1503X
AWD Vista T| 1,234 5-1503X
1992-1995 | 4WD Wagon, AWD Vista A 1,2 5-1503X
CONQUEST
1984-1989 | Al 12 5-1516X
CORONET
1949-1952 | 7 Pass & 8 Cyl Eng. w/2 inside snap rings & 2 wing brgs B 1,2,3 5-1304X
1956 D-63, D-62-2, D-63-3-500 V8 models w/Power-Pack o A 2 5-1304X
1957 6 Cyl Eng. w/MT & Power-Flite trans. A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
8 Cyl Eng. Exc. Power-Flite & MT A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1959 | 6 Cyl Eng. w/MT & Power-Flite trans. A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Exc. Power-Flite & MT A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1960-1965 | 6 Cyl Eng. A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
¢ ¢ a9 /0
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
CORONET
1960-1965 | 8 Cyl Eng.  Exc. 426 w/AT A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/426 w/AT A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1978 | Exc. 426 & 440 Eng. A 1 5-1306X 5-789X
w/2.125” snap ring dim A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/2.625” snap ring dim A 2 5-1309X 5-811X
w/426 & 440 Eng. A 1,2 5-1309X 5-811X
1979 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
DART
1960-1963 | 8 Cyl Eng. A 1 5-1407X
6 Cyl Eng. A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 8 Cyl Eng. A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1966-1967 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1968-1969 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1970-1976 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
DAYTONA
1984-1993 | FWD Intermediate shaft u-joint INA| - N/A 5-1306X 5-789X
DEMON
1960-1963 | 8 Cyl Eng. A 1 5-1407X
6 Cyl Eng. A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 8 Cyl Eng. A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
e
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
DODGE
DEMON
1966-1967 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1968-1969 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1970-1976 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
DIPLOMAT
1977-1978 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1979 Includes St Regis A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1980-1981 | Includes Mirada & St Regis A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1982-1983 | Includes Mirada A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1984-1989 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
MAGNUM
1978 Exc. 426 & 440 Eng. A 1 5-1306X 5-789X
w/2.125” snap ring dim A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/2.625” snap ring dim A 2 5-1309X 5-811X
w/426 & 440 Eng. A 1,2 5-1309X 5-811X
1979 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
MONACO & ROYAL MONACO
1965 6 Cyl Eng. A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 CylEng.  Exc. 426 w/AT A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/426 w/AT A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
~
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
MONACO & ROYAL MONACO
1968-1978 | Exc. 426 & 440 Eng. A 1 5-1306X 5-789X
w/2.125” snap ring dim A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/2.625” snap ring dim A 2 5-1309X 5-811X
w/426 & 440 Eng. A 1,2 5-1309X 5-811X
OMNI
1984-1989 | FWD Intermediate shaft u-joint w/2.2L Turbo , includes 024 INNAL - N/A | 5-1306X | 5-789X
SPIRIT
1989-1991 | FWD Intermediate shaft u-joint w/Turbo INNAlL - N/A | 5-1306X | 5-789X
SWINGER
1960-1963 | 8 Cyl Eng. A 1 5-1407X
6 Cyl Eng. A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 8 Cyl Eng. A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1966-1967 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1968-1969 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1970-1976 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
VIPER
1992-2004 | A 1,2 5-178X 5-799X
EAGLE
1989 Summit Wagon 4WD A 1,2 5-1503X
1990 Talon 4WD S 1,2,3 5-1503X
1991-1995 | Summit Wagon 4WD A 1,2 5-1503X
Talon 4WD S 1,2,3 5-1503X
FIAT
1965-1976 | 103D  After Serial # 52603 Non-lube | A 1,2 5-101X
Lube| A 1,2 5-111X
Through Serial # 52603 A 1,2 5-4X
1965-1976 | 103E, 103H, 1200 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
) oLt
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K350 U-Joints
Year Model & Description Fig.| Location Spicer SPL"“
Part No. Part No.
FIAT
1965-1976 | 1100 After Serial # 52603 Non-lube | A 1,2 5-101X
Lube| A 1,2 5-111X
Through Serial # 52603 A 1,2 5-4X
1966-1980 | 124, 131 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
1965-1979 | 127, 128, 130 Non-Replaceable U-Joints A 1,2
1965-1976 | 1400, 1900 A 1,2 5-4X
1965-1976 | 1500, 1800, 2100, SPIDER 2000 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
FORD
CROWN VICTORIA
1992-1994 | w/trailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
1995-2006 | w/4.6L Eng. A 1,2 5-213X 5-812X
CUSTOM
1949-1955 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1956-1959 | w/inside snap rings A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
w/outside snap rings A 1,2 5-153X 5-785X
1960 A 1,2 5-153X 5-785X
1961-1962 | w/223, 292, 352, 390 or 406 Eng. Exc. OD A 1 5-1200X
A 2 5-1201X 5-787X
w/223, 292, 352, 390 or 406 Eng. w/OD A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1963-1972 | w/240, 289, 302, 351-2BL or 352-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351-4BL, 3524BL, 390, 400, 427 or 482 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
EDSEL
1958-1960 | Al 12 5-153X 5-785X
ELITE
1974-1976 | w/351 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X

~E §
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
FAIRLANE
1962-1969 | 240, 289, 302, 351-2BL, 352-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
351-4BL, 352-4BL, 390, 427, 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1970-1971 | w/351 Eng.  w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
FAIRMONT
1978 A 1 5-1200X
A 2 5-1201X 5-787X
B 3 5-178X 5-799X
1979-1983 A 1,2 5-1200X
FALCON
1960-1962 Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
1963-1964 | w/inside snap rings Non-lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/2 inside & 2 outside snap rings A 1 5-1200X
A 2 5-1201X 5-787X
1965-1967 | w/170 Eng. Lube| A 1,2 5-105X
Non-lube | A 1,2 5-100X
w/200 or 289 Eng.
w/inside snap rings  w/1.719” Snap Ring Dim Lube| A 1 5-105X
Non-lube | A 1 5-100X
w/2.344” Snap Ring Dim A 1 5-2011X
Lube| A 2 5-105X
Non-Lube | A 2 5-100X
w/inside & outside snap rings A 1 5-1200X
w/2.343” Snap Ring Dim A 2 5-2173X
w/2.390” Snap Ring Dim A 2 5-1201X 5-787X
1968-1970 | w/170 Eng. Lube| A 1,2 5-105X
Non-lube | A 1,2 5-100X
w/200 Eng. wl/inside snap rings Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/inside & outside snap rings A 1 5-1200X
A 2 5-1201X 5-787X
CB
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
FALCON
1968-1970 | w/289 or 302 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
1971 A 1 5-1200X
A 2 5-1201X 5-787X
GALAXIE
1959 w/inside snap rings A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
w/outside snap rings A 1,2 5-153X 5-785X
1960 A 1,2 5-153X 5-785X
1961-1962 | w/223, 292, 352, 390 or 406 Eng.
Exc. overdrive A 1 5-1200X
A 2 5-1201X 5-787X
w/overdrive A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1963-1972 | w/240, 289, 302 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351-2BL or 352-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351-4BL, 352-4BL Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/390, 400, 427 or 482 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1973-1974 | w/351 Eng.  w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
GRANADA
1975-1978 | w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1979-1980 A 1 5-1200X
A 2 5-1201X 5-787X
1981-1982 A 1,2 5-1200X
b?:tﬂ
A Important: See Safety Information in General Information Section (J300P-Gl) 25




SSvd

U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
LTD
1965-1972 | w/240, 289, 302, 351-2BL or 352-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351-4BL, 352-4BL, 390, 400, 427 or 482 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1973-1977 | w/351 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1978 w/302 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1978 w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1979 Exc.police cars & vehicles wi/trailer towing Pkg. A 1,2 5-1200X
Police cars & vehicles w/trailer towing Pkg. A 1,2 5-1203X 5-790X
1980-1981 | Exc. police cars & vehicles wi/trailer towing Pkg. A 1,2 5-1200X
Police cars & vehicles wi/trailer towing Pkg. A 1,2 5-1203X 5-790X
1982 Exc. 351 Eng. A 1,2 5-153X 5-785X
w/350 Eng. A 1,2 5-213X 5-790X
LTD CROWN VICTORIA
1955 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1956 w/inside snap rings A 1 5-2011X
w/outside snap rings A 1,2 5-153X 5-785X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1979-1981 | Exc. police cars & vehicles w/trailer towing Pkg. A 1,2 5-1200X
Police cars & vehicles w/trailer towing Pkg. A 1,2 5-1203X 5-790X
1982-1983 | Exc. 351 Eng. A 1,2 5-153X 5-785X
w/351 Eng. A 1,2 5-213X 5-790X
1984-1991 | Exc. 351 Eng. Exc. trailer towing pkg. A 1,2 5-1200X
w/trailer towing Pkg. A 1,2 5-1203X 5-790X
w/351 Eng. A 1,2 5-1203X 5-790X
1992 Exc. trailer towing Pkg. A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
w/trailer towing Pkg. A 1,2 5-1203X 5-790X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
LTD Il
1977-1979 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
MAVERICK
1970-1973 | w/170, 200, 250, 289, 302-2BL, 252-2BL Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/351-4BL, 352-4BL, 428 or 429 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1974-1978 A 1 5-1200X
A 2 5-1201X 5-787X
1979 A 1,2 5-1200X
MUSTANG
1965 w/170 Eng. Non-lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/200 Eng. w/1.719” snap ring dim Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/3.219” snap ring dim A 1 5-1200X
A 2 5-1201X 5-787X
w/260 or 289 Eng. w/2.344” snap ring dim A 1 5-2011X
A 2 5-2173X
w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
1966 w/200 Eng. w/MT Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/AT A 1 5-2011X
A 2 5-2173X
w/289 Eng. A 1 5-2011X
A 2 5-2173X
1967 w/200 Eng. w/MT Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/AT A 1 5-1200X
A 2 5-1201X 5-787X
w/289 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1968-1969 | w/200 Eng. Exc. 4 Spd. Trans Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/4 Spd. Trans A 1 5-1200X
A 2 5-1201X 5-787X
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
MUSTANG
1968-1969 | w/250, 302 or 351 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 427 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1970-1973 | w/170, 200, 250, 289, 302-2BL, 252-2BL Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/351-4BL, 352-4BL, 428 or 429 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1974-1978 A 1 5-1200X
A 2 5-1201X 5-787X
1979-1986 A 1,2 5-1200X
1987 w/2.3L Eng. A 1,2 5-153X 5-785X
w/5.0L Eng. w/AT A 1,2 5-1200X
w/MT A 1,2 5-1203X 5-790X
1988-1993 | w/2.3L Eng. A 1,2 5-153X 5-785X
w/5.0L Eng. w/AT A 1,2 5-153X 5-785X
w/MT A 1,2 5-1203X 5-790X
1994 w/3.8L Eng. Lube fitting in Body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
w/5.0L Eng. A 1,2 5-1203X 5-790X
1995 A 1,2 5-1203X 5-790X
1996-1999 A 1,2 5-1204X 5-792X
2000-2001 A 1,2 5-213X 5-812X
2002-2004 | Exc. Cobra A 1,2 5-213X 5-812X
Cobra A 1,2 5-178X 5-799X
PINTO
1971-1980 A 1 5-1200X
A 2 5-1201X 5-787X
RANCHERO
1962-1969 | 240, 289, 302, 351-2BL, 352-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
351-4BL, 352-4BL, 390, 427, 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1970-1976 | w/351 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X

~EF
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K350 U-Joints
Year Model & Description Fig.| Location Spicer SPL"“
Part No. Part No.
FORD
RANCHERO
1977-1979 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
TEMPO
1987 U |1THRU7 5-443X
1988-1992 | AWD u 1,2,3 5-1200X
Lube fitting in Body | U 1,2,3 5-443X
U| 45,67 5-443X
THUNDERBIRD
1955-1961 A 1,2 5-1200X
1962 A 1 5-1202X 5-787X
A 2 5-1203X 5-790X
1963-1966 A 1,2 5-1203X 5-790X
1967 2 Door Landau or Hardtop A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
4 Door Landau A 1,2 5-1203X 5-790X
1968-1971 Al 1,234 5-3147X 5-795X
CV seat repair kit| A cv 211007X
1972-1976 A 1,2 5-1203X 5-790X
1977-1979 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1980 D 1 5-153X 5-785X
D 2,3 5-433-1X
CV centering yoke kit| D CcVv 211229X
1981-1982 D 1,2,3 5-1200X
CV centering yoke kit | D cv 211229X
1983-1986 A 1,2 5-1200X
1987-1988 | w/AT A 1,2 5-1200X
w/MT A 1,2 5-1203X 5-790X
1989-1991 | w/MT A 1,2 5-1203X 5-790X
w/AT & 7.5” ring gear A 1,2 5-1200X
w/AT & 8.8” ring gear A 1,2 5-1203X 5-790X
1992 w/MT A 1,2 5-1203X 5-790X
w/AT & 7.5” ring gear Lube Fitting in Body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
w/AT & 8.8” ring gear A 1,2 5-1203X 5-790X
1993 w/3.8L Exc. SC A 1,2 5-153X 5-785X
w/3.8L & Super Charger & w/5.0L A 1,2 5-1203X 5-790X
1994-1997 | w/3.8L & Super Coupe or 4L 8 Cyl Eng. A 1,2 5-213X 5-790X
w/inside & outside snap rings A 1,2 5-1203X 5-790X
@ (? CV CB T@
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
TORINO
1968-1969 | 240, 289, 302, 351-2BL, 352-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
351-4BL, 352-4BL, 390, 427, 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1970-1976 | w/351 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
FORD BRITISH
1959-1961 | Anglia Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
1962 Anglia Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zephyr, Zodiac MKII, Consul Lube | A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zodiac MKIIIl, MKIV A 1,2 5-4X
1963-1968 | Anglia Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
Cortina MKI, MKII & Corsair Lube | A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zephyr, Zodiac MKII, Consul Lube | A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zodiac MKIIl, MKIV A 1,2 5-4X
1969-1970 | Cortina MKI, MKII & Corsair Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zephyr, Zodiac MKII, Consul Lube | A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zodiac MKIIIl, MKIV A 1,2 5-4X
1971-1972 | Zephyr, Zodiac MKII, Consul Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
Zodiac MKIIl, MKIV A 1,2 5-4X
HILLMAN
1945-1971 | California, Estate Car, Huskey, Imp, and Minx Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
HYUNDAI
1984-1988 | PONY A 1,2 5-443X
1984-1987 | STELLAR A 1,2 5-443X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
JAGUAR
1953-1961 | 2-Joint Driveshaft E 1,2 5-4X
E | 3,456 5-160X 5-801X
1962-1987 | 2-Joint Driveshaft E 1,2 5-153X 5-785X
E | 3,456 5-160X 5-801X
3-Joint Driveshaft u 1,2,3 5-153X 5-812X
U | 4567 5-160X 5-801X
1988-1989 | Driveshaft with Staked-in Joints U 1,2,3 N/A N/A
U| 4567 5-160X 5-801X
JENSEN
1954-1970 | Al 12 5-178X 5-799X
LAGONDA
1961-1970 | Raptide A 1,2 5-178X 5-799X
w/Half Shaft E | 3456 5-160X 5-801X
LINCOLN
CAPRI
1952-1959 | Al 12 5-153X 5-785X
CONTINENTAL
1949-1959 A 1,2 5-153X 5-785X
1960 A 1 5-213X 5-790X
A 2 5-134X
1961-1962 G 1,2 5-213X 5-790X
G 3 5-134X
1963-1965 G 1,2,3 5-213X 5-790X
CV centering yoke kit| G Ccv 210841X
CV ball & seat kit| G cv 210476-1X
1966-1976 H| 1,234 5-213X 5-790X
CV centering yoke kit| H cv 210841X
CV ball & seat kit| H Ccv 210476-1X
1977 To 5-1-77 H| 1,234 5-213X 5-790X
CV centering yoke kit | H Ccv 210841X
CV ball & seat kit| H Ccv 210476-1X
From 5-1-77 H| 1234 5-3147X 5-795X
CV ball & seat kit| H Ccv 211009X
CV seat repair kit | H Ccv 211007X
? 0 N
_®
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
LINCOLN
CONTINENTAL
1978-1979 H| 1234 5-3147X 5-795X
CV ball & seat kit | H Ccv 211009X
CV seat repair kit | H CVv 211007X
1980 wi/trailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-1200X
1981 A 1,2 5-1200X
1982-1983 A 1,2,3 5-1200X
CV centering yoke kit| D cv 211229X
1984-1987 D 1,2,3 5-1200X
COSMOPOLITAN
1949-1954 | Al 12 | 5153 | 5-785X
LIDO
1950-1951 | |A| 12 | 5153 | 5-785X
MARKIII
1955-1956 | Al 12 | 5153x | 5-785X
MARK 1II
1968 H| 1234 5-213X 5-790X
CV centering yoke kit | H Ccv 210841X
CV ball & seat kit| H Ccv 210476-1X
1969-1971 H| 1234 5-3147X 5-795X
CV ball & seat kit | H Ccv 211008X
CV seat repair kit | H Ccv 211007X
MARK IV
1972-1976 | Al 12 5-1203X 5-790X
MARK YV
1977 A 1,2 5-1203X 5-790X
1978 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1979 A 1,2 5-1203X 5-790X
MARK VI
1980 w/trailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-1200X
1981 A 1,2 5-1200X
1982-1983 | witrailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-1200X
MARK VI
1984-1991 D 1,2,3 5-1200X
v cv cv
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
LINCOLN
MARK VII
1992 Lube fitting in Body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
MARK VI
1993-1994 A 1,2 5-213X 5-790X
w/inside & outside snap rings A 1,2 5-1203X 5-790X
1995 Includes Mark VIII LSC A 1,2 5-213X 5-812X
w/inside & outside snap rings A 1,2 5-1203X 5-790X
1996-1998 | Includes Mark VIII LSC A 1,2 5-213X 5-812X
PREMIERE
1956-1959 A 1,2 5-153X 5-785X
1960 A 1 5-213X 5-790X
A 2 5-134X
SPORT
1949-1951 | A 1,2 5-153X 5-785X
TOWN CAR
1982-1991 | witrailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-1200X
1992-1998 | w/trailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. Lube fitting in Body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
1999-2002 A 1,2 5-1203X 5-790X
2003-2006 | Exc. Long Wheelbase A 1,2 5-213X 5-812X
w/ Long Wheelbase A 1,2 N/A N/A
VERSAILLES
1977-1978 D 1,2,3 5-213X 5-790X
CV centering yoke kit| D cv 211520X
CV ball & seat repair kit | D Cv 210476-1X
1979 w/3.469” outside yoke dim D 1,2,3 5-153X 5-785X
w/3.875” outside yoke dim D 1,2,3 5-213X 5-790X
w/3.469” outside yoke dim CV centering yoke kit | D Ccv 211198X
w/3.875” outside yoke dim CV ball & seat kit | D Cv 210476-1X
1980 D 1 5-153X 5-785X
D 2,3 5-433-1X
CV centering yoke kit | D CcVv 211198X
LOTUS
1957-1961 | Climax Super, LeMans, Sports Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
LOTUS
1962-1963 | Climax Super, LeMans, Sports Lube| A 1,2 5-111X
Non-lube | A | 1,2 5-101X
Elan, Elite Lube | E 1,2 5-111X
Non-lube | E 1,2 5-101X
Half Shaft| E | 3,4,5,6 5-4X
1964-1971 | Elan, Elite Lube | E 1,2 5-111X
Non-lube | E 1,2 5-101X
Half Shaft| E | 3,4,5,6 5-4X
MASERATI
1958-1962 | Al 12 5-178X 5-799X
MAZDA
1979-1982 | 626 Al 12 5-1504X
1972-1977 | 828 Al 12 5-1504X
1977-1981 | GLC Al 12 5-1514X
1976-1977 | MISER Al 12 5-1514X
1971-1973 | R100 Al 12 5-1504X
1971-1974 | RX2 Al 12 5-1504X
1972-1978 | RX3 Al 12 5-1504X
1979-1982 | RX7 Al 12 5-1504X
MERCURY
BOBCAT
1974-1980 A 5-1200X
A 2 5-1201X 5-787X
CAPRI
1979-1986 | Al 12 5-1200X
COMET
1960-1962 | w/144, 170 or 200 Eng. Lube| A | 1,2 5-105X
Non-lube| A | 1,2 5-100X
1963-1964 | w/144, 170 or 200 Eng. Lube| A | 1,2 5-105X
Non-lube | A | 1,2 5-100X
w/260 or 289 Eng. A 1 5-153X 5-785X
A 2 5-1201X 5-787X
1965 w/200 Eng.  W/AT A 1 5-153X 5-785X
A 2 5-1201X 5-787X
w/MT Lube| A | 1,2 5-105X
Non-Lube| A | 1,2 5-100X
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Year Model & Description Fig.| Location Spicer
Part No.
MERCURY
COMET
1965 w/289 Eng. Exc. spec 4 spd trans w/inside Snap Ring A 1 5-2011X
A 2 5-2173X
w/outside snap rings A 1 5-153X 5-785X
A 2 5-1201X 5-787X
w/Spec 4 Spd. Trans. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1966-1967 | w/200 or 289 Eng. A 1 5-153X 5-785X
A 2 5-1201X 5-787X
w/390 Eng. A 1 5-213X 5-790X
To 1-1-66 A 2 5-1201X 5-787X
From 1-1-66 A 2 5-1204X 5-792X
w/427 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1968-1969 | w/200, 250, 302 or 351 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 427 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1970 w/250 or 302 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351 Eng., w/3 Spd or C4 trans A 1 5-1200X
A 2 5-1201X 5-787X
w/351 & 429 Eng., w4 Spd or C6 trans A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1971-1977 A 1 5-1200X
A 2 5-1201X 5-787X
COUGARI/XR7
1967-1968 | w/289 or 302 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390 or 427 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1969-1970 | w/302 Eliminator Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/351 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 427 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1971-1972 | w/351 Eng. Exc. 4 Spd. MT A 1 5-1200X
A 2 5-1201X 5-787X
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
MERCURY
COUGAR/XR7
1971-1972 | w/4 Spd. MT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/429 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1973 A 1 5-1200X
A 2 5-1201X 5-787X
1974 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1975-1976 | w/351 Eng. A 1 5-1203X 5-790X
w/C4 AT A 2 5-1201X 5-787X
Exc. C4 AT A 2 5-1204X 5-792X
w/400 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1977-1979 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1980 D 1,2,3 5-1200X
CV centering yoke kit| D Ccv 211229X
1981-1982 | Exc. XR7 A 1,2 5-1200X
XR7 D 1,2,3 5-1200X
CV centering yoke kit| D cv 211229X
1983-1988 A 1,2 5-1200X
1989-1993 | Exc. XR7 A 1,2 5-153X 5-785X
XR7 A 1,2 5-213X 5-790X
1994-1997 | 3.8L Eng. or 4.6L 8 Cyl Eng. A 1,2 5-213X 5-790X
GRAND MARQUIS
1949-1954 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1955-1960 A 1,2 5-153X 5-785X
1961-1962 A 1 5-1200X
A 2 5-1201X 5-787X
1963 w/223, 260, 289 or 352 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 406 or 427 Eng. To 6-3-63 A 1 5-1200X
A 2 5-1201X 5-787X
From 6-3-63 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1964 w/223, 289 or 352 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
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Year Model & Description Fig.| Location Spicer
Part No.
MERCURY
GRAND MARQUIS
1964 w/390 Eng. w/Cruise-o-Matic A 1 5-1200X
A 2 5-1201X 5-787X
Exc./Cruise-o-Matic A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/427 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1965-1966 | w/240 or 289 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/352 or 390 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/427 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1967-1977 | w/240, 289, 302, 351-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
351-4BL, 390, 400, 427 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1978 w/Cruise-O-Matic A 1 5-1200X
A 2 5-1201X 5-787X
Exc. Cruise-O-Matic A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1979-1981 | witrailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-1200X
Police Cars A 1,2 5-1203X 5-790X
1982 w/255 or 302 Eng. A 1,2 5-1200X
w/351 Eng. A 1,2 5-1203X 5-790X
1983 A 1,2 5-1200X
1984-1991 | w/351 Eng. A 1,2 5-1203X 5-790X
Exc. 351 Eng. w/trailer towing package A 1,2 5-1203X 5-790X
Exc. trailer towing pkg. A 1,2 5-1200X
1992-1994 | witrailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-153X 5-785X
1995-2002 | 4.6L Eng. A 1,2 5-213X 5-812X
2003-2004 | Exc Sport Option A 1,2 5-213X 5-812X
Sport Option A 1,2 N/A N/A
2005-2006 | Steel Driveshaft A 1,2 5-213X 5-812X
w/alum. driveshaft Alum. u-joints replaced by steel u-joints A 1,2 5-178X 5-799X
? ¢ Qe
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
MERCURY
MARAUDER
2003-2004 | 4.6L Eng. A 1,2 5-213X 5-812X
MARQUIS/MARQUIS BROUGHAM
1949 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
A 2 5-2031X
1950-1954 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1955-1960 A 1,2 5-153X 5-785X
1961-1962 A 1 5-1200X
A 2 5-1201X 5-787X
1963 w/223, 260, 289 or 352 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 406 or 427 Eng. To 6-3-63 A 1 5-1200X
A 2 5-1201X 5-787X
From 6-3-63 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1964 w/223, 289 or 352 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390 Eng. w/Cruise-o-Matic A 1 5-1200X
A 2 5-1201X 5-787X
Exc./Cruise-o-Matic A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/427 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1965-1966 | w/240 or 289 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/352 or 390 Eng.w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1965-1966 | w/427 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1967-1977 | w/240, 289, 302, 351-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
351-4BL, 390, 400, 427 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1978 w/Cruise-O-Matic A 1 5-1200X
A 2 5-1201X 5-787X
Exc. Cruise-O-Matic A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
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Year Model & Description Fig.| Location Spicer
Part No.
MERCURY
MARQUIS/MARQUIS BROUGHAM
1979-1981 | witrailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-1200X
Police Cars A 1,2 5-1203X 5-790X
1982 w/255 or 302 Eng. A 1,2 5-1200X
w/351 Eng. A 1,2 5-1203X 5-790X
1983 A 1,2 5-1200X
1984-1991 | Exc. 351 Eng. w/trailer towing package A 1,2 5-1203X 5-790X
Exc. trailer towing pkg. A 1,2 5-1200X
w/351 Eng. A 1,2 5-1203X 5-790X
1992-1994 | witrailer towing Pkg. A 1,2 5-1203X 5-790X
Exc. trailer towing Pkg. A 1,2 5-153X 5-785X
1995-1999 | w/2 inside & 2 outside snap rings A 1,2 5-1204X 5-792X
METEOR
1962-1964 A 1 5-1200X
A 2 5-1201X 5-787X
1965 Exc. Wagons w/240 or 289 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/352 Eng. w/AT A 1 5-1200X
A 2 5-1201X 5-787X
w/352 Eng. w/MT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/390 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
Wagons w/352 Eng. w/AT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/352 Eng. w/MT w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1966 w/240 or 289 Eng. A 1 5-153X 5-785X
A 2 5-1201X 5-787X
w/352 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/390 or 428 Eng.w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
MERCURY
METEOR
1967-1970 | w/240, 289, 302 or 351 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 410 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1971-1976 | w/302 & 351 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1204X 5-792X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
w/400, 429 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
MONARCH
1975-1976 A 1 5-1200X
w/3.219” outside yoke dim A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 2 5-1204X 5-792X
1977-1978 | w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1979-1980 A 1 5-1200X
A 2 5-1201X 5-787X
MONTEGO
1968-1974 | w/250 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/302 or 351 2-BL Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/351, 400 or 429-4BL Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1975-1976 | w/351-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/351-4BL or 400 Eng. A 1 5-1203X 5-790X
w/3.219” outside yoke dim A 2 5-1201X 5-787X
w/460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
MONTEREY
1950-1954 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
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Year Model & Description Fig.| Location Spicer
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MERCURY
MONTEREY
1955-1960 A 1,2 5-153X 5-785X
1961-1962 A 1 5-1200X
A 2 5-1201X 5-787X
1963 w/223, 260, 289 or 352 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390, 406 or 427 Eng. To 6-3-63 A 1 5-1200X
A 2 5-1201X 5-787X
From 6-3-63 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1964 w/223, 289 or 352 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/390 Eng. w/Cruise-o-Matic A 1 5-1200X
A 2 5-1201X 5-787X
Exc./Cruise-o-Matic A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/427 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1965-1966 | w/240 or 289 Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/352 or 390 Eng. w/3.219” outside yoke dim A 1 5-1200X
A 2 5-1201X 5-787X
w/3.625” outside yoke dim A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/427 or 428 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1967-1974 | w/240, 289, 302, 351-2BL Eng. A 1 5-1200X
A 2 5-1201X 5-787X
351-4BL, 390, 400, 427 or 460 Eng. A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
TOPAZ
1987-1992 u 1,2,3 5-443X
U| 4567 5-443X
ZEPHYR
1978 A 5-1203X 5-790X
A 2 5-1204X 5-792X
1979-1983 A 1,2 5-1200X
MG
1945-1980 | EXC. SPITFIRE 1500 From VIN #FM110572 Non-lube | A 1,2 5-101X
Lube| A 1,2 5-111X
(P (%) CB =0
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MG
1980 | SPITFIRE 1500, FROM VIN #FM110572 From VIN #FM110572| A | 2 5-101X
MORRIS
1966-1971 | MINI COOPER A 1,2 5-101X
A 1,2 5-111X
1956-1971 | MINOR A 1,2 5-101X
A 1,2 5-111X
1959-1971 | OXFORD A 1,2 5-101X
A 1,2 5-111X
NISSAN/DATSUN
1966-1974 | 1200 A 1,2 5-1500X
1967-1979 | 240Z & 260Z E 1,2 5-1501X
E| 3456 5-1505X
1967-1978 | 280Z E 1,2 5-1501X
E| 3,456 5-1505X
1979 280Z Exc. Turbo E| 3456 5-1505X
E 1,2 5-1501X
1980-1983 | 2802 Exc. Turbo E| 3456 5-1505X
1967-1979 | 510 A 1,2 5-1501X
1973-1977 | 610 & 710 A 1,2 5-1501X
1976-1984 | 810/810 MAXIMA E| 3,456 5-1505X
1966-1974 | B110 A 1,2 5-1500X
OLDSMOBILE
88
1949-1952 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1953 A 1 5-2011X
1954-1956 | w/MT A 1 5-2011X
w/Hydramatic Trans. A 2 5-3147X 5-795X
w/2 inside snap rings & 2 wing brgs A 2 5-3012X
1957-1958 S 1,3 5-3022X
S 2 5-153X 5-785X
1959-1964 S 1,2 5-153X 5-785X
S 3 5-3022X
1965-1970 | Exc. 425 & 455 Eng. A 1,2 5-3147X 5-795X
w/425 & 455 Eng. A 1 5-213X 5-790X
A 2 5-212X
1971-1972 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D cv 211008X
CV seat repair kit | D Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
@ (? CV
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Year Model & Description Fig.| Location Spicer
Part No.
OLDSMOBILE
88
1973-1978 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1979 3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D CVv 211007X
2-Joint Driveshaft A 1,2 5-3147X 5-795X
1980-1981 A 1,2 5-3147X 5-795X
1982-1985 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1986-1992 A 1,2 5-3147X 5-795X
98
1941-1952 A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1953 A 1 5-2011X
1954-1956 | w/MT A 1 5-2011X
w/Hydramatic Trans. A 2 5-3147X 5-795X
w/2 inside snap rings & 2 wing brgs A 2 5-3012X
1957-1958 S 1,3 5-3022X
S 2 5-153X 5-785X
1959-1964 S 1,2 5-153X 5-785X
S 3 5-3022X
1965-1970 | Exc. 425 & 455 Eng. A 1,2 5-3147X 5-795X
w/425 & 455 Eng. A 1 5-213X 5-790X
A 2 5-212X
1971-1972 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1978 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D CVv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1979 3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Cv 211007X
2-Joint Driveshaft A 1,2 5-3147X 5-795X
1980-1981 A 1,2 5-3147X 5-795X
@ (? CV
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
OLDSMOBILE
98
1982-1985 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
CUSTOM CRUISER
1971-1981 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
1982-1985 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1986-1992 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
CUTLASS
1962-1963 C| 1234 5-2011X
1964 w/inside snap rings A 1,2 5-3147X 5-795X
1965 w/Turbo Hydra-Matic AT A 1 5-213X 5-790X
A 2 5-212X 5-793X
Exc. Turbo Hydra-Matic A/T A 1,2 5-3147X 5-795X
1966-1967 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1968-1981 | w/inside snap rings A 1,2 5-3147X 5-795X
DELTA ROYALE
1969-1970 | Exc. 425 & 455 Eng. A 1,2 5-3147X 5-795X
w/425 & 455 Eng. A 1 5-213X 5-790X
A 2 5-212X
1971-1972 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1978 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1979 3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
2-Joint Driveshaft A 1,2 5-3147X 5-795X
1980-1981 A 1,2 5-3147X 5-795X
1982-1985 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1986-1992 A 1,2 5-3147X 5-795X
F-85
1961-1963 C| 1,234 5-2011X
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Year Model & Description Fig.| Location Spicer
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F-85
1964 w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1 5-153X 5-785X
A 2 5-3022X
1965 Exc. Turbo-Hydramatic Trans A 1,2 5-3147X 5-795X
w/Turbo-Hydramatic Trans A 1 5-213X 5-790X
A 2 5-212X 5-793X
1966-1969 | Exc. 425 & 455 Eng. A 1,2 5-3147X 5-795X
w/425 & 455 Eng. A 1 5-213X 5-790X
A 2 5-212X
1970-1973 A 1,2 5-3147X 5-795X
OMEGA
1973-1976 A 1,2 5-153X 5-785X
1977 all others A 1,2 5-153X 5-785X
w/Prop Shaft Stamped "AK" A 1 5-3147X 5-795X
A 2 5-153X 5-785X
1978-1979 A 1,2 5-153X 5-785X
STARFIRE
1975-1980 | A 12 5-153X 5-785X
VISTA CRUISER
1964 w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1 5-153X 5-785X
A 2 5-3022X
1965 Exc. Turbo-Hydramatic Trans. A 1,2 5-3147X 5-795X
w/Turbo-Hydramatic Trans. A 1 5-213X 5-790X
A 2 5-212X
1966-1969 | Exc. 425 & 455 Eng. A 1,2 5-3147X 5-795X
w/425 & 455 Eng. A 1 5-213X 5-790X
A 2 5-212X
1970-1978 A 1,2 5-3147X 5-795X
1979 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Cv 211007X
1980-1981 A 1,2 5-3147X 5-795X
1982-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
OPEL
1954-1972 | CARAVAN A 1,2 5-105X
1954-1972 | GT REKORD A 1,2 5-105X
A ke
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
PLYMOUTH
ACCLAIM
1989-1990 | FWD Intermediate shaft u-joint w/Turbo INAL - N/A 5-1306X 5-789X
ARROW
1976-1977 A 1,2 5-1503X
1978-1979 | w/1600cc or 2000cc Eng. A 1,2 5-1503X
w/2600cc Eng. A 1,2 5-1516X
1980 w/1600cc or 2000cc Eng. A 1,2,3 5-1503X
w/2600cc or Diesel Eng. A 1,2,3 5-1516X
BARRACUDA
1964-1967 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1968-1970 | 6 Cyl Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
318 Eng. w/2BL A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
318 Eng. w/4BL A 1,2 5-1309X 5-811X
w/340, 383, 426 or 440 Eng. A 1,2 5-1309X 5-811X
1971-1972 | 6 Cyl Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
8 Cyl Eng. w/2BL A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
8 Cyl Eng. w/4BL A 1,2 5-1309X 5-811X
1973-1974 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
BELVEDERE
1957 6 CylEng.  Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
8 CylEng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
w/Torque-Flite trans. Pot type w/o body A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
6 or 8 CylEng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Torque-Flite Trans Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
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PLYMOUTH
BELVEDERE
1960-1961 |6 or 8 CylEng.  w/3 Spd. trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Power-Flite Trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1962-1963 | 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
8 Cyl Eng.  Pot type w/o body A 1 5-1405X
w/inside snap rings A 2 5-1306X 5-789X
6 or 8 Cyl Eng. Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 8 Cyl Eng.  Pot type w/o body A 1 5-1407X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube Fitting in Bearing Cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1979 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
CARAVELLE
1984-1989 | FWD Intermediate shaft u-joint INAL - N/A 5-1306X 5-789X
CRICKET
1971-1972 Lube| A 1,2 5-111X
Non-Lube | A 1,2 5-101X
DUSTER
1960 Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1961 w/3.625” Flange Dia. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/4.000” Flange Dia. Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
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Part No. Part No.
PLYMOUTH
DUSTER
1962-1965 | Pot type w/o body A 5-1407X
A 5-1306X 5-789X
Lube fitting in brg. cup | A 5-1306-1X
1966-1969 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1970-1976 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
FURY
1956 Pot type w/o body A 1,2 5-1407X
A 2 5-1304X
1957 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
8 CylEng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
w/Torque-Flite trans. w/Pot type w/o body A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1959 | 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
6 or 8 CylEng.  Exc. Torque-Flite Trans A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Torque-Flite Trans Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1960-1961 |6 or 8 Cyl Eng.  w/3 Spd. trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Power-Flite Trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1962-1963 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Pot type w/o body A 1 5-1405X
w/inside snap rings A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X

G

48

A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
PLYMOUTH
FURY
1964-1965 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Pot type w/o body A 1 5-1407X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube Fitting in Bearing Cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1979 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
FURY BROUGHAM
1957 6 Cyl Eng. Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
8 Cyl Eng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
w/Torque-Flite trans. Pot type w/o body A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1959 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
6 or 8 Cyl Eng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Torque-Flite Trans Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1960-1961 |6 or 8 Cyl Eng.  w/3 Spd. trans. Pot type w/o body | A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Power-Flite Trans. Pot type w/o body | A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1962-1963 | 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 CylEng.  Pot type w/o body A 1 5-1405X
w/inside snap rings A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
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FURY BROUGHAM
1964-1965 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Pot type w/o body A 1 5-1407X
w/inside snap rings A 2 5-1306X 5-789X
A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1979 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
FURY SALON
1957 6 Cyl Eng. Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
8 CylEng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
w/Torque-Flite trans. Pot type w/o body A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1959 | 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
6 or 8 CylEng.  Exc. Torque-Flite Trans A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Torque-Flite Trans Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1960-1961 | 6 or 8 Cyl Eng.  w/3 Spd. trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Power-Flite Trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1962-1963 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
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FURY SALON
1962-1963 | 8 Cyl Eng. Pot type w/o body A 1 5-1405X
w/inside snap rings A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Pot type w/o body A 1 5-1407X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube Fitting in Bearing Cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1979 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
GRAN FURY
1957 6 Cyl Eng. Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
8 Cyl Eng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
w/Torque-Flite trans. Pot type w/o body A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1959 | 6 Cyl Eng.  Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
6 or 8 Cyl Eng.  Exc. Torque-Flite Trans A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Torque-Flite Trans Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1960-1961 |6 or 8 CylEng.  w/3 Spd. trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Power-Flite Trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1962-1963 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
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GRAN FURY
1962-1963 | 8 Cyl Eng. Pot type w/o body A 1 5-1405X
w/inside snap rings A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1964-1965 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Pot type w/o body A 1 5-1407X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube Fitting in Bearing Cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1979 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1980-1989 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
GTX
1967 Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1970 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1971 w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
ROAD RUNNER
1968-1979 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
SAPPORO
1978-1980 A 1,2 5-1516X
1981-1983 | w/AT B 1,2,3 5-1503X
w/MT B 1,2,3 5-1516X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
PLYMOUTH
SATELLITE
1965 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
8 Cyl Eng. Pot type w/o body A 1 5-1407X
w/inside snap rings A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1966-1967 | Exc. 426 & 440 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/426 & 440 Eng. A 1,2 5-213X 5-790X
1968-1974 | w/2.219” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
SUBURBAN
1957 6 CylEng.  w/2inside snap rings & 2 wing brgs A 1 5-1407X
A 2 5-1304X
8 CylEng.  Exc. Torque-Flite Trans Pot type w/o body A 1 5-1407X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
w/Torque-Flite trans. Pot type w/o body A 1 5-1405X
w/2 inside snap rings & 2 wing brgs A 2 5-1304X
1958-1959 | 6 Cyl Eng. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
6 or 8 CylEng.  Exc. Torque-Flite Trans A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Torqu-Flite Trans Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1960-1961 |6 or 8 CylEng.  w/3 Spd. trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/Power-Flite Trans. Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
SUNDANCE
1987-1994 | FWD Intermediate shaft u-joint w/Turbo INAl - N/A 5-1306X 5-789X
TURISMO
1983-1987 | FWD Intermediate shaft u-joint w/Turbo N/A|  N/A 5-1306X 5-789X
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
PLYMOUTH
VALIANT
1960 Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1961 w/3.625” Flange Dia Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/4.000” Flange Dia Pot type w/o body A 1 5-1405X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1962-1965 | Pot type w/o body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
1966-1969 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1970-1976 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
VOLARE
1976-1980 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
VOYAGER
1987-1990 | FWD Intermediate shaft u-joint INAl N/A 5-1306X 5-789X
PONTIAC
ASTRE
1975-1981 | |A| 12 | 5153x | 5-785X
BONNEVILLE
1957-1970 A 1,2 5-3147X 5-795X
1971-1972 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1974 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
CV
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
PONTIAC
BONNEVILLE
1975-1976 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Ccv 211007X
Station Wagon  w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1977-1978 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Ccv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1979 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
1980-1986 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
CATALINA
1950-1952 | w/Powerglide A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1953 w/Powerglide A 1,2 5-153X 5-785X
Exc. w/Powerglide A 1,2 5-2031X
1954-1955 | w/Powerglide A 1 5-2011X
w/2 inside snap rings & 2 wing brgs A 2 5-2031X
1956-1970 A 1,2 5-3147X 5-795X
1971-1972 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D cv 211008X
CV seat repair kit | D Cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1978 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D cv 211009X
CV seat repair kit | D CVv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1979 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D Ccv 211007X
1980-1981 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
? o 9o
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
PONTIAC
EXECUTIVE
1967-1969 A 1,2 5-3147X 5-795X
1970 A 1,2 5-153X 5-785X
FIREBIRD
1967-1969 A 1,2 5-3147X 5-795X
1970-1974 A 1,2 5-153X 5-785X
1975-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1988-1992 | w/steel driveshaft A 1,2 5-3147X 5-795X
w/alum. driveshaft A 2 5-544X
1993 wi/steel driveshaft A 1,2 5-3147X 5-795X
5.7L w/alum. driveshaft A 2 5-544X
1994 w/3.4L & 5.7L Eng. w/steel driveshaft Includes Formula A 1,2 5-3147X 5-795X
5.7L w/alum. driveshaft
Alum. u-joints replaced by steel u-joints A 2 5-3022X
1995 w/3.4L , 3.8L & 5.7L wi/steel driveshaft Includes Formula A 1,2 5-3147X 5-795X
5.7L w/alum. driveshaft
Alum. u-joints replaced by steel u-joints A 2 5-3022X
1996-1999 | w/3.8L & 5.7L Eng. w/steel driveshaft
Includes Formula , Exc. Export A 1,2 5-3147X 5-795X
2000-2002 | w/3.8L & 5.7L Eng. w/steel driveshaft - Includes Formula A 1,2 5-3147X 5-795X
GRAND AM
1973-1982 A 1,2 5-3147X 5-795X
1983-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
GRAND LEMANS
1974-1982 | A 1,2 5-3147X 5-795X
GRAND PRIX
1962-1984 A 1,2 5-3147X 5-795X
1985-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
GRANDVILLE
1971-1972 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211008X
CV seat repair kit | D cVv 211007X
Station Wagon A 1,2 5-3147X 5-795X
1973-1975 | Exc. Station Wagon D 1,2,3 5-3147X 5-795X
CV ball & seat kit| D Ccv 211009X
CV seat repair kit | D cv 211007X
Station Wagon A 1,2 5-3147X 5-795X
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K350 U-Joints

Year Model & Description Fig.| Location Spicer
Part No.
PONTIAC
GTO
1964-1974 | A 12 5-3147X 5-795X
LEMANS
1962-1982 | A 12 5-3147X 5-795X
SAFARI STATION WAGON
1987-1989 | A 12 5-3147X 5-795X
SUNBIRD
1975-1981 | A 12 5-153X 5-785X
TEMPEST
1961-1982 | A 12 5-3147X 5-795X
TRANS. AM
1968-1969 A 1,2 5-3147X 5-795X
1970-1974 A 1,2 5-153X 5-785X
1975-1987 | w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
1988-1992 | w/steel driveshaft A 1,2 5-3147X 5-795X
w/alum. driveshaft A 2 5-544X
1993-1995 | w/steel driveshaft A 1,2 5-3147X 5-795X
5.7L w/alum. driveshaft A 2 5-544X
1997-1999 | w/5.7L Eng. w/steel driveshaft Exc. Export A 1,2 5-3147X 5-795X
2000-2002 | w/5.7L Eng. w/steel driveshaft A 1,2 5-3147X 5-795X
ROLLS-ROYCE
1947-1979 | [A] 12 5-178X 5-799X
ROVER
1969 w/88” or 109" WB A 1,2 5-153X 5-785X
1970-1976 | w/88” or 109" WB E 1,2 5-153X 5-785X
E| 3,456 5-178X 5-799X
SIMCA
1964-1974 | 1100 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
1963-1968 | 1300 (Including Station Wagons), 1301, 1500 & 1501 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
1957-1970 | ARIANE, ARONDE, BEAULIEU, CASTELL & CHAMBORD
Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
1948-1954 | FORD VEDETTE A 1,2 5-4X
1957-1970 | MARLY, MONACO, REGENCE, TRIAON,
VEDETTE & VERSAILLES Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
A Important: See Safety Information in General Information Section (J300P-Gl) 57




SSvd

U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
SUNBEAM
1954-1956 | ALPINE A 1,2 5-4X
1964-1968 | ALPINE Includes GT, Hardtop Lube| A 1,2 5-111X
Non-lube | A 1,2 5-101X
1966-1970 | IMP Lube| A 1,2 5-111X
Non-Lube | A 1,2 5-101X
1955-1974 | RAPIER Lube| A 1,2 5-111X
Non-Lube | A 1,2 5-101X
1966-1970 | SPORT Lube| A 1,2 5-111X
Non-Lube | A 1,2 5-101X
1965-1968 | TIGER A 1,2 5-153X 5-785X
TOYOTA
1984-1985 | CAMRY w/Gasoline Eng. U-Joint in front driveshaft N/A - 5-1510X
1971-1973 | CARINA 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft A 1,2,3 5-1502X
1971-1982 | CELICA 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft A 1,2,3 5-1502X
1968-1979 | COROLLA SEDAN  w/1200cc Eng. A 1,2 5-1500X
Exc. 1200cc Eng. 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft B 1,2,3 5-1502X
1980-1983 | COROLLA SEDAN Exc. 1200cc Eng. 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft B 1,2,3 5-1502X
1967-1983 | CORONA 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft B 1,2,3 5-1502X
1978-1983 | CRESSIDA 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft B 1,2,3 5-1502X
1968-1970 | CROWN w/2563cc Eng. A 1,2 5-1502X
1971-1972 | CROWN w/2253cc Eng. A 1,2 5-1501X
w/2563cc Eng. A 1,2 5-1502X
1967-1983 | MKII 2-Joint Driveshaft A 1,2 5-1502X
3-Joint Driveshaft B 1,2,3 5-1502X
1981-1983 | STARLET A 1,2 5-1500X
1986-1989 | SUPRA B 1,2,3 5-1510X
TRIUMPH
1963-1975 | 2000, 2500 Non-Lube | E 1,2 5-101X
Lube | E 1,2 5-111X
Halfshaft| E | 3,4,5,6 5-4X
1972-1974 | DOLOMITE Non-Lube | E |1,2,3,4,5,6/ 5-101X
Lube| E |1,2,3,4,5,6 5-111X
1962-1979 | GT6 Non-Lube | E |1,2,3,4,5,6/ 5-101X
Lube| E |1,2,3,4,5,6 5-111X

%32 ¢

P
(Rl 8

2Fs

58

A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer SPL"“
Part No. Part No.
TRIUMPH
1961-1971 | HERALD & VITESSE Non-Lube | E |1,2,3,4,5,6/] 5-101X
Lube| E |1,2,3,4,5,6/ 5-111X
1962-1979 | SPITFIRE Non-Lube | E (1,2,3,4,5,6/ 5-101X
Lube| E |1,2,3,4,5,6/ 5-111X
1980 SPITFIRE FROM VIN #FM110572 A 2 5-101X
1970-1976 | STAG V8 A 1,2 5-4X
1970-1974 | TOLEDO Non-Lube | E (1,2,3,4,5,6/ 5-101X
Lube| E |1,2,3,4,56/] 5-111X
1953-1976 | TR-2, TR-3, TR-4, TR-5, TR-6, TR-7 & Z-50 E [1,2,3,4,5,6 5-4X
1977-1980 | TR-7 & TR-8 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
VANDEN PLAS
1960-1970 | 3L A 1,2 5-4X
1952-1970 | 4L A 1,2 5-178X 5-799X
VAUXHALL
1949-1974 Non-Lube | A 1,2 5-101X
Lube| A 1,2 5-111X
VOLVO
122
1962-1968 Non-Lube | S 1,2,3 5-101X
Lube| S 1,2,3 5-111X
142, 144, 145
1967-1974 Non-Lube | S 1,2 5-101X
Lube| S 1,2 5-111X
S 3 5-4X
164
1969-1975 | 4 Dr Sedan S | 1,2,3 5-153X 5-785X
1800 SPORT COUPE
1961-1973 Non-Lube | S 1,2,3 5-101X
Lube| S 1,2,3 5-111X
240 & 260 SERIES
1975-1984 | w/3.219” outside snap ring dim S 1,2,3 5-153X 5-785X
w/2.406” outside snap ring dim S 1,2 5-111X
w/2.938” outside snap ring dim S 3 5-4X
740 SERIES
1985 w/1.750” driveshaft Dia. w/2.3L Turbo S 1,2,3 N/A
S 1,2 5-153X 5-785X
S 3 5-4X
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
VOLVO
740 SERIES
1985 w/1.750” driveshaft Dia. and 3-1/2” yoke w/2.3L Eng. S 1,2,3 5-153X 5-785X
w/2.000” driveshaft Dia. S 1,2,3 5-153X 5-785X
w/2.250” driveshaft Dia. S 1,2,3 5-111X
1986-1987 | w/1.750” driveshaft Dia. S 1,2 5-153X 5-785X
S 3 5-111X
w/1.750” driveshaft Dia. and 3-1/2” yoke w/2.3L Eng. S 1,2,3 5-153X 5-785X
w/2.000” driveshaft Dia. S 1,2,3 5-153X 5-785X
w/2.250” driveshaft Dia. S 1,2,3 5-111X
1988-1989 | w/2.000” driveshaft Dia. S 1,2,3 5-153X 5-785X
1990-1992 | w/2.000” driveshaft Dia. and 3-1/2” yoke S 1,2,3 5-153X 5-785X
w/3-1/4” yoke S 1,2,3 5-4X
760 SERIES
1983 w/2.4L Diesel, 2.4L Diesel Turbo & 2.8L V6 S 1,2 5-111X
S 3 5-4X
1984 w/2.3L Turbo, 2.4L Diesel & w/Turbo, 2.8L V6 S 1,2 5-111X
S 3 5-4X
1985 w/1.750” driveshaft Dia. S 1,2 5-153X 5-785X
S 3 5-111X
w/2.000” driveshaft Dia.
w/2.3L Turbo, 2.4L Diesel Turbo , 2.8L V6 S 1,2,3 5-153X 5-785X
w/2.250” driveshaft Dia. S 1,2,3 5-111X
1986 w/1.750” driveshaft Dia. S 1,2 5-153X 5-785X
S 3 5-111X
w/2.000” driveshaft Dia. w/2.3L Turbo , 2.8L V6 S 1,2,3 5-153X 5-785X
w/2.250” driveshaft Dia. S 1,2,3 5-111X
1987 w/1.750” driveshaft Dia. S 1,2 5-153X 5-785X
S 3 5-111X
w/2.000” driveshaft Dia. w2.3L Turbo, 2.8L V6 S 1,2,3 5-153X 5-785X
w/2.250” driveshaft Dia. S 1,2,3 5-111X
1988-1990 | w/2.000” driveshaft Dia. and 3-1/2” yoke
w2.3L Turbo, 2.8L V6 S 1,2,3 5-153X 5-785X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
BUICK
RAINIER
2004 4.2L Eng., 5.3L(P) A 1,2 5-3147X 5-795X
2005-2006 | 4.2L Eng., 5.3L(M) A 1,2 5-3147X 5-795X
CADILLAC
ESCALADE
2002-2004 | 5.3L & 6.0L Eng. A 1,2 5-3147X 5-795X
2005-2006 | 5.3L & 6.0L Eng. A 1,2 5-178X 5-799X
CHEVROLET
ASTRO VAN
1985-1998 A 1 5-3147X 5-795X
A 2 5-178X 5-799X
1999-2003 | w/AT A 1 5-3147X 5-795X
A 2 5-178X 5-799X
2004-2005 | w/AT A 1,2 5-3147X 5-795X
AVALANCHE 1500
2002 5.3L Eng. A 1 5-213X 5-812X
A 2 5-212X 5-793X
2003 5.3L(T) Eng. A 1 5-213X 5-812X
A 2 5-212X 5-793X
2004 5.3L Eng. A 1 5-213X 5-812X
A 2 5-212X 5-793X
2005 5.3L(Z) Eng. A 2 5-212X 5-793X
A 1 5-213X 5-812X
2006 5.3L Eng. A 1 5-213X 5-812X
A 2 5-212X 5-793X
AVALANCHE 2500
2002-2006 | 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-160X 5-801X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
BLAZER - FULL SIZE
1973-1977 | w/Turbo-Hydramatic Trans. A 1 5-213X 5-790X
A 2 5-153X 5-785X
w/4 Spd. MT A 1 5-178X 5-799X
A 2 5-153X 5-785X
Exc. 4 Spd. MT & Turbo-Hydramatic Trans. A 1,2 5-153X 5-785X
1978-1981 | w/3 Spd. Trans. A 1,2 5-153X 5-785X
w/4 Spd. MT, w/53.09” driveshaft length A 1 5-178X 5-799X
A 2 5-153X 5-785X
w/4 Spd. MT, w/53.80” driveshaft length A 1,2 5-178X 5-799X
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
BLAZER - FULL SIZE
1982 w/305 Eng. & 4 Spd. Trans A 1,2 5-178X 5-799X
Exc. 305 Eng. & 4 Spd. Trans. A 1,2 5-3147X 5-795X
BLAZER - R-10 SERIES
1987-1991 | 2-Joint Driveshaft w/inside snap rings A 12 5-3147X | 5-795X
BLAZER - R-20 SERIES
1987-1991 | 2-Joint Driveshaft A 12 5-3147X | 5-795X
BLAZER - S-10
1982-2005 | A 12 5-3147X | 5-795X
C-10 SERIES TRUCK / SUBURBAN
1954-1959 | Exc. Torque Tube Joint Assy w/1.062” Brg. cup dia. A 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. A 1 5-178X 5-799X
1960-1967 | w/AT Exc. Turbo-Hyd or 3 Spd. MT A-Bl 1,23 5-153X 5-785X
w/3 Spd. HD or 4 Spd. Trans. w/1.188” Brg. cup dia. B 1 5-178X 5-799X
w/1.062” Brg. cup dia. B 2,3 5-153X 5-785X
(Round Bracket) | B CB 210527X
(U-Shaped Bracket) | B CB 210370-1X
1968-1977 | w/Turbo-Hydramatic Trans. A 1 5-213X 5-790X
A 2 5-153X 5-785X
W/AT Exc. Turbo-Hyd or 3 Spd. MT A-Bl 1,23 5-153X 5-785X
w/3 Spd. HD or 4 Spd. Trans. w/1.188” Brg. cup dia. B 1 5-178X 5-799X
w/1.062” Brg. cup dia. B 2,3 5-153X 5-785X
(Round Bracket) | B CB 210527X
(U-Shaped Bracket) | B CB 210370-1X
1978 w/AT Exc. Turbo-Hyd or 3 Spd. MT A-Bl 1,2,3 5-153X 5-785X
w/3 Spd. HD or 4 Spd. Trans. w/1.188” Brg. cup dia. B 1 5-178X 5-799X
w/1.062” Brg. cup dia. B 2,3 5-153X 5-785X
(Round Bracket) | B CB 210527X
(U-Shaped Bracket) | B CB 210370-1X
Suburban only w/TH400 w/outside snap rings A-B 1 5-153X 5-785X
w/inside snap rings B 2 5-3147X 5-795X
w/inside & outside snap rings A-B 2,3 5-212X
(U-Shaped Bracket) | B CB 210370-1X
1979-1981 | w/outside snap rings 2-Joint Driveshaft ~ w/1.062” Brg. cup dia. | A 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. | A 1 5-178X 5-799X
w/inside and outside snap rings A 2 5-212X
w/outside snap rings 3-Joint Driveshaft B 1,2,3 5-153X 5-785X
B 1,2,3 5-178X 5-799X
w/inside snap rings B 1,2,3 5-3147X 5-795X
B CB 210370-1X
@ (? CB
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
C-10 SERIES TRUCK / SUBURBAN
1982-1983 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/305 Eng. B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
Exc. 305 Eng. B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1984 w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/outside snap rings A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
1985-1986 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/AT or MT w/inside snap rings B 1,2,3 5-3147X 5-795X
3-Joint Driveshaft w/MT w/outside snap rings B 1,2,3 5-178X 5-799X
1992-1993 | Reg. Cab
w/6 1/2" bed w/117.5” WB Exc. alum. driveshaft A 1,2 5-3147X 5-795X
w/4 Spd. MT1 AT w/alum. driveshaft yoke A 1,2 5-447X
Exc. MT1 AT w/8 Bed & 131.5” WB A 1 5-791X
A 2 5-794X
w/MT8 MT  3-Joint driveshaft B 1,2,3 5-178X 5-799X
w/5 Spd. MT B 1,2,3 5-178X 5-799X
w/5 Spd. or w/MT8 MT 3-Joint Driveshaft B CB 210370-1X
Ext. Cab w/AT B 1,2,3 5-3147X 5-795X
w/GETRAG (MG5) 5 Spd. MT B 1 5-213X 5-790X
B 2,3 5-212X
w/MT8 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
Suburban only 2-Joint Driveshaft A 1 5-791X
A 2 5-794X
1994 Reg. Cab w/6 1/2’ bed A 1,2 5-3147X 5-795X
w/8’ Bed, & 1-piece shaft A 1 5-791X
A 2 5-794X
w/MT8 MT 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/MT1 AT & 6.5L Diesel Eng B 1,2 5-213X 5-790X
w/6 1/2° Bed Exc. MT1 AT & 6.5L Diesel Eng. B 1,2,3 5-213X 5-790X
w/MT8 MT  wi/steel driveshaft yoke B 1,2,3 5-178X 5-799X
w/6 1/2° Bed Exc. MT1 AT & 6.5L Diesel Eng. B CB 211499X
w/8 Bed w/M30 AT B CB 210370-1X
Suburban only w/4 Spd. MT1 AT A 1,2 5-447X
VAR
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
C-10 SERIES TRUCK / SUBURBAN
1995 Reg. Cab w/6 1/2’ bed A 1,2 5-3147X 5-795X
w/8’ Bed, & 1-piece shaft A 1 5-791X
A 2 5-794X
w/5 Spd. MW3 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/M30 4 Spd. AT B 1,2 5-213X 5-790X
B 3 5-212X
B CB 211819-1X
w/MG5 5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-212X
First Design | B CB 211499X
Second Design| B CB 211819-1X
w/MT1 AT & 6.5L Diesel Eng. B 1,2 5-213X 5-790X
B 3 5-212X
w/5 Spd. MW3 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
Suburbanonly  w/4 Spd. M30 AT A 1 5-791X
A 2 5-794X
w/4 Spd. MT1 AT A 1,2 5-447X
w/6.5L Diesel Turbo A 1,2 5-447X
1996 Reg. Cab w/6 1/2’ Bed w/MT w/steel driveshaft yoke A 1,2 5-3147X 5-795X
w/8’ Bed w/alum. driveshaft yoke A 1 5-791X
A 2 5-794X
Ext. Cab w/6 1/2’ & 8 bed w/M30 4 Spd. AT B 1,2 5-1203X 5-790X
B 3 5-212X
B CB 211819-1X
w/MG5 & M50 5 Spd. MT B 1,2 5-1203X 5-790X
B 3 5-212X
w/MT1 AT & 6.5L Diesel Eng. B 1,2 5-1203X 5-790X
B 3 5-212X
Suburban only  w/4 Spd. M30 AT A 1 5-791X
A 2 5-794X
w/4 Spd. MT1 AT A 1,2 5-447X
w/6.5L Diesel Turbo A 1,2 5-447X
1997-1998 | Reg. Cab w/6 1/2’ bed A 1,2 5-3147X 5-795X
w/8’ Bed A 1 5-791X
A 2 5-794X
Ext. Cab B 1,2,3 5-213X 5-790X
B CB 211819-1X
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Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
C-10 SERIES TRUCK / SUBURBAN
1997-1998 | Suburban only ~ w/4 Spd. M30 AT A 1 5-791X
A 2 5-794X
w/6.5L Diesel Turbo A 1,2 5-447X
1999 Reg. Cab w/AT A 1,2 5-3147X 5-795X
w/MT  w/ Steel Driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
w/ Alum. Driveshaft
Alum. u-joints replaced by steel u-joints A 1 5-213X 5-812X
w/ Alum.Driveshaft A 2 5-212X 5-793X
Ext. Cab w/AT Inside snap ring ujoints B 1,2,3 5-3147X 5-795X
w/ Inside & outside ujoint driveline B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
w/MT B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
B CB N/A
Suburban only 2-Joint Driveshaft
Steel Driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints A 1 5-213X 5-812X
A 2 5-212X 5-793X
w/ 1.188 inch cap diameter A 1,2 5-178X 5-799X
2000-2001 | Suburban only 2-Joint Driveshaft
Steel Driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints A 1 5-213X 5-812X
A 2 5-212X 5-793X
2002 Suburban only 2-Joint Driveshaft
Steel Driveshaft w/ outside snap ring driveshaft A 1,2 5-213X 5-812X
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints
w/ outside snap ring driveshaft A 1,2 5-213X 5-812X
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
P % gl 9
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
C-10 SERIES TRUCK / SUBURBAN
2003 Suburban only Exc. 8.1L Eng.
Steel Driveshaft w/ outside snap ring driveshaft A 1,2 5-213X 5-812X
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
N Alum. Driveshaft Alum. u-joints replaced by steel u-joints
E w/ outside snap ring driveshaft A 1,2 5-213X 5-812X
U w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
2004 Suburban only 2-Joint Driveshaft
Steel Driveshaft w/ outside snap ring driveshaft A 1,2 5-213X 5-812X
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints
w/ outside snap ring driveshaft A 1,2 5-213X 5-812X
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
2005 Suburban only 2-Joint Driveshaft
Steel Driveshaft w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
2006 Suburban only Exc. 6.0L Eng.
Steel Driveshaft w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints
w/ inside & outside snap ring driveshaft A 1 5-213X 5-812X
A 2 5-212X 5-793X
C-20 SERIES TRUCK / SUBURBAN
1960 w/3 Spd. MT A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/3 Spd. HD or 4 Spd. or AT A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
1961-1962 | w/3 Spd. MT A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/AT B 1 5-153X 5-785X
B 23 5-178X 5-799X
B CB 210370-1X
w/3 Spd. HD or 4 Spd. Trans. B 1,2,3 5-178X 5-799X
VAR
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Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
C-20 SERIES TRUCK / SUBURBAN
1963-1966 | w/3 Spd. Trans. A-B 1 5-178X 5-799X
A-B 2,3 5-153X 5-785X
w/Turbo-Hydramatic Trans. w/1.062” Brg. cup dia. A-B 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
w/3 Spd. HD or 4 Spd. Trans. A-Bl 1,23 5-178X 5-799X
1967 w/3 Spd. OD or Turbo-Hydramatic Trans. B 1,2 5-153X 5-785X
B 3 5-178X 5-799X
w/3 Spd. HD or 4 Spd. Trans. B 1,2,3 5-178X 5-799X
B CB 210370-1X
1968-1969 | w/3 Spd. MT or OD Trans. B 1 5-153X 5-785X
B 2,3 5-178X 5-799X
w/Turbo-Hydramatic Trans.
Exc. 396 Eng.  w/1.062” Brg. cup dia. B 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. B 2,3 5-178X 5-799X
B CB 210370-1X
w/396 Eng. B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
w/3 Spd. HD or 4 Spd. Trans. B 1,2,3 5-178X 5-799X
1970-1972 | w/3 Spd. MT or OD Trans. B 1 5-153X 5-785X
B 2,3 5-178X 5-799X
B CB 210370-1X
w/Turbo-Hydramatic Trans.
Exc. 400 Eng.  w/1.062” Brg. cup dia. B 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. B 23 5-178X 5-799X
B CB 210370-1X
w/400 Eng. B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
w/3 Spd. HD or 4 Spd. Trans. B 1,2,3 5-178X 5-799X
B CB 210370-1X
1973-1977 | w/3 Spd. Trans.  Exc. 400 Eng. B 1,2 5-153X 5-785X
B 3 5-178X 5-799X
w/400 Eng.  w/1.062” Brg. cup dia. B 1 5-213X 5-790X
w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/4 Spd. or Turbo-Hydramatic Trans. B 1,2,3 5-178X 5-799X
B CB 210370-1X
VAR
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CHEVROLET
C-20 SERIES TRUCK / SUBURBAN
1978 w/1.062” Brg. cup dia. A-B 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. A-B 2,3 5-178X 5-799X
Suburban only w/TH400 A-B 2,3 5-3147X 5-795X
B CB 210370-1X
N)  1979-1981 | w/1.062” Brg. cup dia. A-B| 1,2,3 5-153X 5-785X
E w/1.188” Brg. cup dia. B 3 5-178X 5-799X
U Suburban only w/TH400 A-B 2 5-3147X 5-795X
B CB 210370-1X
1982-1983 | w/inside snap rings B 1,2 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
1984 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
3-Joint Driveshaft w/inside snap rings B 1 5-3147X 5-795X
w/outside snap rings B 1 5-178X 5-799X
B 2 5-3147X 5-795X
B 3 5-178X 5-799X
B CB 210370-1X
1985-1986 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
3-Joint Driveshaft w/4 Spd. AT B 1,3 5-3147X 5-795X
B 2 5-178X 5-799X
B CB 210370-1X
Exc. 4 Spd. AT Exc. 454 Eng. B 1,2 5-178X 5-799X
B 3 5-3147X 5-795X
B CB 210370-1X
w/454 Eng. B 1,2,3 5-178X 5-799X
B CB 210370-1X
1992 Reg. Cab w/MT1 AT  2-Joint Driveshaft w/131.5” WB A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
w/7200# GVW MT8 MT 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW B 1,2,3 5-447X
B CB 211793-1X
VAR
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CHEVROLET
C-20 SERIES TRUCK / SUBURBAN
1992 Ext. Cab w/6 1/2’bed Exc. MT1 AT & MG5 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/MT1 AT & MG5 MT B 1,2,3 5-447X
B CB 211499X
w/6 1/2’ & 8’ Bed w/7200# GVW B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW & MT8 MT B 1,2,3 5-447X
B CB 211793-1X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
1993 Reg. Cab w/MT1 AT  2-Joint Driveshaft w/131.5” WB A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
w/7200# GVW MT8 MT 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW B 1,2,3 5-447X
B CB 211793-1X
Ext. Cab w/6 1/2’ bed Exc. MT1 AT & MG5 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/MT1 AT & MG5 MT B 1,2,3 5-447X
B CB 211499X
w/6 1/2’ & 8’ Bed w/7200# GVW B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW & MT8 MT B 1,2,3 5-447X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
1994 Reg. Cab w/MT1 AT  2-Joint Driveshaft w/131.5” WB A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
w/7200# GVW MT8 MT 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW B 1,2,3 5-447X
B CB 211793-1X
VAR
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
C-20 SERIES TRUCK / SUBURBAN
1994 Ext. Cab w/6 1/2’bed Exc. MT1 AT & MG5 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/MT1 AT & MG5 MT B 1,2,3 5-447X
B CB 211499X
w/6 1/2' & 8 Bed w/7200# GVW B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW & MT8 MT B 1,2,3 5-447X
B CB 211499X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
1995 Reg. Cab w/MT1 AT  2-Joint Driveshaft w/131.5 A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
w/7200# GVW MT8 MT 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8600# GVW B 1,2,3 5-447X
B CB 211793-1X
Ext. Cab w/6 1/2’ Bed
w/MT1 & MG5 MT B 1,2,3 5-447X
w/MT1 AT or MG5 MT B CB 211499X
w/MT1 AT B CB 211748-1X
w/MW3, MT8 & MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/M30 AT & w/7200# GVW wi/steel driveshaft yoke | B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/8’ Bed B 1,2,3 5-447X
Exc. MG5 MT B CB 211793-1X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
1996 Reg. Cab 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
VAR
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Part No.
CHEVROLET
C-20 SERIES TRUCK / SUBURBAN
1996 Ext. Cab w/MT1 & MG5 MT B 1,2,3 5-447X
w/MT1 AT B CB 211748-1X
w/MG5 MT B CB 211499X
w/MW3, MT8 & MT B 1,2,3 5-178X 5-799X
B CB 210370-1X ()
w/M30 AT  w/6 1/2’ bed & 7200# GVW B 1,2,3 5-178X 5-799X ;
B CB 210370-1X N
3-Joint Driveshaft B 1,2,3 5-447X
w/6 1/2’ bed & AT B CB 211748-1X
w/6 1/2’ bed & MT B CB 211499X
w/8’ bed B CB 211793-1X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
1997-1998 | Reg. Cab w/8’ bed 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft & 8600lb GVW B 1,2,3 5-447X
B CB 211793-1X
Ext. Cab w/6 1/2’ Bed B 1,2,3 5-447X
w/AT B CB 211748-1X
w/5 Spd MT B CB 211499X
Ext. Cab w/8’ Bed B 1,2,3 5-447X
B CB 211793-1X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
1999 Reg. Cab 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
VAR
A Important: See Safety Information in General Information Section (J300P-Gl) 71



U-Joints K350

Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
C-20 SERIES TRUCK / SUBURBAN
1999 Ext. Cab w/MT1 & MG 5 AT B 1,2,3 5-447X
w/MT1 AT B CB 211748-1X
w/MG5 MT B CB 211499X
w/MW3, MT8 & MT B 1,2,3 5-178X 5-799X
N B CB 210370-1X
E w/6 1/2" bed & 7200# GVW w/M30 AT B 1,2,3 5-178X 5-799X
O B CB 210370-1X
w/6 1/2’ & 8’bed B 1,2,3 5-447X
w/6 1/2’' bed & AT B CB 211748-1X
w/6 1/2’ bed & MT B CB 211499X
w/8’ bed B CB 211793-1X
3-Joint Driveshaft B 1,2,3 5-447X
Exc. MG5 MT B CB 211793-1X
Pick Up 3-Joint Driveshaft w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/1.378” Center Brg. I.D. | B CB 210088-1X
w/1.574” Center Brg. I.D.| B CB 210866-1X

Suburban only 2-Joint Driveshaft

w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
2000 Pick Up 3-Joint Driveshaft
w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/1.378” Center Brg. 1.D. B CB 210088-1X
w/1.574” Center Brg. I.D. B CB 210866-1X
Suburban only 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
2001-2006 | Suburban only w/6.0L Eng.
2-Joint Driveshaft w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
Suburban only w/8.1L Eng.
2-Joint Driveshaft w/Steel Driveshaft A 1,2 5-160X 5-801X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
C-30 SERIES TRUCK
1941-1947 | 3800 & 3900 Series B 1,2,3 5-178X 5-799X
B CB 210370-1X
1948-1953 | 3800 & 3900 Series B 1,2,3 5-178X 5-799X
All Others B 2,3 5-178X 5-799X
3800 & 3900 Series B CB 210370-1X
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CHEVROLET
C-30 SERIES TRUCK
1954-1959 | 3400, 3500, 3600, 3700 Series
w/3 Spd. HD, 4 Spd. or AT A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
w/3 Spd. MT A-B 1 5-153X 5-785X
A-B 2,3 5-178X 5-799X
3800 & 3900 Series B 1,2,3 5-178X 5-799X
B CB 210370-1X
1960-1977 A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
1978-1981 | w/1.062” Brg. cup dia. A-B| 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
1982-1986 | 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
1992-1998 | Reg. Cab w/131.5” WB B 1,2,3 5-447X
B CB 211793-1X
Ext. Cab w/155.5” WB w/Dual Rear wheels B 1,2,3 5-178X 5-799X
B CB 210370-1X
Exc. Dual Rear wheels B 1,2,3 5-447X
B CB 211793-1X
2 Dr Chassis Cab w/135.5” & 159.5” WB
w/15,000# GVW B 1,2,3 5-160X 5-801X
Exc. 15,000# GVW B 1,2,3 5-447X
B CB 211793-1X
4 Dr Chassis Cab w/164.5” & 168.5” WB B 1,2,3 5-447X
B CB 211735-1X
2 Dr Chassis Cab w/183.5” WB
4-Joint Driveshaft R| 1,234 5-160X 5-801X
1stone| R CB 211804-1X
2ndone| R CB 211793-1X
1999 3-Joint Driveshaft
w/131.5” or 155.5” WB, Inc. Chassis Cab B 1,2,3 5-178X 5-799X
Chassis Cab w/135.5” or 159.5” WB
w/15000 LB GVW B 1,2,3 5-160X 5-801X
Exc.15000 LB GVW B 1 5-178X 5-799X
B 2,3 5-160X 5-801X
Chassis Cab w/183.5” WB B 1,2,3 5-160X 5-801X
4-Joint Driveshaft R| 1234 5-160X 5-801X
(? (? CB CB Cli
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
C-30 SERIES TRUCK
2000 3-Joint Driveshaft
w/131.5” or 155.5” WB, Inc. Chassis Cab B 1,2,3 5-178X 5-799X
Chassis Cab w/135.5” or 159.5” WB  w/15000 LB GVW B 1,2,3 5-160X 5-801X
Chassis Cab;w/135.5” or 159.5” WB  Exc.15000 LB GVW | B 1 5-178X 5-799X
Chassis Cab w/135.5” or 159.5” WB B 23 5-160X 5-801X
Chassis Cab w/183.5” WB B 1,2,3 5-160X 5-801X
4-Joint Driveshaft R| 1234 5-160X 5-801X
COLORADO PICK-UP
2004 Std. Cab Steel Shaft A 1,2 5-213X 5-790X
Alum. Driveshaft Spicer Driveshaft A 1 5-213X 5-790X
A 2 5003097
Ext. & Crew Cab 3-Joint Driveshaft B 1,2 5-213X 5-790X
B 3 5-212X 5-793X
2005-2006 | Std. Cab Alum. Driveshaft Spicer Driveshaft A 1 5-213X 5-790X
A 2 5003097
Ext. & Crew Cab 3-Joint Driveshaft B 1,2 5-213X 5-790X
B 3 5-212X 5-793X
G-10 SERIES, G1500 SERIES AND EXPRESS
1964-1977 A-B| 1,2,3 5-153X 5-785X
B CB 210370-1X
1978-1981 | w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/outside snap rings A-B| 1,2,3 5-153X 5-785X
B CB 210370-1X
1982-1991 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings w/alum. driveshaft yoke | A 1,2 5-791X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1992-1998 | w/inside snap rings  w/110” & 125” WB 2-Joint driveshaft A 1,2 5-3147X 5-795X
w/outside snap rings  w/125” WB w/alum. driveshaft yoke A 1 5-791X
w/inside & outside snap rings w/125” WB A 2 5-794X
1999-2006 | 2-Joint Driveshaft
w/Steel Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
G-20 SERIES, G2500 SERIES AND EXPRESS
1967-1978 | Exc. 400 Eng. w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/outside snap rings A-B| 1,2,3 5-153X 5-785X
w/1.062” & 1.125” Brg. cup dia. A-B 1,3 5-212X
B CB 210370-1X
(? (? CB CB\
(Ear] (Faz]
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
G-20 SERIES, G2500 SERIES AND EXPRESS
1967-1978 | w/400 Eng. A-Bl 1,23 5-213X 5-790X
B CB 210370-1X
1979-1981 | Exc. 400 Eng. w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/outside snap rings A-B| 1,23 5-153X 5-785X
B CB 210370-1X
w/400 Eng. B 1 5-3147X 5-795X
B 2 5-153X 5-785X
B 3 5-178X 5-799X
B CB 210370-1X
1982-1983 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1984 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/Turbo 400 AT B 1 5-3147X 5-795X
B 23 5-178X 5-799X
B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1985-1989 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1990 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings & alum. driveshaft A 1 5-791X
w/inside & outside snap rings A 2 5-794X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1991-1995 | 2-Joint Driveshaft w/inside snap rings
w/110” & 125" WB A 1,2 5-3147X 5-795X
125” WB w/alum. driveshaft
w/outside snap rings A 1 5-791X
w/inside & outside snap rings A 2 5-794X
1996-2002 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2003-2006 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
w/Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
3-Joint Driveshaft w/AAM 1355 Series Driveshaft B 1,2,3 N/A
w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
VAR
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
G-30 SERIES, G3500 SERIES AND EXPRESS
1967-1973 B 1,2,3 5-153X 5-785X
B CB 210370-1X
1974-1977 | Exc. 400 Eng. A-B 1 5-153X 5-785X
w/400 Eng. A-B 1 5-213X 5-790X
A-B 2,3 5-178X 5-799X
w/400 Eng. B CB 210370-1X
1978 w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/outside snap rings A-B| 1,23 5-178X 5-799X
B CB 210370-1X
1979-1981 | w/inside snap rings A-B 1,3 5-3147X 5-795X
w/outside snap rings A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
1982 3-Joint Driveshaft Exc. 250 Eng. or 3 Spd. MT B 1,2,3 5-178X 5-799X
w/250 Eng. or 3 Spd. MT B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
B CB 210370-1X
1983-1984 | 3-Joint Driveshaft Exc. 3 Spd. MT B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
w/3 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
1985-1987 | w/350 Eng & THM700 4 Spd. AT B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
Exc. 350 Eng. & THM700 4 Spd. AT B 1,2,3 5-178X 5-799X
B CB 210370-1X
1988-1990 | 3-Joint Driveshaft w/inside snap rings B 1 5-3147X 5-795X
w/outside snap rings B 1 5-178X 5-799X
B 2,3 5-178X 5-799X
B CB 210370-1X
1991 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
1992-1995 | 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 210370-1X
1996-1998 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
1999 2-Joint Driveshaft A 1,2 5-178X 5-799X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
P % gl 9
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K350 U-Joints

Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
G-30 SERIES, G3500 SERIES AND EXPRESS
2000 2-Joint Driveshaft A 1,2 5-178X 5-799X
Alum. Driveshaft Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
2001 2-Joint Driveshaft
Exc. Commercial Cutaway A 1,2 5-178X 5-799X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
Commercial Cutaway A 1,2 5-160X 5-801X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
3-Joint Driveshaft Exc. Commercial Cutaway B 1,2,3 5-178X 5-799X
Commercial Cutaway B 1,2,3 5-160X 5-801X
2002 2-Joint Driveshaft
Exc. Commercial Cutaway A 1,2 5-178X 5-799X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
Commercial Cutaway A 1,2 5-160X 5-801X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
3-Joint Driveshaft Exc. Commercial Cutaway B 1,2,3 5-178X 5-799X
Commercial Cutaway B 1,2,3 5-160X 5-801X
2003 2-Joint Driveshaft
Exc. Commercial Cutaway A 1,2 5-178X 5-799X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
Commercial Cutaway, w/139” WB A 1,2 5-160X 5-801X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
3-Joint Driveshaft Commercial Cutaway
w/139” WB, Exc. Dual Wheel
w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/1355-1415 AAM Series Driveshaft B 1,2,3 N/A
w/159” & 177" WB
w/1350-1410 Series Driveshaft B 1 5-178X 5-799X
B 2,3 5-160X 5-801X
w/1355-1415 AAM Series Driveshaft B 1,2,3 N/A
2004 2-Joint Driveshaft
Exc. Commercial Cutaway, w/135” WB A 1,2 5-178X 5-799X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
Commercial Cutaway, w/139” WB A 1,2 5-160X 5-801X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
P % gl 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
G-30 SERIES, G3500 SERIES AND EXPRESS
2004 3-Joint Driveshaft Commercial Cutaway
w/139” WB, Exc. Dual Wheel
w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/1355-1415 AAM Series Driveshaft B 1,2,3 N/A
w/159” & 177" WB
w/1350-1410 Series Driveshaft B 1 5-178X 5-799X
B 23 5-160X 5-801X
w/1355-1415 AAM Series Driveshaft B 1,2,3 N/A
2005-2006 | 2-Joint Driveshaft
Exc. Commercial Cutaway, w/135” WB A 1,2 5-178X 5-799X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-178X 5-799X
Commercial Cutaway, w/139” WB, w/Dual Wheel A 1,2 5-160X 5-801X
Alum. Driveshaft - Alum. u-joints replaced by steel u-joints | A 1,2 5-160X 5-801X
3-Joint Driveshaft
Commercial Cutaway
w/139” WB, Exc. Dual Wheel
w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/159” & 177" WB
w/1350-1410 Series Driveshaft B 1 5-178X 5-799X
B 2,3 5-160X 5-801X
w/1355-1415 AAM Series Driveshaft B 1,2,3 N/A
Exc. Commercial Cutaway, w/155” WB B 1,2,3 5-178X 5-799X
LUV
1971-1982 Lube |A-B| 1,2,3 5-111X
Non-Lube |[A-B| 1,2,3 5-101X
P-10 SERIES
1960-1978 | w/AT or 3 Spd. MT A-B| 1,2,3 5-153X 5-785X
w/3 Spd. HD or 4 Spd. Trans. A-B 1 5-178X 5-799X
A-B 23 5-153X 5-785X
(Round Bracket) | B CB 210527X
(U-Shaped Bracket) | B CB 210370-1X
1979 A 1,2 5-213X 5-790X
1980-1981 A-B| 1,2,3 5-153X 5-785X
B CB 210370-1X
P-20 SERIES
1960-1978 | w/3 Spd. Trans. incl Turbo-Hydramatic A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/3 Spd. HD or 4 Spd. Trans. B 1,2,3 5-178X 5-799X
B CB 210370-1X
VI AR
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
P-20 SERIES
1979 2-Joint Driveshaft A 1,2 5-213X 5-790X
3-Joint Driveshaft Exc. 125" WB w/MT B 1,2,3 5-178X 5-799X
w/125” WB w/MT B 2 5-3147X 5-795X
B 3 5-212X
B CB 210370-1X
1980-1981 | 2-Joint Driveshaft Exc. 4 Spd. Saginaw shaft A 1 5-153X 5-785X
A 2 5-3147X 5-795X
w/4 Spd. Saginaw shaft A 1 5-178X 5-799X
A 2 5-3147X 5-795X
3-Joint Driveshaft Exc. 3 Spd. AT B 1 5-178X 5-799X
B 2,3 5-3147X 5-795X
B CB 210370-1X
w/3 Spd. AT B 1 5-153X 5-785X
B 2,3 5-3147X 5-795X
B CB 210370-1X
1982-1983 | 3-Joint Driveshaft B 1,2 5-178X 5-799X
B 3 5-3147X 5-795X
B CB 210370-1X
1984 2-Joint Driveshaft A 1 5-178X 5-799X
A 2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
1985-1989 | 2-Joint Driveshaft A 1 5-178X 5-799X
A 2 5-3147X 5-795X
3-Joint Driveshaft B 1 5-178X 5-799X
w/inside snap rings B 2,3 5-3147X 5-795X
w/outside snap rings B 2,3 5-178X 5-799X
Exc. Saginaw Shaft B CB 210370-1X
P-30 SERIES
1960 A 1,2 5-178X 5-799X
1961-1962 | w/3 Spd. MT A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/3 Spd. HD or 4 Spd. AT A 1,2 5-178X 5-799X
1963-1966 | w/3 Spd. Trans. A-B 1 5-178X 5-799X
A-B 2,3 5-153X 5-785X
w/3 Spd. HD or 4 Spd. Trans. A-Bl 1,2,3 5-153X 5-785X
P % gl 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
P-30 SERIES
1963-1966 | w/Turbo-Hydramatic Trans. B 1,2 5-153X 5-785X
B 3 5-178X 5-799X
B CB 210370-1X
1967-1977 B 1,2,3 5-178X 5-799X
B CB 210370-1X
1978 w/3.469” outside yoke dim B 1,2,3 5-153X 5-785X
w/3.875” outside yoke dim B 1,2,3 5-178X 5-799X
B CB 210370-1X
1979 w/3.469” outside yoke dim A-B| 1,2,3 5-153X 5-785X
w/3.875” outside yoke dim A-B| 1,2,3 5-178X 5-799X
w/inside snap rings B 2 5-3147X 5-795X
w/4.438” outside yoke dim B 3 5-160X 5-801X
B CB 210370-1X
w/inside & outside snap rings B 3 5-212X
1980-1981 | 2-Joint Driveshaft A 1 5-153X 5-785X
A 5-178X 5-799X
3-Joint Driveshaft
125”7, 133” & 137" WB Exc. Motor Home B 1 5-178X 5-799X
Motor Home B 1 5-153X 5-785X
157" WBw/4 Spd. MT w/Rear disc brakes B 1 5-153X 5-785X
w/4 Spd. MT w/Rear drum brakes B 1 5-178X 5-799X
w/M400 w/Rear disc brakes B 1 5-1206X
178" WBExc. Motor Home B 1 5-160X 5-801X
125”, 133", 157", 158.5” & 178" WB
w/Rear drum brakes B 2,3 5-178X 5-799X
w/Rear disc brakes B 2 5-153X 5-785X
B 3 5-1206X
137" WB B 2,3 5-178X 5-799X
B CB 210370-1X

N I
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
P-30 SERIES
1982-1983 | 3-Joint Driveshaft
w/4 wheel disc brakes, 157" WB & THM400 AT B 1,3 5-1206X
B 2 5-178X 5-799X
B CB 210370-1X
Motor Home w/158.5” or 178” WB B 1 5-160X 5-801X
B 2 5-153X 5-785X
B 3 5-1206X
B CB 210370-1X
exc. Motor Home w/4 wheel disc brakes B 1 5-153X 5-785X
B 2 5-178X 5-799X
B 3 5-1206X
B CB 210370-1X
w/rear drum brakes B 1,2,3 5-178X 5-799X
B CB 210370-1X
4-Joint Driveshaft Exc. 178" WB R| 1234 5-178X 5-799X
(Front)| R CB 210367-1X
(Rear)| R CB 210370-1X
w/178” WB R 1,2,3 5-178X 5-799X
R 4 5-1206X
(Front)| R CB 210367-1X
(Rear)| R CB 210370-1X
1984 2-Joint Driveshaft w/3.875” outside yoke dim A 1,2 5-178X 5-799X
w/4.438” outside yoke dim A 2 5-160X 5-801X
w/inside snap rings A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/4 wheel disc B 1,3 5-160X 5-801X
w/3.875” outside yoke dim B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/Rear drum brakes w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
4-Joint Driveshaft R 1,2,3 5-178X 5-799X
R 4 5-160X 5-801X
R CB 210367-1X
@ (? CB CB CB\
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
P-30 SERIES
1985-1990 | 3-Joint Driveshaft
137” WB Motor Home Chassis B 1,2,3 5-178X 5-799X
w/Dana Shaft| B CB 210370-1X
w/Saginaw Shaft| B CB 211119-1X
125” & 133” WB w/4 wheel disc
w/AT B 1,3 5-160X 5-801X
B 2 5-178X 5-799X
B CB 210370-1X
w/MT  Exc. 6.2L Diesel Eng. B 1 5-153X 5-785X
B 2 5-178X 5-799X
B 3 5-160X 5-801X
w/6.2L Diesel Eng B 1,3 5-160X 5-801X
B 2 5-178X 5-799X
B CB 210370-1X
125” & 133” WB w/rear drum B 1,2,3 5-178X 5-799X
B CB 210370-1X
157” & 158.5” WB w/rear drum B 1,2,3 5-178X 5-799X
B CB 210370-1X
157" & 158.5” WB w/4 wheel disc
w/AT Exc. 6.2L Diesel Eng. B 1 5-1206X
B 2 5-178X 5-799X
B 3 5-160X 5-801X
w/6.2L Diesel Eng. B 1,3 5-160X 5-801X
B 2 5-178X 5-799X
B CB 210370-1X
w/MT B 3 5-160X 5-801X
B 1,2 5-178X 5-799X
B CB 210370-1X
178" WB w/4 wheel disc Motor Home Chassis
w/AT  Exc. 16,000# GVW B 1 5-1206X
B 2 5-178X 5-799X
B 3 5-160X 5-801X
w/16,000# GVW B 1,2,3 5-160X 5-801X
w/MT B 1,2 5-178X 5-799X
B 3 5-160X 5-801X
178" WB, w/rear drum, Motor Home Chassis B 1,2,3 5-160X 5-801X
178" WB, Conv Forward Control Chassis B 1,2,3 5-178X 5-799X
B CB 210370-1X
4-Joint Driveshaft 178" WB R| 1234 5-178X 5-799X
208" WB Motor Home Chassis B| 1,234 5-160X 5-801X

; e 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
P-30 SERIES
1991 3-Joint Driveshaft w/4 wheel disc B 1,2,3 5-160X 5-801X
w/rear drum B 1,2,3 5-178X 5-799X
125" & 133" WB B CB 210370-1X
4-Joint Driveshaft B| 1234 5-160X 5-801X
1992-1995 | Conv Forward Control Chassis w/125” WB A 1,2 5-178X 5-799X
3-Joint Driveshaft w/4 wheel disc B 1,2,3 5-160X 5-801X
w/rear drum B 1,2,3 5-178X 5-799X
125" & 133" WB B CB 210370-1X
4-Joint Driveshaft B| 1,234 5-160X 5-801X
1996 Conv Forward Control Chassis w/125” WB A 1,2 5-178X 5-799X
3-Joint Driveshaft w/190” or 209” WB B 1,2,3 5-160X 5-801X
B CB 211804-1X
w/4 wheel disc B 1,2,3 5-160X 5-801X
B CB 211793-1X
w/rear drum B 1,2,3 5-178X 5-799X
B CB 211793-1X
4-Joint Driveshaft R| 1234 5-160X 5-801X
R CB 211793-1X
1997-1999 | 3-Joint Driveshaft w/190” or 209” WB B 1,2,3 5-160X 5-801X
B CB 211804-1X
w/4 wheel disc B 1,2,3 5-160X 5-801X
B CB 211793-1X
w/rear drum B 1,2,3 5-178X 5-799X
B CB 211793-1X
4-Joint Driveshaft R| 1,234 5-160X 5-801X
R CB 211793-1X
POSTAL LLV
1987-1995 | A 1,2 5-3147X 5-795X
R-10 SERIES SUBURBAN
1987-1991 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
R-10 SERIES TRUCK
1987 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
(? (? CB CB CB\
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
R-10 SERIES TRUCK
1988-1991 | Reg. Cab
w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings
w/steel driveshaft yoke A 1,2 5-178X 5-799X
w/alum. driveshaft yoke w/1.188” Brg. cup dia. A 1,2 5-447X
w/outside snap rings & 1.063” Brg. cup dia. A 1 5-791X
w/inside & outside snap rings A 2 5-794X
2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
Reg. Cab 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
Ext. Cab w/5 spd. MT B 1,2 5-213X 5-790X
B 3 5-212X
w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
w/inside snap rings B CB 210370-1X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
R-20 SERIES SUBURBAN
1987-1990 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
1991 3-Joint Driveshaft w/5.7L, 7.4L eng. B 1,2,3 5-178X 5-799X
w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
R-20 SERIES TRUCK
1987 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
1988-1991 | Reg. Cab w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings
w/alum. driveshaft yoke
w/1.062” brg. cup dia. A 1,2 5-791X
w/1.188” brg. cup dia. A 1,2 5-447X
2-Joint Driveshaft A 1,2 5-3147X 5-795X
Ext. Cab
w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings w/steel driveshaft yoke B 1,2,3 5-178X 5-799X
B 1,2 5-213X 5-790X
w/inside & outside snap rings B 3 5-212X
w/inside snap rings B CB 210370-1X
VL A
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
R-20 SERIES TRUCK
1988-1991 | 3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
R-30 SERIES TRUCK
1987 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
1988-1991 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
S$-10 PICK-UP
1982-1994 | Std. Bed A 1,2 5-3147X 5-795X
Long bed, Ext. Cab B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1995-1996 | Std. Bed A 1,2 5-3147X 5-795X
Ext. Cab B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1997-2001 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
2002-2003 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB N/A
2004 2-Joint Driveshaft Exc. ZR2 Option A 1,2 5-3147X 5-795X
3-Joint Driveshaft Exc. ZR2 Option B 1,2,3 5-3147X 5-795X
B CB N/A
SILVERADO 1500
1999-2000 | 2-Joint Driveshaft Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
Ext. Cab, w/MT, Short Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
3-Joint Driveshaft w/AT B 1,2,3 5-3147X 5-795X
w/MT B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
B CB 210088-1X
@ (? CB
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
SILVERADO 1500
2001 2-Joint Driveshaft Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
Ext. Cab, w/MT, Short Bed A 1 5-213X 5-812X
N A 2 5-212X 5-793X
E 3-Joint Driveshaft w/AT Exc. 4 Wheel Steering B 1,2,3 5-3147X 5-795X
U w/MT B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
1500 HD w/6.0L Eng. w/4 Wheel Steering B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
3-Joint Driveshaft B CB 210088-1X
2002 2-Joint Driveshaft Reg. Cab, Short Bed Includes 1500 HD A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
2-Joint Driveshaft - 1500 HD Ext. Cab, w/MT, Short Bed A 1 5-213X 5-812X
A 2 5-212X 5-573X
3-Joint Driveshaft
Ext. Cab, w/AT Exc. 4 Wheel Steering Includes 1500 HD B 1,2,3 5-3147X 5-795X
Ext. Cab, w/MT, Long Bed B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
w/4 Wheel Steering Includes 1500 HD B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
Crew Cab Exc. 4 Wheel Steering Includes 1500 HD B 1,2,3 5-178X 5-799X
2003 2-Joint Driveshaft Reg. Cab, Short Bed Includes 1500 HD A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
2-Joint Driveshaft - 1500 HD Ext. Cab, w/MT, Short Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
2-Joint Driveshaft Crew Cab A 1 5-213X 5-812X
A 2 5-212X 5-793X
3-Joint Driveshaft
Ext. Cab, w/AT Exc. 4 Wheel Steering Includes 1500 HD B 1,2,3 5-3147X 5-795X
Ext. Cab, w/MT, Long Bed B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
w/4 Wheel Steering Includes 1500 HD B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
P % g2 9
86 A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer
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CHEVROLET
SILVERADO 1500
2004 2-Joint Driveshaft Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
2-Joint Driveshaft - 1500 HD Ext. Cab, w/MT, Short Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
2-Joint Driveshaft Crew Cab A 1 5-213X 5-812X
A 2 5-212X 5-793X
3-Joint Driveshaft
Ext. Cab, w/AT Exc. 4 Wheel Steering Includes 1500 HD B 1,2,3 5-3147X 5-795X
Ext. Cab, w/MT, Long Bed B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
w/4 Wheel Steering Includes 1500 HD B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
2005 2-Joint Driveshaft Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
Ext. Cab,w/MT, Short Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
Crew Cab A 1 5-213X 5-812X
A 2 5-212X 5-793X
3-Joint Driveshaft
Ext. Cab, w/AT Exc. 4 Wheel Steering Includes 1500 HD B 1,2,3 5-3147X 5-795X
Ext. Cab, w/MT, Long Bed B 1,2 5-213X 5-812X
B 3 5-212X 5-793X
w/4 Wheel Steering Includes 1500 HD B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
1500 HD B 1,2,3 5-178X 5-799X
2006 2-Joint Driveshaft
Reg. Cab, Standard Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-812X
A 2 5-212X 5-793X
Crew Cab, Exc. 4 Wheel Steering A 1 5-213X 5-812X
A 2 5-212X 5-793X
Crew Cab, w/4 Wheel Steering A 1,2 5-178X 5-799X
3-Joint Driveshaft Ext. Cab, w/AT B 1,2,3 5-3147X 5-795X
1500 HD LT - 6.0L Eng. 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
3-Joint Driveshaft Ext. Cab, w/MT B 1,2 5-213X 5-812X
B 3 5-212X 5-793X

A Important: See Safety Information in General Information Section (J300P-Gl)
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
CHEVROLET
SILVERADO 2500
1999 3-Joint Driveshaft w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/1.378” Center Bearing I.D. B CB 210088-1X
w/1.574” Center Bearing I.D. B CB 210866-1X
2000-2001 | 3-Joint Driveshaft w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/1.378” Bearing 1.D. B CB 210088-1X
w/1.574” Bearing 1.D. B CB 210866-1X
2002 2-Joint Driveshaft w/1350 Series Driveshaft A 1,2 5-178X 5-799X
w/1410 Series Driveshaft A 1,2 5-160X 5-801X
2500 HD w/6.0L, 6.6L Eng. w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
2500 HD w/6.0L Eng. w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
2500 HD w/6.6L, 8.1L Eng. w/AT, w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
2500 HD w/6.6L, 8.1L Eng. w/MT, w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
3-Joint Driveshaft
w/157.5” WB, w/o Allison Trans (AAM 1415 Sreies) B 1,2,3 N/A
2003-2004 | 3-Joint Driveshaft w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
2500 HD w/6.0L Eng. w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
2500 HD w/6.6L, 8.1L Eng. w/AT, w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
2500 HD w/6.6L, 8.1L Eng. w/MT, w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
3-Joint Driveshaft
w/157.5” WB, w/o Allison Trans (AAM 1415 Series) B 1,2,3 N/A
2005-2006 | 2500 HD w/6.0L Eng. w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
2500 HD w/6.6L, 8.1L Eng. w/AT
w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
2500 HD w/6.6L, 8.1L Eng. w/MT
w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
SILVERADO 3500
2001 w/6.0L Eng., 3-Joint 1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/6.0L, 6.6L & 8.1L Eng & 6 Spd MT
3-Joint 1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/6.6L & 8.1L Eng. w/MT, 3-Joint 1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/6.6L & 8.1L Eng. w/AT, 3-Joint 1480 Series Driveshaft B 1,2,3 5-160X 5-801X
4-Joint 1410 Series Driveshaft R| 1,234 5-160X 5-801X
2002-2006 | w/6.0L Eng., 3-Joint 1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/6.0L, 6.6L & 8.1L Eng & 6 Spd MT,
3-Joint 1480 Series Driveshaft Except 157” WB B 1,2,3 5-188X 5-803X
32 ¢ ol
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Year Model & Description Fig.| Location Spicer
Part No.
CHEVROLET
SILVERADO 3500
2002-2006 | w/6.0L, 6.6L & 8.1L Eng & MT,
3-Joint AAM 1415 Series Driveshaft w/157” WB B 1,2,3 N/A
w/6.6L & 8.1L Eng. w/MT, 3-Joint 1480 Series Driveshaft
Except 157" WB B 1,2,3 5-188X 5-803X
w/6.6L & 8.1L Eng. w/AT, 3-Joint 1410 Series Driveshaft B 1,2,3 5-160X 5-801X
4-Joint 1410 Series Driveshaft R| 1,234 5-160X 5-801X
SSR
2004 5.3L Eng. A 1,2 5-3147X 5-795X
2005-2006 | 6.0L Eng. A 1,2 5-3147X 5-795X
TAHOE
1995-2006 | 2-Joint Driveshaft A 12 5-3147X 5-795X
TRACKER
1999-2004 | 2-Joint Driveshaft A 12 5-1503X
TRAILBLAZER
2002-2006 | 2-Joint Driveshaft A 12 5-3147X 5-795X
DODGE
A100 SERIES
1964-1970 | Exc. 90" WB Pot Type w/Body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
w/90” WB wW/AT A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/MT, Pot Type w/Body A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
All others A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
B100 SERIES
1971-1974 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1975-1978 | Exc. 440 Eng. w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 2 5-1309X 5-811X
w/440 Eng. A 1,2 5-1309X 5-811X
1979-1980 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
@ (? CB CB CB
ol 2% 919199
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
B150 SERIES
1981 w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1982-1987 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1988 2-Joint Driveshaft A 1,2 5-1306-1X
3-Joint Driveshaft B 1,2,3 5-1309X 5-811X
1989-1991 | 2-Joint Driveshaft A 1,2 5-1306-1X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 210866-1X
1992-1998 | 2-Joint Driveshaft 7260 Series 1.078” Brg. cup dia. A 1,2 5-1306-1X
7290 Series 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
B200 SERIES
1970-1973 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1974-1980 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
B250 SERIES
1981 w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
1982-1988 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1989-1991 | 2-Joint Driveshaft A 1,2 5-1306-1X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 210866-1X
1992-1994 | 2-Joint Driveshaft w/7260 Series 1.078” Brg. cup dia. A 1,2 5-1306-1X
w/7290 Series 1.125” Brg. cup dia. A 1,2 5-1309X 5-811X
1995-1998 | 2-Joint Driveshaft w/7290 Series 1.125” Brg. cup dia. A 1,2 5-1309X 5-811X
w/1410 Series 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
B300 SERIES
1970-1980 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
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Year Model & Description Fig.| Location Spicer
Part No.
DODGE
B350 SERIES
1981 w/2.125” snap ring dim A-B| 1,23 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
1982-1988 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
1989-1991 | 2-Joint Driveshaft A 1,2 5-1306-1X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 210866-1X
1992-1994 | 2-Joint Driveshaft 7260 Series 1.078” Brg. cup dia. A 1,2 5-1306-1X
7290 Series 1.125” Brg. cup dia. A 1,2 5-1309X 5-811X
1995-1998 | 2-Joint Driveshaft 7290 Series 1.125” Brg. cup dia. A 1,2 5-1309X 5-811X
1410 Series 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
CB300/CB350 SERIES
1972-1980 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-Bl 1,23 5-1309X 5-811X
B CB 210088-1X
CV400 SERIES
1980-1981 | 2-Joint Driveshaft w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
3-Joint Driveshaft B 1,2,3 5-1309X 5-811X
B CB 210088-1X
D-50
1979 B 1,2,3 5-1516X
1980 w/2000cc Eng. B 1,2,3 5-1503X
w/2600cc Eng. B 1,2,3 5-1516X
1981-1982 | w/2000cc Eng. B 1,2,3 5-1503X
w/2600cc Eng. B 1,2,3 5-1516X
D100 SERIES
1950-1957 | w/inside & outside snap rings A 1,2 5-1200X
w/outside snap rings B 1,2,3 5-153X 5-785X
B CB 210088-1X
1958-1960 B 1,2,3 5-1200X
B CB 210088-1X
1961-1972 B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
B CB 210088-1X
P % gl 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
D100 SERIES
1973-1980 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup [A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
D150 SERIES
1977-1981 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,23 5-1309X 5-811X
B CB 210088-1X
1982-1987 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
1988 A-B| 1,23 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
1989-1993 | w/Diesel Eng. A-B| 1,2,3 5-160X 5-801X
B CB 210866-1X
w/Gasoline Eng. w/7260 Series 1.078” Brg. cup dia. A-B| 1,2,3 5-1306X 5-789X
B CB 210088-1X
w/7290 Series 1.125” Brg. cup dia. A-B| 1,23 5-1309X 5-811X
D200 SERIES
1957 A-B| 1,2,3 5-153X 5-785X
B CB 210088-1X
1958-1960 A-B| 1,2,3 5-1200X
B CB 210088-1X
1961-1971 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
1972-1980 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,23 5-1309X 5-811X
B CB 210088-1X
D250 SERIES
1981 w/2.125” snap ring dim A-Bl 1,23 5-1306X 5-789X
Lube fitting in brg. cup [A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
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DODGE
D250 SERIES
1982-1988 A-Bl 1,23 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
1989-1993 | w/Diesel Eng. A-Bl 1,23 5-160X 5-801X
B CB 210866-1X
w/Gasoline Eng. w/7260 Series 1.078” Brg. cup dia. A-B| 1,2,3 5-1306-1X
B CB 210088-1X
w/7290 Series 1.125” Brg. cup dia. A-B| 1,2,3 5-1309X 5-811X
D300 SERIES
1957 A-Bl 1,23 5-153X 5-785X
B CB 210088-1X
1958-1960 A-B| 1,2,3 5-1200X
B CB 210088-1X
1961-1971 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
1972-1980 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup [A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
D350 SERIES
1981 w/2.125” snap ring dim A-Bl 1,23 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
1982-1988 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
1989-1993 | w/Diesel Eng. A-Bl 1,2,3 5-160X 5-801X
B CB 210866-1X
w/Gasoline Eng. w/7260 Series 1.078” Brg. cup dia. A-Bl 1,2,3 5-1306-1X
B CB 210088-1X
w/7290 Series 1.125” Brg. cup dia. A-Bl 1,23 5-1309X 5-811X
DAKOTA
1987-1991 A-Bl 1,23 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
1992-1995 | w/7260 Series 1.078” Brg. cup dia. A-Bl 1,23 5-1306X 5-789X
w/7290 Series 1.126” Brg. cup dia. A-Bl 1,23 5-1309X 5-811X
I AN R
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
DAKOTA
1996-1997 | 5.2L w/MT A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
5.2L w/AT 112" WB A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
N 5.2L w/MT 131" WB B 1,2,3 5-790X SPL25-1X
E B CB 212088-1X
U 1998 5.2L w/MT A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
5.2L w/AT 112" WB A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
w/7290 Series 1.126” Brg. cup dia A-B| 1,2,3 5-1309X 5-811X
5.2L w/MT 131" WB B 1,2,3 5-790X SPL25-1X
B CB 212088-1X
1999 2.5L, 3.9L, 4.7L w/MT A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
3.9L, 5.2L w/MT 131” WB B 1,2,3 5-213X 5-790X
B CB 212088-1X
5.2L w/MT A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
5.2L w/AT 112" WB A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
5.2L w/MT 131" WB B 1,2,3 5-790X SPL25-1X
B CB 212088-1X
2000 2.5L w/MT A 1,2 5-213X 5-790X
3.9L, 4.7L w/AT 112" WB A 1,2 5-213X 5-790X
3.9L, 4.7L w/MT A 1,2 5-213X 5-790X
131” WB2 pc shaft B 1,2,3 5-213X 5-790X
B CB 212088-1X
5.2L w/AT 112" WB A 1,2 5-213X 5-790X
5.9L w/AT 131” WB A 1,2 5-213X 5-790X
2001 2.5L w/MT A 1,2 5-213X 5-790X
3.9L, 4.7L w/AT 112”WB A 1,2 5-213X 5-790X
3.9L, 4.7L w/MT A 1,2 5-213X 5-790X
131" WB2 pc shaft B 1,2,3 5-213X 5-790X
B CB 212030-1X
B CB 212088-1X
5.2L w/AT 112" WB A 1,2 5-213X 5-790X
5.9L w/AT 112" WB A 1,2 5-213X 5-790X
131" WB A 1,2 5-213X 5-790X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
DODGE
DAKOTA
2002 2.5L w/MT A 1,2 5-213X 5-790X
3.9L, 4.7Lw/AT 112" WB A 1,2 5-213X 5-790X
3.9L, 4.7L w/MT A 1,2 5-213X 5-790X
131" WB2 pc shaft B 1,2,3 5-213X 5-790X
B CB 212030-1X
131"WB B CB 212088-1X
5.2L w/AT 112" WB A 1,2 5-213X 5-790X
5.9L w/AT 112" WB A 1,2 5-213X 5-790X
131" WB A 1,2 5-213X 5-790X
2003 3.9L,47Lw/AT 112" WB A 1,2 5-213X 5-790X
3.9L, 4.7L w/MT A 1,2 5-213X 5-790X
131" WB2 pc shaft B 1,2,3 5-213X 5-790X
B CB 212030-1X
B CB 212088-1X
5.2L w/AT 112" WB A 1,2 5-213X 5-790X
5.9L w/AT 112" WB A 1,2 5-213X 5-790X
131" WB A 1,2 5-213X 5-790X
2004-2006 | 3.7L,4.7L  2-Joint Driveshaft A 1,2 5-213X 5-790X
3-Joint Driveshaft B 1,2,3 5-213X 5-790X
DURANGO
1999 5.2L & 5.9L Eng. A 1 5-213X 5-790X
A 2 5-796X SPL25-7X
2000-2003 A 1,2 5-213X 5-790X
2004-2006 A 1,2 5-3147X 5-795X
M400 SERIES
1976-1977 | w/318 & 360 Eng. B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
w/440 Eng. B 1,2,3 5-1301X
1978 w/2.125” snap ring dim B 1 5-1306X 5-789X
Lube fitting in brg. cup | B 1 5-1306-1X
w/3.000” snap ring dim B 1,2,3 5-1301X
B CB 210088-1X
1979-1981 | w/2.125” snap ring dim B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
w/3.000” snap ring dim B 1,2,3 5-1301X
B CB 210088-1X
P % gl 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
M500 SERIES
1981 B 1,2,3 5-1301X
B CB 210088-1X
M600 SERIES
1976-1979 B 1,2,3 5-1301X
B CB 210088-1X
MB200/250 SERIES
1972-1973 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1974-1979 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
MB300/350 SERIES
1972-1979 | w/2.125” snap ring dim A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
w/2.625” snap ring dim A-B| 1,2,3 5-1309X 5-811X
B CB 210088-1X
MB400 SERIES
1980-1981 | 2-Joint Driveshaft w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 1,2 5-1309X 5-811X
3-Joint Driveshaft B 1,2,3 5-1309X 5-811X
B CB 210088-1X
MR300 SERIES
1976-1977 | w/318 & 360 Eng. A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/440 Eng. w/2.625” snap ring dim A 1,2 5-1309X 5-811X
w/3.000” snap ring dim A 2 5-1301X
1978-1979 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/3.000” snap ring dim A 1,2 5-1301X
MR400 SERIES
1976-1977 | w/318 & 360 Eng. B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
w/440 Eng. B 1,2,3 5-1301X
1978 w/2.125” snap ring dim B 1 5-1306X 5-789X
Lube fitting in brg. cup | B 1 5-1306-1X
w/3.000” snap ring dim B 1,2,3 5-1301X
B CB 210088-1X
P % g2 9
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K350 U-Joints

Year Model & Description Fig.| Location Spicer
Part No.
DODGE
MR400 SERIES
1979-1981 | w/2.125” snap ring dim B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
w/3.000” snap ring dim B 1,2,3 5-1301X
B CB 210088-1X
MR500 SERIES o
1976-1977 B 1,2,3 5-1301X ;
1978 w/2.125” snap ring dim B 1 5-1306X 5-789X N
Lube fitting in brg. cup | B 1 5-1306-1X
w/3.000” snap ring dim B 1,2,3 5-1301X
B CB 210088-1X
1979-1980 | w/2.125” snap ring dim B 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup | B 1,2,3 5-1306-1X
w/3.000” snap ring dim B 1,2,3 5-1301X
B CB 210088-1X
MR600 SERIES
1976-1979 B 1,2,3 5-1301X
CB 210088-1X
P200
1961-1974 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
R1500 SERIES
1994 2-Joint Driveshaft w/118” WB & 7290 Series A 1,2 5-1309X 5-811X
w/134” WB A 1 5-672X
A 2 5-1309X 5-811X
3-Joint Driveshaft
w/9 1/4” Chrysler Axle w/7290 Series, 1.125” Brg. cup dia. | B 1,2,3 5-1309X 5-811X
w/9.25” Chrysler Axle A CB 210088-1X
w/Dana axle & 1.188” Brg. cup dia. B 1,2,3 5-160X 5-801X
1995-1997 | 2-Joint Driveshaft w/118” WB & 7290 Series A 1,2 5-1309X 5-811X
w/134” WB A 1 5-672X
A 2 5-1309X 5-811X
3-Joint DS, 9.25” Chrysler Axle, 7290 Series, 1.125” Brg. cup dia.| B 1,2,3 5-1309X 5-811X
A CB 210088-1X
3-Joint Driveshaft w/Dana axle & 1.188” Brg. cup dia. B 1,2,3 5-160X 5-801X
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
R2500 SERIES
1994-1997 | 2-Joint Driveshaft w/7290 Series 1.125” Brg. cup dia. A 1,2 5-1309X 5-811X
3-Joint Driveshaft
w/9 1/4” Chrysler Axle w/7290 Series, 1.125” Brg. cup dia. | B 1,2,3 5-1309X 5-811X
B CB 210088-1X
w/Dana axle & 1.188” Brg. cup dia. B 1,2,3 5-160X 5-801X
RAM 1500
1998 w/AT B 1,2 5-213X 5-790X
B CB 212088-1X
1999 w/AT B 1,2 5-213X 5-790X
B 3 5-796X SPL25-7X
B CB 212088-1X
2001 Std. Cab B 1,2,3 5-213X 5-790X
B CB 212088-1X
Std. club & quad cab A 1,2 5-213X 5-790X
w/AT B 1,2,3 5-213X 5-790X
B CB 212088-1X
w/MT A 1,2 5-213X 5-790X
2002-2003 | w/AT 120” & 140” WB Std. cab A 1,2 5-213X 5-790X
B 1,2,3 5-213X 5-790X
B CB 212088-1X
w/MT A 1,2 5-213X 5-790X
140” & 160” WB Std. cab B 1,2,3 5-213X 5-790X
B CB 212088-1X
2004 w/AT 120” & 140" WB A 1,2 5-213X 5-790X
B 1,2,3 5-213X 5-790X
B CB 212088-1X
w/MT A 1,2 5-213X 5-790X
140” & 160” WB Std. cab B 1,2,3 5-213X 5-790X
B CB 212088-1X
w/SRT 10 A 1,2 5-160X 5-801X
2005 w/AT Exc. Quad Cab; w/Long Bed A 1,2 5-213X 5-790X
w/Quad Cab; w/Long Bed B 1,2,3 5-213X 5-790X
3-Joint Driveshaft w/MT B 1,2,3 5-213X 5-790X
w/SRT 10 Reg. Cab A 1,2 5-178X 5-799X
Quad Cab B 1,2,3 5-160X 5-801X
2006 2-Joint Driveshaft A 1,2 5-213X 5-790X
3-Joint Driveshaft, Reg Cab; w/Long Bed or Quad Cab;
w/Short Bed 1330 Series Driveshaft B 1,2,3 5-213X 5-790X
3-Joint Driveshaft, Hemi ; Quad Cab; w/Long Bed or Mega Cab
1350 Series Driveshaft B 1,2,3 5-178X 5-799X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
DODGE
RAM 1500
2006 w/SRT 10 Reg. Cab A 1,2 5-178X 5-799X
Quad Cab B 1,2,3 5-160X 5-801X
RAM 1500 VAN
1995-1998 | 1330 Series outside snap ring 1.063’ Brg. cup dia.
3.9L w/109” & 127” WB A 1 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. 3.9L w/109” & 127" WB A 2 5-796X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
7290 Series inside snap ring 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
1999 1330 Series outside snap ring 1.063’ Brg. cup dia. AB|l 1,23 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. A 1,2 5-796X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
7290 Series inside snap ring 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
2000 1330 Series outside snap ring 1.063’ Brg. cup dia. AB| 1,23 5-213X 5-790X
1410 Series outside snap ring 1.188” Brg. cup dia.
3.9Lw/127” WB A 1,2 5-160X 5-801X
2001-2002 | 1330 Series outside snap ring 1.063’ Brg. cup dia. AB|l 1,23 5-213X 5-790X
2003 1330 Series outside snap ring 1.063’ Brg. cup dia. A 1,2 5-213X 5-790X
RAM 2500
1999 w/MT B 1,2,3 5-160X 5-801X
B CB 211963-1X
2000 1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
1330 Series outside snap ring 1.063’ Brg. cup dia.
5.2L, 5.9L Gas A 1,2 5-213X 5-790X
5.2L, 5.9L Gas w/MT B 1,2,3 5-160X 5-801X
B CB 211963-1X
2001-2002 | 5.2L, 5.9L Gas A 1,2 5-213X 5-790X
B 1,2,3 5-160X 5-801X
B CB 211963-1X
5.9L Diesel & 8.0L A 1,2 5-160X 5-801X
B 1,2,3 5-160X 5-801X
B CB 211963-1X
2003 2-Joint Driveshaft w/1410 Series Driveshaft A 1,2 5-160X 5-801X
w/AAM 1415 Series Driveshaft A 1,2 N/A
3-Joint Driveshaft
w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/6 Speed Trans w/AAM 1485 Series Driveshaft 1,2,3 N/A
P 7 b?f:%
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
RAM 2500
2004 2-Joint Driveshaft w/1410 Series Driveshaft A 1,2 5-160X 5-801X
w/AAM 1415 Series Driveshaft A 1,2 N/A
3-Joint Driveshaft
w/AT, w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
N w/MT; Exc. Turbo Diesel, w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
E w/AAM 1415 Series Driveshaft B 1,2,3 N/A
U w/MT; w/Turbo Diesel, w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/6 Speed Trans w/AAM 1485 Series Driveshaft B 1,2,3 N/A
2005 2-Joint Driveshaft w/1410 Series Driveshaft A 1,2 5-160X 5-801X
AAM 1415 Series Driveshaft A 1,2 N/A
3-Joint Driveshaft
w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/6 Speed Trans w/AAM 1485 Series Driveshaft B 1,2,3 N/A
2006 2-Joint Driveshaft w/1410 Series Driveshaft A 1,2 5-160X 5-801X
w/AAM 1415 Series Driveshaft A 1,2 N/A
3-Joint Driveshaft
w/AT, w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/MT; Exc. Turbo Diesel B 1,2,3 5-160X 5-801X
w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/MT; w/Turbo Diesel w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/6 Speed Trans w/AAM 1485 Series Driveshaft B 1,2,3 N/A
RAM 2500 VAN
1995 1330 Series outside snap ring 1.063’ Brg. cup dia.
3.9L w/109” & 127” WB A 1 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. w/3.9L w/109” & 127" WB A 2 5-796X
1410 Series outside snap ring 1.188” Brg. cup dia. & 127” WB A 1,2 5-160X 5-801X
7290 Series inside snap ring 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
1996-1998 | 1330 Series outside snap ring 1.063” Brg. cup dia.
3.9Lw/109” & 127” WB A 1 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. w/3.9L w/109” & 127" WB A 2 5-796X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
7290 Series inside snap ring 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
1999 1330 Series outside snap ring 1.063” Brg. cup dia. ABl 1,23 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. A,B 1,2 5-796X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
7290 Series inside snap ring 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
DODGE
RAM 2500 VAN
2000 1330 Series outside snap ring 1.063’ Brg. cup dia. A 1,2 5-213X 5-790X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
1330 Series outside snap ring 1.063’ Brg. cup dia.
5.2L, 5.9L Gas w/AT B 1,2,3 5-213X 5-790X
5.9L Diesel, 8.0L w/5 & 6 Spd. MT B 1,2,3 5-213X 5-790X
2001-2002 | 1330 Series outside snap ring 1.063’ Brg. cup dia. AB|l 1,23 5-213X 5-790X
2003 1330 Series outside snap ring 1.063’ Brg. cup dia. A 1,2 5-213X 5-790X
RAM 3500 PICK-UP
1997 1410 Series outside snap ring, 1.188” Brg. cup dia. w/AT A 1,2 5-160X 5-801X
1330 Series outside snap ring, 1.063” Brg. cup dia. w/AT A 1 5-213X 5-812X
1330 x 7290 outside/inside snap ring w/AT A 2 5-796X
1350 Series outside snap ring,1.188” Brg. cup dia.
used with 7290 Series rear joint A 1 5-178X 5-799X
7290 Series outside snap ring 1.126” Brg. cup dia.
used with 1350 Series front joint A 2 5-1309X 5-811X
1410 Series outside snap ring, 1.188” Brg. cup dia.
3-Joint Driveshaft, w/MT B 1,2,3 5-160X 5-801X
3-Joint Driveshaft, w/1410 Series joint B CB 210088-1X
7290 Series inside snap ring 1.126” Brg. cup dia.
3-Joint Driveshaft B 1,2,3 5-1306X 5-811X
1998 1410 Series outside snap ring 1.188” Brg. cup dia. w/AT A 1,2 5-160X 5-801X
1330 Series outside snap ring 1.063” Brg. cup dia. w/AT A 1 5-213X 5-790X
1330 x 7290 outside/inside snap ring w/1.063" Brg. cup dia. w/AT| A 2 5-796X SPL25-7X
1410 Series outside snap ring 1.188” Brg. cup dia. w/MT B 1,2,3 5-160X 5-801X
3-Joint Driveshaft B CB 211963-1X
1999 1410 Series outside snap ring 1.188” Brg. cup dia. w/AT A 1,2 5-160X 5-801X
1330 Series outside snap ring 1.063” Brg. cup dia. w/AT A 1 5-213X 5-812X
1330 x 7290 outside/inside snap ring w/AT A 2 5-796X SPL25-7X
1350 Series outside snap ring 1.188” Brg. cup dia.
used with 7290 Series rear joint A 1 5-178X 5-799X
7290 Series inside snap ring 1.126” Brg. cup dia.
used with 1350 Series front joint A 2 5-1309X 5-799X
1410 Series outside snap ring 1.188” Brg. cup dia. w/MT B 1,2,3 5-160X 5-801X
3-Joint Driveshaft B CB 211963-1X
2000 1410 Series outside snap ring 1.188” Brg. cup dia.
2-Joint Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
P % g2 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
DODGE
RAM 3500 PICK-UP
2001-2002 | 1410 Series outside snap ring 1.188” Brg. cup dia.
2-Joint Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211963-1X
N) 2003 1410 Series outside snap ring 1.188” Brg. cup dia.
E 2-Joint Driveshaft A 1,2 5-160X 5-801X
O 3-Joint Driveshaft, w/o 6-speed Trans B 1,2,3 5-160X 5-801X
3-Joint Driveshaft
w/6 Speed Trans w/AAM 1485 Series Driveshaft B 1,2,3 N/A
2004-2006 | 5.7L Eng.
2-Joint Driveshaft w/1410 Series Driveshaft A 1,2 5-160X 5-801X
W/AAM 1415 Series Driveshaft A 1,2 N/A
3-Joint Driveshaft w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/AAM 1415 Series Driveshaft B 1,2,3 N/A
5.9L Diesel w/AT
2-Joint Driveshaft w/1410 Series Driveshaft A 1,2 5-160X 5-801X
w/AAM 1415 Series Driveshaft A 1,2 N/A
3-Joint Driveshaft w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/AAM 1415 Series Driveshaft B 1,2,3 N/A
3-Joint Driveshaft
w/MT; w/Turbo Diesel w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/6 Speed Trans. w/AAM 1485 Series Driveshaft B 1,2,3 N/A
RAM 3500 VAN
1995-1998 | 1330 Series outside snap ring 1.063” Brg. cup dia.
3.9Lw/109” & 127” WB A 1 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. 3.9L w/109” & 127" WB A 2 5-796X SPL25-7X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
7290 Series inside snap ring 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
1999 1330 Series outside snap ring 1.063” Brg. cup dia. A 1 5-213X 5-790X
1330 x 7290 outside/inside snap ring
w/1.063” x 1.126” Brg. cup dia. A 2 5-796X
B 1 5-796X
1330 Series outside snap ring 1.063” Brg. cup dia.
5.2L, 5.9L Gas w/MT B 23 5-213X 5-790X
7290 Series inside snap ring 1.126” Brg. cup dia A 1,2 5-1309X 5-811X
1410 Series outside snap ring 1.188” Brg. Cup Dia A 1,2 5-160X 5-801X
P % gl 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
DODGE
RAM 3500 VAN
2000 1330 Series outside snap ring 1.063’ Brg. cup dia. A 1,2 5-213X 5-790X
1410 Series outside snap ring 1.188” Brg. cup dia. A 1,2 5-160X 5-801X
1330 Series outside snap ring 1.063" Brg. cup dia. B 1,2,3 5-213X 5-790X
2001-2002 | 1330 Series outside snap ring 1.063" Brg. cup dia. A 1,2 5-213X 5-790X
B 1,2,3 5-213X 5-790X
2003 1330 Series outside snap ring 1.063’ Brg. cup dia. A 1,2 5-213X 5-790X
RAM 50
1979 B 1,2,3 5-1516X
1980-1982 | w/2000cc Eng. B 1,2,3 5-1503X
w/2600cc Eng. B 1,2,3 5-1516X
1983 w/2000cc Eng. B 1,2,3 5-1503X
w/2600cc or Diesel Eng. B 1,2,3 5-1516X
1984-1986 | w/2000cc Eng. B 1,2,3 5-1503X
1987 w/2000cc Eng. or 3600cc Eng. w/AT A-B| 1,2,3 5-1503X
1988 A-B| 1,2,3 5-1503X
1989-1994 | w/AT B 1,2,3 5-1503X
w/MT B 1,2,3 5-1516X
RAMCHARGER
1974-1978 A 1 5-1306X 5-789X
Lube fitting in brg. cup | A 1 5-1306-1X
A 2 5-1309X 5-811X
1979-1981 | w/2.125” snap ring dim A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
w/2.625” snap ring dim A 2 5-1309X 5-811X
1982-1991 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
1992-1993 | w/7260 Series 1.078” Brg. cup dia. Lube fitting in brg. cup | A 1,2 5-1306-1X
w/7290 Series 1.078” Brg. cup dia. 1.126” Brg. cup dia. A 1,2 5-1309X 5-811X
RD200 FORWARD
1974-1979 A-B| 1,2,3 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
1980-1981 A-B| 1,23 5-1306X 5-789X
Lube fitting in brg. cup |A-B| 1,2,3 5-1306-1X
B CB 210088-1X
FORD
AEROSTAR
1986-1987 A 1 5-1200X
A 2 5-1201X 5-787X
P % g2 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
AEROSTAR
1988 W/AT A 1 5-1200X
A 2 5-1201X 5-787X
w/MT A 1,2 5-1200X
1989 A 1 5-1200X
A 2 5-1201X 5-787X
1990-1997 | w/steel driveshaft A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
E-SUPERDUTY VAN
1996-2002 | 2-Joint Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
E100 ECONOLINE
1961-1962 A 1,2 5-105X
1963 Exc. 3 Spd. HD & 4 Spd. Trans. A 1,2 5-105X
w/3 Spd. HD or 4 Spd. Trans. A 1,2 5-153X 5-785X
1964-1965 | w/2300# Axle Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/2700# Axle Exc. 240 Eng. Non-Lube | A 1 5-100X
Lube| A 1 5-105X
A 2 5-153X 5-785X
w/240 Eng. A 1,2 5-153X 5-785X
1966 w/170 or 240 Eng. w/inside snap rings Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/outside snap rings A 2 5-153X 5-785X
1967-1977 | Exc. 90" WB w/3.496” snap ring dim A 1,2 5-153X 5-785X
w/(2) 3.469” & (2) 3.875” snap ring dim A 1 5-134X
w/90” WB, w/170 Eng. w/inside snap rings Non-Lube | A 1,2 5-100X
Lube| A 1,2 5-105X
w/outside snap rings A 1,2 5-153X 5-785X
w/90” WB, w/3050 Ibs axle A 1 5-105X
A 2 5-153X 5-785X
w/90” WB, w/240 Eng. w/inside snap rings A 1,2 5-2140X
w/outside snap rings A 2 5-153X 5-785X
1978 A 1,2 5-153X 5-785X
1979 A-B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
1980-1982 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1983 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
E100 ECONOLINE
1983 3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
E150 ECONOLINE
1967-1977 | Exc. 90" WB A 1,2 5-153X 5-785X
w/90” WB A 1 5-134X
1978 A 1,2 5-153X 5-785X
1979 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1980-1982 A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
1983-1986 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1987-1988 | 2-Joint Driveshaft A 1 5-1203X 5-790X
w/1.062” Brg. cup dia. A 1,2 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1989 2-Joint Driveshaft A 1,2 5-1203X 5-790X
3-Joint Driveshaft B 1,2,3 5-1203X 5-790X
B CB 211175X
1990 2-Joint Driveshaft, w/AT A 1,2 5-213X 5-790X
3-Joint Driveshaft w/MT B 1,2,3 5-213X 5-790X
B CB 211175X
1991-1996 A 1,2 5-213X 5-790X
1997-1999 | Exc. alum. driveshaft A 1,2 5-178X 5-799X
w/alum. driveshaft A 1,2 5-447X
2000-2006 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
P % gl 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
E200 ECONOLINE
1968-1970 | 2-Joint Driveshaft A 1,2 5-153X 5-785X
3-Joint Driveshaft Non-Lube | B 1,2,3 5-100X
Lube| B 1,2,3 5-105X
B CB 211175X
1972-1974 A-B| 1,2,3 5-153X 5-785X
E250 ECONOLINE
1975-1978 | w/3.469” outside yoke dim A 1,2 5-153X 5-785X
w/3.875” outside yoke dim A 1,2 5-213X 5-790X
1979 A-B 1 5-1203X 5-790X
w/1.062” Brg. cup dia. A-B 2,3 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A-B 2,3 5-1204X 5-792X
B CB 211175X
1980-1988 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1989 From 11/88  2-Joint Driveshaft A 1,2 5-1203X 5-790X
3-Joint Driveshaft B 1,2,3 5-1203X 5-790X
B CB 211175X
2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1990-1991 | w/3 Spd. AT A 1,2 5-213X 5-790X
w/5.0 L & Automatic Overdrive A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/4 Spd. AT Exc. 4.10 Rear Axle A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/4.10 Rear Axle B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1992-1996 | Wagon w/3 Spd. AT A 1,2 5-213X 5-790X
Van w/3 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/4 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
E250 ECONOLINE
1997-1999 | Exc. alum. driveshaft A 1,2 5-178X 5-799X
w/alum. driveshaft A 1,2 5-447X
2000-2004 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
2005-2006 | 4.6L & 5.4L Eng. 2-Joint Driveshaft A 1,2 5-178X 5-799X
E300 ECONOLINE
1968-1969 | 2-Joint Driveshaft A 1,2 5-153X 5-785X
3-Joint Driveshaft B 1 5-160X 5-801X
B 2,3 5-153X 5-785X
B CB 211175X
1970-1974 A-Bl 1,23 5-153X 5-785X
B CB 211175X
E350 ECONOLINE
1975-1978 | Exc. 5 Spd. HD MT A 1,2 5-213X 5-790X
w/5 Spd. HD MT A 1,2 5-178X 5-799X
1979-1980 | w/1.062” Brg. cup dia. A-Bl 1,23 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A-B 23 5-1204X 5-792X
B CB 211175X
1981 w/1.062” Brg. cup dia. A-Bl 1,23 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A-B 2,3 5-1204X 5-792X
w/1.126” Brg. cup dia. A 1,2 5-3147X 5-795X
B CB 211175X
1982-1989 | 2-Joint Driveshaft A 1 5-1203X 5-790X
w/1.062” Brg. cup dia. A 2 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A 2 5-1204X 5-792X
3-Joint Driveshaft w/1.062” Brg. cup dia. B 1 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. B 1 5-1204X 5-792X
B 2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1990 w/138” WB  w/3 Spd. AT A 1,2 5-213X 5-790X
w/4 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
VAR
A Important: See Safety Information in General Information Section (J300P-Gl) 107

2WD



dme

U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
E350 ECONOLINE
1990 w/158” WB  w/4 Spd. AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/5 Spd. MT B 1,2,3 5-443X
B CB 211431X
w/176” WB B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1991 w/138” WB  w/3 Spd. AT A 1,2 5-213X 5-790X
w/4 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/158” & 176" WB B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1992-1996 | w/138” WB  w/3 Spd. AT A 1,2 5-213X 5-790X
w/4 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/176” WB B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1997-1999 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
2-Joint Alum. Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2000-2002 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft w/3.625" Snap Ring Dim. (1350 Series ) B 1,2,3 5-178X 5-799X
w/4.188" Snap Ring Dim. (1410 Series ) B 1,2,3 5-160X 5-801X
2003 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2004 2-Joint Driveshaft w/3.625" Snap Ring Dim. (1350 Series ) A 1,2 5-178X 5-799X
w/4.188" Snap Ring Dim. (1410 Series ) A 1,2 5-160X 5-801X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2005 2-Joint Driveshaft w/3.625" Snap Ring Dim. (1350 Series ) A 1,2 5-178X 5-799X
w/4.188" Snap Ring Dim. (1410 Series ) A 1,2 5-160X 5-801X
3-Joint Driveshaft w/3.625" Snap Ring Dim. (1350 Series ) B 1,2,3 5-178X 5-799X
w/4.188" Snap Ring Dim. (1410 Series ) B 1,2,3 5-160X 5-801X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
EXCURSION
2000-2001 | w/5.4L Eng. A 1,2 5-178X 5-799X
w/6.8L & 7.3L Eng. A 1,2 5-160X 5-801X
w/alum. shaft A 1,2 5-802X SPL36-2X
2002 w/5.4L Eng. Exc. 4.10 Ratio A 1,2 5-178X 5-799X
w/4.10 Ratio A 1,2 5-160X 5-801X
w/6.8L & 7.3L Eng. A 1,2 5-160X 5-801X
w/alum. shaft A 1,2 5-802X SPL36-2X
2003-2004 | w/5.4L Eng. Exc. 4.10 Ratio A 1,2 5-178X 5-799X
w/4.10 Ratio A 1,2 5-160X 5-801X
w/6.0L, 6.8L & 7.3L Eng. A 1,2 5-160X 5-801X
w/6.8L & 7.3L Eng.  w/alum. shaft A 1,2 5-802X SPL36-2X
EXPEDITION
1997-1998 | w/4.6L & AODE AT A 1,2 5-213X 5-790X
1999 w/4.6L & AODE AT A 1,2 5-213X 5-790X
5.4L Eng. Std. Suspension A 1,2 5-178X 5-799X
2000 5.4L Eng. Std. Suspension A 1,2 5-178X 5-799X
EXPLORER
1991-1994 Lube fitting in body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
1995-1996 | w/102” WB  w/3.219” snap ring dim Lube Fitting in Body | A 1,2 5-153X 5-785X
Lube Fitting in Bearing Cup | A 1,2 5-433-1X
w/3.622” snap ring dim A 1,2 5-213X 5-790X
w/112” WB & MT w/3.219” snap ring dim  Lube Fitting in Body | A 1,2 5-153X 5-785X
Lube Fitting in Bearing Cup | A 1,2 5-433-1X
w/3.622” snap ring dim A 1,2 5-213X 5-790X
1997-1999 | w/102” WB & AT A 1,2 5-213X 5-790X
F-SUPER DUTY PICK-UP
1988-1996 | 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
Slip Yoke Boot Kit| B 211503X
1997 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
F100
1948-1974 | w/6 cyl. Eng. Exc. 155" WB A 1,2 5-153X 5-785X
w/155” WB A-B 1 5-153X 5-785X
A-B 23 5-134X
B CB 211175X
w/8 cyl. Eng. Exc. 390-4BL & 460 A-Bl 1,23 5-153X 5-785X
w/8 cyl. 390-4BL or 460 Eng. A-Bl 1,23 5-213X 5-790X
B CB 211175X
P % g2 9
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
F100
1975-1976 | Exc. 155" WB A 1,2 5-153X 5-785X
w/155” WB B 1 5-153X 5-785X
B 2,3 5-134X
B CB 211175X
N 1977 Exc. 155" WB A 1,2 5-153X 5-785X
E w/155” WB To Y200,001 B 1 5-153X 5-785X
- B 2,3 5-134X
B CB 211175X
w/155” WB From Y200,001 B 1,2,3 5-153X 5-785X
B CB 211175X
1978 w/1.062” Brg. cup dia. A 1,2 5-1200X
w/1.062” & 1.125” Brg. cup dia. A 2 5-1201X 5-787X
1979 w/3.469” outside yoke dim B 1,2,3 5-153X 5-785X
w/3.875” outside yoke dim B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1980-1983 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
F150
1975-1977 | w/MT Exc. 390 Eng. & 133” or 138” WB B 1,2,3 5-153X 5-785X
B CB 211175X
w/MT w/390 Eng. & 155” WB Before Serial #120,001 B 1,2,3 5-134X
From Serial #120,001 B 1,2,3 5-153X 5-785X
B CB 211175X
w/AT Exc. 400 & 460 Eng.
2-Joint Driveshaft A 1,2 5-153X 5-785X
3-Joint Driveshaft w/3.469” outside yoke dim B 1,2,3 5-153X 5-785X
w/(2) 3.469” & (2) 2.875” outside yoke dim B 1,2,3 5-134X
B CB 211175X
w/AT & 400 Eng. w/133” WB Exc. 3.25 Gear ratio B 1,2,3 5-213X 5-790X
w/3.25 Gear ratio B 1 5-213X 5-790X
B 2,3 5-1203X 5-790X
w/138” or 155” WB B 1 5-134X
B 2,3 5-213X 5-790X
B CB 211175X
R G )
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
F150
1975-1977 | w/AT & 460 Eng. w/133” WB B 1,2,3 5-213X 5-790X
w/138” WB B 1 5-213X 5-790X
w/3.469” outside yoke dim B 2,3 5-153X 5-785X
w/(2) 3.469” & (2) 2.875” outside yoke dim B 2,3 5-134X
w/155” WB B 1 5-213X 5-790X
B 2,3 5-134X
B CB 211175X
1978 w/3.469” outside yoke dim A 1 5-1200X
w/3.875” outside yoke dim A 1 5-1203X 5-790X
w/3.469” outside yoke dim w/1.062” Brg. cup dia. A 2 5-1200X
w/3.875” outside yoke dim w/1.062” Brg. cup dia A 2 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A 2 5-1201X 5-787X
1979 A-B 1 5-1203X 5-790X
w/1.062” Brg. cup dia A-B 23 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. A-B 2,3 5-1204X 5-792X
w/1.062” & 1.125” Brg. cup dia. B CB 211175X
1980 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1 5-1201X 5-787X
B 2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1981 w/133” WB & 4.9L Eng. w/3.25 Gear Ratio & 4 Spd. MT w/OD B 1 5-1203X 5-790X
B 2,3 5-3147X 5-795X
B CB 211175X
w/133” WB & 5.0L & 5.8L Eng.
w/New Process & Warner 4 Spd. Trans. B 1 5-1203X 5-790X
B 2,3 5-3147X 5-795X
B CB 211175X
w/133” & 155” WB Exc. New Process & Warner 4 Spd. Trans. B 1 5-1203X 5-790X
B 2,3 5-3147X 5-795X
B CB 211175X
w/New Process & Warner 4 Spd. Trans. B 2,3 5-3147X 5-795X
B CB 211175X
P % g2 9
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
F150
1982-1986 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft Exc. New Process & Warner 4 Spd. Trans. B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
N B CB 211175X
E w/New Process & Warner 4 Spd. Trans. B 2 5-1203X 5-790X
O B 1,3 5-1204X 5-792X
B CB 211175X
1987 Short & Long bed, 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
Long bed, w/3-Joint Shaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
Super Cab, Crew Cab B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
1988 Short Bed, 116" WB A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
Long bed, w/133” WB 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft & Mazda 5 Spd. B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
3-Joint Driveshaft & ZF HD 5 Spd. B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
Ww/ZF Trans. B CB 211175X
Super Cab, Crew Cab B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
1989 Short Bed, 116" WB A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Long bed, w/133” WB 2-Joint Driveshaft Exc. 4.9L & 3 Spd. MT | A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/4.9L & 3 Spd. MT From 5/89 A 1,2 5-1203X 5-790X
To 5/89 A 1 5-213X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft & Mazda 5 Spd. B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
3-Joint Driveshaft & ZF HD 5 Spd. B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
w/ZF Trans. B CB 211175X
P % g2 9
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Year Model & Description Fig.| Location Spicer
Part No.
FORD
F150
1989 Super Cab, Crew Cab w/AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
w/MT B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
1990 Short Bed, 116" WB A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Long bed, w/133” WB 2-Joint Driveshaft A 1 5-213X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft & Mazda 5 Spd. B 1,2,3 5-213X 5-790X
3-Joint Driveshaft & ZF HD 5 Spd. B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/ZF Trans. B CB 211175X
Super Cab, Crew Cab B 1,2,3 5-213X 5-790X
1991-1992 | Short Bed, 116" WB A 1,2 5-213X 5-790X
Long bed, w/133” WB 2-Joint Driveshaft B 1,2 5-213X 5-790X
3-Joint Driveshaft & Mazda 5 Spd. B 1,2,3 5-213X 5-790X
3-Joint Driveshaft & ZF HD 5 Spd. B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/ZF Trans. B CB 211175X
Super Cab, Crew Cab B 1,2,3 5-213X 5-790X
1993-1995 | Short Bed, 116" WB A 1,2 5-213X 5-790X
Long bed, w/133” WB 2-Joint Driveshaft A 1,2 5-213X 5-790X
3-Joint Driveshaft & Mazda 5 Spd. B 1,2,3 5-213X 5-790X
3-Joint Driveshaft & ZF HD 5 Spd. B 1 5-1204X 5-792X
B 2,3 5-213X 5-790X
w/ZF Trans. B CB 211175X
1996 Short Bed, 116" WB A 1,2 5-213X 5-790X
Long bed, w/133” WB Exc. AODE AT
2-Joint Driveshaft A 1,2 5-213X 5-790X
3-Joint Driveshaft & ZF w/5 Spd. B 1 5-1204X 5-792X
w/ZF Trans. B 2,3 5-213X 5-790X
B CB 211175X
1997-1999 | w/120” & 139” WB w/4.2L. 4.6L Eng. & AT A 1,2 5-213X 5-790X
w/5.4L Eng. & AT A 1,2 5-178X 5-799X
w/MT A 1,2 5-213X 5-790X
w/157” WB  w/4.2L or 4.6L Eng. B 1,2,3 5-213X 5-790X
w/5.4L eng, Exc. HD trans B 1 5-213X 5-790X
w/5.4L eng, w/HD trans B 2,3 5-178X 5-799X
P % g2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
w/4.2L, 4.6L & 5.4L Eng.
2-Joint Driveshaft w/1.062” Brg. cup dia. A 1,2 5-213X 5-790X
w/4.2L & 4.6L Eng. 3-Joint Driveshaft B 1,2,3 5-213X 5-790X
w/5.4L Eng. 2-Joint Driveshaft w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2001-2002 | w/4.2L, 4.6L & 5.4L Eng. 2-Joint Driveshaft w/1.062” Brg. cup dia| A 1,2 5-213X 5-790X
w/4.2L & 4.6L Eng. 3-Joint Driveshaft B 1,2,3 5-213X 5-790X
w/5.4L Eng. 2-Joint Driveshaft w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
3-Joint Driveshaft w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
w/5.4L Eng. Harley Davidson Edition
2-Joint Driveshaft w/1.062” Brg. cup dia. A 1,2 5-213X 5-790X
3-Joint Driveshaft w/1.062” Brg. cup dia. B 1,2,3 5-213X 5-790X
2-Joint Driveshaft w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
3-Joint Driveshaft w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
2003-2004 | w/4.2L & 4.6L Eng. 2-Joint Driveshaft w/1.062” Brg. cup dia. A 1,2 5-213X 5-790X
3-Joint Driveshaft w/1.062” Brg. cup dia. B 1,2,3 5-213X 5-790X
w/5.4L Eng. 2-Joint Driveshaft w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
3-Joint Driveshaft w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
w/5.4L Eng. Harley Davidson Edition 2-Joint Driveshaft A 1,2 5-178X 5-799X
w/5.4L Eng. Harley Davidson Edition 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
w/5.4L Eng. 3-Joint Driveshaft B CB 211985X
F250
1953-1967 A-B| 1,2,3 5-153X 5-785X
B CB 211175X
1968-1969 | Exc. 390 Eng. B 1,2,3 5-153X 5-785X
w/390 Eng. B 1,2,3 5-213X 5-790X
B CB 211175X
1970-1972 | w/390 or 460 Eng. w/inside snap rings B 1,2,3 5-1200X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 211175X
1973 w/300, 351 or 360 Eng. w/133” WB A-B| 1,2,3 5-153X 5-785X
B CB 211175X
w/390 Eng. w/133” WB A-B| 1,23 5-213X 5-790X
1974-1975 | w/300, 351 or 360 Eng.
w/133”, 138", 140” or 150” WB A-B| 1,2,3 5-153X 5-785X
B CB 211175X
w/155" WB  w/(2) 3.469” & (2) 3.875” outside yoke dims  |A-B| 1,2,3 5-134X
w/3.469” outside yoke dim A-B| 1,2,3 5-153X 5-785X
B CB 211175X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
F250
1974-1975 | w/390 Eng. w/133”, 140” or 150” WB A-Bl 1,23 5-178X 5-799X
B CB 211175X
w/138” WB w/3.875” outside yoke dim A-Bl 1,2,3 5-178X 5-799X
B CB 211175X
w/3.469” outside yoke dim A-Bl 1,23 5-153X 5-785X
B CB 211175X
w/150” WB A-Bl 1,23 5-153X 5-785X
B CB 211175X
w/460 Eng. w/138” or 140” WB A-B| 1,2,3 5-178X 5-799X
B CB 211175X
w/150” WB A-Bl 1,23 5-153X 5-785X
B CB 211175X
1976-1977 | w/300, 351 or 360 Eng.
w/133”, 138” or 150” WB A-Bl 1,2,3 5-153X 5-785X
w/155” WB  w/3.469 outside yoke dim A-Bl 1,23 5-153X 5-785X
w/(2) 3.469” & (2) 3.875” outside yoke dims A-B| 1,2,3 5-134X
B CB 211175X
w/390, 400 or 460 Eng.
w/133” WB  w/1.188” Brg. cup dia. A-Bl 1,23 5-178X 5-799X
B CB 211175X
w/1.062” Brg. cup dia. A 1 5-213X 5-790X
w/1.188” Brg. cup dia. A 2 5-178X 5-799X
w/138” WB A-Bl 1,23 5-178X 5-799X
B CB 211175X
w/150” WB  w/3.469” outside yoke dia+ A-Bl 1,23 5-153X 5-785X
w/3.875” outside yoke dim A-B| 1,23 5-178X 5-799X
B CB 211175X
w/155” WB A-Bl 1,23 5-178X 5-799X
B CB 211175X
1978 w/3.469” outside yoke dim A 1,2 5-153X 5-785X
w/3.875” outside yoke dim w/1.062” Brg. cup dia. A 1,2 5-213X 5-790X
w/1.188” Brg. cup dia. A 2 5-178X 5-799X
1979 2-Joint Driveshaft w/1.062” Brg. cup dia. A 1,2 5-153X 5-785X
w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
3-Joint Driveshaft w/1.062” Brg. cup dia. B 1,2 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. B 3 5-1204X 5-792X
w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
B CB 211175X
P % g2 9
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Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
F250
1980-1981 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
N B CB 211175X
E 1982-1986 | 2-Joint Driveshaft A 1 5-1203X 5-790X
U A 2 5-1204X 5-792X
3-Joint Driveshaft w/1.062” Brg. cup dia. B 1 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. B 1 5-1204X 5-792X
B 2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1987 Reg. Cab, Super Cab, w133” & 136” WB
Exc. 5 Spd. MT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/5 Spd. MT A 1,2 5-178X 5-799X
Crew Cab, w/AT B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
Crew Cab, w/MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
1988 Reg. Cab
2-Joint Driveshaft Exc. HD 5 Spd. MT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/7.3L, 7.5L & HD 5 Spd. MT A 1,2 5-178X 5-799X
3-Joint Driveshaft w/4.9 & 4.10 Axle w/Mazda 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
w/4.9L, 5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
Crew Cab  Exc. HD 5 Spd MT B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/4.9L, 5.8L & HD 5 Spd MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
w/7.3L, 7.5L & HD 5 Spd MT A 1,2 5-178X 5-799X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
F250
1989 Reg. Cab 2-Joint Driveshaft Exc. HD 5 Spd. MT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/7.3L, 7.5L & HD 5 Spd. MT A 1,2 5-178X 5-799X
3-Joint Driveshaft w/4.9L, 5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
Crew Cab  Exc. HD 5 Spd MT B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/HD 5 Spd. MT A 1,2 5-178X 5-799X
1990 Reg. Cab 2-Joint Driveshaft A 1 5-213X 5-790X
Reg. Cab 2-Joint Driveshaft A 2 5-1204X 5-792X
3-Joint Driveshaft w/5.0L & Mazda 5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
B CB 211175X
w/7.3L, 7.5L & HD 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
Super Cab w/155” WB w/3 Spd. AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/4 Spd. AT B 1,2,3 5-178X 5-799X
B CB 210866-1X
w/5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
B CB 211175X
w/7.3L & 7.5L & HD 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
1991-1992 | Reg. Cab
2-Joint Driveshaft A 1 5-213X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft w/4.9L, 5.0L Mazda 5 Spd. MT To 2/92 B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/4.9L, 5.8L & HD 5 Spd. MT B 1,2,3 5-443X
B CB 211431X
w/7.3L, 7.5L & HD 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
P % g2 9
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
F250
1991-1992 | Super Cab w/155” WB w/3 Spd. AT To 2/92 B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/4 Spd. AT B 1,2,3 5-178X 5-799X
w/7.3L & 4 Spd. AT From 2/92 B 1,2,3 5-178X 5-799X
B CB 210866-1X
w/5.8L & HD 5 Spd. MT To 2/92 B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
B CB 211175X
w/7.3L & 7.5L & HD 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
1993-1995 | Reg. Cab 2-Joint Driveshaft w/Gasoline Eng. Exc. 7.5L A 1 5-213X 5-790X
A 2 5-1204X 5-792X
B CB 210866-1X
Super Cab, w/7.5L HD trans B 1,2,3 5-178X 5-799X
1996 Reg. Cab 2-Joint Driveshaft
w/133” WB Exc. 7.3L, 7.5L & ZF Trans. A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Super Cab, w/155” WB & 7.5L & HD trans B 1,2,3 5-178X 5-799X
B CB 210866-1X
1997-1999 | Reg. Cab w/4.2L, 4.6L & 5.4L Eng. A 1,2 5-178X 5-799X
w/5.8L & AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/5.8L & MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/7.3L & 7.5L Eng. A 1,2 5-178X 5-799X
Super Cab  w/Short Bed, Crew Cab, w/5.8L Eng. B 1,2,3 5-178X 5-799X
w/Long bed, w/5.8L w/AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
w/Long bed, w/5.8L w/MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
Crew Cab, w/7.3L, 7.5L & AT B 1,2,3 5-178X 5-799X
B CB 210866-1X
F250 SUPER DUTY
1999-2002 | w/5.4L Eng. 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 211359X
w/6.8L Eng. 2-Joint Alum. Driveshaft A 1,2 5-802X SPL36-2X
w/6.8L, 7.3L Eng. 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
VL AN (I
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
F250 SUPER DUTY
2003 w/6.0L, 6.8L & 7.3L Eng. 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
2004 w/6.0L & 6.8L Eng. 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
2005-2006 | w/5.4L, 6.0L & 6.8L Eng. 2-Joint Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
F350
1948-1966 A-B| 1,2,3 5-153X 5-785X
B CB 211175X
1967-1974 | Exc. 390 Eng. B 1 5-153X 5-785X
B 2,3 5-134X
w/390 Eng. B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
1975-1976 | Exc. 390 Eng. & Exc. 155" WB B 1,2,3 5-213X 5-790X
w/390 Eng. & 155" WB B 1 5-153X 5-785X
B 2,3 5-178X 5-799X
w/390 Eng. Exc. 155" WB B 1,2,3 5-178X 5-799X
B CB 211175X
1977 w/MT  w/300 or 351 Eng. Exc. 4.10 ratio B 1,2,3 5-213X 5-790X
w/390 or 400 Eng. B 1,2,3 5-178X 5-799X
w/300 or 351 Eng. w/4.10 ratio B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
W/AT Exc. C6 w/300 Eng. Exc. 4.10 ratio B 1,2,3 5-213X 5-790X
w/4.10 ratio B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
w/C6 AT w/300 Eng. B 1,2,3 5-213X 5-790X
w/351 Eng. Exc. 155" WB B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
w/155” WB B 1,2,3 5-178X 5-799X
w/400 Eng. B 1 5-213X 5-790X
B 2,3 5-178X 5-799X
w/460 Eng. B 1,2,3 5-178X 5-799X
B CB 211175X
1978 w/3.469” outside yoke dim A 1,2 5-153X 5-785X
w/3.875” outside yoke dim w/1.062” Brg. cup dia. A 1,2 5-213X 5-790X
w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
P % g2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
w/1.062” Brg. cup dia. B 1,2 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. B 3 5-1204X 5-792X
B CB 211175X
1980-1981 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1982-1986 | 2-Joint Driveshaft A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
3-Joint Driveshaft w/1.062” & 1.125” Brg. cup dia. B 1 5-1204X 5-792X
w/1.062” Brg. cup dia. B 1 5-1203X 5-790X
B 2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
1987 Reg. Cab 2-Joint Driveshaft w/AT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
Super Cab  w/AT B 1,2 5-1203X 5-790X
Reg. Cab 2-Joint Driveshaft w/MT A 1,2 5-178X 5-799X
Super Cab w/AT B 3 5-1204X 5-792X
B CB 211175X
B 1,2,3 5-178X 5-799X
Crew Cab, w/HD 5 Spd MT B 1,2,3 5-178X 5-799X
w/T-18 & New Process AT B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/T-19 AT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
F350
1988 Reg. Cab 2-Joint Driveshaft w/AT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/7.3L, 7.5L & HD 5 Spd. MT A 1,2 5-178X 5-799X
Reg. Cab 3-Joint Driveshaft
w/133” WB w/4.9L, 5.8L & 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
w/136” WB w/4.9L, 5.8L & 5 Spd. MT B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
Super Cab  w/155” & 160” WB A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/160” WB w/4.9L, 5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
B 1,2,3 5-178X 5-799X
Crew Cab  w/AT A 1 5-1203X 5-790X
A 2 5-1204X 5-792X
w/5.8L & 5 Spd MT A 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
w/6.9L, 7.3L, 7.5L & 5 Spd MT B 1,2,3 5-178X 5-799X
1989 Reg. Cab 2-Joint Driveshaft
w/133” WB w/AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/7.3L, 7.5L & HD 5 Spd. MT A 1,2 5-178X 5-799X
Reg. Cab 3-Joint Driveshaft
w/136” WB w/AT B 1,2,3 5-178X 5-799X
w/133” WB w/4.9L, 5.8L & 5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/136” WB w/4.9L, 5.8L & 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
Super Cab w/155” & 160” WB
w/AT B 1,2,3 5-178X 5-799X
w/4.9L, 5.8L & HD 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
w/7.3L, 7.5L & HD 5 Spd. MT A 1,2 5-178X 5-799X
P % g2 9
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Model & Description Fig.| Location Spicer SPL
Part No. Part No.
Crew Cab  w/4.9L, 5.8L & 3 Spd AT To 2/89 A 1 5-213X 5-790X
A 2 5-1204X 5-792X
From 2/89 B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/7.3L, 7.5L & 3 Spd AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
w/V8 Eng. & 4 Spd AT To 2/89 A 1 5-213X 5-790X
A 2 5-1204X 5-792X
From 2/89 B 1,2 5-1203X 5-790X
B 3 5-1204X 5-792X
B CB 211175X
w/5.8L & HD 5 Spd MT B 1,3 5-1204X 5-792X
B 2 5-1203X 5-790X
B CB 211175X
w/7.3L, 7.5L & 5 Spd MT A 1,2 5-178X 5-799X
1990 Reg. Cab 2-Joint Driveshaft 133" WB w/AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Reg. Cab 3-Joint Driveshaft
w/AT B 1,2,3 5-178X 5-799X
B CB 211499X
w/133” WB w/4.9L, 5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/136” WB w/4.6L, 5.8L & HD 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
w/133”, 136” WB w/7.3L, 7.5L Eng w/HD 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
Super Cab w/155” & 160" WB  w/4.9L & 3 Spd. AT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
w/5.8L & 3 Spd. AT B 1,2,3 5-178X 5-799X
Super Cab, w/5.8L & HD 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
Super Cab, w/7.3L & 7.5L Eng. B 1,2,3 5-178X 5-799X
Crew Cab  w/AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
w/5.8L & HD 5 Spd MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/7.3L, 7.5L & HD 5 Spd MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
P % g2 9
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Year Model & Description Fig.| Location Spicer
Part No.
FORD
F350
1991 Reg. Cab 2-Joint Driveshaft 133" WB w/AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Reg. Cab 3-Joint Driveshaft
w/133” WB w/4.9L, 5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/133”, 136” WB w/7.3L, 7.5L Eng. B 1,2,3 5-178X 5-799X
B CB 210866-1X
136" WB w/4.9L, 5.8L & HD 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
B CB 210866-1X
136" WB w/5.8L & 4 Spd. AT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
B CB 211499X
Super Cab w/155” & 160” WB B 1,2,3 5-178X 5-799X
Crew Cab  w/AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
w/5.8L & HD 5 Spd MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/7.3L, 7.5L & HD 5 Spd MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
1992 Reg. Cab 2-Joint Driveshaft B 1 5-1204X 5-792X
133" WB, w/AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Reg. Cab 3-Joint Driveshaft
133" WB w/7.3L & 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
B 1,2,3 5-178X 5-799X
B CB 210866-1X
136" WB w/4.9L, 5.8L & 3 Spd. AT B 1,2,3 5-178X 5-799X
136" WB w/5.8L & 4 Spd. AT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
36" WB w/5.8L & 4 Spd. AT B CB 211499X
136" WB w/4.9L, 5.8L & HD 5 Spd. MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
w/136” WB, 7.3L & 7.5L Eng. B 1,2,3 5-178X 5-799X
B CB 210866-1X
Super Cab w/155” & 160” WB B 1,2,3 5-178X 5-799X
Crew Cab w/AT B 1,2 5-213X 5-790X
B 3 5-1204X 5-792X
P % g2 9
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U-Joints K350

Model & Description Fig.| Location Spicer SPL
Part No. Part No.

Super Cab  w/5.8L & HD 5 Spd. MT B 1,3 5-1204X 5-792X
B 2 5-213X 5-790X
w/7.3L, 7.5L & HD 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
N) 1993-1996 | Reg. Cab 2-Joint Driveshaft 133" WB w/AT A 5-213X 5-790X
A 2 5-1204X 5-792X
- Reg. Cab 3-Joint Driveshaft
133" WB w/7.3L, 7.5L & 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
136” WB, w/7.3L, 7.5L & 5 Spd. MT B 1,2,3 5-178X 5-799X
w/MT B 1 5-1204X 5-792X
B 2,3 5-178X 5-799X
B CB 210866-1X
1997-1998 | Reg. Cab 2-Joint Driveshaft 133" WB w/3 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
133" WB, w/4 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Reg. Cab 3-Joint Driveshaft
133" WB w/7.3L, 7.5L & 5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210866-1X
136" WB w/7.3L & 5 Spd. MT B 1 5-1204X 5-792X
B 23 5-178X 5-799X
B CB 210866-1X
Super Cab, w/160” WB & 4 Spd. AT B CB 211499X
1999 Reg. Cab 2-Joint Driveshaft 133" WB w/3 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
133" WB, w/4 Spd. AT A 1 5-213X 5-790X
A 2 5-1204X 5-792X
Reg. Cab 3-Joint Driveshaft 133" WB w/7.3L, 7.5L & 5 Spd. MT | B 1,2,3 5-178X 5-799X
B CB 210866-1X
B 1 5-1204X 5-792X
B 23 5-178X 5-799X
B CB 210866-1X
Super Cab, w/160” WB & 4 Spd. AT B CB 211499X
F350 PARCEL DELIVERY
1963-1969 A-Bl 1,23 5-153X 5-785X
B CB 211175X
1970-1979 | w/1.062” Brg. cup dia. A-Bl 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-Bl 1,23 5-178X 5-799X
B CB 211175X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
FORD
F350 SUPER DUTY
1999-2002 | w/5.4L Eng. 3-Joint Driveshaft A 1,2,3 5-178X 5-799X
B CB 211359X
w/6.8L Eng. 2-Joint Alum. Driveshaft A 1,2 5-802X SPL36-2X
w/6.8L, 7.3L Eng. 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
2003 w/6.0L, 6.8L & 7.3L Eng. 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
2004 w/6.0L & 6.8L Eng. 3-Joint Driveshaft B 1,2,3 5-160X 5-801X
B CB 211359X
2005-2006 | w/5.4L, 6.0L & 6.8L Eng. 2-Joint Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft B 1,2,3 5-160X 5-801X
F450 SUPER DUTY
1999-2006 | 3-Joint Driveshaft 1,2,3 5-188X 5-803X
4-Joint Driveshaft 1,2,3,4 5-188X 5-803X
F53 STRIPPED CHASSIS
1989-1996 B 1,2,3 5-160X 5-801X
w/208” WB Front | B CB 210873-1X
Rear| B CB 210866-1X
w/228” WB B CB 210866-1X
F550 SUPERDUTY
1999-2004 | 3-Joint Driveshaft 1,2,3 5-188X 5-803X
4-Joint Driveshaft 1,2,3,4 5-188X 5-803X
F59 STRIPPED CHASSIS
1989-1996 B 1,2,3 5-160X 5-801X
w/208” WB Front | B CB 210873-1X
Rear| B CB 210866-1X
w/228” WB B CB 210866-1X
P100
1948-1976 | Parcel Delivery A-Bl 1,23 5-153X 5-785X
B CB 211175X
w/6 cyl. Eng. Exc. 155" WB A-B| 1,2,3 5-153X 5-785X
w/155” WB A-B| 1,2,3 5-134X
B CB 211175X
w/8 cyl. Exc. 390-4BL & 460 A-Bl 1,23 5-153X 5-785X
w/8 cyl. 390-4BL or 460 Eng. A-Bl 1,23 5-153X 5-785X
B CB 211175X
CB CB CB
e A N K
Dl=|:=h=-:¢
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
FORD
RANGER
1983-1985 A 1,2 5-1200X
1986-1987 | Reg. Cab 108” & 114” WB A 1,2 5-1200X
Super Cab 125" WB B 1,2,3 5-443X
B CB 211431X
1988 Reg. Cab w/AT A 1,2 5-1200X
w/MT w/108” WB w/2.0L or 2.3L Eng. A 1 5-1200X
A 2 5-1201X 5-787X
w/2.9L Eng. A 1,2 5-1200X
w/114” WB A 1,2 5-1200X
Super Cab  w/AT From 6/88 B 1,2,3 5-443X
Some use a flexible coupling in place of U-joint at trans.
B CB 211431X
Super Cab  w/AT To 6/88 B 2,3 5-443X
Super Cab  w/MT B 1,2,3 5-443X
B CB 211431X
1989 Reg. Cabw/108” & 114” WB Lube Fitting in Body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
Super Cab  w/AT w/o flexible coupling B 1,2,3 5-443X
B 2,3 5-443X
B CB 211431X
w/MT B 1,2,3 5-443X
B CB 211431X
1990-1997 | Reg. Cab 108” & 114” WB Lube fitting in body | A 1,2 5-153X 5-785X
Lube fitting in brg. cup | A 1,2 5-433-1X
Super Cab 125" WB Lube fitting in body | B 1,2,3 5-153X 5-785X
Lube fitting in brg. cup | B 1,2,3 5-433-1X
B CB 211590-1X
1998-2006 | 2-Joint Driveshaft A 1,2 5-213X 5-790X
TRUCK COURIER
1972-1982 | A-B| 123 | 5-1507X |
GEO
1989-2001 | TRACKER |A] 12 | 51503X |
GMC
C-15 SERIES TRUCK / SUBURBAN
1948-1953 | 150 Series B 23 5-178X 5-799X
1954 Late 100-24 Series ~ w/3 Spd MT A-Bl 1,23 5-153X 5-785X
w/4 Spd. MT B 1 5-178X 5-799X
B 23 5-153X 5-785X
VA AN I
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K350 U-Joints

Year Model & Description Fig.| Location Spicer
Part No.
GMC
C-15 SERIES TRUCK / SUBURBAN
1955-1956 | 1000 Series w/3 Spd. HD or 4 Spd. Trans. A 1 5-178X 5-799X
A 2 5-153X 5-785X
w/3 Spd. trans. A 1,2 5-153X 5-785X
150 or 150-24 Series w/3 Spd. MT A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/3 Spd. HD, 4 Spd. or AT A 1,2 5-178X 5-799X
1957-1959 | Exc. 102 Series  w/3 Spd.or AT A 1,2 5-153X 5-785X
w/3 Spd HD or 4 Spd. MT A 1,2 5-178X 5-799X
102 Series  w/3 Spd. trans. A-B| 1,2,3 5-153X 5-785X
w/3 Spd. HD or 4 Spd. Trans. B 1,2 5-178X 5-799X
B 3 5-153X 5-785X
(U-Shaped Bracket) | B CB 210370-1X
(Round Bracket) | B CB 210527X
150 or 150-24 Series w/3 Spd. MT A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/3 Spd. HD, 4 Spd. or AT A 1,2 5-178X 5-799X
1960-1962 | 1000 Series w/3 Spd. trans. A-B| 1,2,3 5-153X 5-785X
Exc. 3 Spd. Trans. A-B| 1,2,3 5-178X 5-799X
(U-Shaped Bracket) | B CB 210370-1X
(Round Bracket) | B CB 210527X
1500 Series w/3 Spd. trans. A-B| 1,2,3 5-153X 5-785X
w/4 Spd. Trans. B 1 5-178X 5-799X
B 2,3 5-153X 5-785X
(U-Shaped Bracket) | B CB 210370-1X
(Round Bracket) | B CB 210527X
1963-1977 | 3-Joint Driveshaft A-B| 1,2,3 5-153X 5-785X
(U-Shaped Bracket) | B CB 210370-1X
(Round Bracket) | B CB 210527X
1978-1981 | w/outside snap rings w/1.062” Brg. cup dia. A-Bl 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-B| 1,2,3 5-178X 5-799X
w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/inside & outside snap rings B 3 5-212X
w/inside snap rings B CB 210370-1X
1982-1984 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
C-15 SERIES TRUCK / SUBURBAN
1985-1986 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/AT B 1,2,3 5-3147X 5-795X
w/MT wl/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
1992-1993 | Reg. Cab
w/6 1/2’ Bed, w/4 Spd. MT1 AT w/alum. driveshaft A 1,2 5-447X
w/6 1/2° Bed w/117.5" WB, Exc. Alum. Shaft A 1,2 5-3147X 5-795X
w/5 Spd. MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/8’ Bed & w/131.5” WB Exc. (MT1) AT & Diesel Eng. A 1 5-791X
A 2 5-794X
w/MT8 MT  3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/MT8 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/AT B 1,2,3 5-3147X 5-795X
B CB 210370-1X
w/MGS5, 5 Spd. MT B 1 5-213X 5-790X
B 2,3 5-212X
B CB 211499X
Suburban only  w2-Joint driveshaft A 1 5-791X
A 2 5-794X
1994 Reg. Cab w/6 1/2’ Bed A 1,2 5-3147X 5-795X
w/8’ Bed w/1 pc driveshaft A 1 5-791X
A 2 5-794X
3-Joint Driveshaft & MT8 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/MT1 AT & 6.5L diesel B 1,2 5-213X 5-790X
w/6 1/2’ Bed, Exc. MT1 AT & 6.5L Diesel Eng. B 1,2,3 5-213X 5-790X
B CB 211499X
w/8 Bed & 4L60E (M30) AT B 1,2,3 5-3147X 5-795X
B CB 210370-1X
w/8’ Bed, w/MT, 1st design (Dana) steel driveshaft| B 1,2,3 5-178X 5-799X
Suburban only  w/4 Spd. Auto 4L80 (MT1) A 1,2 5-447X
VL AN I
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
C-15 SERIES TRUCK / SUBURBAN
1995 Reg. Cab w/6 1/2’ Bed A 1,2 5-3147X 5-795X
w/8’ Bed w/1 pc driveshaft A 1 5-791X
A 2 5-794X
w/HD 5 Spd MW3 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/MT1 AT & 6.5L diesel B 1,2 5-213X 5-790X
w/HD MG5 5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-212X
First Design| B CB 211499X
Second Design | B CB 211819-1X
w/HD New Venture (MW3), 5 Spd. MT B 1,2,3 5-178X 5-799X
w/HD MW3 5 Spd. MT B CB 210370-1X
w/4 Spd. Auto 4L60E (M30) B 1,2 5-213X 5-790X
B 3 5-212X
B CB 211819-1X
Suburban only  w/4 Spd. Auto 4LOE (M30) A 1 5-791X
A 2 5-794X
w/4 Spd. Auto 4L80 (MT1) A 1,2 5-447X
w/6.5L Diesel Turbo A 1,2 5-447X
1996 Reg. Cab w/6 1/2' Bed & MT, steel driveshaft A 1,2 5-3147X 5-795X
w/8’ Bed w/alum. driveshaft A 1 5-791X
A 2 5-794X
Ext. Cab w/MT1 AT & 6.5L diesel B 1,2 5-213X 5-790X
w/6 1/2° & 8’ Bed w/5 Spd. MG5 & M50 MT B 1,2 5-213X 5-790X
B 3 5-212X
w/4 Spd. M30 AT B 1,2 5-213X 5-790X
B 3 5-212X
B CB 211819-1X
Suburbanonly  w/4 Spd. M30 AT A 1 5-791X
A 2 5-794X
w/4 Spd. MT1 AT A 1,2 5-447X
w/6.5L Diesel Turbo A 1,2 5-447X
1997-1998 | Reg. Cab w/6 1/2’ Bed A 1,2 5-3147X 5-795X
w/8’ Bed A 1 5-791X
A 2 5-794X
Ext. Cab B 1,2,3 5-213X 5-790X
B CB 211819-1X
Suburbanonly  w/6.5L Diesel Turbo A 1,2 5-447X
w/4 Spd. M30 AT A 1 5-791X
A 2 5-794X
P % g2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
C-15 SERIES TRUCK / SUBURBAN
1999 Reg. Cab w/AT A 1,2 5-3147X 5-795X
w/MT A 1 5-213X 5-790X
A 2 5-212X 5-793X
Alum. Driveshaft A 1 5-791X
A 2 5-794X
Ext. Cab w/AT B 1,2,3 5-3147X 5-795X
w/MT B 1,2 5-213X 5-790X
B 3 5-212X 5-793X
Suburbanonly  w/5.7L A 1 5-212X 5-793X
A 1 5-213X 5-790X
w/6.5L Diesel Turbo A 1,2 5-447X
C-25 SERIES TRUCK / SUBURBAN
1976-1978 | Exc. Suburban w/TH400 A-B 1,2 5-153X 5-785X
B 3 5-178X 5-799X
Suburban only w/TH400 B 3 5-3147X 5-795X
B CB 210370-1X
1979-1981 | w/outside snap rings w/1.062” Brg. cup dia. A-B| 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-B| 1,2,3 5-178X 5-799X
Suburban only  w/TH400 B 3 5-3147X 5-795X
B CB 210370-1X
1982-1983 | w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
1984 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
3-Joint Driveshaft w/inside snap rings B 1 5-3147X 5-795X
w/outside snap rings B 1,3 5-178X 5-799X
B 2 5-3147X 5-795X
B CB 210370-1X
1985-1986 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
3-Joint Driveshaft Exc. 4 Spd AT Exc. 454 Eng. B 1,2 5-178X 5-799X
B 3 5-3147X 5-795X
Exc. 4 Spd AT w/454 Eng. B 1,2,3 5-178X 5-799X
w/4 Spd. AT B 1,3 5-3147X 5-795X
B 2 5-178X 5-799X
B CB 210370-1X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
C-25 SERIES TRUCK / SUBURBAN
1992-1994 | Reg. Cab MT1 AT & 131.5” WB 2-Joint driveshaft A 1,2 5-447X
Reg. Cab w/7200# GVW MT8 MT, 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
Reg. Cab w/8600# GVW MT8 MT, 3-Joint Driveshaft B 1,2,3 5-447X
B CB 210140-1X
Reg. Cab MT1 AT, 3-Joint Driveshaft B 1,2,3 5-447X
B CB 210140-1X
Ext. Cab w/6 1/2’ Bed Exc. MT1 AT & MG5 MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/MT1 AT & MG5 MT B 1,2,3 5-447X
B CB 211499X
Ext. Cab w/6 1/2’ & 8’ Bed w/8600# GVW & MT8 MT B 1,2,3 5-447X
B CB 211793-1X
w/7200# GVW B 1,2,3 5-178X 5-799X
B CB 210370-1X
Suburban only 2-Joint Driveshaft A 1,2 5-447X
1995 Reg. Cab MT1 AT, 2-Joint Driveshaft w/131.5” WB A 1,2 5-447X
Reg. Cab w/7200# GVW MT8 MT, 3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
Reg. Cab w/8600# GVW MT8 MT, 3-Joint Driveshaft B 1,2,3 5-447X
B CB 210140-1X
Reg. Cab MT1 AT, 3-Joint Driveshaft B 1,2,3 5-447X
B CB 210140-1X
Ext. Cab w/6 1/2’ Bed w/M30 AT & 7200# GVW Steel driveshaft | B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/M30 AT B 1,2,3 5-447X
B CB 211748-1X
w/MT1 B 1,2,3 5-447X
w/MT1 AT B CB 211748-1X
w/MW3, MT8 & MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
Ext. Cab w/8’ Bed B 1,2,3 5-447X
Ext. Cab Exc. MG5 MT B CB 211793-1X
w/MG5 MT B CB 211499X
Suburban only 2-Joint Driveshaft A 1,2 5-447X
1996 Reg. Cab 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 211793-1X
P % g2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
C-25 SERIES TRUCK / SUBURBAN
1996 Ext. Cab 3-Joint Driveshaft B 1,2,3 5-447X
w/6 1/2’ Bed, & MT B CB 211499X
w/6 1/2' Bed, & AT B CB 211748-1X
w/8’ Bed B CB 211793-1X
Suburban only 2-Joint Driveshaft A 1,2 5-447X
1997-1999 | Reg. Cab w/8’ bed 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft, 8600# GVWR B 1,2,3 5-447X
B CB 211793-1X
Ext. Cab w/6 1/2’ Bed B 1,2,3 5-447X
w/5 Spd. MT B CB 211499X
w/AT B CB 211748-1X
w/8’ Bed B 2,3 5-447X
B CB 211793-1X
Suburban only 2-Joint Driveshaft A 1,2 5-447X
2000 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft w/AT B 1,2,3 5-178X 5-799X
w/MT B 1,2,3 5-160X 5-801X
C-35 SERIES TRUCK / SUBURBAN
1973-1975 | w/1.062” Brg. cup dia. B 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
B CB 210370-1X
1976-1977 | Exc. 129.5” & 131.5” WB w/TH350 w/1.062” Brg. cup dia. B 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/129.5” & 131.5” WB w/TH350 B 1 5-178X 5-799X
w/1.062” Brg. cup dia. B 2,3 5-153X 5-785X
w/1.188” Brg. cup dia. B 2,3 5-178X 5-799X
B CB 210370-1X
1979-1981 | w/outside snap rings w/1.062” Brg. cup dia. A 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A 1,2 5-178X 5-799X
B CB 210370-1X
1982-1983 B 1,2,3 5-178X 5-799X
B CB 210370-1X
1984 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A 1,2 5-178X 5-799X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
B CB 210370-1X
w/outside snap rings B 1,2,3 5-178X 5-799X
B CB 210370-1X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
C-35 SERIES TRUCK / SUBURBAN
1985-1986 B 1,2,3 5-178X 5-799X
B CB 210370-1X
1992-1998 | Reg. Cab w/131.5” WB B 1,2,3 5-447X
B CB 211793-1X
Ext. Cab w/155.5” WB, w/Dual Rear wheels B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/155.5” WB, Exc. Dual Rear wheels B 1,2,3 5-447X
B CB 211793-1X
2 Dr Chassis Cab w/135.5” & 159.5” WB Exc. 15,000# GVW | B 1,2,3 5-447X
B CB 211793-1X
w/15,000# GVW B 1,2,3 5-160X 5-801X
B CB 211793-1X
w/183.5” WB 4-Joint Driveshaft R| 1234 5-160X 5-801X
1st| R CB 211804-1X
2nd| R CB 211793-1X
4 Dr Chassis Cab w/164.5” & 168.5” WB B 1,2,3 5-447X
B CB 211735-1X
1999-2000 | Reg. Cab w/131.5” WB B 1,2,3 5-178X 5-799X
Ext. Cab w/155.5” WB B 1,2,3 5-178X 5-799X
Chassis Cab w/183.5” WB B 1,2,3 5-160X 5-801X
w/135.5” or 159.5” WB, Exc. 15000lb GVW B 1 5-178X 5-799X
B 2,3 5-160X 5-801X
w/135.5” or 159.5” WB, w/15000lb GVW B 1,2,3 5-160X 5-801X
4-Joint Driveshaft R| 1234 5-160X 5-801X
CABALLERO
1978-1987 | A 1,2 5-3147X 5-795X
CANYON PICK-UP
2004-2007 | 2-Joint Driveshaft
Spicer Driveshaft w/outside snap rings A 1,2 5-213X 5-790X
Spicer joint w/outside snap rings at Transmission A 1 5-213X 5-790X
Spicer joint w/outside & inside snap rings at rear A 2 5003097
3-Joint Driveshaft Spicer Driveshaft w/outside snap rings at
Transmission & Center Bearing B 1,2 5-213X 5-790X
Spicer joint w/outside & inside snap rings at rear B 3 5003097
2-Joint Driveshaft w/AAM 1335 Series Ujoint A 1 N/A
w/AAM 1335 x 3R Series Ujoint A 2 N/A
ENVOY
2002-2006 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
(? (? CB CB Cli
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
G-15 SERIES, G1500 SERIES AND SAVANA
1967-1977 A-B| 1,23 5-153X 5-785X
B CB 210370-1X
1978-1981 | w/outside snap rings A-B| 1,2,3 5-153X 5-785X
w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
B CB 210370-1X
1982-1986 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings & alum. yoke A 1,2 5-791X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1992-1998 | 2-Joint Driveshaft
w/110” & 125” WB w/inside snap rings A 1,2 5-3147X 5-795X
w/125” WB  w/outside snap rings & alum. driveshaft A 1 5-791X
w/inside & outside snap rings & alum. shaft A 2 5-794X
1999-2006 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
G-25 SERIES, G2500 SERIES AND SAVANA
1976-1978 | Exc. 400 Eng. w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings A-B| 1,2,3 5-153X 5-785X
w/inside & outside snap rings A-B| 1,2,3 5-212X
B CB 210370-1X
w/400 Eng. A-B| 1,23 5-213X 5-790X
B CB 210370-1X
1979-1981 | Exc. 400 Eng. w/outside snap rings A-B| 1,2,3 5-153X 5-785X
w/inside snap rings A-B| 1,23 5-3147X 5-795X
B CB 210370-1X
w/400 Eng. B 1 5-3147X 5-795X
B 2 5-213X 5-790X
B 3 5-178X 5-799X
B CB 210370-1X
1982-1983 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1984 2-Joint Driveshaft A 1,2 5-3147X 5-795X
w/Turbo 400 AT B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
B CB 210370-1X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1985-1989 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
¢ 9 E il
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
G-25 SERIES, G2500 SERIES AND SAVANA
1990 2-Joint Driveshaft w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings & alum. driveshaft A 1 5-791X
w/inside & outside snap rings A 2 5-794X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1991-1995 | 2-Joint Driveshaft
w/110” & 125” WB w/inside snap rings A 1,2 5-3147X 5-795X
125” WB & alum. driveshaft w/outside snap rings A 1 5-791X
w/inside & outside snap rings A 2 5-794X
1996-2002 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2003-2006 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft w/1350 Series Driveshaft B 1,2,3 5-178X 5-799X
w/AAM 1355 Series Driveshaft B 1,2,3 N/A
G-35 SERIES, G3500 SERIES AND SAVANA
1970-1974 | w/1.062” Brg. cup dia. A-B| 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-Bl 1,23 5-178X 5-799X
B CB 210370-1X
1975 Exc. 110” WB, Exc. 146” WB w/TH350
w/1.062” Brg. cup dia. A-B| 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-B| 1,23 5-178X 5-799X
B CB 210370-1X
w/146” WB & TH350 A-B| 1,2,3 5-3147X 5-795X
B CB 210370-1X
w/110” WB A 1 5-3147X 5-795X
A 2 5-178X 5-799X
1976-1977 | Exc. 110" WB w/1.062” Brg. cup dia. A-B| 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. A-Bl 1,23 5-178X 5-799X
B CB 210370-1X
w/110” WB A 1 5-3147X 5-795X
A 2 5-178X 5-799X
1978-1981 | w/inside snap rings A-B| 1,2,3 5-3147X 5-795X
w/outside snap rings A-B| 1,2,3 5-178X 5-799X
B CB 210370-1X
1982-1987 | w/inside snap rings B 1 5-3147X 5-795X
w/outside snap rings B 1 5-178X 5-799X
B 2,3 5-178X 5-799X
B CB 210370-1X
P % g2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
G-35 SERIES, G3500 SERIES AND SAVANA
1988-1990 | 3-Joint Driveshaft w/inside snap rings B 1 5-3147X 5-795X
w/outside snap rings B 1 5-178X 5-799X
B 2,3 5-178X 5-799X
B CB 210370-1X
1991 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
B CB 210370-1X
1992-1995 | 2-Joint Driveshaft A 1,2 5-447X
3-Joint Driveshaft B 1,2,3 5-447X
B CB 210370-1X
1996-2000 | 2-Joint Driveshaft A 1,2 5-178X 5-799X
3-Joint Driveshaft B 1,2,3 5-178X 5-799X
2001-2002 | 2-Joint Driveshaft Exc. Commercial Cutaway w/135” or 139” WB| A 1,2 5-178X 5-799X
Commercial Cutaway w/139” WB A 1,2 5-160X 5-801X
3-Joint Driveshaft
Exc. Commercial Cutaway w/155”, 159", 177” WB B 1,2,3 5-178X 5-799X
Commercial Cutaway w/159” or 177" WB B 1,2,3 5-160X 5-801X
2003-2004 | 2-Joint Driveshaft
Exc. Commercial Cutaway w/135” WB 1350 Series Driveshaft A 1,2 5-178X 5-799X
Commercial Cutaway w/139” WB 1410 Series Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft
Exc. Commercial Cutaway w/155” WB 1350 Series Driveshaft B 1,2,3 5-178X 5-799X
Commercial Cutaway w/159” or 177" WB
1350 Series at Trans. B 1 5-178X 5-799X
1410 Series at Ctr Brg. and Rear Axle B 2,3 5-160X 5-801X
w/AAM 1355 Series Driveshaft and 155" WB B 1,2,3 N/A
w/AAM 1355 Series and 159” or 177” WB B 1 N/A
w/AAM 1415 Series and 159” or 177" WB B 23 N/A
2005-2006 | 2-Joint Driveshaft
Exc. Commercial Cutaway w/135” WB 1350 Series Driveshaft A 1,2 5-178X 5-799X
Commercial Cutaway w/139” WB Exc. Dual Rear Wheel A 1,2 5-178X 5-799X
Commercial Cutaway w/139” WB & Dual Rear Wheel
1410 Series Driveshaft A 1,2 5-160X 5-801X
3-Joint Driveshaft
Exc. Commercial Cutaway w/155” WB 1350 Series Driveshaft B 1,2,3 5-178X 5-799X
Commercial Cutaway w/159” or 177” WB 1350 Series at Trans. | B 1 5-178X 5-799X
1410 Series at Ctr Brg. and Rear Axle B 2,3 5-160X 5-801X
w/AAM 1355 Series Driveshaft and 155" WB B 1,2,3 N/A
w/AAM 1355 Series and 159” or 177” WB B 1 N/A
w/AAM 1415 Series and 159” or 177” WB B 2,3 N/A
VL A I
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
JIMMY (FULL SIZE)
1969-1972 | w/AT A 1 5-213X 5-790X
A 2 5-153X 5-785X
w/MT A 1,2 5-153X 5-785X
1973-1977 A 1,2 5-178X 5-799X
1978-1981 | w/4 Spd. MT w/53.09” driveshaft length A 1 5-178X 5-799X
A 2 5-153X 5-785X
w/3 Spd. Trans. A 1,2 5-153X 5-785X
w/4 Spd. MT w/53.80” driveshaft length A 1,2 5-178X 5-799X
1982 1/2 Ton Exc. 305 Eng. & 4 Spd. Trans. A 1,2 5-3147X 5-795X
w/305 Eng. & 4 Spd. Trans. A 1,2 5-178X 5-799X
P-15 SERIES
1963-1978 | Exc. 4 Spd. Trans. A-Bl 1,23 5-153X 5-785X
w/4 Spd. Trans. A-Bl 1,23 5-178X 5-799X
(Round Bracket) | B CB 210527X
(U-Shaped Bracket) | B CB 210370-1X
1979 A 1,2 5-213X 5-790X
1980-1981 | 2-Joint Driveshaft A 1,2 5-153X 5-785X
3-Joint Driveshaft w/1.062” Brg. cup dia. B 1,2,3 5-153X 5-785X
w/1.188” Brg. cup dia. B 1,2,3 5-178X 5-799X
B CB 210370-1X
P-25 SERIES
1973-1975 | w/3 Spd. MT, Exc. 400 Eng. B 1,2 5-153X 5-785X
B 3 5-178X 5-799X
w/3 Spd. MT, w/400 Eng. B 1 5-213X 5-790X
B 23 5-178X 5-799X
B CB 210370-1X
w/4 Spd. Trans. B 1,2,3 5-178X 5-799X
B CB 210370-1X
1976-1978 | Exc. 3 Spd. OD & 4 Spd. Trans. B 1 5-153X 5-785X
w/3 Spd. OD & 4 Spd. Trans. B 1,2,3 5-178X 5-799X
B CB 210370-1X
1979 w/1.062” Brg. cup dia. A-B 1,2 5-213X 5-790X
w/1.188” Brg. cup dia. A-Bl 1,23 5-178X 5-799X
w/2 inside & 2 outside snap rings B 2,3 5-212X
B CB 210370-1X
1980-1981 | 2-Joint Driveshaft Exc. 4 Spd. Saginaw trans. A 1 5-153X 5-785X
w/4 Spd. Saginaw trans. A 1 5-178X 5-799X
A 2 5-3147X 5-795X
(? (? CB
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
P-25 SERIES
1980-1981 | 3-Joint Driveshaft Exc. 3 Spd. AT B 1 5-178X 5-799X
w/3 Spd AT B 1 5-153X 5-785X
B 2,3 5-3147X 5-795X
B CB 210370-1X
1982-1983 B 1,2 5-178X 5-799X
B 3 5-3147X 5-795X
B CB 210370-1X
1984 A-Bl 1,23 5-3147X 5-795X
B CB 210370-1X
1985-1989 | 2-Joint Driveshaft A 1 5-178X 5-799X
A 2 5-3147X 5-795X
3-Joint Driveshaft B 1 5-178X 5-799X
w/inside snap rings B 2,3 5-3147X 5-795X
w/outside snap rings B 2,3 5-178X 5-799X
Exc. Saginaw Shaft B CB 210370-1X
P-35 SERIES
1960-1977 B 1,2,3 5-178X 5-799X
B CB 210370-1X
1978-1981 | 2-Joint Driveshaft w/3.469” outside yoke dim A 1 5-153X 5-785X
A 2 5-178X 5-799X
w/3.875” outside yoke dim A 1,2 5-178X 5-799X
3-Joint Driveshaft
w/3.469” outside yoke dim B 1 5-153X 5-785X
w/3.875” outside yoke dim B 1 5-178X 5-799X
w/4.438” outside yoke dim B 1 5-160X 5-801X
w/2 inside & 2 outside snap rings B 1 5-1206X
w/3.469” outside yoke dim B 2 5-153X 5-785X
w/3.875” outside yoke dim B 2 5-178X 5-799X
w/3.469” outside yoke dim B 3 5-153X 5-785X
w/3.875” outside yoke dim B 3 5-178X 5-799X
w/4.438” outside yoke dim B 3 5-160X 5-801X
1330 Series / 3R Series w/2 outside & 2 inside snap rings | B 3 5-212X 5-793X
w/2 inside & 2 outside snap rings B 3 5-1206X
B CB 210370-1X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
P-35 SERIES
1982-1983 | 3-Joint Driveshaft w/3.469” outside yoke dim B 1 5-153X 5-785X
w/3.875” outside yoke dim B 1 5-178X 5-799X
w/4.438” outside yoke dim B 1 5-160X 5-801X
w/2 inside & 2 outside snap rings B 1 5-1206X
w/3.469” outside yoke dim B 2 5-153X 5-785X
w/3.875” outside yoke dim B 2 5-178X 5-799X
w/outside snap rings B 3 5-178X 5-799X
w/2 inside & 2 outside snap rings B 3 5-1206X
B CB 210370-1X
4-Joint Driveshaft Exc. 178" WB R| 1234 5-178X 5-799X
(Front)| R CB 210367-1X
(Rear)| R CB 210370-1X
w/178” WB R 1,2,3 5-178X 5-799X
R 4 5-1206X
(Front)| R CB 210367-1X
(Rear)| R CB 210370-1X
1984 2-Joint Driveshaft w/3.875” outside yoke dim A 1,2 5-178X 5-799X
w/4.438” outside yoke dim A 2 5-160X 5-801X
w/inside snap rings A 1,2 5-3147X 5-795X
3-Joint Driveshaft
w/4.438” outside yoke dim w/4 wheel disc brakes B 1,3 5-160X 5-801X
w/3.875” outside yoke dim B 1,2,3 5-178X 5-799X
w/4 wheel disc B CB 210370-1X
w/inside snap rings w/Rear shaft drum brakes B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
w/Rear shaft drum brakes B CB 210370-1X
4-Joint Driveshaft R 1,2,3 5-178X 5-799X
R 4 5-160X 5-801X
Front & Rear| R CB 210367-1X
@ (? CB CB CB\
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
P-35 SERIES
1985-1990 | 3-Joint Driveshaft
w/137” WB Motor Home Chassis B 1,2,3 5-178X 5-799X
w/Dana Shaft B CB 210370-1X
w/Saginaw Shaft B CB 211119-1X
w/125” & 133” WB
w/4 wheel disc brakes & AT B 1,3 5-160X 5-801X
B 2 5-178X 5-799X
w/4 wheel disc brakes & MT
w/6.2L Diesel Eng. B 1,3 5-160X 5-801X
B 2 5-178X 5-799X
B CB 210370-1X
Exc. 6.2L Diesel Eng. B 1 5-153X 5-785X
B 2 5-178X 5-799X
B 3 5-160X 5-801X
w/rear drum brakes & MT B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/157” & 158.5” WB
w/Rear drum brakes B 1,2,3 5-178X 5-799X
B CB 210370-1X
w/4 wheel disc brakes & AT B 1 5-1206X
Exc. 6.2L Diesel Eng. B 2 5-178X 5-799X
B 3 5-160X 5-801X
w/6.2L Diesel Eng. B 1,3 5-160X 5-801X
B 2 5-178X 5-799X
B CB 210370-1X
w/4 wheel disc brakes & MT B 1,2 5-178X 5-799X
B 3 5-160X 5-801X
B CB 210370-1X
w/178” WB Conv Forward Control Chassis B 1,2,3 5-178X 5-799X
B CB 210370-1X
P % g2 9
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
P-35 SERIES
1985-1990 | 4-Joint Driveshaft
w/178" WB R| 1234 5-178X 5-799X
w/178” WB Motor Home Chassis
w/4 wheel disc brakes & AT
Exc. 16,000# GVW B 1 5-1206X
B 2 5-178X 5-799X
B 3 5-160X 5-801X
w/16,000# GVW B 1,2,3 5-160X 5-801X
w/4 wheel disc brakes & MT B 1,2 5-178X 5-799X
B 3 5-160X 5-801X
w/rear drum brakes B 1,2,3 5-160X 5-801X
w/208” WB Motor Home Chassis R| 1234 5-160X 5-801X
1991 3-Joint Driveshaft w/4 wheel disc B 1,2,3 5-160X 5-801X
w/Rear shaft drum brakes B 1,2,3 5-178X 5-799X
w/125” & 133” WB B CB 210370-1X
4-Joint Driveshaft B| 1234 5-160X 5-801X
1992-1995 | Conv Forward Control Chassis w/125” WB A 1,2 5-178X 5-799X
3-Joint Driveshaft w/4 wheel disc B 1,2,3 5-160X 5-801X
w/Rear shaft drum brakes B 1,2,3 5-178X 5-799X
w/125” & 133” WB B CB 210370-1X
4-Joint Driveshaft B| 1234 5-160X 5-801X
1996 Conv Forward Control Chassis w/125” WB A 1,2 5-178X 5-799X
3-Joint Driveshaft w/190” or 209” WB B 1,2,3 5-160X 5-801X
B CB 210873-1X
B CB 211804-1X
w/4 wheel disc B 1,2,3 5-160X 5-801X
B CB 211793-1X
w/rear drum brakes B 1,2,3 5-178X 5-799X
B CB 211793-1X
4-Joint Driveshaft R| 1234 5-160X 5-801X
R CB 211793-1X
1997-1999 | 3-Joint Driveshaft w/190” or 209” WB B 1,2,3 5-160X 5-801X
B CB 210873-1X
B CB 211804-1X
w/4 wheel disc B 1,2,3 5-160X 5-801X
B CB 211793-1X
w/rear drum brakes B 1,2,3 5-178X 5-799X
B CB 211793-1X
4-Joint Driveshaft R| 1234 5-160X 5-801X
R CB 211793-1X
P % g2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
R-15 SERIES JIMMY
1987-1991 | Reg. Cab, 2-Joint Driveshaft | A 1,2 5-3147X 5-795X
R-15 SERIES PICK-UP
1988-1991 | Reg. Cab w/inside snap rings A 1,2 5-3147X 5-795X
w/steel driveshaft yoke A 1,2 5-178X 5-799X
w/alum. driveshaft w/1.188” Brg. cup dia. A 1,2 5-447X
w/outside snap rings w/1.062” Brg. cup dia. A 1 5-791X
w/inside & outside snap rings A 2 5-794X
Ext. Cab w/5 Spd. MT B 1,2 5-213X 5-790X
B 3 5-212X
w/outside snap rings B 1,2,3 5-178X 5-799X
w/inside snap rings B 1,2,3 5-3147X 5-795X
B CB 210370-1X
R-15 SERIES SUBURBAN
1987-1991 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
R-25 SERIES PICK-UP
1988 Reg. Cab w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings & alum. driveshaft
w/1.062” Brg. cup dia. A 1,2 5-791X
w/1.188” Brg. cup dia. A 1,2 5-447X
Ext. Cab w/outside snap rings B 1,2,3 5-178X 5-799X
w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2 5-213X 5-790X
w/inside & outside snap rings B 3 5-212X
w/inside snap rings B CB 210370-1X
1989-1991 | Reg. Cab w/inside snap rings A 1,2 5-3147X 5-795X
w/outside snap rings & alum. driveshaft
w/1.062” Brg. cup dia. A 1,2 5-791X
w/1.188” Brg. cup dia. A 1,2 5-447X
Ext. Cab wi/steel driveshaft B 1,2,3 5-178X 5-799X
w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2 5-213X 5-790X
w/inside & outside snap rings B 3 5-212X
w/inside snap rings B CB 210370-1X
R-25 SERIES SUBURBAN
1987-1991 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 123 5-178X 5-799X
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
GMC
R-35 SERIES
1987-1991 | Reg. Cab, w/inside snap rings A 1,2 5-3147X 5-795X
Ext. Cab w/inside snap rings B 1,2,3 5-3147X 5-795X
w/outside snap rings B 1,2,3 5-178X 5-799X
S-15 JIMMY
1982-1994 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1995-1999 | 2-Joint Driveshaft Alum. Driveshaft A 1 5-791X
A 2 5-794X
A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
2000-2001 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
S-15 PICK-UP/SONOMA
1982-1994 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
1995-1999 | 2-Joint Driveshaft Alum. Driveshaft A 1 5-791X
A 2 5-794X
A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
2000-2001 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
B CB 210370-1X
2002-2004 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
3-Joint Driveshaft B 1,2,3 5-3147X 5-795X
SAFARI
1985-2002 | 2-Joint Driveshaft A 1 5-3147X 5-795X
A 2 5-178X 5-799X
2003 2-Joint Driveshaft Rear ujoint with outside snap rings A 1 5-3147X 5-795X
A 2 5-178X 5-799X
Rear ujoint with inside snap rings A 1,2 5-3147X 5-795X
2005 2-Joint Driveshaft A 1,2 5-3147X 5-795X
Q2 9
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U-Joints K350
Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
SIERRA 1500
1999-2000 | Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/MT; Short Bed A 1 5-213X 5-790X
Ext Cab w/MT; Short Bed A 2 5-212X 5-793X
Ext. Cab w/AT B 1,2,3 5-3147X 5-795X
Ext. Cab w/MT; Long Bed B 1,2 5-213X 5-790X
Ext Cab w/MT; Long Bed B 3 5-212X 5-793X
2001 Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/MT; Short Bed A 1 5-213X 5-790X
Ext Cab w/MT; Short Bed A 2 5-212X 5-793X
Ext. Cab w/AT B 1,2,3 5-3147X 5-795X
Ext. Cab w/MT; Long Bed B 1,2 5-213X 5-790X
Ext Cab w/MT; Long Bed B 3 5-212X 5-793X
1500 HD w/6.0L Eng. Reg. Cab w/AT A 1,2 5-3147X 5-795X
Reg. Cab w/MT A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/AT, Except 4 Wheel Steer. B 1,2,3 5-3147X 5-795X
Ext. Cab w/AT, With 4 Wheel Steer. B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
Ext. Cab w/MT B 1,2 5-213X 5-790X
B 3 5-212X 5-793X
2002 Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/MT; Short Bed A 1 5-213X 5-790X
Ext Cab w/MT; Short Bed A 2 5-212X 5-793X
Ext. Cab w/AT B 1,2,3 5-3147X 5-795X
Ext. Cab w/MT; Long Bed B 1,2 5-213X 5-790X
Ext Cab w/MT; Long Bed B 3 5-212X 5-793X
1500 HD w/6.0L Eng. Reg. Cab w/AT A 1,2 5-3147X 5-795X
Reg. Cab w/MT A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/AT, Except 4 Wheel Steer. B 1,2,3 5-3147X 5-795X
Ext. Cab w/AT, With 4 Wheel Steer. B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
Ext. Cab w/MT B 1,2 5-213X 5-790X
B 3 5-212X 5-793X
VL AN (I
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Year Model & Description Fig.| Location Spicer
Part No.
GMC
SIERRA 1500
2003 Reg. Cab, Short Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/MT; Short Bed A 1 5-213X 5-790X
Ext Cab w/MT; Short Bed A 2 5-212X 5-793X
Ext. Cab w/AT B 1,2,3 5-3147X 5-795X
Ext. Cab w/MT; Long Bed B 1,2 5-213X 5-790X
Ext Cab w/MT; Long Bed B 3 5-212X 5-793X
1500 HD w/6.0L Eng. Reg. Cab w/AT A 1,2 5-3147X 5-795X
Reg. Cab w/MT A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/AT, Except 4 Wheel Steer. B 1,2,3 5-3147X 5-795X
Ext. Cab w/AT, With 4 Wheel Steer. B 1 5-3147X 5-795X
B 2,3 5-178X 5-799X
Ext. Cab w/MT B 1,2 5-213X 5-790X
B 3 5-212X 5-793X
2004 Reg. Cab, Std. Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/AT Exc. 4 Wheel Steering B 1,2,3 5-3147X 5-795X
Ext. Cab w/MT Exc. 4 Wheel Steering B 1,2 5-213X 5-790X
Ext Cab w/MT Exc. 4 Wheel Steering B 3 5-212X 5-793X
Ext. Cab. w/4 Wheel Steer. B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
Crew Cab A 1 5-213X 5-790X
A 2 5-212X 5-793X
2005 Reg. Cab, Std. Bed A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/AT Exc. 4 Wheel Steering B 1,2,3 5-3147X 5-795X
Ext. Cab w/MT  Exc. 4 Wheel Steering B 1,2 5-213X 5-790X
Ext Cab w/MT Exc. 4 Wheel Steering B 3 5-212X 5-793X
Ext. Cab. w/4 Wheel Steer. B 1,2 5-3147X 5-795X
B 3 5-178X 5-799X
Crew Cab A 1 5-213X 5-790X
A 2 5-212X 5-793X
1500 HD “SLE” & "SLT” w/6.0L Eng. B 1,2,3 5-178X 5-799X
VL AN (I
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Part No. Part No.
GMC
SIERRA 1500
2006 Reg. Cab, Std. Bed  Includes “SL”, "SLE”, “SLT”, "WT” A 1,2 5-3147X 5-795X
Reg. Cab, Long Bed Includes “SL”, "SLE”, “SLT”, "WT” A 1 5-213X 5-790X
A 2 5-212X 5-793X
Ext. Cab w/AT Includes “SL”, "SLE”, “SLT”, “WT” B 1,2,3 5-3147X 5-795X
N Ext. Cab w/MT  Includes “SL”, "SLE”, "SLT”, “WT” B 1,2 5-213X 5-790X
E Ext Cab w/MT Includes “SL”, “SLE”, “SLT”, “WT” B 3 5-212X 5-793X
U Crew Cab  Exc. 4 Wheel Steering A 1 5-213X 5-790X
A 2 5-212X 5-793X
w/4 Wheel Steering A 1 5-213X 5-790X
A 2 5-212X 5-793X
1500 HD “SLE”, “SLT”, “"Denali” w/6.0L Eng. B 1,2,3 5-178X 5-799X
SIERRA 2500
2001 2500 non-HD 3-Joint Driveshaft B 1,2,3 5-178X 5-779X
B CB 210088-1X
2500 HD
w/6.0L, Exc. Ext. Cab w/Long Bed B 1,2,3 5-160X 5-801X
w/1.378” ID Bearing Bore B CB 210088-1X
w/6.0L, Ext. Cab w/Long Bed w/AAM 1415 Series Joints B 1,2,3 N/A
B CB N/A
w/6.6L or 8.1L with AT B 1,2,3 5-160X 5-801X
w/1.378” ID Bearing Bore B CB 210088-1X
w/6.6L or 8.1L with MT B 1,2,3 5-188X 5-803X
w/1.378” ID Bearing Bore B CB 210088-1X
2002-2004 | 2-Joint Driveshaft A 1,2 5-178X 5-779X
2500 non-HD 3-Joint Driveshaft B 1,2,3 5-178X 5-779X
w/1.378” ID Bearing Bore B CB 210088-1X
2500 HD
w/6.0L, Exc. Ext. Cab w/Long Bed B 1,2,3 5-160X 5-801X
w/1.378” ID Bearing Bore B CB 210088-1X
w/6.0L, Ext. Cab w/Long Bed w/AAM 1415 Series Joints B 1,2,3 N/A
B CB N/A
w/6.6L or 8.1L with AT B 1,2,3 5-160X 5-801X
w/1.378” ID Bearing Bore B CB 210088-1X
w/6.6L or 8.1L with MT B 1,2,3 5-188X 5-803X
w/1.378” ID Bearing Bore B CB 210088-1X
VL AN (I
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GMC
SIERRA 2500
2005-2006 | 2500 HD
w/6.0L, Exc. Ext. Cab w/Long Bed B 1,2,3 5-160X 5-801X
w/1.378” ID Bearing Bore B CB 210088-1X
w/6.0L, Ext. Cab w/Long Bed w/AAM 1415 Series Joints B 1,2,3 N/A
B CB N/A
w/6.6L or 8.1L with AT B 1,2,3 5-160X 5-801X
w/1.378” ID Bearing Bore B CB 210088-1X
w/6.6L or 8.1L with MT B 1,2,3 5-188X 5-803X
w/1.378” ID Bearing Bore B CB 210088-1X
SIERRA 3500
2001 w/6.0L Eng.
Exc. Ext. Cab w/Long Bed w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
Ext. Cab w/Long Bed w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/6.6L, 8.1L Eng., w/AT w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/6.6L, 8.1L Eng., w/MT w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/6.0L, 6.6L & 8.1L Eng. w/1410 Series Driveshaft
Carryover Chassis Cab w/135.5” or 159.5” WB B 1,2,3 5-160X 5-801X
Carryover Chassis Cab w/185.5” WB B 1,2,3 5-160X 5-801X
4-Joint Driveshaft R| 1,234 5-160X 5-801X
2002 w/6.0L Eng.
Exc. Ext. Cab w/Long Bed w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
Ext. Cab w/Long Bed w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/6.6L, 8.1L Eng., w/AT B 1,2,3 5-160X 5-801X
w/6.6L, 8.1L Eng., w/MT B 1,2,3 5-188X 5-803X
w/6.0L, 6.6L & 8.1L Eng. & 3-Joint AAM 1415 Series Driveshaft | B 1,2,3 N/A
w/6.0L, 6.6L & 8.1L Eng.
Carryover Chassis Cab w/135.5”, 159.5” & 185.5" WB B 1,2,3 5-160X 5-801X
w/4-Joint 1410 Series Driveshaft R| 1,234 5-160X 5-801X
w/4-Joint AAM 1415 Series Driveshaft R| 1,234 N/A
2003-2006 | w/6.0L Eng.
Exc. Ext. Cab w/Long Bed w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
Ext. Cab w/Long Bed w/AAM 1415 Series Driveshaft B 1,2,3 N/A
w/6.6L, 8.1L Eng., w/AT, w/1410 Series Driveshaft B 1,2,3 5-160X 5-801X
w/6.6L, 8.1L Eng., w/MT, w/1480 Series Driveshaft B 1,2,3 5-188X 5-803X
w/6.0L, 6.6L & 8.1L Eng., w/3-Joint AAM 1415 Series Driveshaft | B 1,2,3 N/A
w/4-Joint 1410 Series Driveshaft R| 1,234 5-160X 5-801X
w/4-Joint AAM 1415 Series Driveshaft R| 1,234 N/A
(? (? CB CB CB\
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Model & Description Fig.| Location Spicer SPL
Part No. Part No.
GMC
SPRINT
1971 Exc. 454 Eng. w/2BL A 1,2 5-153X 5-785X
Exc. 454 Eng. w/4BL A 2 5-153X 5-785X
w/454 Eng. A 1 5-3147X 5-795X
A 2 5-213X 5-790X
1972 w/250 or 307 Eng. A 1,2 5-153X 5-785X
w/454 Eng. A 1 5-3147X 5-795X
A 2 5-213X 5-790X
1973-1977 A 1,2 5-3147X 5-795X
YUKON
1992-1999 | 2-Joint Driveshaft A 1,2 5-3147X 5-795X
2000 2-Joint Driveshaft Standard Yukon, “SLE”, “SLT”, "Denali” A 1,2 5-3147X 5-795X
Yukon “XL 1500” A 1 5-213X 5-790X
A 2 5-212X 5-793X
Yukon “XL 2500” w/6.0L Eng. A 1,2 5-178X 5-799X
2001-2004 | 2-Joint Driveshaft Standard Yukon, “Denali”’, “Denali XL” A 1,2 5-3147X 5-795X
Yukon “XL 1500” A 1 5-213X 5-790X
A 2 5-212X 5-793X
Yukon “XL 2500” w/6.0L Eng. A 1,2 5-178X 5-799X
Yukon “XL 2500” w/8.1L Eng. A 1,2 5-160X 5-801X
2005 2-Joint Driveshaft Yukon “SLE”, “SLT” A 1,2 5-3147X 5-795X
Yukon “XL 1500” A 1 5-213X 5-790X
A 2 5-212X 5-793X
Yukon “XL 2500” w/6.0L Eng. A 1,2 5-178X 5-799X
Yukon “XL 2500” w/8.1L Eng. A 1,2 5-160X 5-801X
2006 2-Joint Driveshaft Yukon “Denali” w/6.0L Eng. A 1,2 5-178X 5-799X
Yukon “SL”, “SLE”, "SLT” A 1,2 5-3147X 5-795X
Yukon “XL 1500 SL & SLE” A 1 5-213X 5-790X
A 2 5-212X 5-793X
Yukon “XL 2500 SLE & SLT” w/6.0L Eng. A 1,2 5-178X 5-799X
A 1,2 5-160X 5-801X
HONDA
PASSPORT
1994-1997 | 3-Joint Driveshaft B 1,2,3 5-153X 5-785X
1998-2002 | 2-Joint Driveshaft A 1,2 5-153X 5-785X
IHC
1959-1979 | 100, 110, 120, 130, 900 & 1000 SERIES A-B| 1,2,3 5-1200X
B CB 210527X
VL AN (I
148 A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig.| Location Spicer
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IHC
METRO SERIES
1958-1965 | 800 Cleveland T, S55 Series B CB 210527X
1966 M700, M800, M900 & M1100 A 1,2,3 5-1200X
B CB 210527X
M1400, M1500 & MA1500 B 1,2,3 5-1205X
B CB 210527X Q
M-MA-MJ1200, MA-MC1600 ;
w/1.062” Brg. cup dia. B 1,2,3 5-1200X oN
w/1.188” Brg. cup dia. B 1,2,3 5-1205X
B CB 210527X
800 Cleveland T, S55 Series B CB 210527X
1967-1979 | M700, M800, M900 & M1100 A 1,2,3 5-1200X
B CB 210527X
M1400, M1500 & MA1500 B 1,2,3 5-1205X
B CB 210527X
M-MA-MJ1200, MA-MC1600 w/1.062” Brg. cup dia. B 1,2,3 5-1200X
w/1.188” Brg. cup dia. B 1,2,3 5-1205X
B CB 210527X
SCOUT 8000 SERIES
1961-1966 A 1,2 5-2140X
1967-1979 | SCOUT 8000 SERIES A 1,2 5-1200X
INFINITI
2001-2003 | QX4 A 12 5-1505X
ISUZU
AMIGO
1990-1995 | 2-Joint Driveshaft A 1,2 5-15615X
3-Joint Driveshaft B 1,2,3 5-153X 5-785X
1998-1999 A 1,2 5-153X 5-785X
ASCENDER
2003-2006 | A 12 5-3147X | 5-795X
AXIOM
2002-2004 | A 12 5-153X | 5-785X
HOMBRE
1996-2000 | Std. Cab A 1,2 5-3147X 5-795X
Ext. Cab B| 1,23 5-3147X 5-795X
PICK-UP
1987 2-Joint Driveshaft From 12/87 A 1,2 5-1515X
1988-1989 | Japan Built, VIN Starts JAA 2-Joint Driveshaft A 1,2 5-1515X
3-Joint Driveshaft B 1,2,3 5-1515X
VL AN (I
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Part No. Part No.
ISUZU
PICK-UP
1990-1995 | U.S.A. Built, VIN Starts 4S1 2-Joint Driveshaft A 1,2 5-153X 5-785X
Japan Built, VIN Starts JAA 2-Joint Driveshaft A 1,2 5-1515X
3-Joint Driveshaft B 1,2,3 5-1515X
PUP
1981-1986 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-111X
w/outside snap rings A 1,2 5-1515X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-111X
w/outside snap rings B 1,2,3 5-1515X
1987 2-Joint Driveshaft To 11/87 w/inside snap rings A 1,2 5-111X
w/outside snap rings A 1,2 5-1515X
3-Joint Driveshaft, To 12/87 wl/inside snap rings B 1,2,3 5-111X
w/outside snap rings B 1,2,3 5-1515X
1988-1991 | 2-Joint Driveshaft A 1,2 5-1515X
3-Joint Driveshaft B 1,2,3 5-1515X
RODEO
1991-1997 B 1,2,3 5-153X 5-785X
1998-2004 A 1,2 5-153X 5-785X
TROOPER Il
1981-1986 | 2-Joint Driveshaft w/inside snap rings A 1,2 5-111X
w/outside snap rings A 1,2 5-1515X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-111X
w/outside snap rings B 1,2,3 5-1515X
1987 2-Joint Driveshaft To 11/87 wi/inside snap rings A 1,2 5-111X
w/outside snap rings A 1,2 5-1515X
3-Joint Driveshaft, To 12/87 wl/inside snap rings B 1,2,3 5-111X
w/outside snap rings B 1,2,3 5-1515X
1988-1991 | 2-Joint Driveshaft A 1,2 5-1515X
3-Joint Driveshaft B 1,2,3 5-1515X
JEEP
CHEROKEE COMPACT (XJ)
1985-1993 A 1,2 5-153X 5-785X
1994 w/outside snap rings A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1309X 5-811X
1995-1997 | w/outside snap rings A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1309X 5-811X
w/inside & outside snap rings A 1,2 5-353X 5-788X
1998-2000 | w/outside snap rings A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1309X 5-811X
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JEEP
CHEROKEE COMPACT (XJ)
2001 | Al 12 | 5153x | 5-785X
COMANCHE
1985-1992 | Al 12 | 5153x | 5-785X
COMMANDO
1967-1973 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
GRAND CHEROKEE
1994-1996 | w/outside snap rings A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1309X 5-811X
1997 w/4.0L & 5.2L Eng. A 1,2 5-153X 5-785X
1998 w/4.0L, 5.2L & 5.9L Eng. A 1,2 5-153X 5-785X
2000-2004 | w/4.0L & 4.7L Eng. A 1,2 5-153X 5-785X
2005 w/3.7L, 4.7L, 5.7L Eng. A 1,2 5-153X 5-785X
2006 w/3.7L, 4.7L, 5.7L, 6.1L Eng. A 1,2 5-153X 5-785X
J262
1963-1977 A 1,2 5-153X 5-785X
1963-1977 A 1,2 5-153X 5-785X
JEEPSTER C101
1967-1973 A 1,2 5-1306X 5-789X
Lube fitting in brg. cup | A 1,2 5-1306-1X
LIBERTY
2002 w/2.4L Eng. A 1,2 5-153X 5-785X
w/3.7L Eng. & MT A 1,2 5-213X 5-790X
w/3.7L Eng. & AT w/Chrysler 45RFE axle A 1,2 5-213X 5-790X
w/Dana axle A 1 5-153X 5-785X
A 2 5-213X 5-790X
2003 w/2.4L & 3.7L Eng. w/3.469” yoke dimension A 1,2 5-153X 5-785X
w/3.875 Yoke Dimension A 1,2 5-213X 5-790X
2004 w/2.4L & 3.7L Eng. A 1,2 5-153X 5-785X
SPORTWAGON
1985-1993 A 1,2 5-153X 5-785X
1994-1996 | 7290 Series A 1,2 5-1309X 5-811X
1998-1999 A 1,2 5-353X 5-788X
WAGONEER
1973-1974 A 1,2 5-153X 5-785X
1975-1984 | w/outside snap rings A 1,2 5-153X 5-785X
w/inside snap rings A 1,2 5-1306X 5-789X
1985-1991 A 1,2 5-153X 5-785X
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Part No. Part No.
JEEP
WAGONEER J162
1963-1965 | w/MT A 1,2 5-153X 5-785X
w/AT A 1 5-2011X
1966-1967 A 1 5-1407X
A 2 5-1306X 5-789X
Lube fitting in brg. cup | A 2 5-1306-1X
LINCOLN
AVIATOR
2003-2005 | A 12 5-213X 5-790X
NAVIGATOR
1998-2003 A 1,2 5-178X 5-799X
2004 up to 8/1/04 A 1,2 5-178X 5-799X
2005 from 8/2/04 B 1 N/A
B 2,3 5-213X 5-790X
2006 B 1 N/A
B 2,3 5-213X 5-790X
MAZDA
NAVAJO
1992-1994 | 2-Joint Driveshaft Al 12 5-153X 5-785X
PICK-UP
1969-1970 | 1000cc, 1200cc, 1300cc B 1,2,3 5-1504X
1971-1973 | B1600, B1800, B2000, B2200 A-B| 1,2,3 5-1507X
1974-1977 | w/Rotary Eng. B 1,2,3 5-1507X
B1600, B1800, B2000, B2200 A-B| 1,23 5-1507X
1978-1984 | B1600, B1800, B2000, B2200 A-B| 1,2,3 5-1507X
1986-1993 | B2000, B2200, B2600 A-B| 1,2,3 5-1507X
Staked Type U-joint, Non-Replaceable A-B| 1,23 N/A
1994-1997 | B2300, B3000, B4000 2-Joint Driveshaft A 1,2 5-153X 5-785X
3-Joint Driveshaft B 1,2,3 5-153X 5-785X
1998-2006 | 2-Joint Driveshaft w/1.063” Brg. cup dia. A 1,2 5-213X 5-790X
MERCURY
MOUNTAINEER
1997-2006 | Al 12 5-213X 5-790X
MITSUBISHI
MONTERO
1997-1999 | Sport Model w/2.4L Eng. w/Outside Snap Rings
Snap Ring Dim. 3.028 and Brg. cup dia. .984 B 1,2,3 5-1516X
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MITSUBISHI
PICK-UP
1983 w/2000cc Eng. B 1,2,3 5-1503X
w/2600cc Eng. B 1,2,3 5-1516X
1984-1986 | w/2000cc Eng. B 1,2,3 5-1503X
1987-1988 | Std. model w/2000cc Eng. A 1,2 5-1503X
A 1,2 5-1516X
Long bed B 1,2,3 5-1516X
1989 Std. model w/2000cc Eng. A 1,2 5-1503X
A 1,2 5-1516X
Long bed, w/AT B 1,2,3 5-1503X
Long bed, w/MT B 1,2,3 5-1516X
1990-1996 | w/AT Exc. Charger A-B| 1,23 5-1503X
w/MT Exc. Charger A-B| 1,23 5-1516X
NISSAN/DATSUN
ARMADA
2004-2006 | w/5.6L Eng. IB| 123 5-178X 5-799X
FRONTIER PICK-UP
2002-2004 | 2-Joint Driveshaft Exc. Crew Cab w/Long Bed A 1,2 5-153X 5-785X
3-Joint Driveshaft Crew Cab w/Long Bed B 1,2,3 5-153X 5-785X
2005-2006 | 3-Joint Driveshaft B 1,2,3 5-213X 5-790X
PATHFINDER
1989-1995 | w/3.0L Eng. B 1,2,3 5-1505X
1996-2000 | w/3.3L Eng. B 1,2,3 5-1505X
2001-2003 | w/3.5L Eng. B 1,2,3 5-1505X
2004 w/3.5L Eng. A 1,2 5-1505X
2005-2006 | w/4.0L Eng. A 1,2 5-213X 5-790X
PICK-UP
1966-1985 | 2-Joint Driveshaft Std. Bed A 1,2 5-1501X
3-Joint Driveshaft Std. Bed B 1,2,3 5-1501X
1986-1987 | U.S.A. Built, VIN Starts IN6 From 1/86 A-B| 1,2,3 5-153X 5-785X
Japan Built, VIN Starts JN6 From 12/85
Exc. Dual Wheels & SD25 A-B| 1,2,3 5-153X 5-785X
w/SD5 Eng. VIN Starts JN6J From 11/85 A-B| 1,2,3 5-1501X
w/6 cyl. Eng. From 11/85 Thru 12/85
w/inside snap rings A-B| 1,2,3 5-1505X
1988-1989 | U.S.A. Built, VIN Starts IN6 From 1/86 A-B| 1,2,3 5-153X 5-785X
Japan Built, VIN Starts JN6 From 12/85
Exc. Dual Wheels & SD25 A-B| 1,2,3 5-153X 5-785X
1990-1997 | 2-Joint Driveshaft A 1,2 5-153X 5-785X
3-Joint Driveshaft B 1,2,3 5-153X 5-785X
VL AN (I
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Part No. Part No.
NISSAN/DATSUN
TITAN PICK-UP
2004-2006 | w/5.6L Eng. B| 123 5-178X 5-799X
B| cB | 212258-1X
XTERRA
2000-2004 | 2-Joint Driveshaft Al 1.2 5-153X 5-785X
3-Joint Driveshaft B| 123 5-153X 5-785X
B| cB 211406X
OLDSMOBILE
BRAVADA
2002-2004 | 2-Joint Driveshaft A 12 5-3147X 5-795X
PLYMOUTH
1 TON VAN
1970-1983 | w/1.078” Brg. cup dia. A-B| 1,23 5-1306X 5-789X
w/1.126” Brg. cup dia. A-B| 1,23 5-1309X 5-811X
1/2 TON VAN
1970-1974 Al 12 5-1306X 5-789X
1975-1978 | Exc. 440 Eng.  w/1.078” Brg. cup dia. Al 12 5-1306X 5-789X
w/1.126” Brg. cup dia. A 2 5-1309X 5-811X
w/440 Eng. Al 12 5-1309X 5-811X
1979-1981 | w/1.078” Brg. cup dia. Al 12 5-1306X 5-789X
w/1.126” Brg. cup dia. Al 12 5-1309X 5-811X
1982-1984 Al 12 5-1306X 5-789X
3/4 TON VAN
1975-1981 | Exc. 440 Eng.  w/1.078” Brg. cup dia. B| 123 5-1306X 5-789X
w/1.126” Brg. cup dia. B| 23 5-1309X 5-811X
w/440 Eng. B| 123 5-1309X 5-811X
1982-1983 Al 12 5-1306X 5-789X
ARROW
1979-1982 | |B| 123 | 5-1503X
PB100 COMPACTS
1970-1974 Al 12 5-1306X 5-789X
1975-1978 | Exc. 440 Eng.  w/1.078” Brg. cup dia. Al 1.2 5-1306X 5-789X
w/1.126” Brg. cup dia. A 2 5-1309X 5-811X
W/440 Eng. Al 12 5-1309X 5-811X
1979-1981 | w/1.078” Brg. cup dia. Al 1.2 5-1306X 5-789X
w/1.126” Brg. cup dia. Al 12 5-1309X 5-811X
1982-1984 Al 1.2 5-1306X 5-789X

~ §
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K350 U-Joints
Year Model & Description Fig.| Location Spicer
Part No.
PLYMOUTH
PB200 COMPACTS
1975-1978 | Exc. 440 Eng. w/1.078” Brg. cup dia. B 1,2,3 5-1306X 5-789X
w/1.126” Brg. cup dia. B 23 5-1309X 5-811X
w/440 Eng. B 1,2,3 5-1309X 5-811X
1982-1983 A 1,2 5-1306X 5-789X
PB300 COMPACTS
1970-1983 | w/1.078” Brg. cup dia. A-Bl 1,23 5-1306X 5-789X
w/1.126” Brg. cup dia. A-B| 1,23 5-1309X 5-811X
SUBARU
BRAT
1975-1977 E 1,2 5-1501X
E| 3,456 5-1505X
1978-1980 E 1,2 5-1501X
STATION WAGON
1975-1977 E 1,2 5-1501X
E| 3,456 5-1505X
1978-1980 E 1,2 5-1501X
SUZUKI
GRAND VITARA
1999-2004 | 2-Joint Driveshaft wW/AT A 1,2 5-1503X
w/MT A 1,2 N/A
2001-2004 | XL-7 2-Joint Driveshaft A 1,2 N/A
SIDEKICK
1989-1998 |2-Joint Driveshaft | A 1,2 5-1503X
VITARA
1999-2004 | 2-Joint Driveshaft A 12 5-1503X
TOYOTA
4-RUNNER
1990-1996 | 2-Joint Driveshaft A 1,2 5-1510X
1997 2-Joint Driveshaft A 1,2 5-1510X
A 1,2 5-1510X
1998-2004 | 2-Joint Driveshaft A 1,2 5-1510X
PICK-UP
1965-1978 A-B| 1,2,3 5-1508X
1979-1980 A 1,2 5-1510X
1981-1982 | 2-Joint Driveshaft A 1,2 5-1510X
3-Joint Driveshaft under 3/4 ton B 1,2,3 5-1510X
3/4 ton and over B 1,2,3 5-1508X
VL AN (I
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U-Joints K350
Year Model & Description Fig.| Location Spicer SPL
Part No. Part No.
TOYOTA
PICK-UP
1983-1989 | Exc. 4 Spd. Trans. A-B| 1,23 5-1510X
B 3 5-212X
w/4 Spd. Trans. A-B| 1,2,3 5-1508X
1990-1991 | Exc. 4 Spd. Trans. A-B| 1,2,3 5-1510X
B 3 5-212X
1992-1995 | 2-Joint Driveshaft, std. bed w/inside snap rings A 1,2 5-1510X
w/outside snap rings A 1,2 5-153X 5-785X
3-Joint Driveshaft B 1,2,3 5-1510X
PREVIA
1991-1992 | w/AT Exc. Supercharged Eng. w/inside Snap Rings [A] 12 5-1510X
SEQUOIA
2001-2003 A 1,2 5-153X 5-785X
2004 w/1310 Series Driveshaft A 1,2 5-153X 5-785X
w/1330 Series Driveshaft A 1,2 5004947
T100 PICK-UP
1993-1997 | 3-Joint Driveshaft w/outside snap rings B 1,2,3 5-153X 5-785X
w/inside snap rings B 1,2,3 5-1510X
1998 3-Joint Driveshaft w/outside snap rings B 1,2,3 5-153X 5-785X
TACOMA PICK-UP
1995-2004 | 2-Joint Driveshaft w/outside variable thickness snap rings A 1,2 5-611-1X
w/inside snap rings A 1,2 5-1510X
3-Joint Driveshaft w/inside snap rings B 1,2,3 5-1510X
2005 2-Joint Driveshaft w/outside snap rings A 1,2 5004947
3-Joint Driveshaft w/outside snap rings B 1,2,3 5004947
B CB 5002334
TUNDRA PICK-UP
2000 34L& 4.7L B 1,2,3 5-153X 5-785X
B CB 211750-1X
2001-2002 | 3.4L & 4.7L B 1,2,3 5-153X 5-785X
B CB 211750-1X
4.7L w/Off Road Pkg. B 1,2,3 5-153X 5-785X
B CB 212174-1X
2003-2004 | 3.4L & 4.7L B 1,2,3 5-153X 5-785X
B CB 211750-1X
VAN
1984-1985 A 1,2 5-1502X
P % g 9.2 AT S
4/©
=6
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K350 U-Joints

Year Model & Description Fig. | Location Spicer
Part No.
ACURA
1996-1999|SLX N [23456]| 5-1515X
AM GENERAL/HUMMER
2003-2006|H2 L 23 5-3147X 5-795X
L 4,5 5-178X 5-799X
BUICK
2004-2006|RAINIER - Front shaft u-joint at front axle L 2 5-350X
L 4,5 5-3147X 5-795X
CADILLAC
1999-2006|ESCALADE L | 2,3,4,5 5-3147X 5-795X
CHEVROLET
ASTRO VAN
1990-2002|Front shaft u-joint at front axle L 2 5-3147X 5-795X
L 4 5-3147X 5-795X
L 5 5-178X 5-799X
2003-2005 L 24,5 5-3147X 5-795X
AVALANCHE 1500
2002-2006| L | 2345 | 53147X | 5-795X
AVALANCHE 2500
2002-2006 L 23 5-3147X 5-795X
L 4,5 5-160X 5-801X
BLAZER - FULL SIZE
1992-1993 L 23,45 5-3147X 5-795X
1994 w/o Turbo Diesel L 23,45 5-3147X 5-795X
w/Turbo Diesel L 2 5-212X 5-793X
L 3 5-213X 5-790X
L 4,5 5-3147X 5-795X
BLAZER - K-5
1969-1971 I 23,456 5-153X 5-785X
CV centering yoke kit I cVv 211355X
Wheel Joint I 1 5-260X
Lube fitting in brg. cup I 1 5-260-1X
1972 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I cv 211355X
Wheel Joint  w/1.062” Brg. cup dia. | 1 5-260X
Lube fitting in brg. cup I 1 5-260-1X
w/1.188” Brg. cup dia. I 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
2elPs o JRI7 T SRS3
e
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
BLAZER - K-5
1973-1977 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I cv 211355X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1978 w/inside snap rings | 2,3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I CcVv 211007X
w/outside snap rings | 2,3,4 5-153X 5-785X
CV Centering Yoke Kit I CcVv 211355X
I 5,6 5-153X 5-785X
3-Joint Driveshaft J 5 5-153X 5-785X
J 6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint I 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1979-1981 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cVv 211007X
w/305 Eng. & 4 Spd. MT | 5,6 5-178X 5-799X
All Others | 5,6 5-153X 5-785X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1982-1986 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cVv 211007X
w/outside snap rings | 5,6 5-178X 5-799X
w/inside snap rings | 5,6 5-3147X 5-795X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1987-1991 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
w/outside snap rings | 5,6 5-178X 5-799X
w/inside snap rings | 5,6 5-3147X 5-795X
Wheel Joint | 1 5-760X
1992-1993 L 2,345 5-3147X 5-795X
pale P3[2% ¢ JR_2°
158 A Important: See Safety Information in General Information Section (J300P-Gl)



K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
BLAZER - K-5
1994 w/o Turbo Diesel L 2,345 5-3147X 5-795X
w/Turbo Diesel L 2 5-212X 5-793X
L 3 5-213X 5-790X
L 4,5 5-3147X 5-795X
BLAZER - S-10
1989-1991|w/Press-on Slip Yoke Seal L 2 N/A
L 3 5-153X 5-785X
1992-1994|w/Press-on Slip Yoke Seal L 3 5-153X 5-785X
1996-2002|w/ZR2 High Wider Pkg. L 4,5 5-178X 5-799X
2004 L 2 5-350X
w/o ZR2 High Wider Pkg. L 4,5 5-3147X 5-795X
w/ZR2 High Wider Pkg. L 4,5 5-178X 5-799X
BLAZER - V-10 SERIES
1987-1991 I 2 5-153X 5-785X
I 3.4 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
w/outside snap rings | 5,6 5-178X 5-799X
w/inside snap rings | 5,6 5-3147X 5-795X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
COLORADO PICK-UP
2004-2006 L 2 5-153X 5-785X
w/Spicer Driveshaft w/outside snap rings L 4,5 5-213X 5-790X
w/inside & outside snap rings L 5 5-212X 5-793X
w/AAM 1335 Series Driveshaft L 4 N/A
w/AAM 1335 x 3R Series Conv. Joint L 5 N/A
G-10 SERIES, G1500 SERIES AND EXPRESS
2003-2005|Express 1500 L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
2006 Express 1500; includes "LS” & “LT” L 2,3 5-3147X 5-795X
L 45 5-178X 5-799X
2003-2006 L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
KS@ @‘T’E@D (%F[;%]L
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
K-10 SERIES PICK-UP
1964-1966|\w/3 Spd. MT L 23,45 5-153X 5-785X
w/4 Spd. Trans. M 2,3,6,7 5-153X 5-785X
M 4,5 5-178X 5-799X
Wheel Joint w/inside snap rings L,M 1 5-74X
w/outside snap rings L,M 1 5-86X
1967-1969 K |2THRU8| 5-153X 5-785X
CV centering yoke kit| K Ccv 211355X
Wheel Joint  w/inside snap rings K 1 5-74X
w/outside snap rings K 1 5-86X
1970-1971 K |2THRU8| 5-1563X 5-785X
CV centering yoke kit K cVv 211355X
Wheel Joint K 1 5-260X
Lube fitting in brg. cup K 1 5-260-1X
1972 K |2THRU8| 5-153X 5-785X
CV centering yoke kit| K cv 211355X
Wheel Joint  w/1.062” Brg. cup dia. K 1 5-260X
Lube fitting in brg. cup K 1 5-260-1X
w/1.188” Brg. cup dia. K 1 5-760X
Lube fitting in brg. cup K 1 5-297-1X
1973-1976 K |2THRU8| 5-153X 5-785X
CV centering yoke kit| K Ccv 211355X
Wheel Joint K 1 5-760X
Lube fitting in brg. cup K 1 5-297-1X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
K-10 SERIES PICK-UP
1977-1978|w/outside snap rings I,J 2,34 5-153X 5-785X
CV Centering Yoke Kit| I,J cv 211355X
w/inside snap rings 1,J 2,34 5-3147X 5-795X
CV ball & seatkit| J cv 211009X
CV seat repair kit J cv 211007X
2-Joint Driveshaft | 5,6 5-153X 5-785X
3-Joint Driveshaft J 5 5-153X 5-785X
J 6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
1979-1981 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cVv 211007X
2-Joint Driveshaft | 5,6 5-153X 5-785X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
1982-1986 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
CV seat repair kit I cv 211007X
w/outside snap rings | 5,6 5-178X 5-799X
w/inside snap rings | 5,6 5-3147X 5-795X
Wheel Joint I 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1992-1994 L,N 2,3 5-3147X 5-795X
Reg. Cab w/6 1/2’ Bed w/MD8 & M30 AT & MG5 MT L 4,5 5-3147X 5-795X
w/MT8 MT w/alum. driveshaft yoke L 4,5 5-447X
w/steel driveshaft yoke L 4.5 5-178X 5-799X
w/8’ Bed Exc. MT8 MT & MT1 AT L 4,5 5-3147X 5-795X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
K-10 SERIES PICK-UP
1992-1994|Ext. Cab w/6 1/2’ Bed Exc. MT1 AT & MD8 MT & HD Chassis L 4 5-791X
L 5 5-794X
w/8’ bed w/3-Joint Driveshaft N 4.5 5-213X 5-790X
N 6 5-212X
w/MT8 MT, MT1 AT & HD Chassis N CB 211499X
N 4,5,6 5-447X
N CB 211499X
1995 Reg. Cab w/4 Spd. M30 AT or 5 Spd MG5 MT L 4,5 5-3147X 5-795X
w/5 Spd. MW3 MT L 45 5-178X 5-799X
Ext. Cab w/6 1/2’ Bed Exc. HD Chassis
w/4 Spd. M30 or 5 Spd. MG5 MT L 4 5-791X
L 5 5-794X
w/8 Bed w/4 Spd. AT or 5 Spd. MT
w/HD Chassis L 4.5 5-447X
Exc. HD Chassis N 45 5-213X 5-790X
N 6 5-212X
N CB 211499X
1996 Reg. Cab w/6 1/2’ Bed, w/4 Spd. AT or 5 Spd MT L 4,5 5-3147X 5-795X
w/8’ Bed L 45 5-3147X 5-795X
Ext. Cab w/6 1/2’ Bed
w/4 Spd. MT1 AT L 4,5 5-447X
w/4 Spd. M30 AT or 5 Spd. MT w/HD Chassis L 4,5 5-447X
Exc. HD Chassis L 4 5-791X
L 5 5-794X
Ext. Cab w/8 Bed w/4 Spd M30 AT or 5 Spd MT N 4,5 5-447X
N 6 5-212X
Exc. HD chassis N CB 211499X
w/4 Spd MT1 AT or 5 Spd MT N 4,5,6 5-447X
N CB 211499X
1997-1998|Reg. Cab w/6 1/2' & 8 Bed L 4,5 5-3147X 5-795X
Ext. Cab w/6 1/2’ Bed
w/4 Spd MT1 & M30 AT or 5 Spd MT, w/HD Chassis L 4,5 5-447X
w/4 Spd M30 AT or 5 Spd MT, Exc. HD Chassis L 4 5-791X
L 5 5-794X
Ext. Cab w/8 Bed w/HD Chassis N 1,2,3 5-447X
Exc. HD Chassis  w/4 Spd. M30 AT N 4.5 5-447X
w/5 Spd. MG5 & M30 MT N 6 5-212X
Ext. Cab, Exc. HD Chassis, w/4 Spd. MT1 AT & 5 Spd. MW3 MT N 4,56 5-447X
N CB 211499X
s
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
K-10 SERIES PICK-UP
1999 Reg. Cab w 6 1/2' & 8’ Bed L 4,5 5-3147X 5-795X
Ext. Cab w/6 1/2’ Bed
w/4 Spd MT1 & M30 AT or 5 Spd MT, w/HD Chassis L 4,5 5-447X
w/4 Spd M30 AT or 5 Spd MT ,Exc. HD chassis L 4 5-791X
L 5 5-794X
Ext. Cab w/8’ Bed w/HD Chassis N 1,2,3 5-447X
Exc. HD Chassis w/4 Spd. M30 AT N 4.5 5-447X
w/5 Spd. MG5 & M30 MT N 6 5-212X
Ext. Cab, Exc. HD Chassis, w/4 Spd. MT1 AT & 5 Spd. MW3 MT N 4,5,6 5-447X
N CB 211499X Q
K-10 SERIES SUBURBAN ;
1968-1976 K |2THRU8| 5-153X 5-785X <
CV centering yoke kit K CcVv 211355X
Wheel Joint  w/1.062” Brg. cup dia. K 1 5-260X
w/1.188” Brg. cup dia. K 1 5-760X
1977-1978|w/outside snap rings I,J 2,34 5-153X 5-785X
CV Centering Yoke Kit| I,J cv 211355X
w/inside snap rings 1,J 2,34 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| 1,J cv 211007X
2-Joint Driveshaft | 5,6 5-153X 5-785X
3-Joint Driveshaft J 5 5-153X 5-785X
J 6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
1979-1981 I,J 2 5-153X 5-785X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| 1,J cVv 211007X
2-Joint Driveshaft | 5,6 5-153X 5-785X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
cvV CB @
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
K-10 SERIES SUBURBAN
1982-1986 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
CV seat repair kit I cv 211007X
w/outside snap rings | 5,6 5-178X 5-799X
w/inside snap rings | 5,6 5-3147X 5-795X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1992 L 2,3 5-3147X 5-795X
g w/MT1 AT & 6.5L Turbo diesel L 4,5 5-178X 5-799X
w/MD8, M30 AT & 5.7L Eng. L 4,5 5-3147X 5-795X
O 1993 w/MT1 AT & 6.5L Turbo diesel L 4,5 5-178X 5-799X
w/MD8, M30 AT & 5.7L Eng. L 4,5 5-3147X 5-795X
1994 L 23 5-3147X 5-795X
w/MT1 AT & 6.5L Turbo diesel L 4,5 5-178X 5-799X
w/MD8, M30 AT & 5.7L Eng. L 4,5 5-3147X 5-795X
1995-1996|5.0L Eng. L 23 5-3147X 5-795X
6.5L Diesel Eng. L 2 5-212X 5-793X
L 3 5-213X 5-790X
w/AT L 4,5 5-3147X 5-795X
w/MT L 4,5 5-178X 5-799X
1997-1998 L 23 5-3147X 5-795X
W/AT L 4,5 5-3147X 5-795X
w/MT L 4,5 5-178X 5-799X
1999-2000 L 2,3 5-3147X 5-795X
w/inside snap rings L 4,5 5-3147X 5-795X
w/outside snap rings L 4.5 5-178X 5-799X
2001-2006 L 2,3,4,5 5-3147X 5-795X
K-20 SERIES PICK-UP
1960 w/Timken T-221 Trans. Case M 2,3,5 5-153X 5-785X
M 4,6,7 5-178X 5-799X
Wheel Joint, w/inside snap rings M 1 5-74X
1961-1966|\w/3 Spd. MT K 2,3,4,5,6 5-153X 5-785X
K 7,8 5-178X 5-799X
w/4 Spd. Trans. K 2,4,6 5-153X 5-785X
K 57,8 5-178X 5-799X
Wheel Joint  w/outside snap rings K 1 5-86X
w/inside snap rings K 1 5-74X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
K-20 SERIES PICK-UP
1967-1969 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I cv 211355X
Wheel Joint  w/outside snap rings | 1 5-86X
w/inside snap rings I 1 5-74X
1970-1971 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I CcVv 211355X
Wheel Joint I 1 5-260X
Lube fitting in brg. cup I 1 5-260-1X
1972 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I Ccv 211355X
Wheel Joint  w/1.062” Brg. cup dia. | 1 5-260X
Lube fitting in brg. cup I 1 5-260-1X
w/1.188” Brg. cup dia. I 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1973-1974 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I cv 211355X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1975-1976 I 23,4 5-153X 5-785X
w/292 Eng. | 5,6 5-153X 5-785X
CV Centering Yoke Kit I Ccv 211355X
Exc. 292 Eng. | 5 5-153X 5-785X
I 6 5-178X 5-799X
CV centering yoke kit I Ccv 211355X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1977-1978|w/outside snap rings I 2,34 5-153X 5-785X
CV Centering Yoke Kit I cv 211355X
w/inside snap rings | 2,3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cv 211007X
2-Joint Driveshaft I 5 5-153X 5-785X
I 6 5-178X 5-799X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
%3@ R{l W @icff‘-"ﬂ ‘T
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
K-20 SERIES PICK-UP
1979-1981 I 2 5-153X 5-785X
I 34 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
CV seat repair kit I cv 211007X
2-Joint Driveshaft | 5 5-153X 5-785X
I 6 5-178X 5-799X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
1982-1986 I 2 5-153X 5-785X
I 34 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
CV seat repair kit I cVv 211007X
I 5,6 5-178X 5-799X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1992-1993 L,N 2,3 5-3147X 5-795X
2-Joint Driveshaft steel driveshaft yoke L 4.5 5-178X 5-799X
alum. driveshaft yoke L 4.5 5-447X
3-Joint Driveshaft steel driveshaft yoke N 45,6 5-178X 5-799X
w/AT N CB 211793-1X
w/MT N CB 211499X
1994 L,N 2,3 5-3147X 5-795X
2-Joint Driveshaft steel driveshaft yoke L 4.5 5-178X 5-799X
alum. driveshaft yoke L 4,5 5-447X
3-Joint Driveshaft steel driveshaft yoke N 456 5-178X 5-799X
w/MT1 AT & 6.5L Turbo diesel N 4,56 5-213X 5-790X
w/AT N CB 211793-1X
w/MT N CB 211499X
1995-1996 L,N 2,3 5-3147X 5-795X
2-Joint Driveshaft steel driveshaft yoke L 4.5 5-178X 5-799X
alum. driveshaft yoke L 4.5 5-447X
3-Joint Driveshaft steel driveshaft yoke N 45,6 5-178X 5-799X
w/AT N CB 211793-1X
w/MT N CB 211499X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
K-20 SERIES PICK-UP
1997 L,N 2,3 5-3147X 5-795X
Reg. Cab w/8’ Bed L 4,5 5-178X 5-799X
Ext. Cab w/AT L 4,5 5-447X
N CB 211793-1X
Ext. Cab w/MT N 4,56 5-447X
N CB 211499X
1998-1999 L,N 2,3 5-3147X 5-795X
Ext. Cab w/AT L 45 5-447X
N CB 211793-1X
Ext. Cab w/MT N 4,56 5-447X
N CB 211499X
K-20 SERIES SUBURBAN
1968 L 2,3 5-153X 5-785X
w/1.062” Brg. cup dia. L 4,5 5-153X 5-785X
w/1.188” Brg. cup dia. L 45 5-178X 5-799X
1969 L 2,3 5-153X 5-785X
w/1.062” Brg. cup dia. L 4,5 5-153X 5-785X
w/1.188” Brg. cup dia. L 4,5 5-178X 5-799X
Wheel Joint  w/Inside Snap Ring L 1 5-260X
w/Outside Snap Ring L 1 5-282X
1970-1971 L 2,3 5-153X 5-785X
w/1.062” Brg. cup dia. L 45 5-153X 5-785X
w/1.188” Brg. cup dia. L 45 5-178X 5-799X
Wheel Joint  w/Inside Snap Ring L 1 5-260X
1972 L 2,3 5-153X 5-785X
w/1.062” Brg. cup dia. L 4,5 5-153X 5-785X
w/1.188” Brg. cup dia. L 4,5 5-178X 5-799X
Wheel Joint L 1 5-760X
1973-1974 I 2 5-153X 5-785X
I 3,4 5-433-1X
I 5,6 5-178X 5-799X
Wheel Joint L 1 5-760X
1975-1976 1,J 2 5-153X 5-785X
1,J 3.4 5-433-1X
2-Joint Driveshaft w/Full Time Transfer Case | 5,6 5-153X 5-785X
w/Part Time Transfer Case I 5,6 5-178X 5-799X
3-Joint Driveshaft w/Part Time Transfer Case J 5,6,7 5-178X 5-799X
Wheel Joint L 1 5-760X
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
K-20 SERIES SUBURBAN
1977-1978 I,J 2 5-153X 5-785X
w/outside snap rings 1,J 3,4 5-433-1X
w/inside snap rings 1,J 3,4 5-3147X 5-795X
2-Joint Driveshaft w/1.062 Brg. cup dia. | 5 5-153X 5-785X
w/1.188” Brg. cup dia. I 6 5-178X 5-799X
3-Joint Driveshaft w/1.188” Brg. cup dia. J 5,6,7 5-178X 5-799X
Wheel Joint 1,J 1 5-760X
1979-1981 I,J 2 5-153X 5-785X
w/inside snap rings 1,J 3,4 5-3147X 5-795X
g 2-Joint Driveshaft w/1.062 Brg. cup dia. | 5 5-153X 5-785X
w/1.188” Brg. cup dia. I 6 5-178X 5-799X
U 3-Joint Driveshaft w/1.188” Brg. cup dia. J 5,6,7 5-178X 5-799X
Wheel Joint 1,J 1 5-760X
1982-1986 I 2 5-153X 5-785X
w/inside snap rings | 3,4 5-3147X 5-795X
I 5,6 5-153X 5-785X
Wheel Joint | 1 5-760X
1992-2000 L 23 5-3147X 5-795X
L 4,5 5-178X 5-799X
2001-2006 L 2,3 5-3147X 5-795X
w/6.0L Eng. L 4,5 5-178X 5-799X
w/8.1L Eng. L 4,5 5-160X 5-801X
K-30 SERIES PICK-UP
1977-1978 N 2,3 5-153X 5-785X
N 4,56 5-178X 5-799X
1979 J 2 5-178X 5-799X
J 3,4 5-153X 5-785X
CV centering yoke kit J CcVv 211355X
J 5,6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint J 1 5-806X
1980-1986 I,J 2 5-153X 5-785X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| I,J cvVv 211007X
I,J 5,6,7 5-178X 5-799X
Wheel Joint 1,J 1 5-806X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
K-30 SERIES PICK-UP
1992-1998 L,N 2,3 5-3147X 5-795X
2-Joint Driveshaft Regular Cab w/131.5” WB L 4,5 5-178X 5-799X
3-Joint steel driveshaft, 2 dr Chassis Cab & ext. Cab N 45,6 5-178X 5-799X
N CB 211793-1X
4 Dr Chassis Cab w/steel driveshaft N 4,5,6 5-178X 5-799X
N CB 211735-1X
1999 L,N 23 5-3147X 5-795X
2-Joint Driveshaft Reg. Cab Pick up L 4,5 5-178X 5-799X
Chassis Cab w/135.5” or 141.5” WB L 4,5 5-160X 5-801X
3-Joint Driveshaft Ext. Cab & Crew Cab Pick up N 456 5-178X 5-799X
Chassis Cab w/159.5”, 168.5” or 183.5” WB N 4,5,6 5-160X 5-801X
LUV
1979-1982 L,N 2 5-111X
L,N 3 5-1515X
2-Joint Driveshaft L 4.5 5-111X
3-Joint Driveshaft N 45,6 5-111X
S-10 PICK-UP
1983-1990 L 23 5-350X
L 4,5 5-3147X 5-795X
Maxicab N 4,5,6 5-3147X 5-795X
1991 w/Screw-on Slip Yoke Seal L 2,3 5-350X
w/Press-on Slip Yoke Seal L 2 5-1200X
L 3 5-153X 5-785X
L 4,5 5-3147X 5-795X
1992-1993|w/Screw-on Slip Yoke Seal L 2,3 5-350X
w/Press-on Slip Yoke Seal L 3 5-153X 5-785X
L 4,5 5-3147X 5-795X
1994 L 2 5-350X
L 4,5 5-3147X 5-795X
1995-1998 L 23 5-350X
Exc. ZR2 Pkg. L 4,5 5-3147X 5-795X
w/ZR2 High Wider Pkg, w/alum. driveshaft L 5 5-791X
L 5 5-794X
Ext. Cab, Exc. ZR2 Pkg N 4,5,6 5-3147X 5-795X
N CB 210370-1X
1999 L 23 5-350X
Exc. ZR2 Pkg. L 4,5 5-3147X 5-795X
Ext. Cab N 4,5,6 5-3147X 5-795X
Nes
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
S$-10 PICK-UP
2000-2004 L 2 5-350X
Exc. ZR2 Pkg. L 4,5 5-3147X 5-795X
Ext. Cab N 4,5,6 5-3147X 5-795X
SILVERADO 1500
1999-2000|Regular Cab L 2,345 5-3147X 5-795X
Ext. Cab, Short Bed L 2,3 5-3147X 5-795X
L 4 5-213X 5-790X
L 5 5-212X 5-793X
Ext. Cab, Long Bed N 2,3 5-3147X 5-795X
N 45 5-213X 5-790X
N 6 5-212X 5-793X
2001 1500 & 1500 HD  Regular Cab L 2,345 5-3147X 5-795X
Ext. Cab, Short Bed L 2,3 5-3147X 5-795X
L 4 5-213X 5-790X
L 5 5-212X 5-793X
Ext. Cab, Long Bed N 2,3 5-3147X 5-795X
N 4,5 5-213X 5-790X
N 6 5-212X 5-793X
2002-2003|1500 & 1500 HD
Regular Cab L 2,345 5-3147X 5-795X
Ext. Cab, Standard Bed Exc. w/4 Wheel Steering L 2,3 5-3147X 5-795X
L 4 5-213X 5-790X
L 5 5-212X 5-793X
w/4 Wheel Steering L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
Ext. Cab, Long Bed N 2,3 5-3147X 5-795X
Exc. w/4 Wheel Steering N 4.5 5-213X 5-790X
N 6 5-212X 5-793X
Crew Cab N 2,3 5-3147X 5-795X
N 4,56 5-178X 5-799X
2004 Regular Cab L 2,345 5-3147X 5-795X
Ext. Cab, Standard Bed Exc. 4 Wheel Steering L 2,3 5-3147X 5-795X
L 4 5-213X 5-790X
L 5 5-212X 5-793X
w/4 Wheel Steering L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
Nes
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
SILVERADO 1500
2004 Ext. Cab, Long Bed w/4 Wheel Steering N 2,3 5-3147X 5-795X
N 4,5 5-213X 5-790X
N 6 5-212X 5-793X
Crew Cab N 23 5-3147X 5-795X
N 45,6 5-178X 5-799X
2005 Regular Cab  Rear Driveshaft w/inside snap rings L 2,3,4,5 5-3147X 5-795X
Rear Driveshaft w/outside snap rings L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
Ext. Cab, Standard Bed
w/1.125” Brg. cup dia.
Exc. w/4 Wheel Steering & Sport Suspension L 2,3 5-3147X 5-795X
w/1.063” Brg. cup dia. L 4 5-213X 5-790X
w/1.063” & 1.125” Brg. cup dia. L 5 5-212X 5-793X
Ext. Cab, Long Bed w/1.125” Brg. cup dia. N 2,3 5-3147X 5-795X
w/1.063” Brg. cup dia. N 45 5-213X 5-790X
w/1.063” & 1.125” Brg. cup dia. N 6 5-212X 5-793X
w/1.125” bearing cap N 23 5-3147X 5-795X
w/1.188” bearing cap N 45,6 5-178X 5-799X
Ext. Cab & Sport Suspension, w/4 Wheel Steering L 23 5-3147X 5-795X
L 4,5 5-178X 5-799X
Crew Cab w/1.125” Brg. cup dia., Exc. w/4 Wheel Steering L 2,3 5-3147X 5-795X
w/1.063” Brg. cup dia. L 4 5-213X 5-793X
w/1.063” & 1.125” Brg. cup dia. L 5 5-212X 5-793X
w/1.125” bearing cap L 2,3 5-3147X 5-795X
w/1.188” bearing cap L 4.5 5-178X 5-799X
w/1.125” bearing cap, w/4 Wheel Steering L 2,3 5-3147X 5-795X
w/1.188” bearing cap L 4.5 5-178X 5-799X
2006 Regular Cab, Ext. Cab-Std. Bed, Crew Cab L 2,3 5-3147X 5-790X
L 4,5 5-178XX 5-799X
Ext. Cab - Long bed N 2,3 5-3147X 5-790X
N 4,5,6 5-178X 5-799X
SILVERADO 2500
1999-2000|w/AT; Ext. Cab w/Long Bed N 2,3 5-3147X 5-795X
N 4,56 5-178X 5-799X
w/AT; Exc. Ext. Cab w/Long Bed L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
w/MT L 2,3 5-3147X 5-795X
L 4,5 5-160X 5-801X
e
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
SILVERADO 2500
2001 L 2,3 5-3147X 5-795X
L 4,5 5-178X 5-799X
2500 HD  All Front Driveshafts L,N 23 5-3147X 5-795X
Reg Cab w/5 Spd AT L 4,5 5-160X 5-801X
Reg Cab w/4 Spd AT or 5 Spd MT
AAM 1415 Series Driveshaft L 4.5 N/A
Ext. Cab; Std. Bed w/AT or 5 Spd MT L 45 5-160X 5-801X
Crew Cab; Std. Bed w/AT L 4,5 5-160X 5-801X
Crew Cab; Long Bed w/AT N 4,56 5-160X 5-801X
Crew Cab; w/5 Spd MT N 4,5,6 5-160X 5-801X
2-Joint Driveshaft w/6 Spd MT L 45 5-188X 5-803X
3-Joint Driveshaft w/6 Spd MT N 4,5,6 5-188X 5-803X
2002 L 2,3 5-3147X 5-795X
2-Joint Driveshaft w/3.622” Snap ring dim. L 4,5 5-178X 5-799X
w/4.187” Snap ring dim. L 4,5 5-160X 5-801X
w/133” WB, w/AAM 1415 Series Driveshaft L 4,5 N/A
2500 HD  All Front Driveshafts L,N 23 5-3147X 5-795X
Reg Cab w/5 Spd AT L 4,5 5-160X 5-801X
Reg Cab w/4 Spd AT or 5 Spd MT
AAM 1415 Series Driveshaft L 4.5 N/A
Ext. Cab; Std. Bed w/AT or 5 Spd MT L 45 5-160X 5-801X
Crew Cab; Std. Bed w/AT L 4,5 5-160X 5-801X
Crew Cab; Long Bed w/AT N 4,5,6 5-160X 5-801X
Crew Cab; w/5 Spd MT N 4,5,6 5-160X 5-801X
2-Joint Driveshaft w/6 Spd MT L 45 5-188X 5-803X
3-Joint Driveshaft w/6 Spd MT N 4,5,6 5-188X 5-803X
Nes
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
SILVERADO 2500
2003 L,N 2,3 5-3147X 5-795X
2-Joint Driveshaft w/3.622” Snap ring dim. L 4.5 5-178X 5-799X
w/4.187” Snap ring dim. L 4,5 5-160X 5-801X
w/133” WB, w/AAM 1415 Series Driveshaft L 4,5 N/A
3-Joint Driveshaft w/3.622” Snap ring dim. N 4,56 5-178X 5-799X
2500 HD  All Front Driveshafts L,N 2,3 5-3147X 5-795X
Reg Cab w/5-Speed AT L 4,5 5-160X 5-801X
Reg Cab w/4-Speed AT or 5-Speed MT
AAM 1415 Series Driveshaft L 4,5 N/A
Ext. Cab; Std. Bed w/AT or 5 Spd MT L 4.5 5-160X 5-801X
Crew Cab; Std. Bed w/AT L 4,5 5-160X 5-801X
Crew Cab; Long Bed w/AT N 456 5-160X 5-801X
Crew Cab; w/5 Spd MT N 4,56 5-160X 5-801X
2-Joint Driveshaft w/6 Spd MT L 4,5 5-188X 5-803X
3-Joint Driveshaft w/6 Spd MT N 4,5,6 5-188X 5-803X
2004 L,N 2,3 5-3147X 5-795X
2-Joint Driveshaft w/3.622” Snap ring dim. L 4.5 5-178X 5-799X
w/4.187” Snap ring dim. L 4,5 5-160X 5-801X
w/133” WB, w/AAM 1415 Series Driveshaft L 4.5 N/A
3-Joint Driveshaft w/3.622” Snap ring dim. N 456 5-178X 5-799X
2500 HD
All Front Driveshafts L,N 2,3 5-3147X 5-795X
Reg Cab; Std Bed w/5 Spd AT, w/1.188” Brg. Cap Dia. L 4.5 5-160X 5-801X
w/1.375” Brg. Cap Dia. L 4,5 5-188X 5-803X
Reg Cab; w/6 Spd MT L 4,5 5-188X 5-803X
Ext. Cab; Std. Bed w/4 Spd AT L 45 5-160X 5-801X
Ext. Cab; Std. Bed w/5-Speed AT, w/1.188” Brg. Cap Dia. L 4,5 5-160X 5-801X
Ext. Cab; Std. Bed w/5 Spd MT L 4,5 5-160X 5-801X
Ext. Cab; Std. Bed w/6-Speed MT L 4,5 5-188X 5-803X
Ext. Cab; Std. Bed w/5 Spd AT, w/1.375” Brg. Cap Dia. L 4,5 5-188X 5-803X
Crew Cab; Std. Bed w/AT L 4,5 5-160X 5-801X
Crew Cab; Long Bed w/AT N 4,5,6 5-160X 5-801X
Crew Cab; w/5 Spd MT N 4,5,6 5-160X 5-801X
Crew Cab; w/6 Spd MT N 4,5,6 5-188X 5-803X
2-Joint Driveshaft w/133” WB
wW/AAM 1415 Series Driveshaft L 4.5 N/A
e
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
SILVERADO 2500
2005 2500 HD
All Front Driveshafts L,N 2,3 5-3147X 5-795X
Reg Cab w/5 Spd AT L 4,5 5-188X 5-803X
Reg Cab w/4 Spd AT or 5- Spd MT
AAM 1415 Series Driveshaft L 4.5 N/A
Reg Cab w/6 Spd MT L 4,5 5-188X 5-803X
Ext. Cab; Std Bed; w/4 Spd AT or 5 Spd MT L 4.5 5-160X 5-801X
Ext. Cab; Std. Bed w/5 Spd AT L 45 5-188X 5-803X
Ext. Cab; Std. Bed w/6 Spd MT L 4,5 5-188X 5-803X
g Ext. Cab; Long Bed w/AT L 45 5-160X 5-801X
Ext. Cab; Long Bed w/5 Spd MT N 4,56 5-160X 5-801X
O Ext. Cab; Long Bed w/6 Spd MT N 4,56 5-188X 5-803X
Crew Cab; Std. Bed w/AT L 4.5 5-160X 5-801X
Crew Cab; Long Bed w/AT N 456 5-160X 5-801X
Crew Cab; w/5 Spd MT N 4,5,6 5-160X 5-801X
Crew Cab; w/6 Spd MT N 4,56 5-188X 5-803X
2-Joint Driveshaft w/133” WB
w/AAM 1415 Series Driveshaft L 4.5 N/A
2006 2500 HD
All Front Driveshafts L,N 2,3 5-3147X 5-795X
Reg Cab w/5 Spd AT L 4,5 5-188X 5-803X
Reg Cab w/4 Spd AT or 5 Spd MT
AAM 1415 Series Driveshaft L 4.5 N/A
Reg Cab w/6 Spd MT L 4,5 5-188X 5-803X
Ext. Cab; Std Bed; w/4-Speed AT or 5-Speed MT L 4,5 5-160X 5-801X
Ext. Cab; Std. Bed w/5 Spd AT L 4,5 5-188X 5-803X
Ext. Cab; Std. Bed w/6 Spd MT L 4,5 5-188X 5-803X
Ext. Cab; Long Bed w/AT L 4,5 5-160X 5-801X
Ext. Cab; Long Bed w/5-Speed MT N 4,5,6 5-160X 5-801X
Ext. Cab; Long Bed w/6 Spd MT N 4,5,6 5-188X 5-803X
Crew Cab; Std. Bed w/AT L 4,5 5-160X 5-801X
Crew Cab; Long Bed w/AT N 456 5-160X 5-801X
Crew Cab; w/5 Spd MT N 45,6 5-160X 5-801X
Crew Cab; w/6 Spd MT N 4,5,6 5-188X 5-803X
2-Joint Driveshaft w/133” WB
w/AAM 1415 Series Driveshaft L 4.5 N/A
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
SILVERADO 3500
2000 L,N 2,3 5-3147X 5-795X
Regular Cab  Pick up L 4.5 5-178X 5-799X
Ext. Cab & Crew Cab Pick up N 456 5-178X 5-799X
Chassis Cab  w/135.5” or 141.5” WB L 4,5 5-160X 5-801X
w/159.5”, 168.5” or 183.5” WB N 4,56 5-160X 5-801X
2001 L,N 2,3 5-3147X 5-795X
Regular Cab
Pick up; w/5 Spd AT L 4,5 5-160X 5-801X
w/4 Spd AT or 5 Spd MT, w/AAM 1415 Series Driveshaft L 4,5 N/A
w/6 Spd MT L 4,5 5-188X 5-803X
Extended Cab w/4 Spd AT or 5 Spd AT L 4,5 5-160X 5-801X
w/5-Spd MT N 4,5,6 5-160X 5-801X
w/6 Spd MT N 4,56 5-188X 5-803X
Crew Cab w/AT or 5 Spd MT L 4,5,6 5-160X 5-801X
w/6 Spd MT N 4,5,6 5-188X 5-803X
Chassis Cab w/137.5” WB, Exc. 6 Spd MT L 4,5 5-160X 5-801X
w/137.5” WB, w/6 Spd MT L 4,5 5-188X 5-803X
w/161.5” WB, Exc. 6 Spd MT L 4,5,6 5-160X 5-801X
w/161.5” WB, w/6 Spd MT L 4,56 5-188X 5-803X
2002-2003 L,N 2,3 5-3147X 5-795X
Regular Cab
Pick up; w/5 Spd AT L 4,5 5-160X 5-801X
w/4 Spd AT or 5 Spd MT, w/AAM 1415 Series Driveshaft L 4,5 N/A
w/6 Spd MT L 4,5 5-188X 5-803X
Extended Cab w/4 Spd AT or 5 Spd AT L 4,5 5-160X 5-801X
w/5 Spd MT N 4,5,6 5-160X 5-801X
w/6 Spd MT N 4,56 5-188X 5-803X
Crew Cab w/AT or 5 Spd MT L 4,5,6 5-160X 5-801X
w/6 Spd MT N 4,5,6 5-188X 5-803X
Chassis Cab w/137.5” WB, Exc. 6 Spd MT L 4,5 5-160X 5-801X
w/137.5” WB, w/6 Spd MT L 4,5 5-188X 5-803X
w/161.5” WB, Exc. 6 Spd MT L 4,5,6 5-160X 5-801X
w/161.5” WB, w/6 Spd MT L 4,56 5-188X 5-803X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
SILVERADO 3500
2004 L,N 2,3 5-3147X 5-795X
Reg. Cab Pick up; w/5 Spd AT
w/1.188” Brg. cup dia. L 4,5 5-160X 5-801X
w/1.375” Brg. cup dia. L 4,5 5-188X 5-803X
w/4 Spd AT or 5 Spd MT, AAM 1415 Series Driveshaft L 4.5 N/A
w/6 Spd MT L 4,5 5-188X 5-803X
Ext. Cab w/5 Spd AT, w/1.375” Brg. cup dia. L 4,5 5-160X 5-801X
w/4 Spd AT or 5 Spd AT, w/1.188” Brg. cup dia. L 4,5 5-160X 5-801X
w/5 Spd MT N 4,5,6 5-160X 5-801X
w/6 Spd MT N 4,56 5-188X 5-803X
Crew Cab w/AT or 5 Spd MT L 45,6 5-160X 5-801X
w/6 Spd MT N 4,5,6 5-188X 5-803X
Chassis Cab w/137.5” WB, Exc. 6 Spd MT L 4.5 5-160X 5-801X
w/137.5” WB, w/6 Spd MT L 45 5-188X 5-803X
w/161.5” WB, Exc. 6 Spd MT L 4,5,6 5-160X 5-801X
w/161.5” WB, w/6 Spd MT L 4,56 5-188X 5-803X
2005-2006 L,N 2,3 5-3147X 5-795X
Reg. Cab Pick up; w/5 Spd AT L 4,5 5-160X 5-801X
w/4 Spd AT or 5 Spd MT, w/AAM 1415 Series Driveshaft L 4,5 N/A
w/6 Spd MT L 4,5 5-188X 5-803X
Ext. Cab w/4 Spd AT or 5 Spd AT L 4,5 5-160X 5-801X
w/5 Spd MT N 4,56 5-160X 5-801X
w/6 Spd MT N 45,6 5-188X 5-803X
Crew Cab w/AT or 5 Spd MT L 4,5,6 5-160X 5-801X
w/6 Spd MT N 4,56 5-188X 5-803X
Chassis Cab  w/137.5” WB, Exc. 6 Spd MT L 4,5 5-160X 5-801X
w/137.5” WB, w/6 Spd MT L 4,5 5-188X 5-803X
w/161.5” WB, Exc. 6 Spd MT L 4,5,6 5-160X 5-801X
w/161.5” WB, w/6 Spd MT L 4,5,6 5-188X 5-803X
TAHOE
1995-2006 L 2,3 5-3147X 5-795X
L 45 5-3147X 5-795X
TRACKER
1999-2003 L 2,345 5-1503X
2004 2.5L w/AT L 2,345 5-1503X
e
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
TRAILBLAZER
2001 L 2 5-350X
Ecx. 2 Dr. w/ZR2 “High Wider” sport pkg. L 4,5 5-3147X 5-795X
2 Door w/ZR2 “High Wider” sport pkg. L 4,5 5-178X 5-779X
2002-2004 L 2 5-350X
L 4,5 5-3147X 5-795X
2005 L 2 5-350X
V-10 SERIES PICK-UP
1987-1991 I 2 5-153X 5-785X
I 34 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
w/inside snap rings | 5,6 5-3147X 5-795X
w/outside snap rings | 5,6 5-178X 5-799X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
V-10 SERIES SUBURBAN
1987-1991 I 2 5-153X 5-785X
I 34 5-3147X 5-795X
CV ball & seat kit I cv 211009X
w/inside snap rings | 5,6 5-3147X 5-795X
w/outside snap rings | 5,6 5-178X 5-799X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
V-20 SERIES PICK-UP
1987-1991|\w/AT L,N 2,3 5-3147X 5-795X
w/MT L,N 2 5-213X 5-790X
L,N 3 5-212X 5-793X
2-Joint Steel Driveshaft L 4,5 5-178X 5-799X
2-Joint Alum. Driveshaft L 4.5 5-447X
3-Joint Driveshaft N 456 5-178X 5-799X
Wheel Joint L,N 1 5-760X
V-20 SERIES SUBURBAN
1987-1991 I 2 5-153X 5-785X
I 3,4 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
I 5,6 5-178X 5-799X
Wheel Joint | 1 5-760X
4 i @i‘i"fﬁ 6 VAR AN (%F o
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
CHEVROLET
V-30 SERIES PICK-UP
1987 1,J 2 5-153X 5-785X
1,J 34 5-3147X 5-795X
CV ball & seat kit| 1,J Ccv 211009X
CV seat repair kit| 1,J cv 211007X
2-Joint Driveshaft | 5,6 5-178X 5-799X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
Wheel Joint w/1.188” Brg. cup dia. 1,J 1 5-760X
w/1.375” Brg. cup dia. I,J 1 5-806X
1988-1989 I,J 2 5-153X 5-785X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
L,N 2,3 5-178X 5-799X
w/AT Exc. dual rear wheels L,N 2,3 5-3147X 5-795X
w/MT or dual rear wheels L,N 2 5-213X 5-790X
L,N 3 5-212X
2-Joint Driveshaft | 5,6 5-178X 5-799X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
2-Joint alum. driveshaft L 4.5 5-447X
2-Joint Steel Driveshaft L 4.5 5-178X 5-799X
3-Joint Driveshaft N 45,6 5-178X 5-799X
Wheel Joint I,J,L,N 1 5-760X
1990 I,J 2 5-153X 5-785X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J Ccv 211009X
w/AT Exc. dual rear wheels L,N 2,3 5-178X 5-799X
w/MT or dual rear wheels L,N 2 5-213X 5-790X
L,N 3 5-212X
2-Joint Driveshaft | 5,6 5-178X 5-799X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
2-Joint Driveshaft L 4.5 5-178X 5-799X
3-Joint Driveshaft w/std. Cab or Dual Rear Wheels N 45,6 5-178X 5-799X
w/ext. Cab Exc. Dual Rear Wheels N 4,5,6 5-178X 5-799X
Wheel Joint I,J,L,N 1 5-760X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
CHEVROLET
V-30 SERIES PICK-UP
1991 I,J 2 5-153X 5-785X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
w/AT Exc. dual rear wheels L,N 2,3 5-178X 5-799X
w/MT or dual rear wheels L,N 2 5-213X 5-790X
L,N 3 5-212X
2-Joint Driveshaft | 5,6 5-178X 5-799X
3-Joint Driveshaft J 5,6,7 5-178X 5-799X
J CB 210088-1X
2-Joint Driveshaft L 4,5 5-178X 5-799X
3-Joint Driveshaft w/std. Cab or Dual Rear Wheels N 4,56 5-178X 5-799X
w/ext. Cab Exc. Dual Rear Wheels N 45,6 5-178X 5-799X
Wheel Joint I,J,L, 1 5-760X
DODGE
COLT
1985-1990|Colt Vista N | 456 5-1503X
DAKOTA
1987 Il |2THRU7| 5-1306X 5-789X
Lube fitting in brg. cup I 2THRU 7| 5-1306-1X
1988-1994 I 2 5-353X 5-788X
I 3.4 5-433-1X
CV centering yoke kit I cv 211355X
w/7290 Series 1.078” Brg. cup dia. Steel Shaft | 5,6 5-1306X 5-789X
Lube fitting in brg. cup I 5,6 5-1306-1X
alum. driveshaft I 5,6 5-599X
w/7290 Series 1.126” Brg. cup dia. I 5,6 5-1309X 5-811X
1995-1998 I 2 5-353X 5-788X
I 3,4 5-433-1X
CV centering yoke kit I CcVv 211355X
w/7290 Series 1.126” Brg. cup dia.
Exc. Asian AT, 131” WB & 8.25” Axle I 5,6 5-1309X 5-811X
1999 I 2 5-353X 5-788X
I 3,4 5-433-1X
CV centering yoke kit I CcVv 211355X
1330 Series outside snap ring | 5 5-213X 5-790X
1330 x 7290 Series, w/(2) Outside & (2) Inside snap rings | 6 5-797X
w/7260 Series 1.078” Brg. cup dia., Inside snap rings | 5,6 5-1306X 5-789X
w/7290 Series 1.126” brg. cup dia., Inside snap rings | 5,6 5-1309X 5-811X

PR o 2R 7 IR27 T JR2T

A Important: See Safety Information in General Information Section (J300P-Gl)

179

4WD



dmy

U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
DODGE
DAKOTA
2000-2006|w/double cardan shaft I 23,4 5-153X 5-785X
2-Joint Driveshaft I 5,6 5-213X 5-790X
DURANGO
1998 I 2 5-153X 5-785X
I 34 5-433-1X
I 5,6 5-1309X
1999 I 2 5-153X 5-785X
I 34 5-433-1X
I 5 5-213X 5-790X
I 6 5-796X
2000 I 2 5-153X 5-785X
I 34 5-433-1X
I 5,6 5-213X 5-790X
2001-2003 I 2 5-153X 5-785X
I 34 N/A
I 5,6 5-213X 5-790X
2004-2006 I 2 5-153X 5-785X
I 34 N/A
I 5,6 5-3147X 5-795X
POWER RAM 50
1982-1989 L 2,3 5-1503X
L 4,5 5-1516X
1990-1994 L 2,3 5-1503X
2-Joint Driveshaft w/2400cc Eng. L 4.5 5-1516X
3-Joint Driveshaft w/2400cc Eng. J 5,6,7 5-1516X
RAIDER
1987-1990 L 2,3 5-1503X
Exc. 3.0L Eng. L 4,5 5-1516X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
DODGE
RAM 1500
1994 PV 2 5-1309X 5-811X
PV 3.4 5-433-1X
ZAY) 5,6,7 5-1309X 5-811X
Wheel Joint PV 1 5-760X
Lube fitting in brg. cup| PV 1 5-297-1X
1995-1997 PV 2 5-1309X 5-811X
ZAY) 3.4 5-213X 5-790X
w/1.188” Brg. cup dia. PV 5,6,8 5-160X 5-801X
w/1.126” Brg. cup dia. PV 5,6,8 5-1309X 5-811X
Wheel Joint PV 1 5-760X
Lube fitting in brg. cup| PV 1 5-297-1X
1998 PV 2 5-1309X 5-811X
w/2 inside & 2 outside snap rings PV 2 5-796X
PV 3.4 5-213X 5-790X
w/1.188” Brg. cup dia. PV 5,6,8 5-160X 5-801X
w/1.126” Brg. cup dia. PV 5,6,8 5-1309X 5-811X
Wheel Joint PV 1 5-760X
Lube fitting in brg. cup| PV 1 5-297-1X
1999 PV 2 5-796X
PV 3.4 5-213X 5-790X
Exc. Club & Quad Cab; w/Long Bed P 5 5-213X 5-790X
P 6 5-796X
Club & Quad Cab \Y 5,6 5-213X 5-790X
\Y, 8 5-796X
Wheel Joint PV 1 5-760X
Lube fitting in brg. cup| PV 1 5-297-1X
2000 PV 23,4 5-213X 5-790X
Exc. Club & Quad Cab; w/Long Bed P 5 5-213X 5-790X
P 6 5-796X
Club & Quad Cab \Y 5,6,8 5-213X 5-790X
Wheel Joint PV 1 5-760X
Lube fitting in brg. cup| PV 1 5-297-1X
2001 PV 234 5-213X 5-790X
Exc. Club & Quad Cab; w/Long Bed P 5,6 5-213X 5-790X
Club & Quad Cab \Y 5,6,8 5-213X 5-790X
Wheel Joint PV 1 5-760X
Lube fitting in brg. cup| PV 1 5-297-1X
@gu? @‘KTEE %&? ?C‘Pﬂ? % ???77@ f
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
DODGE
RAM 1500
2002-2006 PV 2 5-213X 5-790X
Exc. Club & Quad Cab; w/Long Bed P 5,6 5-213X 5-790X
Club & Quad Cab \Y 5,6,8 5-213X 5-790X
RAM 2500
1994 I,J 2 5-1309X 5-811X
1,J 3,4 5-433-1X
I,J 5,6,7 5-1309X 5-811X
Wheel Joint Dana Model 44 Axle 1,J 1 5-760X
H Lube fitting in brg. cup| I,J 1 5-297-1X
E Dana Model 60 Axle I,J 1 5-806X
() 1995-1997 I,J 2 5-1309X 5-811X
I,J 3,4 5-1203X
w/9 1/4” Chrysler axle & 7290 Series, w/1.126” Brg. cup dia. 1,J 5,6,7 5-1309X 5-811X
w/Dana Axle & 1.188” Brg. cup dia. 1,J 5,6,7 5-160X 5-801X
Wheel Joint Dana Model 44 Axle 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
Dana Model 60 Axle I,J 1 5-806X
1998-1999|w/outside snap ring in Slip Yoke I,J 2 5-796X
w/inside snap ring in Slip Yoke 1,J 2 5-1309X 5-811X
I,J 3,4 5-213X 5-790X
2-Joint Driveshaft | 5,6 5-160X 5-801X
3-Joint Driveshaft J 5,6,7 5-160X 5-801X
Wheel Joint Dana Model 44 Axle 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
Dana Model 60 Axle 1,J 1 5-806X
2000 I,J 23,4 5-213X 5-790X
2-Joint Driveshaft | 5,6 5-160X 5-801X
3-Joint Driveshaft J 5,6,7 5-160X 5-801X
Wheel Joint Dana Model 60 Axle 1,J 1 5-806X
2001-2002 1,J 23,4 5-213X 5-790X
2-Joint Driveshaft I 5,6 5-160X 5-801X
3-Joint Driveshaft J 5,6,7 5-160X 5-801X
Wheel Joint 1,J 1 5-806X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
DODGE
RAM 2500
2003-2004 Front shaft w/Spicer CV Head I,J 2 5-3147X 5-795X
1,J 3.4 5-213X 5-790X
Front shaft w/AAM 1355 Series CV Head 1,J 2 5-3147X 5-795X
1,J 3.4 N/A
2-Joint Driveshaft w/Spicer 1410 Series Driveshaft | 5,6 5-160X 5-801X
w/AAM 1415 or 1485 Series Driveshaft I 5,6 N/A
3-Joint Driveshaft w/Spicer 1410 Series Driveshaft J 5,6,7 5-160X 5-801X
W/AAM 1415 or 1485 Series Driveshaft J 5,6,7 N/A
Wheel Joint w/AAM Front Axle 1,J 1 5006813
2005 Front shaft w/Spicer CV Head I,J 2 5-3147X 5-795X
1,J 3.4 5-213X 5-790X
Front shaft w/AAM 1355 Series CV Head 1,J 2 5-3147X 5-795X
1,J 3.4 N/A
2-Joint Driveshaft w/AAM 1415 or 1485 Series Driveshaft | 5,6 N/A
3-Joint Driveshaft w/AAM 1415 or 1485 Series Driveshaft J 5,6,7 N/A
Wheel Joint  w/AAM Front Axle 1,J 1 5006813
2006 Front shaft w/AAM 1355 Series CV Head 1,J 2 5-3147X 5-795X
1,J 3,4 N/A
2-Joint Driveshaft w/AAM 1415 or 1485 Series Driveshaft | 5,6 N/A
3-Joint Driveshaft w/AAM 1415 or 1485 Series Driveshaft J 5,6,7 N/A
Wheel Joint w/AAM Front Axle 1,J 1 5006813
RAM 3500 PICK-UP
1994 PV 2 5-1309X 5-811X
PV 34 5-433-1X
PV 5,6,7 5-1309X 5-811X
Wheel Joint PV 1 5-806X
1995-1997 PV 2 5-1309X 5-811X
PV 3,4 5-1203X 5-790X
w/Dana Axle & 1.188” Brg. cup dia. PV 5,6,7 5-160X 5-801X
w/9 1/4” Chrysler Axle & 7290 Series, w/1.126” Brg. cup dia. PV 5,6,7 5-1309X 5-811X
Wheel Joint PV 1 5-806X
1998-1999 1330 x 7290 Series, w/(2) outside & (2) inside snap ring brg. caps | PV 2 5-796X
7290 Series, w/inside snap ring brg. caps PV 2 5-1309X 5-811X
PV 34 5-213X 5-790X
2-Joint Driveshaft w/1.062” outside snap ring brg. caps P 5,6 5-213X 5-790X
w/1.188” outside snap ring brg. caps P 5,6 5-160X 5-801X
w/1.125” inside snap ring brg. caps P 5,6 5-1309X 5-811X
3-Joint Driveshaft w/1.188” outside snap ring brg. caps V 5,6,7 5-160X 5-801X
Wheel Joint PV 1 5-806X
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
DODGE
RAM 3500 PICK-UP
2000-2001 PV 23,4 5-213X 5-790X
2-Joint Driveshaft w/1.062” outside snap ring brg. caps P 5,6 5-213X 5-790X
w/1.188” outside snap ring brg. caps
3.625” cap to cap lockup P 5,6 5-178X 5-799X
4.188” cap to cap lockup P 5,6 5-160X 5-801X
3-Joint Driveshaft w/1.188” outside snap ring brg. caps \% 5,6,7 5-160X 5-801X
w/1.188” outside snap ring brg. caps \% CB 211963-1X
Wheel Joint PV 1 5-806X
2002 I,J 2,34 5-213X 5-790X
& 2-Joint Driveshaft w/1.062” outside snap ring brg. caps | 5,6 5-213X 5-790X
E w/1.188” outside snap ring brg. caps
U 3.625” cap to cap lockup I 5,6 5-178X 5-799X
4.188” cap to cap lockup I 5,6 5-160X 5-801X
3-Joint Driveshaft w/1.188” outside snap ring brg. caps J 5,6,7 5-160X 5-801X
w/1.188” outside snap ring brg. caps J CB 211963-1X
Wheel Joint 1,J 1 5-806X
2003-2004|Front Shaft w/Spicer CV Head I,J 2 5-3147X 5-795X
I,J 3,4 5-213X 5-790X
Front Shaft w/AAM 1355 Series CV Head 1,J 2 5-3147X 5-795X
I,J 3,4 N/A
2-Joint Driveshaft w/Spicer 1410 Series Driveshaft | 5,6 5-160X 5-801X
w/AAM 1415 Series Driveshaft I 5,6 N/A
w/AAM 1485 Series Driveshaft I 5,6 N/A
3-Joint Driveshaft w/Spicer 1410 Series Driveshaft J 5,6,7 5-160X 5-801X
w/AAM 1415 Series Driveshaft J 5,6,7 N/A
w/AAM 1485 Series Driveshaft J 5,6,7 N/A
Wheel Joint w/AAM Front Axle 1,J 1 5006813
2005 Front Shaft w/Spicer CV Head 1,J 2 5-3147X 5-795X
I,J 3,4 5-213X 5-790X
Front Shaft w/AAM 1355 Series CV Head 1,J 2 5-3147X 5-795X
I,J 3,4 N/A
2-Joint Driveshaft w/AAM 1415 Series Driveshaft | 5,6 N/A
w/AAM 1485 Series Driveshaft I 5,6 N/A
3-Joint Driveshaft w/AAM 1415 Series Driveshaft J 5,6,7 N/A
w/AAM 1485 Series Driveshaft J 5,6,7 N/A
Wheel Joint w/AAM Front Axle 1,J 1 5006813
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
DODGE
RAM 3500 PICK-UP
2006 Front Shaft w/AAM 1355 Series CV Head I,J 2 5-3147X 5-795X
I,J 3,4 N/A
2-Joint Driveshaft w/AAM 1415 Series Driveshaft | 5,6 N/A
w/AAM 1485 Series Driveshaft I 5,6 N/A
3-Joint Driveshaft w/AAM 1415 Series Driveshaft J 5,6,7 N/A
w/AAM 1485 Series Driveshaft J 5,6,7 N/A
Wheel Joint  w/AAM Front Axle 1,J 1 5006813
RAMCHARGER AW100
1974-1977|w/outside snap rings | 2,3,4 5-153X 5-785X Q
CV Centering Yoke Kit I cv 211355X ;
w/inside snap rings | 2 5-1306-1X <
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cVv 211007X
I 5,6 5-1306-1X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1978-1981 I 2 5-1306-1X
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I Ccv 211007X
I 5 5-1306X 5-789X
I 6 5-1309X 5-811X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1982-1993|\w/7260 Series 1.078” Brg. cup dia. I 2,5,6 5-1306X 5-789X
w/7290 Series 1.126” Brg. cup dia. I 2,5,6 5-1309X 5-811X
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cVv 211007X
Wheel Joint I 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
W100/W150 SERIES
1958-1960 M |2THRU 7| 5-1200X
1961-1971 L 2,345 5-1306X 5-789X
Lube fitting in brg. cup L 2,345 5-1306-1X
Wheel Joint  w/inside snap rings L 1 5-74X
w/outside snap rings L 1 5-86X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
DODGE
W100/W150 SERIES
1972 L 2,345 5-1306X 5-789X
Lube fitting in brg. cup L 2,3,4,5 5-1306-1X
Wheel Joint  w/1.062” Brg. cup dia. L 1 5-260X
w/1.188” Brg. cup dia. L 1 5-760X
Lube fitting in brg. cup L 1 5-297-1X
1973-1974 L 2,34,5 5-1306X 5-789X
Lube fitting in brg. cup L 2,3,4,5 5-1306-1X
Wheel Joint L 1 5-760X
n Lube fitting in brg. cup L 1 5-297-1X
E 1975 w/outside snap rings K 2,34 5-153X 5-785X
) CV Centering Yoke Kit| K Ccv 211355X
w/inside snap rings K 2,5,6,7 | 5-1306-1X
K 3,4 5-3147X 5-795X
CV ball & seatkit| K Ccv 211009X
CV seat repair kit K cVv 211007X
K 8 5-1309X 5-811X
Wheel Joint K 1 5-760X
Lube fitting in brg. cup K 1 5-297-1X
1976-1977|w/outside snap rings K 2,3,4 5-153X 5-785X
CV Centering Yoke Kit K CcVv 211355X
w/inside snap rings K 2,5,6,7 5-1306-1X
K 3,4 5-3147X 5-795X
CV ball & seatkit| K cv 211009X
CV seat repair kit K CcVv 211007X
K 8 5-1309X 5-811X
Wheel Joint K 1 5-760X
Lube fitting in brg. cup K 1 5-297-1X
1978-1981 I,J 2 5-1306X 5-789X
Lube fitting in brg. cup| 1,J 2 5-1306-1X
1,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| 1,J cVv 211007X
w/1.078” Brg. cup dia. 1,J 5,6,7 5-1306X 5-789X
Lube fitting in brg. cup| I,J 5,6,7 5-1306-1X
w/1.126” Brg. cup dia. 1,J 6,7 5-1309X 5-811X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
DODGE
W100/W150 SERIES
1982-1988 I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J Ccv 211009X
CV seat repair kit| 1,J cv 211007X
I,J 2,5,6,7 5-1306X 5-789X
Lube fitting in brg. cup 1,J 2,5,6,7 5-1306-1X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
1989-1993|w/7260 Series 1.078” Brg. cup dia. I,J 2 5-1306-1X
w/7290 Series 1.126” Brg. cup dia. 1,J 2 5-1309X 5-811X 0
I,J 3,4 5-3147X 5-795X ;
CV ball & seat kit| I,J cv 211009X <
CV seat repair kit| 1,J cv 211007X
w/Diesel Eng. 1.188” Brg. cup dia. 1,J 5,6,7 5-160X 5-801X
J CB 210866-1X
w/Gasoline Eng.  w/7260 Series 1.078” Brg. cup dia. 1,J 5,6,7 5-1306-1X
w/7290 Series 1.126” Brg. cup dia. 1,J 5,6,7 5-1309X 5-811X
J CB 210088-1X
Wheel Joint 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
W200/W250 SERIES
1958-1960 M [2THRU7| 5-1200X
1961-1971 M |2THRU 7| 5-1306-1X
Wheel Joint  w/outside snap rings M 1 5-86X
w/inside snap rings M 1 5-74X
1972 M [2THRU 7| 5-1306-1X
Wheel Joint  w/1.062” Brg. cup dia. M 1 5-260X
Lube fitting in brg. cup M 1 5-260-1X
w/1.188” Brg. cup dia. M 1 5-760X
Lube fitting in brg. cup M 1 5-297-1X
1973-1974 M |2THRU 7| 5-1306-1X
Wheel Joint M 1 5-760X
Lube fitting in brg. cup| M 1 5-297-1X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
DODGE
W200/W250 SERIES
1975-1977|w/outside snap rings I 2,34 5-153X 5-785X
CV Centering Yoke Kit I cv 211355X
w/inside snap rings | 2 5-1306-1X
I 34 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
CV seat repair kit I cv 211007X
I 5,6 5-1306X 5-789X
Lube fitting in brg. cup I 5,6 5-1306-1X
Wheel Joint w/1.062” Brg. cup dia. 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
w/1.375” Brg. cup dia. I,J 1 5-806X
1978 I,J 2 5-1306X 5-789X
Lube fitting in brg. cup| I,J 2 5-1306-1X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J Ccv 211009X
CV seat repair kit| |,J cvVv 211007X
w/1.078” Brg. cup dia. 1,J 5,6,7 5-1306X 5-789X
Lube fitting in brg. cup 1,J 5,6,7 5-1306-1X
w/1.126” Brg. cup dia. 1,J 5,6,7 5-1309X 5-811X
J CB 210088-1X
Wheel Joint  w/1.062” Brg. cup dia. 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
w/1.375” Brg. cup dia. 1,J 1 5-806X
1979-1981 1,J 2 5-1306-1X
1,J 3.4 5-3147X 5-795X
CV ball & seat kit| 1,J Ccv 211009X
CV seat repair kit| 1,J cv 211007X
w/1.078” Brg. cup dia. 1,J 5,6,7 5-1306X 5-789X
Lube fitting in brg. cup 1,J 5,6,7 5-1306-1X
w/1.126” Brg. cup dia. 1,J 6,7 5-1309X 5-811X
J CB 210088-1X
Wheel Joint  w/1.062” Brg. cup dia. 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
w/1.375” Brg. cup dia. I,J 1 5-806X
1982-1985 I 2,5,6 5-1306X 5-789X
Lube fitting in brg. cup I 2,56 5-1306-1X
I 34 5-3147X 5-795X
CV ball & seat kit I Ccv 211009X
CV seat repair kit I cv 211007X
@E“?‘D @101\/55 %u‘? %Tﬁf?f@
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
DODGE
W200/W250 SERIES
1982-1985|Wheel Joint I 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1986-1988 I 2,5,6 5-1306X 5-789X
Lube fitting in brg. cup | 2,5,6 5-1306-1X
I 3,4 5-3147X 5-795X
CV ball & seat kit I cv 211009X
CV seat repair kit I cVv 211007X
Wheel Joint Dana Model 44 Axle 1,J 1 5-760X
Lube fitting in brg. cup| I,J 1 5-297-1X
Dana Model 60 Axle I,J 1 5-806X
1989-1993|w/7260 Series 1.078” Brg. cup dia. I,J 2 5-1306X 5-789X
Lube fitting in brg. cup| 1,J 2 5-1306-1X
w/7290 Series 1.126” Brg. cup dia. 1,J 2 5-1309X 5-811X
I,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| [,J cvV 211007X
w/Gasoline Eng.  w/7260 Series 1.078” Brg. cup dia. 1,J 5,6,7 5-1306X 5-789X
Lube fitting in brg. cup 1,J 5,6,7 5-1306-1X
w/7290 Series 1.126” Brg. cup dia. 1,J 5,6,7 5-1309X 5-811X
J CB 210088-1X
w/Diesel Eng. 1.188” Brg. cup dia. 1,J 5,6,7 5-160X 5-801X
J CB 210866-1X
Wheel Joint  Dana Model 44 Axle 1,J 1 5-760X
Lube fitting in brg. cup| 1,J 1 5-297-1X
Dana Model 60 Axle 1,J 1 5-806X
W300/W350 SERIES
1957 M 4,5 5-1301X
M 2,3,6,7 5-1300X
1958-1959 M 2,3,4,56 | 5-1205X
1963-1965 M |2THRU 7| 5-1301X
1966-1970 M |2THRU 7| 5-1300X
1971-1972 M |2THRU 7| 5-1301X
1973 M |2THRU 7| 5-1301X
Wheel Joint  Dana Model 44 Axle M 1 5-760X
Lube fitting in brg. cup| M 1 5-297-1X
Dana Model 60 Axle M 1 5-806X
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
DODGE
W300/W350 SERIES
1974 M |2THRU 7| 5-1301X
Wheel Joint  Dana Model 44 Axle M 1 5-760X
Dana Model 60 Axle M 1 5-806X
1975-1977|w/outside snap rings 1,J 2,3,4 5-153X 5-785X
CV Centering Yoke Kit| 1,J cv 211355X
w/inside snap rings 1,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J Ccv 211009X
CV seat repair kit| 1,J cv 211007X
» I 5,6 5-1306-1X
E w/7290 Series 1.126” Brg. cup dia. 1,J 5,6,7 5-1309X 5-811X
Wheel Joint Dana Model 60 Axle 1,J 1 5-806X
= 1978-1981 I,J 2 5-1306-1X
1,J 3.4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| 1,J cv 211007X
w/1.078” Brg. cup dia. Lube fitting in brg. cup| |,J 5,6,7 5-1306-1X
w/1.126” Brg. cup dia. 1,J 6,7 5-1309X 5-811X
w/1.231” Brg. cup dia. J 7 5-1301X
J CB 210088-1X
Wheel Joint  Dana Model 60 Axle 1,J 1 5-806X
1982-1986 I,J 2 5-1306X 5-789X
1,J 3,4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| 1,J cVv 211007X
2-Joint Driveshaft I 5 5-1306X 5-789X
Lube fitting in brg. cup I 5 5-1306-1X
I 6 5-1301X
3-Joint Driveshaft J 5,6,7 5-1306X 5-789X
Lube fitting in brg. cup J 5,6,7 5-1306-1X
J CB 210088-1X
Wheel Joint Dana Model 60 Axle 1,J 1 5-806X
1987-1988 I,J 2 5-1306X 5-789X
Lube fitting in brg. cup| 1,J 2 5-1306-1X
1,J 3.4 5-3147X 5-795X
CV ball & seat kit| I,J cv 211009X
CV seat repair kit| 1,J cv 211007X
I 5 5-1306X 5-789X
Lube fitting in brg. cup I 5 5-1306-1X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
DODGE
W300/W350 SERIES
1987-1988|w/1.078” Brg. cup dia. I 6 5-1306X 5-789X
w/1.231” Brg. cup dia. | 6 5-1301X
Wheel Joint Dana Model 60 Axle 1,J 1 5-806X
1989-1993|w/7260 Series 1.078” Brg. cup dia. 1,J 2 5-1306X 5-789X
Lube fitting in brg. cup| I,J 2 5-1306-1X
w/7290 Series 1.126” Brg. cup dia. 1,J 2 5-1309X 5-811X
1,J 3.4 5-3147X 5-795X
CV ball & seat kit| 1,J cv 211009X
CV seat repair kit| 1,J cv 211007X
w/Diesel Eng. 1.188” Brg. cup dia. 1,J 5,6,7 5-160X 5-801X
J CB 210866-1X
w/Gasoline Eng. w/7260 Series 1.078” Brg. cup dia. 1,J 5,6,7 5-1306X 5-789X
Lube fitting in brg. cup| I,J 5,6,7 5-1306-1X
w/7290 Series 1.126” Brg. cup dia. 1,J 5,6,7 5-1309X 5-811X
J CB 210088-1X
Wheel Joint  Dana Model 60 Axle 1,J 1 5-806X
W400 SERIES
1977-1981 1,J 2 5-1306-1X
CV ball & seat kit| 1,J Ccv 211009X
CV seat repair kit| 1,J cv 211007X
w/7260 Series 1.078” Brg. cup dia. 1,J 5,6,7 5-1306X 5-789X
w/7290 Series 1.126” Brg. cup dia. 1,J 6,7 5-1309X 5-811X
w/5380 Series 1.231” Brg. cup dia. 1,J 6,7 5-1301X
J CB 210088-1X
Wheel Joint 1,J 1 5-806X
WM300 SERIES
1960-1961 M 4,5 5-1301X
M 2,3,6,7 5-1300X
1962 M 4,5 5-1301X
M 2,3,6,7 5-1300X
Power Wagon M |2THRU7| 5-1300X
1963-1970|Power Wagon M [2THRU 7| 5-1300X
1971-1972|Power Wagon M |2THRU 7| 5-1301X
1973-1975/Power Wagon M |2THRU 7| 5-1301X
Wheel Joint  Dana Model 44 Axle M 1 5-760X
Lube fitting in brg. cup| M 1 5-297-1X
Dana Model 60 Axle M 1 5-806X
ﬂ? @{T’fﬁ %ﬂ? @f{’;@?;ﬁ %ﬂ@f) i
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
AEROSTAR
1990 Y 23 5-443X
Y 4,5 5-153X 5-785X
1991 Y 2,3 5-443X
Y 4,5 5-153X 5-785X
To 5/91 Lube fitting in brg. cup| Y 4,5 5-433-1X
1992-1997 Y 2,3 5-443X
Greaseable Y 4,5 5-153X 5-785X
BRONCO
1966-1969|To Serial # G70,001 O |2THRU7| 5-2530X
CV Centering Yoke Kit| O cv 211355X
Wheel Joint (0] 1 5-260X
Lube fitting in brg. cup| O 1 5-260-1X
1970 To Serial # G70,001 O [|2THRU7| 5-2530X
CV Centering Yoke Kit| O CcVv 211355X
From Serial # G70,001 (0] 2,7 5-1200X
0] 3,4,5,6 5-433-1X
CV Centering Yoke Kit| O CcVv 211355X
Wheel Joint (0] 1 5-260X
Lube fitting in brg. cup| O 1 5-260-1X
1971-1977|From Serial # G70,001 O 2,7 5-1200X
o 3,4,5,6 5-433-1X
CV Centering Yoke Kit| O Ccv 211355X
Wheel Joint (0] 1 5-260X
Lube fitting in brg. cup| O 1 5-260-1X
1978 Joints at Axle Pinion Yokes w/3.469” outside yoke dim J 2,7 5-153X 5-785X
w/3.870” outside yoke dim J 2,7 5-213X 5-790X
All Others J 3,4,5,6 5-153X 5-785X
CV centering yoke kit J cv 211355X
Wheel Joint J 1 5-760X
Lube fitting in brg. cup J 1 5-297-1X
1979 w/1.062” Brg. cup dia. J 2,34 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. J 2 5-1204X 5-792X
CV Centering Yoke Kit J cv 211179X
All Others J 5,6 5-213X 5-790X
J 7 5-1204X 5-792X
J CB 211175X
Wheel Joint J 1 5-760X
Lube fitting in brg. cup J 1 5-297-1X
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K350 U-Joints

Year Model & Description Fig. | Location Spicer
Part No.
FORD
BRONCO
1980-1981| To Serial # GJ0,001 AA 23 5-1203X 5-790X
From Serial # GJ0,001 AA 23 5-1204X 5-792X
All Others AA 4,5 5-1203X 5-790X
CV centering yoke kit| AA Ccv 211179X
AA 6 5-1204X 5-792X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
1982-1986 Y,AA 2,3 5-1204X 5-792X
2-Joint Driveshaft Y 4 5-1203X 5-790X
Y 5 5-1204X 5-792X
3-Joint Driveshaft AA 4,5 5-1203X 5-790X
CV centering yoke kit| AA (Y 211179X
AA 6 5-1204X 5-792X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
1987 Y 2 5-1203X 5-790X
Y 3 5-1204X 5-792X
w/Cleveland steel & outside snap rings AA 4.5 5-1203X 5-790X
AA 6 5-1204X 5-792X
CV centering yoke kit| AA cv 211179X
w/KOYO Sieko & inside snap rings AA 4 5-212X
AA 5 5-3147X 5-795X
AA 6 5-1204X 5-792X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
1988 AA 23 5-1204X 5-792X
Exc. 5 Spd. MT w/OD AA 4,5 5-1203X 5-790X
AA 6 5-1204X 5-792X
CV centering yoke kit| AA cv 211179X
w/5 Spd. MT w/OD AA 4,5,6 5-1204X 5-792X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
1989 Exc. 5 Spd. MT w/OD AA 2,3,6 5-1204X 5-792X
AA 4,5 5-1203X 5-790X
CV centering yoke kit| AA CcVv 211179X
w/5 Spd. MT w/OD AA 4,5,6 5-1204X 5-792X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
(:? j;s) P (?P (T)CV
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
BRONCO
1990 AA 23 5-1204X 5-792X
AA 4,56 5-1203X 5-790X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
1991 AA 2,3 5-1204X 5-792X
w/5.0L & 4 Spd. AT AA 4,5,6 5-153X 5-785X
Exc. 5.0L & 4 Spd. AT AA 4,5,6 5-213X 5-790X
Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
g 1992-1996 AA 2,3 5-1204X 5-792X
AA 4,5,6 5-1203X 5-790X
U Wheel Joint AA 1 5-760X
Lube fitting in brg. cup| AA 1 5-297-1X
BRONCOII
1984 AA 2,3 5-1200X
AA 45,6 5-443X
CV Flanged Socket Yoke Kit| AA Ccv 211342X
Slip Yoke Boot Kit| AA 211344X
Wheel Joint AA 1 5-456X
1985 AA 23 5-1200X
w/4 Spd. Trans. AA 45,6 5-443X
CV Flanged Socket Yoke Kit| AA cv 211489X
Slip Yoke Boot Kit| AA 211344X
w/5 Spd. Trans. AA 456 5-443X
Slip Yoke Boot Kit| AA 211344X
Wheel Joint AA 1 5-456X
1986 Y,AA 2,3 5-1200X
Slip Yoke Boot Kit| AA 211344X
To 6/86 w/4 Spd. AT AA 4,5,6 5-443X
CV Flanged Socket Yoke Kit| AA cVv 211489X
To 6/86 w/5 Spd. MT or AT AA 4,5,6 5-443X
Wheel Joint Y,AA 1 5-456X
1987-1989 Y 23 5-1200X
Wheel Joint Y 1 5-456X
1990 Y 2,3 5-153X 5-785X
Wheel Joint  Dana Model 28 Axle Y,AA 1 5-456X
Dana Model 35 Axle AA 1 5-760X

3 2 @%@fc“

194 A Important: See Safety Information in General Information Section (J300P-Gl)




K350 U-Joints

Year Model & Description Fig. | Location Spicer
Part No.
FORD
ESCAPE
2002-2006|w/outside snap rings ~ w/1.063” Brg. cup dia. S 23 5-153X 5-785X
w/inside and outside snap rings, w/1.063” x 1.126” Brg. cup dia. S 2,3 5-1201X 5-787X
EXCURSION
2000-2002|All Front Driveshaft 23,4 5-178X 5-799X
w/5.4L Eng. 5,6 5-178X 5-799X
w/6.8L & 7.3L Eng. w/3.875” Yoke Dimensioin 5,6 5-178X 5-799X
w/4.438” outside yoke dim 5,6 5-160X 5-801X

2003-2004|All Front Driveshaft

I
|
|
I
Wheel Joint | 1 5-806X
I
|
I
|

2,34 5-178X 5-799X Q
2-Joint Driveshaft w/3.875” Yoke Dimensioin 5,6 5-178X 5-799X ;
w/4.438” outside yoke dim 5,6 5-160X 5-801X <
Wheel Joint 1 5-806X
EXPEDITION
1997-2001 L 2,3 5-213X 5-790X
2-Joint Driveshaft w/Std. Suspension L 4,5 5-213X 5-790X
w/Adj. Suspension L 4,5 5-178X 5-799X
2002-2006 L 2,3 5-213X 5-790X
2-Joint Driveshaft L 4,5 5-178X 5-799X
EXPLORER
1991-1994 I 2,34 5-153X 5-785X
Lube fitting in brg. cup I 23,4 5-433-1X
w/4 Door w/MT I 5,6 5-213X 5-790X
Exc.4 Door w/MT | 5,6 5-153X 5-785X
Wheel Joint  Dana Model 35 Axle | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
1995-1996|w/Double Cardan shaft I 2 5-153X 5-785X
I 3.4 5-433-1X
I 5,6 5-213X 5-790X
w/o Double Cardan shaft L 2,3 5-153X 5-785X
L 4,5 5-213X 5-790X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
EXPLORER
1997 To 7/24/96 I 23,4 5-153X 5-785X
I 5,6 5-213X 5-790X
From 7-24-96, Except 2-Dr. L 2 5-153X 5-785X
w/plunging CV joint at TC L 3 032SG80002
L 4,5 5-213X 5-790X
1998-2003 L 2 5-153X 5-785X
w/plunging CV joint at TC L 3 032SG80002
L 4,5 5-213X 5-790X
2004 w/o Sport Trac L 2 5-153X 5-785X
w/Sport Trac L 2 5-213X 5-790X
L 4,5 5-213X 5-790X
2005-2006 L 2 5-153X 5-785X
L 45 5-213X 5-790X
F100 (FULL TIME 4WD)
1975-1977 I 2,3,4,5,6 5-153X 5-785X
CV centering yoke kit I cv 211355X
Wheel Joint | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
F100 (PART TIME 4WD)
1960-1965 M 2,3,6,7 5-134X
M 4,5 5-153X 5-785X
Wheel Joint  w/inside snap rings M 1 5-74X
w/outside snap rings M 1 5-86X
1966 N 2,3,5,6 5-134X
N 4 5-153X 5-785X
Wheel Joint  w/inside snap rings M 1 5-74X
w/outside snap rings M 1 5-86X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F100 (PART TIME 4WD)
1967-1969 Y,N 2,345 5-153X 5-785X
N CB 210088-1X
Wheel Joint  w/inside snap rings Y,N 1 5-74X
w/outside snap rings Y,N 1 5-86X
1970-1971 Y,N 2,345 5-153X 5-785X
N CB 210088-1X
Wheel Joint Y,N 1 5-260X
Lube fitting in brg. cup| Y,N 1 5-260-1X
1972 Y,N 2,345 5-153X 5-785X
N CB 210088-1X
Wheel Joint  w/1.062” Brg. cup dia. Y,N 1 5-260X
Lube fitting in brg. cup| Y,N 1 5-260-1X
w/1.188” Brg. cup dia. Y,N 1 5-760X
Lube fitting in brg. cup | Y,N 1 5-297-1X
1973 w/6 cyl Eng. M |2THRU7| 5-153X 5-785X
w/8 Cyl. Eng. w/(2) Outside Yoke Width 3.469” & (2) at 3.875” Y 3 5-134X
w/3.469” outside yoke dim. Y 3 5-153X 5-785X
Y 2,45 5-153X 5-785X
Wheel Joint w/1.188” Brg. cup dia. MY 1 5-760X
Lube fitting in brg. cup| M,Y 1 5-297-1X
1974-1977|w/6 cyl Eng. M |2THRU7| 5-153X 5-785X
w/8 Cyl. Eng. Y 2,345 5-153X 5-785X
Wheel Joint  w/1.188” Brg. cup dia. M,Y 1 5-760X
Lube fitting in brg. cup| M,Y 1 5-297-1X
F150 (FULL TIME 4WD)
1976-1978|w/3.469” outside yoke dim. | 2,3,4,56 5-153X 5-785X
w/3.875” outside yoke dim. | 2,5 5-213X 5-790X
CV centering yoke kit I cVv 211355X
Wheel Joint  w/1.188” Brg. cup dia. | 1 5-760X
Lube fitting in brg. cup I 1 5-297-1X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F150 (FULL TIME 4WD)
1979 J 2,3,4,5,6 5-213X 5-790X
CV centering yoke kit J cv 211179X
J 7 5-1204X 5-792X
J CB 210088-1X
Wheel Joint J 1 5-760X
Lube fitting in brg. cup J 1 5-297-1X
F150 (PART TIME 4WD)
1976-1978|w/3.469” outside yoke dim. Y 2,345 5-153X 5-785X
w/3.875” outside yoke dim. Y 2 5-213X 5-790X
(2) caps dim. 1.063” & (2) caps dim. 1.125” Y 5 5-1204X 5-792X
Wheel Joint  w/1.188” Brg. cup dia. Y 1 5-760X
Lube fitting in brg. cup Y 1 5-297-1X
1979 w/3.875” outside yoke dim. N 2,3,4,5,6 5-213X 5-790X
J |2THRU7 5-213X 5-790X
CV centering yoke kit J cv 211179X
(2) caps dim. 1.063” & (2) caps dim. 1.125” N 6 5-1204X 5-792X
J 7 5-1204X 5-792X
J,N CB 210088-1X
Wheel Joint w/1.188” Brg. cup dia. J,N 1 5-760X
Lube fitting in brg. cup| J,N 1 5-297-1X
1980-1981|Exc. 155” WB, To serial #GJ0,001 Y 2 5-1203X 5-790X
Y 3 5-1204X 5-792X
Exc. 155” WB, from serial #GJ0,001 Y 2 5-1204X 5-792X
Y 3 5-1203X 5-790X
w/116” & 133" WB Y 4 5-1203X 5-790X
Y 5 5-1204X 5-792X
w/155” WB 4 3,45 5-1203X 5-790X
Z 2,6 5-1204X 5-792X
4 CB 211175X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
1982-1983 Y,Z 2,3 5-1204X 5-792X
w/116” & 133” WB Y 4,5 5-1204X 5-792X
w/155” WB V4 4,6 5-1204X 5-792X
4 5 5-1203X 5-790X
z CB 211175X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F150 (PART TIME 4WD)
1984-1985 Y,Z 2,3 5-1204X 5-792X
2-Joint Driveshaft Y 4 5-1203X 5-790X
Y 5 5-1204X 5-792X
3-Joint Driveshaft z 4,6 5-1204X 5-792X
z 5 5-1203X 5-790X
z CB 211175X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
1986-1987 Y,Z 2 5-1203X 5-790X
Y,Z 3 5-1204X 5-792X
2-Joint Driveshaft w/1.062” Brg. cup dia. Y 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y 4,5 5-1204X 5-792X
3-Joint Driveshaft z 4,6 5-1204X 5-792X
z 5 5-1203X 5-790X
z CB 211175X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
1988-1989 Y 23 5-1204X 5-792X
Y 4 5-1203X 5-790X
Y 5 5-1204X 5-792X
Wheel Joint Y 1 5-760X
Lube fitting in brg. cup| Y 1 5-297-1X
1990 Y,Z 2,3 5-1204X 5-792X
Short Bed, 116” WB Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
Long bed Exc. U-Bolts at Trans. End Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
w/U-Bolts at Both Ends Y 4.5 5-1204X 5-792X
Super Cab 155” WB z 4,56 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. z 6 5-1204X 5-792X
3-Joint Rear Shaft 4 CB 211175X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
1991-1992 Y,Z 23 5-1204X 5-792X
Short Bed, 116” WB Y 4,5 5-213X 5-790X
Long bed Exc. U-Bolts at Trans. End Y 4,5 5-213X 5-790X
w/U-Bolts at Both Ends Y 4 5-1204X 5-792X
Y 5 5-213X 5-790X
i 29
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F150 (PART TIME 4WD)
1991-1992|Super Cab 155" WB z 4,5,6 5-213X 5-790X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
1993-1996 Y,Z 2,3 5-1204X 5-792X
Exc. Super Cab Y 4,5 5-213X 5-790X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
1997-1999 Y 2,3 5-213X 5-790X
2-Joint Driveshaft w/4 outside snap rings Y 4,5 5-178X 5-799X
w/2 inside & 2 outside snap rings Y 4.5 5-1204X 5-792X
3-Joint Driveshaft 4 4,5,6 5-213X 5-790X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
2000-2001 Y,Z 2,3 5-213X 5-790X
2-Joint Driveshaft 4.2L & 4.6L Eng. Reg. Cab w/Short Bed Y 4,5 5-213X 5-790X
Exc. Reg. Cab w/Short Bed Y 4.5 5-178X 5-799X
5.4L Eng. Y 45 5-178X 5-799X
3-Joint Driveshaft 4.2L & 4.6L Eng. z 4,5,6 5-213X 5-790X
5.4L Eng. 4 4,5,6 5-178X 5-799X
Wheel Joint Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
2002-2003 Y,Z 2,3 5-213X 5-790X
2-Joint Driveshaft 4.2L & 4.6L Eng. Reg. Cab w/Short Bed Y 4.5 5-213X 5-790X
Exc. Reg. Cab w/Short Bed Y 4.5 5-178X 5-799X
5.4L Eng. Y 4,5 5-178X 5-799X
3-Joint Driveshaft 4.2L & 4.6L Eng. 4 4,5,6 5-213X 5-790X
5.4L Eng. z 4,5,6 5-178X 5-799X
2004 Y,Z 2,3 5-213X 5-790X
2-Joint Driveshaft 4.2L & 4.6L Eng. Exc. Reg. Cab w/ShortBed| Y 4,5 5-178X 5-799X
3-Joint Driveshaft 4.2L & 4.6L Eng. z 45,6 5-213X 5-790X
z 45,6 5-213X 5-790X
2005 Y,Z 2,3 5-213X 5-790X
i 29
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F250 (FULL TIME 4WD)
1975-1977 Q 23,4 5-153X 5-785X
Q 5 5-134X
Q 6,7,8,9 5-153X 5-785X
CV centering yoke kit| Q cVv 211355X
Wheel Joint  w/1.188” Brg. cup dia. Q 1 5-760X
Lube fitting in brg. cup| Q 1 5-297-1X
w/1.375” Brg. cup dia. Q 1 5-806X
1978 K 2 5-213X 5-790X
K 3,4 5-153X 5-785X
CV centering yoke kit K cVv 211355X
w/3.469” outside yoke dimension K 5,6 5-153X 5-785X
w/3.875” outside yoke dim. K 5,6 5-213X 5-790X
K 7,8 5-213X 5-790X
Wheel Joint  w/1.188” Brg. cup dia. K 1 5-760X
Lube fitting in brg. cup K 1 5-297-1X
w/1.375” Brg. cup dia. K 1 5-806X
1979 w/1.062” Brg. cup dia. J 2,3,4,5,6 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. J 2 5-1204X 5-792X
CV centering yoke kit J (Y 211179X
J 7 5-1204X 5-792X
J CB 210088-1X
Wheel Joint  w/1.188” Brg. cup dia. J 1 5-760X
Lube fitting in brg. cup J 1 5-297-1X
w/1.375” Brg. cup dia. J 1 5-806X
F250 (PART TIME 4WD)
1960-1977 M 2,3,6,7 5-134X
M 4,5 5-153X 5-785X
Wheel Joint  w/inside snap rings M 1 5-74X
w/outside snap rings M 1 5-86X
1978 K 2 5-213X 5-790X
K 3,4 5-153X 5-785X
w/3.469” outside yoke dimension K 5,6 5-153X 5-785X
w/3.875” outside yoke dim. K 5,6 5-213X 5-790X
K 7,8 5-213X 5-790X
CV centering yoke kit K CcVv 211355X
Wheel Joint K 1 5-760X
Lube fitting in brg. cup K 1 5-297-1X
4500# Front shaft Axle or Snow Plow Package K 1 5-282X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F250 (PART TIME 4WD)
1979 J 2,3,4,5,6 5-213X 5-790X
J 7 5-1204X 5-792X
CV centering yoke kit| J Ccv 211179X
Wheel Joint J 1 5-760X
Lube fitting in brg. cup J 1 5-297-1X
4500# Front shaft Axle or Snow Plow Package J 1 5-282X
1980-1981|w/133” WB Y,Z 2 5-1203X 5-790X
Y,Z 3 5-1204X 5-792X
Y 4 5-1203X 5-790X
Y 5 5-1204X 5-792X
w/155” WB Y,Z 2 5-1204X 5-792X
Y,Z 3 5-1203X 5-790X
z 4 5-1203X 5-790X
z 5,6 5-1204X 5-792X
z CB 211175X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1982-1983 Y,Z 2,3 5-1204X 5-792X
2-Joint Driveshaft w/133” WB Y 4,5 5-1204X 5-792X
w/155” WB Y 4 5-1203X 5-790X
Y 5 5-1204X 5-792X
3-Joint Driveshaft z 4,6 5-1204X 5-792X
z 5 5-1203X 5-790X
4 CB 211175X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1984-1986|w/1.062” Brg. cup dia. Y,Z 2 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y,Z 2,3 5-1204X 5-792X
2-Joint Driveshaft w/1.062” Brg. cup dia Y 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y 45 5-1204X 5-792X
3-Joint Driveshaft w/1.062” & 1.125” Brg. cup dia. z 4,6 5-1204X 5-792X
w/1.062” Brg. cup dia Z 5 5-1203X 5-790X
z CB 211175X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F250 (PART TIME 4WD)
1987-1988|w/1.062” Brg. cup dia. Y,Z 2 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y,Z 2,3 5-1204X 5-792X
2-Joint Driveshaft Exc. 460 Eng. w/MT
w/1.062” Brg. cup dia. Y 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y 5 5-1204X 5-792X
w/460 Eng. w/MT Y 4,5 5-178X 5-799X
3-Joint Driveshaft w/1.062” & 1.125” Brg. cup dia. z 4,6 5-1204X 5-792X
w/1.062” Brg. cup dia 4 5 5-1203X 5-790X
z CB 211175X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1989 w/1.062” & 1.125” Brg. cup dia. Y,Z 2,3 5-1204X 5-792X
2-Joint Driveshaft
Exc. ZF MT w/ODw/1.062” Brg. cup dia. Y 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y 5 5-1204X 5-792X
w/ZF Man. OD Trans. Y 4.5 5-178X 5-799X
3-Joint Driveshaft
Exc. ZF MT w/ODw/1.062” & 1.125” Brg. cup dia. z 4,6 5-1204X 5-792X
w/1.062” Brg. cup dia. 4 5 5-1203X 5-790X
z CB 211175X
w/ZF MT w/OD & 5.8L Eng.
w/1.062” Brg. cup dia. z 4,5 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. 4 6 5-1204X 5-792X
z CB 211175X
w/7.3L, 7.5L Eng. 4 4,5,6 5-178X 5-799X
z CB 211499X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1990 2-Joint Driveshaft w/1.062” & 1.125” Brg. cup dia. Y,Z 2,3 5-1204X 5-792X
3-Joint Driveshaft w/1.062” & 1.125” Brg. cup dia. 1,J 2 5-1204X 5-792X
w/1.062” Brg. cup dia I,J 3,4 5-213X 5-790X
Reg. Cab Exc. 7.3L & 7.5L MT Exc. U-Bolts at Trans. Y 4 5-213X 5-790X
w/U-Bolts at Trans. LY 4,5 5-1204X 5-792X
w/7.3L & 7.5L w/MT Y 4,5 5-178X 5-799X
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F250 (PART TIME 4WD)
1990 Super Cab w/3 Spd. AT & 5.8L w/MT J 5,6 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. J 7 5-1204X 5-792X
J CB 211175X
w/4 Spd. AT & 7.3L, 7.5L MT J 5,6,7 5-178X 5-799X
w/7.3L, 7.5L & MT J 5,6,7 5-178X 5-799X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
n 1991 Y,Z 2,3 5-1204X 5-792X
E Reg. Cab Exc.7.3L & 7.5L MT Exc. U-Bolt at Trans. End Y 4 5-213X 5-790X
) Y 5 5-1204X 5-792X
w/7.3L & 7.5L w/MT Y 4,5 5-178X 5-799X
Super Cab w/3 Spd. AT & 5.8L w/MT z 4,5 5-213X 5-790X
z 6 5-1204X 5-792X
4 CB 211175X
w/4 Spd. AT z 45,6 5-178X 5-799X
w/7.3L, 7.5L & MT z 45,6 5-178X 5-799X
Wheel Joint Dana Model 44 & 44 IFS Y.Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1992 Y,Z 2,3 5-1204X 5-792X
Reg. Cab
Exc. 7.3L & 7.5L MT To 1/92 Exc. U-Bolt at Trans. End Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
From 1/92 w/U-Bolts Y 4,5 5-1204X 5-792X
From 1/92 Exc. U-Bolts Y 45 5-213X 5-790X
w/7.3L & 7.5L w/MT Y 4,5 5-178X 5-799X
Super Cab w/3 Spd. AT & 5.8L w/MT to 2/92 4 4,5 5-213X 5-790X
z 6 5-1204X 5-792X
z 6 5-1204X 5-792X
z CB 211175X
w/4 Spd. AT 4 45,6 5-178X 5-799X
w/7.3L, 7.5L & MT to 2/92 z 45,6 5-178X 5-799X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
i il yaedl
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F250 (PART TIME 4WD)
1993 Y,Z 23 5-1204X 5-792X
Reg. Cab 133" WB Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
Reg. Cab Exc.7.3L & 7.5L MT w/U-Bolts Y 4,5 5-1204X 5-792X
Exc. U-Bolts Y 4,5 5-213X 5-790X
w/7.3L & 7.5L w/MT Y 4,5 5-178X 5-799X
Super Cabw/4 Spd. AT 4 4,5,6 5-178X 5-799X
Wheel Joint  Dana Model 44 & 44 IFS Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1994-1995 Y,Z 2,3 5-1204X 5-792X
Reg. Cab 133" WB Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
Reg. Cab Exc.7.3L& 7.5L MT w/U-Bolts Y 4,5 5-1204X 5-792X
Exc. U-Bolts Y 45 5-213X 5-790X
w/7.3L & 7.5L w/MT Y 4,5 5-178X 5-799X
Super Cabw/4 Spd. AT z 4,5,6 5-178X 5-799X
Wheel Joint Dana Model 44 & 44 IFS Y.Z 1 5-760X
Lube fitting in brg. cup| Y,Z 1 5-297-1X
1996 Y,Z 23 5-1204X 5-792X
Reg. Cab 133" WB Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
1997-1999|w/4.2L, 4.6L & 5.8L Eng. w/outside snap rings Y,Z 2,3 5-213X 5-790X
w/2 outside & 2 inside snap rings Y,Z 2,3 5-1204X 5-792X
w/7.3L & 7.5L Eng. Y,Z 2,3 5-1204X 5-792X
w/4.2L, 4.6L & 5.8L Eng. 2-Joint Driveshaft Y 4 5-213X 5-790X
Y 5 5-1204X 5-792X
3-Joint Driveshaft V4 4.5 5-213X 5-790X
z 6 5-1204X 5-792X
w/7.3L & 7.5L Eng. Y,Z 4,5,6 5-178X 5-799X
? 29
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F250 SUPER DUTY
1999 Front Driveshaft 1,J,0 23,4 5-178X 5-799X
5.4L w/AT 137" WB | 5,6 5-178X 5-799X
142” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/AT 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.8L w/AT 137" WB (0] 5,6 5-178X 5-799X
0] 7 5-160X 5-801X
158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.8L w/MT or 7.3L Diesel AT 137" & 142” WB | 5,6 5-160X 5-801X
6.8L w/MT 156" & 158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel w/156”, 158” & 172” WB J 5,6,7 5-160X 5-801X
7.3L Diesel w/156”, 158” & 172” WB J CB 211359X
Wheel Joint Dana Model 50 Front Axle 1,J,0 1 5-282X
Dana Model 60 Front Axle 1,J,0 1 5-806X
2000 Front Driveshaft 1,J,0 2,34 5-178X 5-799X
5.4L w/AT 137" WB | 5,6 5-178X 5-799X
142” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/AT 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.8L w/AT 137" WB (0] 5,6 5-178X 5-799X
) 7 5-160X 5-801X
142” WB I 5,6 5-160X 5-801X
158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.8L w/MT 1377 & 142” WB | 5,6 5-160X 5-801X
156” & 158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel 1377 & 142” WB | 5,6 5-160X 5-801X
158” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
Wheel Joint  Dana Model 50 Front Axle 1,J,0 1 5-282X
Dana Model 60 Front Axle 1,J,0 1 5-806X
cv CV CB CVv
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K350 U-Joints

Year Model & Description Fig. | Location Spicer
Part No.
FORD
F250 SUPER DUTY
2001-2002|Front Driveshaft 1,J,0 2,34 5-178X 5-799X
5.4L w/AT 137" WB | 5,6 5-178X 5-799X
142” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/AT 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.8L w/AT 137" WB (0] 5,6 5-178X 5-799X
0] 7 5-160X 5-801X
142” WB I 5,6 5-160X 5-801X
158” WB J 5,6,7 5-160X 5-801X Q
J CB 211359X ;
6.8L w/MT 137” & 142” WB | 5,6 5-160X 5-801X <
156” & 158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel w/AT 137" & 142” WB | 5,6 5-160X 5-801X
158” & 172” WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel w/MT 137" & 142” WB | 5,6 5-160X 5-801X
156” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
Wheel Joint  Dana Model 50 Front Axle 1,J,0 1 5-282X
Dana Model 60 Front Axle 1,J,0 1 5-806X
2003 Front Driveshaft 1,J,0 2,34 5-178X 5-799X
5.4L w/AT 137" & 142” WB | 5,6 5-178X 5-799X
5.4L w/MT 142” WB | 5,6 5-178X 5-799X
6.0L Diesel w/AT 137" WB I 5,6 5-160X 5-801X
172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/MT 137" WB I 5,6 5-160X 5-801X
156” WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.8L w/AT 137" WB I 5,6 5-160X 5-801X
6.8L w/MT 137" & 142” WB (0] 5,6,7 5-178X 5-799X
156” WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel w/AT 137" & 142” WB | 5,6 5-160X 5-801X
7.3L Diesel w/MT 137" & 142” WB I 5,6 5-160X 5-801X
156” & 172” WB J 5,6,7 5-160X 5-801X
J CB 211359X

28080 o PSR T [12 Qo
% (% ® P 7

A Important: See Safety Information in General Information Section (J300P-Gl) 207




U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F250 SUPER DUTY
2003 Wheel Joint  Dana Model 50 Front Axle 1,J,0 1 5-282X
Dana Model 60 Front Axle 1,J,0 1 5-806X
2004 Front Driveshaft 1,J,0 2,34 5-178X 5-799X
5.4L w/AT 137" & 142” WB | 5,6 5-178X 5-799X
5.4L w/MT 142” WB | 5,6 5-178X 5-799X
6.0L Diesel w/AT 137" WB I 5,6 5-160X 5-801X
172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/MT 137" WB I 5,6 5-160X 5-801X
g 156” WB J 5,6,7 5-160X 5-801X
J CB 211359X
U 6.8L w/AT 137" WB I 5,6 5-160X 5-801X
6.8L w/MT 137" & 142” WB (0] 5,6,7 5-178X 5-799X
156” WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel w/AT 137" & 142” WB | 5,6 5-160X 5-801X
7.3L Diesel w/MT 137" & 142” WB | 5,6 5-160X 5-801X
156” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
Wheel Joint  Dana Model 50 Front Axle 1,J,0 1 5-282X
Dana Model 60 Axle 1,J,0 1 5-806X
2005 Front Driveshaft I,J 2,34 5-178X 5-799X
2-Joint Driveshaft 137" & 142” WB | 5,6 5-160X 5-801X
3-Joint Driveshaft 156" or Longer WB J 5,6,7 5-160X 5-801X
Wheel Joint  Dana Model 60 Axle 1,J 1 5-806X
2006 Front Driveshaft I,J 2,34 5-178X 5-799X
2-Joint Driveshaft 137" & 142” WB | 5,6 5-160X 5-801X
3-Joint Driveshaft 162” or Longer WB J 5,6,7 5-160X 5-801X
Wheel Joint Dana Model 60 Front Axle 1,J 1 5-806X
F350 (FULL TIME 4WD)
1979 J 2,34 5-213X 5-790X
CV centering yoke kit J CcVv 211179X
J 5,6 5-213X 5-790X
J 7 5-1204X 5-792X
Wheel Joint J 1 5-806X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F350 (PART TIME 4WD)
1979 J 23,4 5-213X 5-790X
CV centering yoke kit| J Ccv 211179X
J 5,6 5-213X 5-790X
J 7 5-1204X 5-792X
J CB 210088-1X
Wheel Joint J 1 5-806X
1980 2-Joint Driveshaft Y 2,4 5-1203X 5-790X
Y 3,5 5-1204X 5-792X
Wheel Joint  Dana Model 44 IFS Axle Y 1 5-760X
Lube fitting in brg. cup| Y 1 5-297-1X
Dana Model 50 IFS Axle Y 1 5-282X
1981 2-Joint Driveshaft Y 2,4 5-1203X 5-790X
Y 3,5 5-1204X 5-792X
Wheel Joint  Dana Model 44 IFS Axle Y 1 5-760X
Lube fitting in brg. cup| Y 1 5-297-1X
Dana Model 50 IFS Axle Y 1 5-282X
1982 2-Joint Driveshaft Y,Z 2,3 5-1204X 5-792X
w/1.062” Brg. cup dia. Y 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y 4,5 5-1204X 5-792X
3-Joint Driveshaft z 4,6 5-1204X 5-792X
z 5 5-1203X 5-790X
z CB 211175X
Wheel Joint Dana Model 50 IFS Axle Y,Z 1 5-282X
1983-1984|2-Joint Driveshaft Y,Z 2,3 5-1204X 5-792X
w/1.062” Brg. cup dia. Y 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. Y 4,5 5-1204X 5-792X
3-Joint Driveshaft z 4,6 5-1204X 5-792X
4 5 5-1203X 5-790X
z CB 211175X
Wheel Joint Dana Model 44 IFS Axle Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
s e B § pr e
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F350 (PART TIME 4WD)
1985 2-Joint Driveshaft LNYZl 23 5-1204X 5-792X
w/1.062” & 1.125” Brg. cup dia. PV 2 5-1204X 5-792X
w/1.062” Brg. cup dia. PV 3,4 5-1203X 5-790X
LPY 4 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. LPY 4,5 5-1204X 5-792X
3-Joint Driveshaft N,V,Z 4,6 5-1204X 5-792X
N,V,Z 5 5-1203X 5-790X
N,V,Z CB 211175X
Wheel Joint Dana Model 44 IFS Axle Y,Z 1 5-760X
Lube fitting in brg. cup | Y,Z 1 5-297-1X
Dana Model 50 IFS Axle Y,Z 1 5-282X
Model 60 w/Monobeam L,N 1 5-806X
1986-1987|w/New Process Trans. Y,Z 2 5-1204X 5-792X
Y,Z 3 5-1203X 5-790X
Exc. New Process Trans. J 2 5-1204X 5-792X
J 3,4 5-1203X 5-790X
2-Joint Driveshaft w/1.062” & 1.125” Brg. cup dia. Y 4,5 5-1204X 5-792X
w/1.062” Brg. cup dia. Y 4 5-1203X 5-790X
3-Joint Driveshaft w/1.062” Brg. cup dia. 4 4,5 5-1203X 5-790X
w/1.062” & 1.125” Brg. cup dia. z 6 5-1204X 5-792X
w/1.062” Brg. cup dia. J 5,6,7 5-1203X 5-790X
J.Z CB 211175X
Wheel Joint  Model 60 w/Monobeam J 1 5-806X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1988-1989|2-Joint Driveshaft Y,Z 2 5-1203X 5-790X
Y,Z 3 5-1204X 5-792X
3-Joint Driveshaft 1,J 2 5-1204X 5-792X
1,J 3.4 5-1203X 5-790X
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K350 U-Joints

Year Model & Description Fig. | Location Spicer
Part No.
FORD
F350 (PART TIME 4WD)
1988-1989|2-Joint Driveshaft w/1.062” Brg. cup dia. I 5 5-1203X 5-790X
Y 4 5-1203X 5-790X
w/1.188” Brg. cup dia. I 5,6 5-178X 5-799X
Y 4,5 5-178X 5-799X
w/1.062” & 1.125” Brg. cup dia. I 6 5-1204X 5-792X
Y 5 5-1204X 5-792X
3-Joint Driveshaft w/1.188” Brg. cup dia. J 5,6,7 5-178X 5-799X
z 4,56 5-178X 5-799X
Wheel Joint  Model 60 w/Monobeam J 1 5-806X
Dana Model 50 IFS Axle Y,Z 1 5-282X
1990-1991|Exc. 160” WB w/7.5L & 3 Spd AT I,J 2 5-1204X 5-792X
I,J 3,4 5-213X 5-790X
w/160” WB w/7.5L & 3 Spd AT 1,J 2 5-1204X 5-792X
I,J 3 5-3147X 5-795X
I,J 4 5-212X
Reg. Cab 133" WB w/AT | 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/5.8L Eng & MT I 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/7.3L & 7.5L Eng & MT I 5,6 5-178X 5-799X
Reg. Cab 136” WB | 5,6 5-178X 5-799X
Super Cab 160” & 168” WB J 5,6,7 5-178X 5-799X
Wheel Joint  w/inside snap rings 1,J 1 5-806X
w/outside snap rings Front axle has 3 Wheel Joints 1,J 1 5-282X
1992 I,J 2 5-1204X 5-792X
I,J 3,4 5-213X 5-790X
Reg. Cab 133” WB w/AT from 1/92 | 5,6 5-213X 5-790X
w/AT to 1/92 I 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/5.8L Eng & MT from 1/92 I 5,6 5-213X 5-790X
w/5.8L Eng & MT to 1/92 I 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/7.3L & 7.5L Eng & MT I 5,6 5-178X 5-799X
Reg. Cab 136” WB | 5,6 5-178X 5-799X
Reg. Cab 138” WB w/5.8L &3 Spd AT, & 5 spd MT J 5,6,7 5-178X 5-799X
Super Cab 160” & 168” WB J 5,6,7 5-178X 5-799X
Wheel Joint  w/inside snap rings 1,J 1 5-806X
w/outside snap ringsFront axle has 3 Wheel Joints | |,J 1 5-282X
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U-Joints K350

Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F350 (PART TIME 4WD)
1993-1995 1,J 2 5-1204X 5-792X
1,J 3.4 5-213X 5-790X
Reg. Cab 133" WB wW/AT | 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/7.3L & 7.5L Eng & MT I 5,6 5-178X 5-799X
w/5.8L Eng & 4 Spd MT I 5 5-1204X 5-792X
I 6,7 5-213X 5-790X
Super Cab 160” WB w/5.8L & 3 Spd AT | 5 5-1204X 5-792X
» I 6,7 5-213X 5-790X
E I CB 211499X
Super Cab 168” WB w/5.8L & 4 Spd AT J 5,6,7 5-178X 5-799X
= Wheel Joint  w/inside snap rings 1,J 1 5-806X
w/outside snap rings Front axle has 3 Wheel Joints | |,J 1 5-282X
1996-1998 Slip Yoke Boot Kit| 1,J 2 211462X
w/1.062” Brg. cup dia. 1,J 2,34 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. 1,J 2 5-1204X 5-792X
Reg. Cab 133” WB w/5.8L Eng & 4 Spd AT I 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/7.3L & 7.5L Eng I 5,6 5-3147X 5-795X
J 5,6,7 5-178X 5-799X
Wheel Joint  w/inside snap rings 1,J 1 5-806X
w/outside snap rings Front axle has 3 Wheel Joints | 1,J 1 5-282X
1999 Slip Yoke Boot Kit| 1,J 2 211462X
w/1.062” Brg. cup dia. 1,J 2,34 5-213X 5-790X
w/1.062” & 1.125” Brg. cup dia. 1,J 2 5-1204X 5-792X
Reg. Cab 133” WB w/5.8L Eng & 4 Spd AT | 5 5-213X 5-790X
I 6 5-1204X 5-792X
w/7.3L & 7.5L Eng I 5,6 5-3147X 5-795X
J 5,6,7 5-178X 5-799X
Wheel Joint  w/inside snap rings 1,J 1 5-806X
w/outside snap rings Front axle has 3 Wheel Joints| I,J 1 5-282X
F350 SUPER DUTY
1999-2003 1,J,0 23,4 5-178X 5-799X
5.4L w/AT 137" WB I 5,6 5-178X 5-799X
142” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/AT 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
F350 SUPER DUTY
1999-2003|6.0L, 6.8L, 7.3LEng. 141" WB I 5,6 5-160X 5-801X
1377 & 142” WB 0] 5,6 5-178X 5-799X
0] 7 5-160X 5-801X
6.8L Eng. w/156” & 158" WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel Eng.  w/158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
Wheel Joint Dana Model 50 Axle 1,J,0 1 5-282X
Dana Model 60 Axle 1,J,0 1 5-806X
2004 1,J,0 2,34 5-178X 5-799X
5.4L w/AT 137" WB | 5,6 5-178X 5-799X
142” & 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L Diesel w/AT 172" WB J 5,6,7 5-160X 5-801X
J CB 211359X
6.0L,6.8L,7.3LEng. 141" WB | 5,6 5-160X 5-801X
1377 & 142” WB 0] 5,6 5-178X 5-799X
O 7 5-160X 5-801X
6.8L Eng. w/156” & 158" WB J 5,6,7 5-160X 5-801X
J CB 211359X
7.3L Diesel Eng.  w/158” WB J 5,6,7 5-160X 5-801X
J CB 211359X
Wheel Joint Dana Model 50 Axle 1,J,0 1 5-282X
Dana Model 60 Front Axle 1,J,0 1 5-806X
2005-2006 1,J,0 23,4 5-178X 5-799X
Reg. Cab Exc. Double Carden Joint at Transmission | 5,6 5-160X 5-801X
Reg. Cab, Super Cab w/Short Bed
w/Double Carden Joint at Transmission o 5,6,7 5-160X 5-801X
Chassis Cab  w/141” WB I 5,6 5-160X 5-801X
w/156” or longer WB J 5,6,7 5-160X 5-801X
Super Cab w/Long Bed & Crew Cab J 5,6,7 5-160X 5-801X
Wheel Joint Dana Model 60 Axle 1,J,0 1 5-806X
F450 SUPER DUTY
1999-2006|Front Driveshaft I,J 2,34 5-178X 5-799X
2-Joint Driveshaft w/141” WB | 5,6 5-188X 5-803X
3-Joint Driveshaft w/165” or Longer WB J 5,6,7 5-188X 5-803X
Wheel Joint 1,J 1 5-806X
CcV Ccv CB CVv
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U-Joints K350
Year Model & Description Fig. | Location Spicer SPL
Part No. Part No.
FORD
F550 SUPERDUTY
1999-2006|Front Driveshaft I,J 23,4 5-178X 5-799X
2-Joint Driveshaft w/141” WB | 5,6 5-188X 5-803X
3-Joint Driveshaft w/165” or Longer WB J 5,6,7 5-188X 5-803X
Wheel Joint 1,J 1 5-806X
RANGER
1983-1984|w/AT & 4 Spd. MT Y,AA 2 5-1200X
Y,AA 3 5-443X
w/5 Spd. MT Y,AA 2,3 5-1200X
w/6’ Bed, 108” WB AA 4,56 5-443X
CV centering yoke kit| AA CcVv 211342X
w/7’ Bed, 114” WB Y 4,5 5-443X
Wheel Joint Y,AA 1 5-456X
1985 w/108” WB w/4 Spd. Trans. Y,AA 2 5-1200X
Y,AA 3 5-443X
Exc. 108” WB, w/4 Spd. Trans. Y,AA 2,3 5-1200X
w/7’ Bed, 114” WB Y 4,5 5-443X
w/6’ Bed, 108” WB AA 4,56 5-443X
CV centering yoke kit| AA Ccv 211342X
Wheel Joint Y,AA 1 5-456X
1986 Y,AA 2,3 5-1200X
Reg. Cab Y 4,5 5-443X
Super Cab AA 4.6 5-443X
Wheel Joint Y,AA 1 5-456X
1987 Regular Cab  Exc. STX Y,AA 2,3 5-1200X
STX Y,AA 2,3 5-443X
w/6’ Bed, 108” WB AA 45,6 5-443X
w/7’ Bed, 114” WB Y 4,5 5-443X
Super Cab w/125” WB Y,AA 2,3 5-1200X
AA 4,5 5-443X
Wheel Joint Y,AA 1 5-456X
1988 Regular Cab  Exc. STX Y,AA 2,3 5-1200X
STX Y,AA 2,3 5-443X
w/6’ Bed, 108” WB AA 4,56 5-443X
w/7’ Bed, 114” WB Y 4,5 5-443X
Super Cab Y,AA 2,3 5-1200X
Exc. STX, w/AT AA 4,5 5-443X
Exc. STX, w/MT to 6/88 AA 4,5 5-443X
Exc. STX, w/MT from 6/88 AA 456 5-443X
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K350 U-Joints
Year Model & Description Fig. | Location Spicer
Part No.
FORD
RANGER
1988 Super Cab STX AA 4,5 5-443X
Wheel Joint Y,AA 1 5-456X
1989 Regular Cab  w/std Ride Height Y,AA 2,3 5-153X 5-785X
w/Improved Ride Height Y,AA 2,3 5-443X
w/7’ Bed, 114” WB Y 4,5 5-443X
w/6’ Bed, 108” WB AA 4,56 5-153X 5-785X
Super Cab w/std Ride Height Y,AA 2,3 5-153X 5-785X
w/125” WB AA 4,5,6 5-443X
Wheel Joint Y,AA 1 5-456X
1990 Exc. CV Style Front shaft Y,AA 2,3 5-153X 5-785X
1,J,0 23,4 5-153X 5-785X
Regular Cab  w/6’ Bed, 108” WB (0] 5,6,7 5-153X 5-785X
w/7’ Bed, 114” WB I 5,6 5-153X 5-785X
Super Cab w/125” WB J 5,6,7 5-153X 5-785X
J CB 211590-1X
Wheel Joint  Dana Model 28 Axle ALL 1 5-456X
Dana Model 35 Axle ALL 1 5-760X
1991-1992|Exc. CV Style Front shaft Y,AA 2,3 5-153X 5-785X
1,J,0 23,4 5-153X 5-785X
Lube fitting in brg. cup | 1,J,0 2,34 5-433-1X
Reg. Cab w/6’ Bed, 108" WB o 5,6,7 5-153X 5-785X
Lube fitting in brg. cup| O 5,6,7 5-433-1X
Reg. Cab w/7’ Bed, 114” WB LY 5,6 5-153X 5-785X
Lube fitting in brg. cup| LY 5,6 5-433-1X
Super Cab w/125” WB J,AA 5,6,7 5-153X 5-785X
Lube fitting in brg. cup | J,AA 5,6,7 5-433-1X
J,AA CB 211590-1X
Wheel Joint  Dana Model 28 Axle ALL 1 5-456X
Dana Model 35 Axle ALL 1 5-760X
1993-1997|Exc. CV Style Front shaft Y,AA 2,3 5-153X 5-785X
1,J,0 2,34 5-153X 5-785X
Lube fitting in brg. cup | 1,J,0