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Back in 1964, Joe Hrudka was a drag racer in 
Northern Ohio who was looking to solve a problem 
that parts manufacturers had not addressed.  
Using his own 1957 Chevy drag race car as a test 
vehicle, he created a line of engine gaskets and 
fasteners proven to seal and withstand extreme 
temperatures, pressures and stresses created by 
high performance engines. 
This product line that was 
developed by a drag racer 
would evolve into a brand 
of legendary proportions 
over the next 50 years.
 

Mr. Gasket started with Joe’s ‘57 Chevy and has continued to advance and expand with application coverage and 
even more new products for muscle cars. Head gaskets, exhaust gaskets and oil pan gaskets were just the beginning. 
The Mr. Gasket brand develops and distributes a variety of performance parts for your vehicle including: carburetor 
and fuel accessories, chrome-plated accessories, cooling system accessories, engine components, fuel additives, 

shifter accessories, specialty tools, suspension 
and driveline components.
 
Located in Cleveland, Ohio, the Mr. Gasket team 
continues to design, develop, manufacture and 
distribute products that bring back the luster 
and performance that everyone remembers to  
a variety of auto projects.
 
It may have started with a Chevrolet, but when 
you are ready to Restore, Restyle and Rebuild 
your car, Mr. Gasket is who you can trust to  
have the parts and advice you need to complete 
your project.
 

Find out about all of the Mr. Gasket products and applications at 

www.mr-gasket.com

THE MR. GASKET STORY
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• Cleans catalytic 
   converter

• Cleans oxygen 
   sensors

• Cleans fuel 
   injectors

• Cleans cylinder 
   heads

* Performance results are dependent on driver habits and vehicle conditions

MADE IN USA

#120007 
Cataclean

REDUCES TOTAL HYDROCARBON 
EMISSIONS BY UP TO 50%*

SAFE FOR GASOLINE, 
DIESEL AND HYBRID 
ENGINES

CHEMICALS
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Proven results!
Testing shows that Cataclean cleans catalytic converters.
Cataclean does not alter fuel composition and is safe for gasoline, diesel and hybrid 
engines. Use Cataclean to fix drivability issues such as power reduction, hesitation  
and hard starts, as a pre-treatment before an emissions test or to extend the life of 
your vehicle engine.  For optimum performance and protection, use Cataclean four 
times a year. Made in the USA.

CLEANS AS
YOU DRIVE!

EASY TO USE... 
SIMPLY POP, POUR 
AND GO!

MADE IN USA

Outlet Before Cataclean Outlet After Cataclean

Catalytic Converter

Inlet Before Cataclean Inlet After Cataclean
#120007D 
Cataclean POP

CHEMICALS
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CHEMICALS

MADE IN USA

NEW!

CATACLEAN FUEL & EXHAUST SYSTEM CLEANER
•	 �Reduces total hydrocarbon emissions by up to 50%

•	 Safe for gasoline, diesel and hybrid engines

•	 Cleans your vehicle’s catalytic converter, oxygen sensors, fuel injectors

	 and cylinder heads
	 16 FL. OZ. ........................................................................................ 120007

XTEND OIL CHANGE
•	 Restores the lubricating property of old oil, allowing you to go longer

	 intervals between oil changes

•	 Increases interval from 3,000 to 6,000 miles

	 3 FL. OZ..............................................................................................8070G

40 BELOW COOLANT ADDITIVE
•	 Makes coolant a better heat conductor, making the cooling system work 

	 more efficiently

•	 Reduces coolant temperature up to 40 degrees

	 30 FL. OZ............................................................................................4032G

FAST FORWARD FUEL TREATMENT
•	 DETECTABLE

•	 �Instantly add horsepower and increase engine torque

•	 Safe for premium unleaded, race fuel & methanol

•	 Compatible with nitrous systems

	 16 FL. OZ............................................................................................1616G

CATACLEAN DISPLAY
•	 Must order 6 bottles to receive display

	 Cataclean Display............................................................................120007D
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CHEMICALS

MADE IN USA

NEW!

HOT LAP VICTORY LANE TIRE TREATMENT
•	 �DETECTABLE

•	 Lasts for up to 25 laps

•	 Works with asphalt & dirt

•	 Tires last up to 50% longer & run 10-20 degrees cooler

	 1 GAL.................................................................................................5000G

HOT LAP ORIGINAL TIRE TREATMENT
•	 UNDETECTABLE

•	 Lasts for up to 200 laps

•	 Works with asphalt & dirt

•	 Tires last up to 50% longer & run 10-20 degrees cooler

	 1 GAL.................................................................................................7000G

HOT LAP PRO BITE TIRE GRIP
•	 DETECTABLE

•	 Lasts for up to 25 laps

•	 �Improves forward and side bite

	 30 FL. OZ............................................................................................8000G

HOT LAP RACING TIRE CLEANER
•	 Prepares tires for Hot Lap treatment

•	 �Cleans surface and opens pores

•	 Great for used tires as well 

	 30 FL. OZ............................................................................................7050G

HOT LAP II TIRE TREATMENT
•	 UNDETECTABLE

•	 Lasts for up to 25 laps

•	 Works with asphalt & dirt

•	 Tires last up to 50% longer & run 10-20 degrees cooler

	 1 GAL.................................................................................................6000G
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1490

EASY-FLOW AIR CLEANERS*
EXPRESS PRODUCTS
•	 Chrome plated base and top with high CFM replaceable flame
	 retardant paper element

	 2-, 3- AND 4-BBL. CARBURETORS
	 FITS 5-1⁄8˝ DIA. CARB. NECK
	 2-1⁄4˝ Tall x 14˝ Dia................................................................................ 1480
	 2-3⁄4˝ Tall x 9˝ Dia.................................................................................. 1487
	 3˝ Tall x 6-1⁄2˝ Dia.................................................................................. 1485
	 2˝ Tall x 6-1⁄2˝ Dia.................................................................................. 1486

	 FITS 2-5⁄16” OR 2-5⁄8” DIA. CARB. NECK
	 3-1⁄4˝ Tall x 6-1⁄2˝ Dia............................................................................ 1490
	 2˝ Tall x 6-1⁄2˝ Dia.................................................................................. 1491

VELOCITY STACK WITH FILTER*
EXPRESS PRODUCTS
•	 Polished aluminum

•	 Includes foam filter element

•	 Fits most 5-1/8˝ dia. carb. necks

•	 4-1/2˝ tall x 8-7/8˝ dia.

•	 Great for street use

	 Velocity Stack....................................................................................... 2085

VELOCITY STACK*
•	 Polished aluminum

•	 Fits most single 4-BBL. and dual 4-BBL. carbs with 5-1/8˝ dia. necks

•	 5˝ tall x 8-1/2˝ dia.

	 Velocity Stack........................................................................................... 46

AIR CLEANERS

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

2085

46

1480

1485

1491
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LOW RIDER AIR CLEANERS*
•	 Chrome plated steel

•	 Includes filter element

	 2-BBL. CARBURETORS
	 FITS  3˝ DIA. CARB. NECK
	 2-1/4˝ Tall x 14˝ Dia................................................................................ 4338

	 2-, 3- AND 4-BBL. CARBURETORS
	 FITS  5-1/8˝ DIA. CARB. NECK
	 2-1/4˝ Tall x 14˝ Dia................................................................................ 4339

CUSTOM STYLE AIR CLEANERS*
•	 Chrome plated steel

•	 Includes gasket, hardware and PCV adapter fitting

	 2-, 3- AND 4-BBL. CARBURETORS
	 FITS  5-1/8˝ DIA. CARB. NECK
	 2˝ Tall x 10˝ Dia .................................................................................... 9791

	 2-BBL. CARBURETORS
	 FITS  2-5/8˝ AND 3-1/16˝ DIA. CARB. NECK
	 3-3/8˝ Tall x 10˝ Dia................................................................................ 9798

	 SINGLE 4-BBL. CARBURETORS
	 FITS  5-1/8˝ DIA. CARB. NECK
	 3˝ Tall x 14˝ Dia..................................................................................... 9700

DEEP-DISH AIR CLEANERS*
•	 Chrome plated steel

•	 Includes gasket, hardware and PCV adapter fitting

	 2-, 3- AND 4-BBL. CARBURETORS
	 FITS  5-1/8” DIA. CARB. NECK
	 3-1⁄4˝ Tall x 9˝ Dia.................................................................................. 4342	
	 2-7⁄8˝ Tall x 6-1⁄2˝ Dia............................................................................ 4346
	 2˝ Tall x 6-1⁄2˝ Dia.................................................................................. 4348

	 1- AND 2-BBL. CARBURETORS 
	 FITS 2-5⁄16˝ OR 5⁄8˝ DIA. CARB. NECK
	 3-1⁄2˝ Tall x 6-1⁄2˝ Dia............................................................................ 4350
	 2-5⁄8˝ Tall x 6-1⁄2˝ Dia............................................................................ 4352

EXPRESS PRODUCTS
	 1- AND 2-BBL. CARBURETORS INCLUDING MOST VW
	 FITS 2-5⁄16˝ OR 2-5⁄8˝ DIA. CARB. NECK
	 2-3/4˝ Tall x 4˝ Dia................................................................................. 4354
	 **Includes PCV attachment assembly

LOUVERED AIR CLEANER*
•	 Chrome plated steel

•	 Ideal for use on tri-power carburetor set ups 

•	 Includes mounting stud and wing nut

	 FITS 2-5⁄16˝, 2-5⁄8˝ and 3˝ DIA. CARB. NECK
	 3-1/8˝ Tall x 4-5/8˝ Dia............................................................................ 6475
	 Replacement Filter Element for 6475......................................................1489A

IDEAL FOR CORVETTES!

AIR CLEANERS

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

4338

4339

9700

4342

4346

4354

9798

6475
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9790BP

AIR CLEANERS

COMPETITION AIR CLEANER*
EXPRESS PRODUCTS
•	 Chrome plated

•	 Includes installation hardware

•	 Knock out holes for #2081 smog fittings (see page 8)

	 2-, 3- AND 4-BBL. CARBURETORS
	 FITS 5-1/8˝ DIA. CARB. NECK
	 3˝ Tall x 14˝ Dia (Chrome Plated Steel)...................................................... 9790
	 3˝ Tall x 14˝ Dia (Black Satin Steel)...................................................... 9790BP

FACTORY REPLACEMENT AIR CLEANER TOPS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Factory style foam seal

	 Monte Carlo 1983-85 with 305 V8 Engine and Quadra-Jet Carburetor............ 5191
	 Chevy/GMC Pick-Up Trucks 1988-92......................................................... 5191
	 Chevy/GMC Pick-Up Trucks 1993-95 w/Two Stud Hold Down....................... 5197

AIR CLEANERS*
EXPRESS PRODUCTS
•	 Chrome plated aluminum

•	 Includes paper filter element and carburetor stud

	 4-BBL CARBURETORS
	 FITS 5-1/8˝ DIA. CARB. NECK
	 2˝ Tall x 12˝ Dia. Oval Ball Milled Top.....................................................9156G
	 3˝ Tall x 14˝ Dia. Ball Milled Top............................................................9161G

DIAMETER HEIGHT PART NO.

15-3/16˝ 1-1/2˝ 5191

15-3/8˝ 1-3/4˝ 5197

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

9790

5197

9156G

9161G

NEW
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AIR CLEANER ACCESSORIES

AIR CLEANER SPIN NUTS
EXPRESS PRODUCTS
•	 Chrome plated

•	 Fits all 1/4˝-20 and 5/16˝-18 studs

	 Small Spin Nut...................................................................................... 9862
	 Large Spin Nut ..................................................................................... 9863
	 Tri-Bar Spin Nut.................................................................................... 9868

AIR CLEANER NUTS
EXPRESS PRODUCTS
•	 Billet aluminum with knurled sides

•	 Fits all 1/4˝-20 studs

•	 3/4˝ tall x 1˝ dia.

	 Aluminum............................................................................................. 5326

WING STYLE AIR CLEANER NUT
EXPRESS PRODUCTS
•	 Chrome plated

•	 Matches valve cover wing nuts kits #9827 and #9828 (see page 17)

•	 Fits most 1/4˝-20 studs

	 Wing Style Air Cleaner Nut...................................................................... 6398

AIR CLEANER STUD WITH ADAPTER
EXPRESS PRODUCTS
•	 Allows use of 5˝ filter element

•	 Kit contains 5/16˝ stud adapter, wing nut and 5˝ long 1/4˝-20 stud

	 Air Cleaner Stud w/Adapter..................................................................... 6399

AIR CLEANER ADAPTER RINGS
EXPRESS PRODUCTS
•	 High impact heat resistant material

•	 End air cleaner fitment problems when you change carburetors

	 Adapts 5-1⁄8˝ Air Cleaner to 4-7⁄32˝ Carb. Neck.......................................... 2082
	 Adapts 5-1⁄8˝ Air Cleaner to 3˝ Carb. Neck................................................. 6406
	 Adapts 5-1⁄8˝ Air Cleaner to 2-5⁄8˝ Carb. Neck........................................... 6407
	 Adapts 2-5⁄8˝ Air Cleaner to 2-5/16˝ Carb. Neck......................................... 2886

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

6398

5326

9863

9868

9862

6399

6406
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2079

AIR CLEANER ACCESSORIES

PCV AIR CLEANER SMOG FITTINGS*
EXPRESS PRODUCTS
•	 Adapts a customer’s PCV system to Mr. Gasket air cleaner kits

•	 Includes gasket and installation hardware

•	 Incorporates 3/4˝ & 9/16˝ tubing ends

	 90° Angle Style..................................................................................... 2079

PCV VALVE*
EXPRESS PRODUCTS
•	 Brite polished machined aluminum 

•	 PCV hose barb attaches with a 3/8˝ hose or tube

•	 Fits valve covers with 1˝ I.D. grommets

	 PCV Valve...........................................................................................9150G

AIR CLEANER SPACER AND ADAPTER KIT
EXPRESS PRODUCTS
•	 Kit includes (2) adapters for 5-1/8˝ carb. necks, (1) adapter for 3˝ carb.
	 necks and (1) adapter for 2-5/8˝ carb. necks

•	 1/2˝ and 1˝ spacers can be combined

	 Air Cleaner Spacer and Adapter Kit.........................................................6411G

AIR CLEANER RISERS
EXPRESS PRODUCTS
•	 Allows additional clearance between carb and air cleaner for
	 carb linkage

•	 Fits 2-BBL. & 4-BBL. carburetors with 5-1/8˝ dia. necks

	 1⁄2˝ Tall x 5-1⁄8˝ Dia. Neck....................................................................... 9340

	 1˝ Tall x 5-1⁄8˝ Dia. Neck......................................................................... 9341

	 1-1⁄2˝ Tall x 5-1⁄8˝ Dia. Neck.................................................................... 9342

	 2˝ Tall x 5-1⁄8˝ Dia. Neck......................................................................... 9343

9150G

6411G

9340

9343

*NOTE: Legal for sale or use on race vehicles which may never be used on highways
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AIR FILTER ELEMENTS

REPLACEMENT AIR FILTER ELEMENTS*
For Mr. Gasket Air Cleaners/Air Scoops
EXPRESS PRODUCTS

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

1480A - 14˝ x 2˝
Fits: 1480, 1481, 4338, 4339, 4340, 6477

6403 - 14˝ x 3˝
Fits: 9790

6479 - 10˝ x 2˝
Fits: 9791, 9798

1486A - 6-1⁄2˝ x 2˝
Fits: 1486, 1491, 4348, 4352

6405G - 11-3⁄8˝ x 7-7⁄8˝ x 2˝
Fits: 9155G, 9156G, 9157G

1450A - 14˝ x 5˝
Fits: 1480, 1481, 4338, 4339, 4340, 6477, 9790

1487A - 9˝ x 2˝
Fits: 1487, 4342

1485A - 6-1⁄2˝ x 2-7⁄16˝
Fits: 5233, 6650, 6651, 6658

1489A - 4˝ x 2˝
Fits: 4354, 6475
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AIR SCOOPS

STREET SCOOP*
•	 Polished aluminum

•	 Fully functional butterfly mechanism with carb linkage

•	 Includes filter element and hardware

DOUBLE BARREL SCOOP*
•	 Polished aluminum

•	 Fully functional butterfly mechanism with carb linkage

•	 Includes filter element and hardware

HILBORN STYLE AIR SCOOPS*
•	 Polished aluminum

•	 Designed to fit both single and dual 4-BBL. carbs with 5-1/8˝ dia. necks

•	 Features adjustable base to fit twin carbs with centerline ranges of 7-5/8˝ to 9-1/4˝

•	 Comes complete with chrome plated screen, filter and hardware

5232

5233

8008

3808G

. *NOTE: All air scoops are hand polished
*NOTE: Legal for sale or use on race vehicles which may never be used on highways

Description Length Width Height Part No.

Single 4-BBL. Carbs 13-5/8˝ 9-3/4˝ 5-9/16˝ 5232
Dual 4-BBL. Carbs 20˝ 9-3/4˝ 5-7/8˝ 5233
Replacement Air Filter 1485A

6658

1485A

Description Length Width Height Part No.
Single 4-BBL. Carbs with 
5-1/8” Dia. Carb Neck

14.5˝
12.75˝  Front

7˝  Back
3.75˝ 6658

Shaft & Butterfly Plate Kit 3808G

Description Length Width Height Part No.

Single or Dual 4-BBL. Carbs 20˝ 10˝ 5.25˝ 8008
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AIR SCOOP ACCESSORIES

STREET SCOOP CONVERSION KITS*
•	 Includes air cleaner top, air filter element, mounting flange and throttle
	 linkage hardware

	 Converts Single 4-BBL. to Dual 4-BBL....................................................... 6652
	 Converts Dual 4-BBL. to Single 4-BBL....................................................... 6653

CARBURETOR LINKAGE COMPONENTS
•	 Assemble and create your own carb linkage

	 Ball Joint, Standard (2/set) ...................................................................3810G
	 Ball Joint, Quick Disconnect (2/set)........................................................3811G
	 1⁄4˝ Rod Ends (2/set)............................................................................3812G
	 11-1⁄2˝ Linkage Rod 1/4˝-28 Thread.......................................................... 3815
	 Linkage Arm for 6650 Red Anodized (2/set).............................................3821G
	 Linkage Rod for 6650, 7” Long w/3” Offset..............................................3829G

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

6652

3811G

3812G

3821G3815

3829G

6653

4-1/8˝

10-3/4˝

7-1/4˝



14 www.mr-gasket.com

VALVE COVERS

VALVE COVERS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Hardware and gaskets sold separately

•	 2/set

	 Chevrolet Small Block-OEM Height........................................................9800

	 Chevrolet Small Block-OEM Height (Black Satin Steel).........................9800BP
	 Chevrolet Small Block-OEM Height 
		  Embossed 350 Logo........................................................................9423
	 Chevrolet Small Block-Tall...................................................................9801
	 Chevrolet Small Block-Tall 
		  Embossed 350 Logo........................................................................9424
	 Chevrolet Small Block 283-350 (1958-86), One Hole for Push-In 
  		  Breather, One 1.25” Dia. for PCV/Breather..........................................9420
	 Chevrolet Big Block-OEM Height...........................................................9803
	 Chevrolet Big Block-Tall.......................................................................9802
	 Chevrolet Small Block - Center Hold Down, 
		  Car Application (1987 & up)..............................................................9415

9420

9423 9424

9415

9800BP

NEW

980398029801

9800
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VALVE COVERS

VALVE COVER CAPS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits over factory valve cover

•	 Reuses factory hardware

•	 2/set

	 Chevrolet Small Block - Center Bolt, 
	 Car Applications (1987 & up) CAP ONLY.................................................9819
	 Chevrolet, Same as Above, Truck Applications CAP ONLY.........................9847

9819
Cap Only 

9847
Cap Only

9422

9806 9807

9804

9805

9412

9414

	 Pontiac 301-455-Tall...........................................................................9805
	 Ford 289-302-351W-OEM Height...........................................................9804
	 Ford 332, 360, 390, 406, 427, 428 (1958 & up) .......................................9412
	 Ford 429 & 460...................................................................................9413
	 Ford 351 C/M.....................................................................................9414
	 Chrysler 273-360-Tall Racing Style........................................................9806
	 Chrysler 383-440-OEM Height ..............................................................9807
	 Oldsmobile 260-455............................................................................9422

	 *Must use intake spacer on 1987-95 Mustangs with stock EFI manifold

*

9413
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VALVE COVERS
EXPRESS PRODUCTS
•	 Includes extended lip to locate sealing edge

•	 2/set

6894G

6820G

POLISHED DIE-CAST ALUMINUM

Years Description Height Item #

Chevrolet Small Block 283-400

1958-86 Plain top with baffle Tall 6854

1958-86 Plain top with baffle Short 6850

1958-86 Ball mill with baffle Tall 6894G  

1958-86 Plain top with baffle Tall 6771** 

1987-97 Plain top with baffle Tall 6870G  

Ford Small Block 289-351 & 5.0L 

1962-85 Plain top with baffle Tall 6840G  

FABRICATED ALUMINUM

Years Description Height Item #

Chevrolet Small Block 283-400

1958-86 Plain top with baffle Tall 6820G  

Chevrolet Big Block 396-502  

1965-95 Plain top with baffle Tall 6822G  

Ford Small Block 260-351W & 5.0L

1965-85 Plain top with baffle Short 6824G  

* One hole one side, two holes other side
** 1-3/8˝ tubes one side

6854

6850

6866G

VALVE COVERS
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6825G

6771

6822G

6840G

6824G

6826G

VALVE COVERS
EXPRESS PRODUCTS
•	 Billet aluminum

•	 Includes knurled o-ring cap, gaskets and hardware

•	 2/set

	 LS1 Engines (No Coil Stands).............................................................6825G	

	 LS1 Engines (Includes Coil Stands).....................................................6826G
NEW

6870G

VALVE COVERS
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9840

DRESS-UP KITS

CHEVROLET SMALL BLOCK V8  Package Contains:
	 • 2-Short valve covers	
	 • 1-Push-on breather	
	 • 1-Timing chain cover	
	 • 1-PCV grommet
	 • 2-Valve cover gaskets
	 • 1-Chrome dipstick with tube
	 • 1-Chrome timing tab
	 • 1-Breather grommet	

	 Chevrolet Small Block 1958-86 (Chrome Plated Steel)...........................................9834

	 Chevrolet Small Block 1958-86 (Black Satin Steel)...........................................9834BP

CHEVROLET BIG BLOCK  Package Contains:
	 • 1-Chrome dipstick with tube	
	 • 1-Chrome push-on breather	
	 • 2-Chrome wire loom brackets	
	 • 1-PCV grommet
	 • 2-Valve cover gaskets
	 • 1-Breather grommet
	 • 14-Chrome wing bolts
	 • 2-Short chrome valve covers	

	 Chevrolet Big Block 1965-90..............................................................................9840

CHEVROLET SMALL BLOCK  Package Contains:
	 • 1-Chrome push-on breather	 • 2-Chrome valve covers
	 • 1-Breather + 1 PCV grommet	 • 1-Chrome oil dipstick

	 Chevrolet Small Block 1958-86..........................................................................9835

ENGINE DRESS-UP KITS*
EXPRESS PRODUCTS

ENGINE DRESS-UP KITS*
EXPRESS PRODUCTS

9834

9834BP

9830

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

NEW
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9831

DRESS-UP KITS

CHEVROLET SMALL BLOCK 283-400  Package Contains:
	 • 2-Short chrome valve covers	
	 • 1-Chrome push-in breather	
	 • 1-Chrome distributor clamp w/bolt	
	 • 8-Chrome valve cover bolts 	
	 • 1-Breather grommet	
	 • 1-Chrome oil plug
	 • 2-Valve cover gaskets
	 • 1-Chrome dipstick handle
	 • 8-Chrome valve cover clamps
	 • 6-Chrome wire separators
	 • 2-PCV grommets

	 Chevrolet Small Block.......................................................................................9837    

FORD SMALL BLOCK 289-351W  Package Contains:
	 • 2-Short chrome valve covers	
	 • 1-Chrome push-in breather	
	 • 1-Chrome distributor clamp w/bolt	
	 • 12-Chrome valve cover bolts 	
	 • 1-Breather grommet	
	 • 1-Chrome oil plug
	 • 2-Valve cover gaskets
	 • 1-Chrome dipstick handle
	 • 12-Chrome valve cover clamps
	 • 6-Chrome wire separators
	 • 2-PCV grommets

	 Ford Small Block..............................................................................................9832    

CHRYSLER 273-360  Package Contains:
	 • 1-Chrome dipstick with tube	
	 • 1-Chrome push-on breather	
	 • 10-Chrome hold-down clamps	
	 • 1-PCV grommet
	 • 2-Chrome valve covers
	 • 2-Valve cover gaskets
	 • 10-Chrome wing bolts 
	 • 1-Breather grommet	

	 Chrysler 1992, ex. Magnum 1967-91...................................................................9831

FORD SMALL BLOCK 289-351W  Package Contains:
	 • 2-Chrome valve covers    	
	 • 2-Valve cover gaskets	
	 • 12-Chrome wing bolts	
	 • 1-Breather grommet	
	 • 1-PCV grommet
	 • 2-Chrome wire looms, 4-wire
	 • 2-Chrome wire dividers, 2-wire
	 • 1-Chrome push-on breather 
	 • 12-Chrome hold-down clamps

	 Ford 1964-85...................................................................................................9833

ENGINE DRESS-UP KITS*
EXPRESS PRODUCTS

STREET LEGAL ENGINE DRESS-UP KITS
EXPRESS PRODUCTS
•	 Meets all state and government emissions requirements

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

9833

9832

9837
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OIL FILLER CAPS & BREATHERS

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

TWIST-ON STYLE VALVE COVER BREATHER*
EXPRESS PRODUCTS
Pat. #4, 476, 995
•	 Chrome plated steel 

•	 Features high porosity filter and internal baffle

	 2-1⁄8˝ Tall x 2-3⁄4˝ Dia. With Logo............................................................. 2069
	 1-3⁄4˝ Tall x 2-3⁄8˝ Dia. Without Logo........................................................ 2061

20692061

PUSH-IN STYLE OIL FILLER CAP PLUG
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits valve cover openings with 1.22˝ dia.

•	 5/8˝ tall x 2-3/16˝ dia.

	 With Logo............................................................................................. 2067 

	 Without Logo......................................................................................... 9815

TWIST-ON STYLE VALVE COVER 
BREATHER/OIL FILLER CAP
EXPRESS PRODUCTS
•	 Chrome plated steel

	 Twist-On.............................................................................................. 2062 

2067

9815

2062

OIL FILLER EXTENSION TUBES
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Ideal for use with “hidden” valve covers

•	 4˝ length

	 Push-On............................................................................................... 2052

	 Twist-On.............................................................................................. 2053 

OIL FILLER TUBE*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits Mr. Gasket breathers #2060 and #2063 (see page 21)

	 Chevrolet Small Block............................................................................ 20662066

6-1/4”

7-3/4”

1-1/2”

1-1/4”

2053

2052
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BREATHERS

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

PUSH-ON STYLE VALVE COVER BREATHER  
WITH PCV TUBE*
EXPRESS PRODUCTS
•	 Internally baffled

•	 Includes grommet

•	 Features 1˝ O.D. neck and 5/8˝ O.D. breather tube

•	 Fits aftermarket valve covers with a 1.22˝ Dia. opening

	 Push-On (Chrome Plated Steel)................................................................ 2054 

	 Push-On Black (Black Satin Steel)....................................................... 2054BP 

	 Mopar A, B, RB, and Slant 6 Engines (Chrome Plated Steel)......................... 2059
	 (Replacement breather part no. for 6002 - see page 22)

	

PUSH-ON STYLE PCV VALVE COVER BREATHER*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Internally baffled with filter

•	 Features 3/4˝ O.D. mounting tube

	 Push-On............................................................................................... 2057

PUSH-ON STYLE BREATHER VALVE COVER*
EXPRESS PRODUCTS
•	 Internally baffled with filter 

•	 Fits valve cover openings with 1.22˝ dia. 

•	 Replaces OEM - GM breather #6421868 on 1965-67 GM Big Blocks

•	 2-1/8˝ tall x 2-1/2˝ dia. 

	 With Logo (Chrome)................................................................................ 2068

	 Without Logo (No rubber grommet included) (Chrome)................................ 9810 

	 Without Logo (No rubber grommet included) (Black Satin Steel).............. 9810BP

2054

2057

2059

9810

PUSH-ON STYLE VALVE COVER BREATHER/ 
OIL FILLER CAP*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits stock factory oil filler tubes (1-1/2˝)

	 Push-On............................................................................................... 2060

PUSH-ON STYLE PCV VALVE COVER BREATHER 
/OIL FILLER CAP*
EXPRESS PRODUCTS
•	 Chrome plated steel 

•	 Fits stock factory oil filler tubes

•	 Features side PCV hook up tube

	 Push-On............................................................................................... 2063 
2063

9810BP

NEW

2054BP

NEW

2068

2060
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BREATHERS

OPEN ELEMENT BREATHERS*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Includes washable synthetic filter element

•	  3-1/8˝ tall x 3˝ dia.

PUSH-ON STYLE–FITS 1.22˝ O.D. HOLE
	 Hooded................................................................................................ 2048
	 Open Element........................................................................................ 2049
	 Open Element w/Grommet .....................................................................2049G
	 Shorty Style.......................................................................................... 2192

PUSH-ON STYLE VALVE COVER BREATHERS*
EXPRESS PRODUCTS
•	 Polished aluminum

FITS 1.22˝ O.D. HOLE
	 Ball Milled ............................................................................................9116G
	 Ball Milled w/PCVTube...........................................................................9119G

CRANKCASE EVACUATION SYSTEM*
•	 For drag racing applications

•	 Reduces pressure buildup in the crankcase

•	 Uses 5/8˝ hose

•	 Includes (2) 5/8˝ breathers, (2) grommets, (2) check valves and  
	 (2) threaded collector tubes

•	 Collector tubes must be welded into the collectors

	 Crankcase Evacuation System................................................................. 6002 	

6002

2048 2049

21922049G

9116G 9119G

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

VENT BREATHER*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Great for transmissions, rear ends, power steering tanks and overflow bottles

•	 Includes washable 4 layer cotton gauze filter 

•	 Fits 8mm/9mm and 3/8˝ tube sizes

•	 2˝ dia.

	 Vent Breather........................................................................................ 2043
2043

PUSH-ON STYLE MEDALLION-READY  
VALVE COVER BREATHER*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Internally baffled with filter

•	 Makes room for 1-3/4˝ medallion top

•	 Fits valve cover openings with 1.22˝ dia. 

•	 2-1/8˝ tall x 2-1/2˝ dia.

	 Push-On............................................................................................... 2056
2056
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VALVE COVER ACCESSORIES

VALVE COVER HOLD DOWN BOLTS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 T-bar style

•	 Includes set screws

•	 4/set

	 1⁄4˝-20 x 3-1⁄2˝ Long.............................................................................. 9818
	 1⁄4˝-20 x 5˝ Long.................................................................................... 9820
	 5⁄16˝-18 x 5-3⁄8˝ Long............................................................................. 9823
	 1/4˝-20 x 4-1/4˝ Long............................................................................. 9282

VALVE COVER WING BOLTS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 4/set

	 Standard “Y” Top
	 1⁄4˝-20 x 5⁄8˝ Long for Chevrolet V8.......................................................... 9824

	 1⁄4˝-20 x 1˝ Long for Chrysler Wedge Engines, Stock Corvette 1964 and Up 
	 and Stock Ford V8 (260-289-302)............................................................. 9826

	 5⁄16˝-18 x 1˝ Long for Ford V8 (352-390-427), Pontiac V8 1955 and Up.......... 9829

	 Deluxe Top
	 1⁄4˝-20 x 1˝ Long for Cast Covers.............................................................. 9828

VALVE COVER SPEED STUD
•	 Clear anodized aluminum body

•	 4-3/8˝ long with 1-1/2˝ set screws

•	 2/set

	 Valve Cover Speed Stud.......................................................................... 6305

CENTER BOLT VALVE COVER BOLTS
EXPRESS PRODUCTS
•	 Chrome plated button head

•	 Fits GM 1987 and later Chevrolet Small Block 305-350

•	 1/4˝-20 x 3-3/8˝  long

•	 4/set

	 Valve Cover Bolts................................................................................... 9822

9282

9829

9828

6305

9822
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VALVE COVER ACCESSORIES

VALVE COVER ACORN NUTS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 1/4˝-20 x 1-3/8˝ H

•	 Includes set screws 

•	 8/set

	 Valve Cover Acorn Nuts.......................................................................... 6304

VALVE COVER NUTS
EXPRESS PRODUCTS
•	 Billet aluminum with knurled top

•	 3/16˝ socket head

•	 1/4˝-20 x 2˝ H

	 Clear Anodized....................................................................................................5335

	 Red Anodized........................................................................................ 5337

VALVE COVER HOLD-DOWN BRACKETS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Helps prevent oil leakage from stamped valve covers

•	 1/4˝ dia. holes

•	 8/set

	 Valve Cover Hold-Down Brackets............................................................. 3681

6304

5335

5337

3681
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VALVE COVER ACCESSORIES 

VALVE COVER CLAMPS
EXPRESS PRODUCTS
•	 Chrome plated steel

	 Competition Long Style (4/set)................................................................. 9817

	 Custom Short Style (8/set)...................................................................... 9899

	 1/4˝-20 x 3/4˝ Long Hex Head Bolts with Short 
		  Style Hold Down Tabs (8/set)............................................................... 9887

VALVE COVER GROMMETS AND PLUGS
EXPRESS PRODUCTS
•	 Neoprene

•	 Ensures a positive oil seal for stamped and cast valve covers 

•	 2/set

	 Valve Cover Plugs, 1.22˝ O.D.................................................................... 6375

	 One Valve Cover Plug 1.22˝ O.D, One PCV Grommet 3/4˝ I.D.......................... 6376

	 GM PCV Grommets, 1.22˝ O.D. x 3⁄4˝ I.D..................................................... 6377

	 Ford PCV Grommets, 3⁄4˝ O.D. x 1˝ I.D....................................................... 6379

BAFFLED BREATHER GROMMETS*
EXPRESS PRODUCTS
•	 Replaces stock grommets, 1.22˝ O.D

•	 Eliminate oil breather blow from non baffled valve covers

•	 Will not work with stud girdles

•	 2/set

	 Baffled Breather Grommets .................................................................... 5425

9899

6375

6376

5425

*NOTE: Legal for sale or use on race vehicles which may never be used on highways
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TIMING COVERS & TIMING TABS

TIMING COVER KITS
EXPRESS PRODUCTS
•	 Includes gaskets, seals and bolts

	 Chevrolet Small Block 1955-87 (Chrome Plated Steel)............................... 4590**

	 Chevrolet Small Block 1955-87 (Black Satin Steel).............................. 4590BP**

	 Chevrolet Big Block 1965-90 (Chrome Plated Steel).................................. 4591**

	 Hardware Only.............................................................................. 95004590

	 **NOTE: For use with OEM style timing chain only. Double roller type chains or gear drives
	 require checking for adequate clearance. 

TIMING TABS WITH ADJUSTABLE POINTER
•	 Red anodized pointer

•	 Adjusts with screwdriver

	 Chevrolet Small Block – 7˝ Balancer......................................................... 4597

	 Chevrolet Small Block – 8˝ Balancer......................................................... 4598

	 Chevrolet Big Block – 8˝ Balancer............................................................ 4599

QUICK CHANGE CAM COVER KITS
•	 Chrome plated steel

•	 Fits Chevrolet 200-229 V6, 283-400 V8 1955-87 (except Corvette)

•	 Eliminates need to drop oil pan during replacement of timing chain or gears

•	 Includes gaskets, retainer and timing cover

	 Complete Kit.......................................................................................1099**

	 Replacement Gasket – Retainer Ring..........................................................92**

	 **For use with OEM style timing chain only. Double roller type chains or gear drives require
	 checking for adequate clearance.

TIMING COVERS
EXPRESS PRODUCTS

	 Chevrolet Small Block 1955-87 Chrome Plated Steel............................... 4595**

	 Chevrolet Small Block 1955-87 Unplated Steel.....................................4595P**

	 Chevrolet Small Block 1955-87 Polished Aluminum..............................9105G**

	 Chevrolet Big Block 1965-90 Chrome Plated Steel.................................. 4596**

	 **NOTE: For use with OEM style timing chain only. Double roller type chains or gear drives
	 require checking for adequate clearance.

TIMING TABS
EXPRESS PRODUCTS

	 Chevrolet Small Block – 7˝ Balancer......................................................... 4592

	 Chevrolet Small Block 1977 & Up – 7˝ Balancer.......................................... 4600

	 Chevrolet Small Block – 8˝ Balancer......................................................... 4593

	 Chevrolet Big Block – 8˝ Balancer............................................................ 4594

4590

4590BP

9105G

4596

4593

4592

4599

4599

4600

4595

NEW
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MASTER CYLINDER COVERS

MASTER CYLINDER COVERS
EXPRESS PRODUCTS
•	 Plastic cover snaps on current OEM cover

•	 Chrome Plated Steel cover replaces current OEM cover

•	 Gasket NOT included

5270

5273

4573

5274

5271

5272

RESERVOIR DESCRIPTION

APPLICATION SIZE RETAINER SHAPE COVER MATERIAL PART NO.

GM 2-3/8˝ x 5˝ Single bail Steel 5270

GM 3˝ x 5-5/8˝ Single bail Steel 5271

GM 3˝ x 5-3/4˝ Dual bail Steel 5272

GM-Corvette 3˝ x 5-3/4˝ Dual bail Steel 5273

GM 4-1/2˝ x 6-7/8˝ Snap-on Plastic 4573

Ford/AMC* 2-3/4˝ x 5-3/4˝ Single bail Steel 5274

*AMC 1968-70 factory power brakes with 4 piston caliper



28 www.mr-gasket.com

ALTERNATOR BRACKETS

ALTERNATOR BRACKETS
EXPRESS PRODUCTS
•	 Chrome plated heavy gauge steel

•	 Can be adapted for other applications

	 ALTERNATOR BRACKETS

	 Chevrolet Small Block OEM Style, LWP, 1976-86........................................ 5170

	 Chevrolet Small Block OEM Style, LWP, 1969-75........................................ 5171

	 Chevrolet Small Block, 1969-86, Lower..................................................... 4954

	 Chevrolet Big Block, 1969 & Up, Lower..................................................... 4955

	 Chevrolet Small Block Hi Tech Style, LWP, 1976-84.................................... 5176

	 Chevrolet Small and Big Block High Tech Style, 1969-75............................. 5177

	 Chevrolet Small Block Low Mount............................................................ 5179

	 Ford Small Block OEM Style, 1965-69....................................................... 5185

	 SWP = Short Water Pump, LWP = Long Water Pump

	 Chevrolet Small Block Side Mount Header Bracket, SWP............................. 9852
	 Chevrolet Small Block F-Style Alternator Bracket, SWP............................... 9850

	 Use #9852 and #9850 together

UNIVERSAL ALTERNATOR/GENERATOR ARM
EXPRESS PRODUCTS
•	 Chrome plated heavy gauge steel

•	 Ideal for engine swaps, stock replacement and custom applications

•	 14˝ long x 1˝ wide with 4˝ slot 

	 Universal Alternator Arm......................................................................... 9851

ALTERNATOR SPACER TUBE
EXPRESS PRODUCTS
•	 Chrome plated heavy gauge steel

•	 4˝ length

•	 Use with 7/16˝ through bolt and cut to proper length

	 Alternator Spacer Tube........................................................................... 9853

4955

4954

5176

9851

9852

9850

9853

5171

5170 5177 5179 5185
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ACCESSORIES

A/C TRIM RING
EXPRESS PRODUCTS
•	 Chrome plated

•	 Fits GM 1978-Up cars and trucks with 7˝ A/C compressor

•	 Includes 2 socket head screws #8-32 x 3/4˝

	 A/C Trim Ring........................................................................................ 5116

A/C CLUTCH COVER
EXPRESS PRODUCTS
•	 Hides clutch on most GM 7˝ A/C compressors

•	 Includes left and right hand thread adapter

	 A/C Clutch Cover.................................................................................... 5325

FLYWHEEL DUST SHIELD
EXPRESS PRODUCTS
•	 Chrome plated heavy gauge steel

•	 Fits GM 700R4 and Chevrolet TH350/400 automatic transmissions    

	 Flywheel Dust Shield.............................................................................. 5135

5325

5135

6714G

9776

POWER STEERING CAP COVER
EXPRESS PRODUCTS
•	 Chrome plated

•	 Snaps over Saginaw OEM cap

•	 Fits most GM, Ford and Chrysler applications

	 Power Steering Cap Cover....................................................................... 9776

LATE MODEL POWER STEERING CAP COVER
EXPRESS PRODUCTS
•	 Polished aluminum

•	 Slides over stock cap

•	 Includes set screws

	 Ford Mustang, 2005-10 .......................................................................6714G
	 Dodge Challenger, 2008-11...................................................................6724G

5116
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PULLEYS

PERFORMANCE POWER PULLEY
•	 Billet aluminum

•	 Fits GM 252 V6 trucks, 1988-00 and 305-350 V8 (with external alternator fan)

•	 Includes underdrive crankshaft and alternator pulley

	 Power Pulley......................................................................................... 4757

POWER STEERING PULLEY
•	 Chrome plated steel

•	 Single groove

•	 Fits GM and Chevrolet 1967-84 (with keyway and 5/8˝ shaft)

	 Power Steering Pulley..........................................................................4948G

PULLEY SETS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits Chevrolet Small Block

	 Double Upper & Lower, SWP, 1955-68...................................................... 4961
	 Single Upper & Double Lower, LWP, 1969-85............................................  4962
	 Double Upper & Triple Lower, LWP, 1969-85.............................................  4963

	 SWP = Short Water Pump, LWP = Long Water Pump

4757

4948G

4961G

4961
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PULLEYS

PULLEYS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 For engines with 5/8˝ water pump shaft

Chevrolet Small Block
	 Water Pump Pulley - Single Groove, SWP, 1955-68..................................... 4970
	 Water Pump Pulley - Double Groove, SWP, 1955-68.................................... 4971
	 Crankshaft Pulley - Single Groove, SWP, 1955-68....................................... 4972
	 Crankshaft Pulley - Double Groove, SWP, 1955-68...................................... 4973
	 Water Pump Pulley - Single Groove, LWP, 1969-85..................................... 4974
	 Water Pump Pulley - Double Groove, LWP, 1976-85.................................... 4975
	 Crankshaft Pulley - Single Groove, LWP, 1969-85....................................... 4976
	 Crankshaft Pulley - Double Groove, LWP, 1969-85...................................... 4977
	 Crankshaft Pulley - Triple Groove, LWP, 1969-85........................................ 4978

Chevrolet Big Block
	 Water Pump Pulley - Double Groove, LWP, 1969-Up.................................... 4967
	 Crankshaft Pulley - Triple Groove, LWP, 1969-90......................................4961G
	 Water Pump Pulley - Double Groove, SWP, 1965-68.................................... 8823
	 Crankshaft Pulley - Double Groove, SWP, 1965-68...................................... 8824
	 Crankshaft Add-On Pulley for Steel A/C - Single Groove, SWP, 1965-68......... 8825

Ford Small Block
	 Water Pump Pulley - Single Groove, 1965-66............................................. 8826
	 Water Pump Pulley - Double Groove, 1965-66............................................ 8831
	 Water Pump Pulley for California Smog Pump - Double Groove, 1964-73....... 8829
	 Crankshaft Pulley - Single Groove, 1965-66............................................... 8827
	 Crankshaft Pulley - Double Groove, 1965-66.............................................. 8830
	 Crankshaft Pulley - Triple Groove, 1965-66................................................ 8828

	 SWP = Short Water Pump, LWP = Long Water Pump

4970

4972

4974

4978 4967

NEW

4976

NEW
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ALTERNATOR FAN AND PULLEY KIT
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits most GM and Ford alternators

•	 Includes fan, pulley, nut and washer

	 Single Groove Pulley Kit.......................................................................... 6808
	 Double Groove Pulley Only.....................................................................  6809

ALTERNATOR FAN AND PULLEY
•	 Polished aluminum

•	 Fits most Ford and GM alternators

	 Alternator Fan.....................................................................................5602G
	 Alternator Pulley - 3/4˝ Hole.................................................................... 5599

5602G

5599

6809

6808

PULLEYS
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PULLEYS
•	 Satin aluminum

•	 Pulleys and nose covers are sold separately

Chevrolet Small Block
	 Water Pump Pulley - Single Groove, SWP, 1955-68..................................... 5310
	 Water Pump Pulley - Double Groove, SWP, 1955-68.................................... 5311
	 Crankshaft Pulley - Double Groove, SWP, 1955-68...................................... 5313
	 Water Pump Pulley - Single Groove, LWP, 1969-85..................................... 5314
	 Water Pump Pulley - Double Groove, LWP, 1976-85...................................5315*
	 Crankshaft Pulley - Single Groove, LWP, 1969-85....................................... 5316
	 Crankshaft Pulley - Double Groove, LWP, 1969-85...................................... 5317
	 Crankshaft Pulley - Triple Groove, LWP, 1969-85........................................ 5318
	 Water Pump Pulley Nose (uses part no. 5321)............................................ 5319
	 Alternator Single Groove Pulley with Nose Piece......................................... 5320
	 Water Pump Serpentine Pulley - SWP, 1955-68.......................................... 8820
	 Crankshaft Serpentine Pulley - SWP, 1955-68............................................ 8821
	 Alternator Serpentine Pulley - SWP, 1955-68............................................. 8822

	 SWP = Short Water Pump, LWP = Long Water Pump 
	 *Will not fit 1969-75

5320

5310 5317

5319

5313

PULLEY BOLT KIT
EXPRESS PRODUCTS
•	 Flat head socket cap screws

•	 Used with aluminum pulleys mounted flush, using no bolt on fan

•	 5/16˝-24 x 3/4˝ long

•	 4/set

	 Pulley Bolt Kit........................................................................................ 5321
5321

8820

NEW

8821

NEW

8822

NEW

PULLEYS
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PULLEY DIMENSIONS

4973

4757

4976

55995320

4974

5319

4975

5316

4948G

5311

6809

53185314

4967

4978

4970

4977

5310

•	 Measurements in inches
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ENGINE COMPONENTS

OIL DEFLECTING ROCKER ARM CLIPS  
•	 For stock rocker arms only

•	 Fits Chevrolet, Ford and Pontiac

•	 8/set

	 Rocker Arm Clips................................................................................... 1015

ROCKER ARM STUD PINNING SET
•	 Not for use on hollow studs

•	 For engines using pressed-in rocker arm studs

•	 Includes (16) roll pins and (1) special 5⁄32˝ drill bit

	 Rocker Arm Stud Pinning Set...................................................................806G

ADVANCE & RETARD CAM BUSHINGS
•	 Advance the cam for increased torque and horsepower

•	 Reduce excessive low end torque and increase top end horsepower

•	 Includes (4) offset bushings and (1) 0o bushing

•	 Cam sprocket dowel pin hole must be drilled to .406˝ (13/32˝) dia.

Chevrolet 283-454, All Chrysler Big Block
	 2°, 4°, 6°, 8° and 0°..................................................................................  85
	 1°, 3°, 5°, 7° and 0°................................................................................ 85B

CAM BUTTON SPACER
	 Chevrolet 265-400 w/Flat Face Timing Cover (early style)............................ 1180
	 Chevrolet 265-400 w/Indented Center Timing Cover (late style).................... 1183
	 Chevrolet 396-427-454........................................................................... 1181

CAM BOLT LOCK PLATE KIT
•	 Black oxide finished steel

•	 Includes (3) Grade 5 bolts

•	 Fits Chevrolet Small and Big Block (except 1992-96 LT1 and LT4)

•	 Tabs bend up around bolt head

	 Cam Bolt Lock Plate Kit..........................................................................948G

1015

806G

948G

85

1180

1183
1181

WATER PUMP PULLEY SHIM KIT
•	 Made from Aluminum sheet stock

•	 Designed to align pulleys, eliminates belt mis-alignment

•	 Includes (2) 1/16˝ and (1) 1/8˝ shims

	 Water Pump Pulley Shim Kit.................................................................... 6129

6129
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ENGINE COMPONENTS

988G

983G

984G

987G

985G

CRANKSHAFT AND CAM KEYS*

STOCK REPLACEMENT CRANKSHAFT KEYS

   APPLICATIONS PART NO.

CHEVROLET Small Block 283-400 Long Style 983G

Short Style 984G

Big Block 396-427-454 Long Style 983G

CHRYSLER 273-318-383-426, Hemi Long Style 983G

OFFSET CRANKSHAFT KEYS

CHEVROLET 283-400, (Long Style 1-3/8˝) Silver 2° 985G

Small & Big Block (Short Style 3/4˝) Silver 2° 987G

Copper 4° 988G

CHRYSLER 273-318-383-426, Hemi Silver 2° 985G

OFFSET CAM KEYS

PONTIAC 389-400 Silver 2° 987G

Copper 4° 988G

CHRYSLER 354-392 Silver 2° 987G

Copper 4° 988G

6 CYL. FACTORY GEAR DRIVE

CHEVROLET In-line 6 Silver 2° 987G

Copper 4° 988G

FORD In-line 6 Silver 2° 987G

Copper 4° 988G
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ENGINE COMPONENTS

MOTOR MOUNTS - SOLID STEEL
•	 Prevents lateral engine movement

•	 Eliminates excessive engine twisting 

•	 Solid steel .180” thick, zinc dichromate plated

3671

3672

DRAWING 3671 SHORT 3672 LONG

“A” dimension 1-11/16˝ 2-1/8˝
“B” dimension 2-1/2˝ 2-3/8˝

NOTE: When using this unit on 64-67 Chevelle w/283 or 327,
it is necessary to use OE frame bracket GM #3872815 for L.H. 
and #3872816 R.H. 

CHEVROLET V8

YEAR APPLICATION PART NO.

Full Size - Biscayne, Caprice, Impala

1958-60 283, 348 3671

1961 283, 348 3671

1962-65 283, 327 3671

1966-67 283, 327, 396, 427 3671

1968-69 307, 327, 396, 427 3671

 
1970-72

350 3671

454 3672

 Camaro

1967-68 302, 307, 327, 396 3671

1969 302, 307, 327, 396 3671

1970-72
350 3672

396, 402 3671

Chevelle

1964-67 283, 327, 396, 427 3671

1968-69
307, 327, 350 3672

396 3671

1970-72 350, 402, 454 3672

Chevy II

1964-67 283, 327 3671

Nova

1968-69 307, 350 3671

1969-71 396, 402, 454 3672

1970-72 454 3672

1970-72 350 3671

Monte Carlo 

1970-72 350, 402, 454 3672
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5400

ENGINE COMPONENTS

MOTOR MOUNT COVERS
•	 Heavy gauge stainless steel

•	 Fits over Chevrolet motor mounts

•	 2/set

	 Motor Mount Covers............................................................................... 5285

CYLINDER HEAD DOWEL PINS
•	 Machined and case hardened 

•	 2/set

	 Chevrolet Small Block 1955-97................................................................ 4375

	 Chevrolet Big Block 1965-97, Tubular Head Dowel-
		  .638/.639 O.D. 1⁄2˝.............................................................................. 4377

HEADER REDUCERS
•	 Zinc plated steel

•	 3˝-3 hole flange

•	 Does not include hardware or gaskets

	 Header Reducers................................................................................... 5400

PRECISION TIMING TAPE
CHEVROLET
	 6˝ dia., 283-307-327-350, 1957-73........................................................... 1592
	 6-3⁄4˝ dia., 305, 350, 1969-93.................................................................. 1588
	 7˝ dia., 396-427, 1965-71, 
		  400, 1970......................................................................................... 1589
	 8˝ dia., 396-427-454 1970-73
		  302, 1967-69
		  327, hi-perf 1965-68
		  400, 1970-76
		  350, 1970-73 .................................................................................... 1591

FORD
	 6-3⁄8˝ dia., 289-302-351......................................................................... 1594
	 7” dia., 390-427-428-429....................................................................... 1595

MOPAR
	 7-1⁄4˝ dia., 383-440................................................................................ 1593

PONTIAC
	 5-1⁄4˝ dia., 1968-73................................................................................ 1597

5285

4375

1592

4377
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FREEZE PLUGS
•	 Brass

•	 Includes all plugs needed for a complete engine

	 Chevrolet Small Block ............................................................................ 6481
	 Chevrolet Big Block ............................................................................... 6482
	 Ford 260-351W..................................................................................... 6483

PIPE PLUGS
•	 Blue anodized aluminum

•	 Ideal for intake manifold use

	 3⁄8˝ NPT Hex Head (4/set)........................................................................ 6352
	 1⁄2˝ NPT Square Head (2/set)................................................................... 6353

PIPE PLUGS KIT
•	 Chrome plated steel

•	 Includes (2) 1/8˝ NPT, (2) 1/4˝ NPT, (2) 3/8˝ NPT and (2) 1/2˝ NPT

•	 Socket head

	 Pipe Plugs Kit......................................................................................6352G

MOPAR 5.7L ENGINE COVER INSERT
•	 Polished aluminum

•	 Replaces stock plastic insert

•	 Includes mounting hardware

•	 Fits Mopar 5.7 engine covers

	 Engine Cover Insert............................................................................. 6720G

LATE MODEL BRAKE FLUID CAP COVERS
•	 Polished aluminum

•	 Slides over stock cap

•	 Includes set screws

	 Chevrolet Camaro SS, 2010-11..............................................................6706G
	 Ford Mustang GT, 2005-11....................................................................6716G

6481

6352

6720G

6706G

ENGINE COMPONENTS

YEAR MAKE MODEL
2005-Up Chrysler 300
2005-Up Chrysler 300C
2007-09 Chrysler Aspen
2009-Up Dodge Challenger R/T
2006-Up Dodge Charger R/T

2004-09, 2011-Up Dodge Durango
2005-08 Dodge Magnum R/T
2003-08 Dodge Ram
2006-Up Jeep Commander
2005-Up Jeep Grand Cherokee

6352G
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9781

9425

9779

9779K

9779P

9780P

9426

9780

54159432

OIL PANS

OIL PANS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Includes drain plug, washer and mounting bolts (stock depth and capacity)

•	 See page 37 for replacement plug and washer

Chevrolet
	 Small Block 283-350, OEM Style 1955-79 
		  (driver’s side dipstick)......................................................................... 9781
	 Small Block 283-350, OEM Style 1955-79 
		  (driver’s side dipstick) Unplated........................................................... 9425
	 Big Block 396-454, OEM Style 1965-90 
		  (pass. side dipstick) Black Painted.....................................................9779K
	 Big Block 396-454, OEM Style 1965-90
		  (pass. side dipstick) Unplated............................................................9779P
	 Small Block 305, 350, 1980-85 (pass. side dipstick)................................... 9782
	 Small Block 305, 350, 1986-91 (1 pc. rear main seal)................................. 9426
	 Big Block 396-454 Gen IV, 1965-90 (2 pc. rear main seal)........................... 9779.
	
	

Ford
	 260, 289, 302 Ford 1965-87
		  (will not fit Mustang II or Truck) ........................................................... 9780
		  (Unplated).......................................................................................9780P
	 352, 390, 406, 427, 428 
		  (except 428CJ) Front Sump 1958-76..................................................... 9432

Oil pans are designed for production chassis of cars and years listed.

** Oil pans will not fit trucks, 1966-67 Chevy II or 302 high performance engines or Corvettes. 

Will not fit Chevelle models with steering linkage behind engine crossmember. Will not fit 
stroker engine applications.

*

****

OIL PAN
•	 Die-cast aluminum

•	 Includes drain plug and mounting bolts

•	 5 QT capacity
	 Chevrolet Small Block 1955-79................................................................ 5415
   (requires use of early 1955-74 thin front seal to properly seal oil pan to timing cover)

**

**

9782



Need Assistance?  216-658-6396 41

OIL PANS - DIPSTICKS

LOW PROFILE OIL PANS
EXPRESS PRODUCTS
•	 8-1/4˝ depth from bottom sump to top gasket rail flange

•	 Internal trap door baffle

Ideal for both street and racing applications, fitting both small block 
1955-79 (with driver’s side dipstick) and big block 1965-90.

Chevrolet Small Block 265-350, 1955-79 (driver’s side dipstick)
	 Orange 7 Qts. (includes oil pump pick-up)...............................................7601G

Chevrolet Big Block 396-454, 1965-90
	 Orange 6 Qts.......................................................................................7606G
	 Chrome 6 Qts......................................................................................7605G
	 Oil Pump Pick-Up (Fits Low Profile Standard Volume Pans)........................7607G

NOTE: Oil pan modification required for vehicle applications with engine crossmember. 
Will not fit 1965-90 Chevrolet engines/chassis combinations except 1962-67 Chevy ll, Chevelles 
with steering linkage behind crossmember, and V-8 Monza/Vega. Will not fit stroker engine 
applications.

AUTOMATIC TRANSMISSION OIL PANS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Stock depth and capacity

•	 Includes drain plug, washer and gasket 

	 GM TH350 (Finned)................................................................................. 9761
	 GM TH400............................................................................................. 9762
	 GM TH400 (Deep).................................................................................9732D
	 GM TH700R4/4L60/4L60E (Finned)...........................................................9732*
	 GM Turbo (Finned)................................................................................9791G

	 *Will not work on pans with sensor

7601G

7606G

9761

9762

9732D

ENGINE OIL DIPSTICKS WITH TUBES
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Similar in design to OEM

•	 Simple hand tools required for installation

	 Chevrolet Small Block 1955-79 (driver’s side mounted)............................... 6235
	 Chevrolet Small Block 1955-79 (driver’s side mounted) (Black Satin Steel)....6235BP
	 Chevrolet Small Block 1980-85 (passenger side mount).............................. 6237
	 Chevrolet Small Block 1982-91 (Camaro/Firebird)....................................... 6238
	 Chevrolet Big Block 1965-90 (oil pan mounted).......................................... 6236
	 GM V8 350 LS1 (Camaro/Firebird 1997-02)................................................ 6239
	 Ford Small Block 260-302 1962-78.......................................................... 6920
	 Ford 351 Windsor.................................................................................. 6921
	 Ford 351 Cleveland................................................................................ 6922
	 Chrysler Small Block 273-360.................................................................. 6923
	 Chrysler Big Block 383-440..................................................................... 6924
	 Pontiac 1955-79 (most V8s w/o air cond).................................................. 9898
	 Oldsmobile V8 350-455, 1968-80............................................................. 6925

6235

6235BP

6237

6236

NEW

NEW
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DIPSTICKS

AUTOMATIC TRANSMISSION DIPSTICKS WITH TUBES
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Includes O-Ring

	 GM TH350 (27  ̋length)............................................................................ 9764
	 GM TH400 (28 ̋  length)............................................................................ 9765
	 GM Powerglide (aluminum case) (20˝ length)............................................. 9690

	 *Dedicated for Chevrolet transmissions, must modify mounting tab for Buick, Oldsmobile,
	 and Pontiac transmissions.

AUTOMATIC TRANSMISSION DIPSTICKS WITH TUBES
•	 Billet aluminum handle

•	 Flexible braided stainless steel

•	 Firewall mount

•	 Includes oil filler tube

	 GM TH350 (29-3/4˝ length)....................................................................9703G
	 GM 700R4 (29-3/4˝ length)....................................................................9704G

MOPAR 5.7L OIL DIPSTICK HANDLE
•	 Polished aluminum

•	 Replaces plastic handle

•	 Fits Mopar 5.7L

	 Dipstick Handle...................................................................................6725G

OIL DIPSTICK HANDLE
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits most crankcase or automatic transmission dipsticks

	 Dipstick Handle..................................................................................... 4557

ENGINE OIL DIPSTICKS WITH TUBES
EXPRESS PRODUCTS
•	 Billet aluminum handle

•	 Flexible braided stainless steel

•	 Simple hand tools required for installation

•	 Includes oil filler tube

	 Chevrolet Small Block 1955-79 (block mounted) (20˝ length)......................9706G
	 Chevrolet Small Block 1980-85 (block mounted) (20˝ length)......................9705G
	 Chevrolet Big Block (block mounted) (20-3/4˝ length)................................9707G

9706G

9764

9765

9703G

6725G

4557

YEAR MAKE MODEL
2005-Up Chrysler 300
2005-Up Chrysler 300C
2007-09 Chrysler Aspen
2009-Up Dodge Challenger R/T
2006-Up Dodge Charger R/T

2004-09, 2011-Up Dodge Durango
2005-08 Dodge Magnum R/T
2003-08 Dodge Ram
2006-Up Jeep Commander
2005-Up Jeep Grand Cherokee

*
*
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DIPSTICK DIMENSIONS

6920 - 6921

6922

6923

6925

6239

6924

•	 Measurements in inches
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DIPSTICK DIMENSIONS

6235

6236

6237

9898

6238

•	 Measurements in inches
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LATE MODEL OIL CAP COVERS
•	 Polished aluminum
•	 Slides over stock plastic cap

•	 Includes set screws

	 Chevrolet Camaro SS, 2010-11..............................................................6703G
	 Ford Mustang GT, 2005-11....................................................................6713G
	 Dodge Challenger R/T, 2008-11.............................................................6723G

OIL FILTER COVERS
•	 Tapered O-Ring seal for vacuum tight fit
•	 Fits standard spin-on oil filter with a 3-13/16˝ O.D.
•	 Includes set screw and O-Ring

	 Oil Filter Cover 5-3/16˝H......................................................................... 9759
	 Oil Filter Cover 4-9/32˝H.......................................................................9760G
	 Replacement O-Ring for 9759 (2/set)........................................................ 9758

MAGNETIC OIL PAN DRAIN PLUG
•	 �Accumulates metal particles found in oil preventing possible damage 	
to the engine

•	 �Fits Chevrolet 1955-83, Chrysler 1962-83; Ford 1957-83; Pontiac V8; ... 	
Oldsmobile 1966-83; Buick 1959-83 (1⁄2˝-20)

•	 �Most aftermarket oil pans 

Oil Pan Drain Plug - 1/2-20˝ SAE Thread........................................................ 15
	 Replacement Nylon Oil Pan Drain Plug Washers, (5/set-1⁄2˝ I.D.)....................... 16

SCREW-ON OIL CAP
•	 Chrome plated
•	 Includes O-Ring
•	 Fits most late model GM cars (V6 and V8)

	 Screw-On Oil Cap.................................................................................. 9724

OIL FILTER CONVERSION KIT
•	 Converts bolt-on can-type oil filter to full-flow spin-on oil filter
•	 Must use with original bypass valve
•	 Includes O-Ring and hardware
•	 Uses the following filters: Fram PH13, Wix 51069, AC Delco PF-25 or PF-35

•	 Fits Chevrolet Small Block 1957-67 and Big Block 1965-67

	 Oil Filter Conversion Kit.......................................................................... 1270

OIL FILTER ADAPTER
•	 Includes oil filter adapter with oil bypass and mounting bolts
•	 Replaces GM kit #3951644
•	 Uses the following filters: Fram PH13, Wix 51069, AC Delco PF-25 or PF-35
•	 Fits Chevrolet 307-400 V8 1968-86 and 396-454

	 Oil Filter Adapter.................................................................................... 1272

6703G

9760G

15

9724

1270

1272

16

9758

6713G

OIL ACCESSORIES
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REMOTE OIL FILTER SYSTEMS

REMOTE OIL FILTER SYSTEMS 
•	 Relocate the oil filter to a position of easy access anywhere inside engine compartment

•	 Includes oil filter by-pass adapter, remote oil filter mounting bracket, high pressure hose, all brass fittings, gaskets and instructions

MODEL-YEAR CYL. C.I.D. LITER
SINGLE FILTER 
KIT PART NO.

AMERICAN MOTORS

1977-79 4 121 2 7682

AUDI-CARS

1971-95 (3) 4 92-220 1.5-3.6 7682

BUICK

1968-75 L6 250 4.1 7680

1977-95 (2) V8 305-350 5.0-5.7 7680

CADILLAC

1990-93 (2) V8 305-350 5.0-5.7 7680

CHEVROLET-CARS/TRUCKS/VANS

1962-95 (1)(3) 4 140-153 2.3-2.5 7680

1962-87 L6 194-292 3.2-4.8 7680

1968-95 (1) V8 262-454 4.3-7.4 7680

1956-68 (8) V8 265-427 4.3-7.0 7680

1962-67 (5) V8 283-327 4.6-5.4 7680

CHRYSLER/DODGE/PLYMOUTH-CARS/TRUCKS/VANS

1978-95 (1) 4 92-159 1.5-2.6 7682

1987-95 (1) V6 83-239 3.0-3.9 7682

1960-87 (1) L6 170-225 2.8-3.7 7682

1960-95 V8 273-440 4.5-7.2 7682

FORD-CARS/TRUCKS/VANS

1971-91 (1) 4 85-152 1.4-2.5 7682

1974-91 (1) V6 171-232 2.8-3.8 7682

1957-95 L6 170-300 2.8-4.9 7682

1957-95 (1) V8 221-460 3.6-7.5 7682

EAGLE/JEEP-CARS/TRUCKS

1991-95 4/6/08 1`50-318 2.5-5.2 7682

1961-66 L6 230-250 3.8-4.1 7682

OLDSMOBILE

1966-76 L6 250 2.7-4.1 7680

1977-92 (2) V8 305-350 5.0-5.7 7680

PONTIAC

1964-76 L6 250 2.7-4.1 7680

1978-95 (2) V8 305-350 5.0-5.7 7680

TOYOTA-CARS/TRUCKS

1968-91 (1) 6 183 3 7682

VOLKSWAGEN-CARS/TRUCKS

1975-95 4 92-134 1.5-2.2 7682

VOLVO-CARS

1967-95 4/6 126-171 2.1-2.8 7682

7682

7692

7680

7693

7690

TECH TIP
All Mr. Gasket Remote Oil Filter Systems are designed to use 

either the Wix 51515 (Long) or 51068 (Short) or the Fram HP1 
or PH8A (Long) or PH43 (Short) oil filter, or equivalent.

(1)Except engines with metric thread oil filters
(2)GM corporate Chevrolet engines
(3)�Except 1987-Up engines w/filter inside 

oil pan

(5)Chevy II engines
(8)�Most 1956-68 Chevrolet engines use a 

canister type oil filter. Mr. Gasket oil filter 
conversion kit part no. 1270 must be 
used for these engines (see page 37)

Note: Not for diesel engines or marine engine applications
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WATER NECKS

O-RING STYLE WATER NECKS
EXPRESS PRODUCTS
•	 Chrome plated aluminum

•	 O-Ring style seal to prevent water leaks 

•	 Include O-Rings and mounting bolts

CHEVROLET
	 1967-75 - 45° Swivel...........................................................................9141G
	 1967-75 - 90° Swivel...........................................................................9142G

O-RING STYLE WATER NECKS
EXPRESS PRODUCTS
•	 Chrome plated

•	 Features an O-Ring style seal to prevent water leaks 

•	 Includes O-Rings and mounting bolts

CHEVROLET

	 Chevrolet V8, 1955-65............................................................................ 2660
	 Chevrolet V8, 1966-75............................................................................ 2661
	 Chevrolet V8......................................................................................... 9845
	 GM/Chevrolet V8, 1967-79
	 Incorporates ½” NPT Vacuum Switch Hole................................................ 2557

OLDSMOBILE
	 330, 350, 403, 425, 455, and some AMC V8s*
		  (requires J-shaped water pump hose, not included)...............................9714*

PONTIAC
	 Pontiac V8, 1976-81............................................................................... 2667

FORD
	 289-302-351W-45°................................................................................ 2662
	 351C-Straight Neck................................................................................ 2663
	 429-460..............................................................................................2664*
	 302, 351W, 1979-95..............................................................................9713*

REPLACEMENT O-RINGS
	 For Use with Mr. Gasket Part Numbers:
		  Chevrolet 2660, 2661, 9845, Pontiac 2667 and Ford 2663........................ 2668
*Water neck is supplied with mounting gasket

GM LS WATER NECKS
GM/CHEVROLET 
GM/Chevrolet V8, LS 4.8L-7.0L 1997-Up
Swivel Adjustable Water Neck Outlet............................................................ 2670 

Designed For Engine Swap Applications.

Note: Engine applications 1997-2003 Require Using Later 2004-Up 
2-1/4” Dia. Thermostat. Mr. Gasket Offers #6367 160° & #6368 180°
Thermostats For 2004-Up GM LS Engines.

GM/Chevrolet V8, LS 4.8L-7.0L 1997-Up
Straight Water Neck Outlet......................................................................... 2671 

Designed For Engine Swap Applications.

Note: Engine applications 1997-2003 Require Using Later 2004-Up 
2-1/4” Dia. Thermostat. Mr. Gasket Offers #6367 160° & #6368 180°                                                                                         
Thermostats For 2004-Up GM LS Engines.

GM/Chevrolet V8, LS 4.8L-7.0L 2004-Up
Replaces OE Water Neck ........................................................................... 2672 

2660

2663

9141G

SWIVEL

2670

9714

2671

2672

NEW

NEW

NEW

SWIVEL
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COOLING

HIGH PERFORMANCE ELECTRIC COOLING FANS
•	 High torque, low amperage 12V motor provides power required 
	 for HP engine cooling 

•	 Electric motor is designed with dual ball bearings for long life   

•	 Reversible fan blade engineered for maxiumum air flow 

•	 Includes mounting hardware

SIZE PART NO. CFM RPM AMP Draw

  9˝ Diameter 1984 700 2600 5.5

10˝ Diameter 1985 950 2600 8.3

12˝ Diameter 1986 1400 2300 10.2

14˝ Diameter 1987 1800 2100 10.3

16˝ Diameter 1988 2000 1900 11.4

ELECTRIC COOLING FAN APPLICATION CHART

ENGINE DISPLACEMENT W/ AIR CONDITIONING W/O AIR CONDITIONING

Cubic Inch Liter Quantity & Part No. Quantity & Part No.

61-181 1.0-3.0 *(1) 1986 & (1) 1988 (1) 1988

182-244 3.1-4.0 *(1) 1986 & (1) 1988 (1) 1988

245-460 4.1-7.5 *(1) 1986 & (1) 1988 (1) 1988

*�NOTE: Air conditioning applications listed above must use 12” diameter fan part no. 
1986 as an auxiliary (pusher air flow) cooling fan. Auxiliary fans must be mounted in 
front of A/C condenser or radiator.

ELECTRIC FAN ACCESSORIES
	 Replacement Fan Mounting Kit................................................................ 1994

ELECTRIC FAN ASSEMBLIES OVERALL DIMENSIONS:
SIZE DEPTH (D) HEIGHT (H) WIDTH (W)

  9˝ DIAMETER 3.20˝ 10.24˝ 9.56˝

10˝ DIAMETER 3.09˝ 11.28˝ 10.72˝

12˝ DIAMETER 3.09˝ 13.25˝ 12.60˝

14˝ DIAMETER 3.40˝ 14.69˝ 14.00˝

16˝ DIAMETER 3.40˝ 16.56˝ 16.00˝

MOUNTING BRACKET DIMENSIONS CENTER TO CENTER
TOP TO BOTTOM (X) SIDE TO SIDE (Y)

  9˝ DIAMETER 11.00˝ 4.86˝

10˝ DIAMETER 11.94˝ 5.14˝

12˝ DIAMETER 13.06˝ 7.13˝

14˝ DIAMETER 14.63˝ 7.06˝

16˝ DIAMETER 16.38˝ 8.13˝

NOTE: (X) AND (Y) DIMENSIONS LISTED IN CHART INCLUDE 90 DEGREE  
MOUNTING BRACKETS INSTALLED IN FAN SHROUD.

1988

1994
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COOLING

FLEX FANS
•	 Stainless steel or aluminum with black center

STAINLESS STEEL
	 Universal, 17”, 8000 RPM Limit ............................................................... 4320

ALUMINUM
	 Universal, 18”, 8000 RPM Limit................................................................ 1980

ALUMINUM FAN SPACER KITS
•	 Allow adjustment of fan-to-radiator clearance

•	 Includes aluminum spacer, washers and bolts

	 AMC, Ford and GM–1⁄2” Spacer............................................................... 2391
	 AMC, Ford and GM–1” Spacer................................................................. 2392
	 AMC, Ford and GM–2” Spacer................................................................. 2393

FAN SHROUD BOLT KIT
•	 Universal

•	 Includes nylon hardware, washers and wing nuts

	 Fan Shroud Bolt Kit..............................................................................1990G

4320

1980

2393

1990G
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COOLING

UNIVERSAL RADIATOR SHROUDS
EXPRESS PRODUCTS
•	 Chrome plated heavy gauge steel

	 3˝ Wide................................................................................................. 9864
	 5-1/2˝ Wide........................................................................................... 9865

FLEX-BRAID HOSE SLEEVE KIT
EXPRESS PRODUCTS
•	 Stainless steel

•	 Includes aluminum caps, braid to cover radiator hoses, heater hoses,
	 fuel and vacuum hoses
	 Red...................................................................................................... 8090
	 Blue..................................................................................................... 8091
	 Silver................................................................................................... 8092

9865

8090

8091
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COOLING

THERMOCAP RADIATOR CAP
•	 Indicates coolant temperature

•	 Helps prevent coolant injuries 

•	 Fits most domestic and import vehicles

•	 Fahrenheit and centigrade readings

Domestic Thermocaps
	 7 psi - Silver ......................................................................................2475S
	 13 psi - Red .......................................................................................2470R
	 13 psi - Blue ......................................................................................2470B
	 13 psi - Silver .....................................................................................2470S
	 16 psi - Red .......................................................................................2471R
	 16 psi - Blue ......................................................................................2471B
	 16 psi - Silver .....................................................................................2471S
	 16 psi - Black ..................................................................................2476BK
	 20 psi - Silver .....................................................................................2474S
	 24 psi - Silver .....................................................................................2477S

Import Thermocaps
	 16 psi - Blue ......................................................................................2473B
	 16 psi - Silver .....................................................................................2473S

2476BK

2475S

2470R

2470B
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COOLING

RADIATOR CAP
•	 Chrome plated

•	 OEM Style 15-18 lbs.

	 Radiator Cap......................................................................................... 2481

LATE MODEL RADIATOR CAP COVERS
•	 Polished aluminum

•	 Slides over stock cap

•	 Includes set screws

	 Chevrolet Camaro SS, 2010-11..............................................................6701G
	 Ford Mustang GT, 2005-11....................................................................6711G
	 Dodge Challenger RT, 2008-11..............................................................6721G

WATER PUMPS
•	 Cast aluminum

•	 Heavy duty shafts and bearings produce 45% more flow

Chevy Small Block, SWP, 1955-71 (except Corvette) 
	 Chrome Plated....................................................................................... 7011

Chevy Small Block, LWP, 1969-76 (except Corvette) 
	 Chrome Plated....................................................................................... 7012

	 SWP = Short Water Pump, LWP = Long Water Pump

HEATER HOSE FITTINGS
EXPRESS PRODUCTS
•	 Chrome plated steel
	 5/8˝ I.D. Hose, 1-3/4˝ Long, 1/2˝ Pipe Thread.............................................. 9744

RADIATOR SUPPORTS
•	 Chrome plated steel

	 Camaro, 1970-81 ................................................................................5181G
	 Chevelle, 1968-77................................................................................5183G

RADIATOR FLUID RESERVOIR
•	 Aluminum

•	 24 oz. capacity

•	 9˝ tall x 3˝ dia.

•	 Includes mounting hardware

	 Radiator Fluid Reservoir ......................................................................... 9135

2481

6701G

7011

7012

5181G

9135
REPLACEMENT CONNECTORS AND ADAPTERS
	 Heater Hose Insert - 3/4˝ I.D.................................................................. 11022
	 Heater Hose Adapter - 5/8˝.................................................................... 11023
	 Radiator Hose Insert - 1-3/4˝ I.D............................................................. 1102111022
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COOLING

TRANSMISSION COOLER
•	 Finned aluminum

•	 Dual pass design

•	 12˝ long

•	 3/8˝ hose barb inlet/outlet

	 Transmission Cooler.............................................................................7365G

COOLANT OVERFLOW TANKS
•	 Polished stainless steel

	 2˝ x 13˝...............................................................................................9130G
	 2˝ x 17˝...............................................................................................9131G
	 3˝ x 10˝................................................................................................. 9133

ELECTRIC WATER PUMP DRIVE KIT
PAT. NO. 4,215,658
•	 Alleviates the power drag produced by conventional pulley drive units

	 Buick V6 231, Chevrolet 200 & 299 V6, Chevrolet V8, Ford Small & Big Block, 
	 Mopar Small Block, Big Block & Hemi, Pontiac 350-455, Buick 350, 
	 Oldsmobile 350-455............................................................................... 4333

GM/CHEVROLET LS ENGINE THERMOSTATS*
•	 Compatible for LS engine platforms 2004-up that utilize separate 	
	 thermostat and water neck

•	 Incorporates pressure relief valve 

•	 Includes rubber o-ring to seal water neck

	 160 oF................................................................................................... 6367
	 180 oF................................................................................................... 6368

* Note: Legal for sale or use on race vehicles which may never be used on highways

7365G

9130G

4333

6367
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HIGH PERFORMANCE THERMOSTATS*
•	 Designed to resist large variations of coolant pressure at high 	

	 RPM that can keep a thermostat from opening fully 

•	 Opens at correct temperature consistently regardless of engine RPM  

•	 For high performance street, drag race and oval track 

GM/Ford/AMC
	 160°F................................................................................................ 4363	 	
	 180°F................................................................................................ 4364		
	 195°F................................................................................................ 4365
Chrysler/Dodge/Plymouth
	 160°F................................................................................................ 4366		
	 180°F................................................................................................ 4367

COOLING

Make-Model-Year 160°F 180°F 195°F
AMERICAN MOTORS
4 cyl. engines

1984-89 4 cyl. 2.5L 4363 4364 4365
6 cyl. engines

1966-88 All 4363 4364 4365
8 cyl. engines

1967-80 All 4363 4364 4365
BUICK
6 cyl. engines

1975-87 231 cid (3.8L) (A) (K) (Z) (C) 4363 4364 4365
1980-86 173 cid (2.8L) (X) w/2 bbl carb. 4363 4364 4365
1986-88 231 cid (3.8L) (3) 14 bolt oil pan 4363 4364 4365
1982-85 260 cid (4.3) (T, V) diesel 4363 4364 4365
1980-84 252 cid (4.1L) 4363 4364 4365
1978-79 196 cid (3.2L) 4363 4364 4365
1968-76 All other 6 cyl. 4363 4364 4365

8 cyl. engines
1967-94 All 8 cyl. (incl. diesel) 4363 4364 4365

CADILLAC
6 cyl. engines

1981-84 252 cid (4.1L) 4363 4364 4365
8 cyl. engines

1985-89 All exc. 1985 4.1L (8) RWD 4363 4364 4365
1980-85 350 cid (5.7L) (N) diesel 4363 4364 4365
1976-80 350 cid (5.7L) gas 4363 4364 4365

CHEVROLET
6 cyl. engines

1985-93 262 cid (4.3L) (Z) 4363 4364 4365
1982-86 173 cid (2.8L) (X) (Z) 4363 4364 4365
1982-85 263 cid (4.3L) (T) diesel 4363 4364 4365
1980-84 229 cid (3.8L) 4363 4364 4365
1978-86 231 cid (3.8L) (A) 4363 4364 4365
1982-84 173 cid (2.8L) (L, Z) 4363 4364 4365

1983 250 cid (4.1L) 4363 4364 4365

1933-81 All other 6 cyl. 4363 4364 4365
8 cyl. engines

1955-90 All Corvette 4363 4364 4365
1955-94 All others (incl. diesel) 4363 4364 4365

CHRYSLER
6 cyl. engines

1970-84 All 4363 4364 4365
8 cyl. engines

1975-89 All 4363 4364 4365
1955-74 All 4366 4367

DODGE
6 cyl. engines

1951-84 All 6 cylinder engines 4363 4364 4365
8 cyl. engines

1975-89 All 8 cylinder engines 4363 4364 4365
1951-74 All 4366 4367

FORD
6 cyl. engines

1995 183 cid (3.0L) exc. S.H.O. & Probe 4363 4364 4365
1992-89 230 cid (3.8L) w/MFI 4363 4364 4365
1982-95 200 cid (3.3L) 232 cid (3.8L) 4363 4364 4365
1969-80 250 cid (4.1L) 4363 4364 4365

Make-Model-Year 160°F 180°F 195°F
FORD (Continued)
8 cyl. engines

1980-84 255 cid (4.2L) 4363 4364 4365
1965-95 302 cid (5.0L), 351W cid (5.8L) after 3/1/65 4363 4364 4365
1967-71 390, 427, 428 CID 4363 4364 4365
1967-78 429 cid (7.0L), 460 cid (7.5L) 4363 4364 4365

JEEP
4 cyl. engines

1955-95 All exc. 151 cid (2.5L) GM eng. 4363 4364 4365
6 cyl. engines

1948-95 All 4363 4364 4365
8 cyl. engines

1967-89 All exc. 1970-65 327 4363 4364 4365
LINCOLN

1982-89 All 6 cyl. exc. diesel 4363 4364 4365
1969-89 All 8 cyl. exc. 1982-77 400 cid (6.6L) 4363 4364 4365

MERCURY
6 cyl. engines

1986-95 183 cid (3.0L) 4363 4364 4365
1985-95 232 cid (3.8L) 4363 4364 4365
1962-84 200 cid (3.3) 4363 4364 4365

8 cyl. engines
1981-89 351W cid (5.8L), 302 cid (5.0L) 4363 4364 4365
1980-84 255 cid (4.2L) 4363 4364 4365
1965-93 289, 302, 351W cid (after 3/1/65) 4363 4364 4365
1967-87 429 cid (7.0L), 460 cid (7.5L) 4363 4364 4365

OLDSMOBILE
6 cyl. engines

1981-87 231 cid (3.8L) (A) (K) (Z) (C) 4363 4364 4365
1981-86 173 cid (2.8L) (X) w/2 bbl carb. 4363 4364 4365

1985 231 cid (3.8L) (3) 14 bolt oil pan 4363 4364 4365
1982-85 260 cid (4.3) (T, V) diesel 4363 4364 4365
1984-85 231 cid (3.8L) Ciera 4363 4364 4365
1981-84 181 cid (3.0L), 252 cid (4.1L) 4363 4364 4365
1961-80 All 4363 4364 4365

8 cyl. engines
1955-89 All 4363 4364 4365

PLYMOUTH
6 cyl. engines

1984-60 All 4363 4364 4365
8 cyl. engines

1975-89 All 4363 4364 4365
1955-74 All 4366 4367

PONTIAC
6 cyl. engines

1985-87 262 cid (4.3L) gas w/TBI 4363 4364 4365
1982-86 173 cid (2.8L) (X, Z) 4363 4364 4365
1976-86 231 cid (3.8L) (A) (K) (Z) (C) 4363 4364 4365
1982-85 260 cid (4.3) (T, V) diesel 4363 4364 4365

1982 229 cid (3.8L), 252 cid (4.1L) 4363 4364 4365
1968-75 All 4363 4364 4365

8 cyl. engines
1955-92 All exc. 1981-80 301 cid (4.9L) (T) 4363 4364 4365

4363

Number in BOLD indicates original equipment temperature.
GENERAL MOTORS ENGINE IDENTIFICATION - Wherever a suffix letter or number follows a GM engine check the fifth entry (1977-80) or eighth entry (1981-95) of theVehicle Identification Number (VIN)
located on the dash panel to ensure the correct application. * Note: Legal for sale or use on race vehicles which may never be used on highways
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CARBURETOR ADAPTERS

CARBURETOR ADAPTER KITS*
EXPRESS PRODUCTS
•	 Die cast aluminum

•	 Includes hardware

	 Adapts Square Flange Carburetor to Quadra-Jet 4-BBL.
		  Intake Manifold.................................................................................. 1932
	 Fits Any 4-bolt, 4-BBL. to Any Small 4-bolt, 2-BBL.
		  Manifold and/or 4-bolt, 2-BBL. to Any 4-bolt, 4-BBL.
		  Manifold (except spread bore applications)............................................ 1933

	 Adapts Large Holley® 2-BBL. to Any Rochester
	 	 4-Bolt, 2-BBL. Base or Any Rochester 4-Bolt, 2-BBL.
		  Carb. to Large Holley® 2-BBL. Base....................................................... 1937

	 Adapts Holley® 350/500 2-BBL. Carburetor to Quadra-Jet Bolt Pattern........... 1929

* Note: Legal for sale or use on race vehicles which may never be used on highways
	

1930

1932

1933

1937

1929

1944

ADAPTER DIMENSIONS 
(WITHOUT GASKETS)

1-1/8˝ 1929

3/4˝ 1932

1˝ 1933

9/16˝ 1937

®Holley is a registered trademark of Coltec Industries, Inc

* Bolts not sold 
seperately!
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CARBURETOR ADAPTERS
M

A
N

IF
O

L
D

 B
A

S
E

CARBURETOR BASE

To use chart, determine 
which bolt pattern 

corresponds to manifold 
and carburetor, then 
read down/across 

each column until they 
intersect, indicating 

proper adapter.

QUADRA-JET 
THERMO QUAD 
SPREAD BORE

HOLLEY® 3-BBL. HOLLEY® 
EDELBROCK® 

4-BBL.

CARTER AFB LARGE 
ROCHESTER 4-BBL.

HOLLEY® 2-BBL. 
350/500/650 CFM

ROCHESTER 
2-BBL.

QUADRA-JET 
THERMO QUAD 
SPREAD BORE See Carb 

Adapters 
Page 55

1932 1932 1932 1929 1929

HOLLEY® 3-BBL.

1932
See Carb 
Adapters 
Page 55

–––– –––– 1933 1933

HOLLEY® 4-BBL.
EDELBROCK® 4-BBL.

1932 ––––
See Carb 
Adapters 
Page 55

–––– 1933 1933

CARTER AFB 
LARGE ROCHESTER

1932 –––– ––––
See Carb 
Adapters 
Page 55

1933 1933

HOLLEY® 2-BBL. 
350/500/650CFM

1929 1933 1933 1933 –––– 1937

ROCHESTER 
2-BBL.

1929 1933 1933 1933 1937 ––––

®Holley is a registered trademark of Coltec Industries, Inc
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CARB ADAPTERS, SPACERS & LINKAGE

2-IN-1 CARB ADAPTER WITH  
2 PHENOLIC INSERTS* 
• �Adapts Holley, Carter AFB/AVS & Edelbrock to Rochester Quadrajet 
Intake Manifolds

• Heat insulating phenolic center
• Combines open or 4-hole applications

• Gaskets and hardware included

* Note: Legal for sale or use on race vehicles which may never be used on highways

	 2-in-1 Carb Adapter with 2 Phenolic Inserts............................................... 6009

CARBURETOR SPACER KITS* 
• Increases power, torque and performance    

• Precision die-cast aluminum carburetor spacers  

• Includes mounting hardware

	 1˝ Open Center...................................................................................... 6005
	 1˝ Open Center w/3⁄8˝ PCV tube................................................................ 4945
	 1˝ Ported.............................................................................................. 6006
	 2˝ Open Center...................................................................................... 6007
	 2˝ Ported.............................................................................................. 6008

PHENOLIC THERMAL INSULATING CARB SPACERS*
•	 Phenolic thermoset plastic

•	 Fits Holley®, Carter, Edelbrock and Quadra-Jet carbs

	 1/2˝ Open Center.................................................................................... 3439
	 1˝ 4 Hole Center..................................................................................... 3404
	 1˝ Open Center...................................................................................... 3405
	 1˝ 4 Hole Center (Quadra-Jet) ................................................................. 3406
	 2˝ 4 Hole Center...................................................................................9136G
	 2˝ Open Center....................................................................................9137G

CARBURETOR LINKAGE PLATES
EXPRESS PRODUCTS
•	 Fits Holley®, AFB, Edelbrock and Quadra-Jet carbs

•	 Includes gaskets and cable brackets for GM vehicles

	 Plates.................................................................................................. 6035
	 Bracket................................................................................................ 6037

THROTTLE CABLE BRACKETS
EXPRESS PRODUCTS
•	 Chrome plated steel

	 Throttle Cable Bracket Only - Manual Transmissions................................... 6038
	 Throttle Cable Bracket w/Auto. Trans. Kick-Down Attachment...................... 6039

THROTTLE AND TRANS KICK DOWN BRACKETS
EXPRESS PRODUCTS
•	 Holds cables with round or square mounts

•	 2˝ adjustable range

	 Throttle Cable Bracket-Chevrolet Small Block (thru 1979)............................ 9885
	 Trans Kick-Down Cable Bracket-GM TH350............................................... 9886

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

6009

6005

6007

3404

3405

6035 6037

6038
6039

9885
9886

6008

®Holley is a registered trademark of Coltec Industries, Inc
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CARBURETOR LINKAGE

CARBURETOR BUSHING KIT
EXPRESS PRODUCTS
•	 Reduces 1/2˝ throttle shaft hole to 1/4˝ I.D.

•	 9/16˝ wide when installed

•	 Fits most 4-BBL. carburetors with 1/2˝ hole

	 Carburetor Bushing Kit........................................................................... 6026

CARBURETOR BUSHING PIVOT
•	 Accommodates 1/4˝ diameter throttle rod

•	 Fits most 4-BBL. carburetors with 1/2˝ hole

	 Carburetor Bushing Pivot........................................................................ 1512

BELL CRANK KIT 
•	 12 mounting holes for multiple positioning with 1/4˝ center hole

•	 Includes hardware and universal mounting bracket

	 Bell Crank Kit........................................................................................ 1523

THROTTLE RETURN SPRING KIT
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits Holley® 2300/2305 series 2-BBL. carburetors and 4150/4160 series 
	 4-BBL. carburetors

•	 Includes heavy and light spring sets

	 Throttle Return Spring Kit........................................................................ 9678

THROTTLE CABLE SPRING BRACKET
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Mounts to carburetor stud or intake manifold bolt

	 Throttle Cable Spring Bracket.................................................................. 3683

DUAL THROTTLE CABLE SPRINGS AND BRACKET
EXPRESS PRODUCTS
•	 Stainless steel

	 Dual Throttle Cable Springs and Bracket - 4.50˝ OAL................................... 6092

	 Dual Throttle Cable Springs and L-Bracket - 4.00˝ OAL.................................... 19

THROTTLE CABLE RETURN SPRINGS
EXPRESS PRODUCTS
•	 Ideal for OEM or custom replacement throttle springs

•	 Includes mounting bracket

	 2-3⁄4˝ Throttle Cable Return Spring............................................................... 14
	 12˝ Throttle Cable Return Spring.................................................................. 13

6026

1512

1523

9678

6092

19

14

3683

®Holley is a registered trademark of Coltec Industries, Inc
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3831G

CARBURETOR LINKAGE

PEDAL WITH THROTTLE CABLE
•	 Cast aluminum pedal and base 

•	 Includes 48˝ cable and housing clamp

	 Pedal with Throttle Cable......................................................................3842G

THROTTLE CABLE KIT
•	 Steel cable and sleeve

•	 36˝ cable with 24˝ sleeve

•	 Adjustable and cuts to length

•	 1/4-20˝ thread-on connection

•	 Includes hardware

	 Throttle Cable Kit................................................................................... 5657

DUAL QUAD THROTTLE LINKAGE KIT
•	 Fits all 2-BBL. and 4-BBL. in-line carburetors 

•	 Cable termination at firewall

•	 Includes hardware, 22-1/2˝ cable and 29-1/2˝ cable

	 Dual Quad Throttle Linkage Kit...............................................................3831G

DUAL QUAD CARBURETOR LINKAGE KIT
•	 For high performance low-rise street manifold applications

•	 Use as progressive set-up or straight to carburetors

•	 May be used in conjunction with current linkage for custom applications

•	 1/4˝-20 thread on rod

	 Dual Quad Carburetor Linkage Kit...........................................................3830G

THROTTLE CABLE WITH SLEEVE
•	 Polished stainless steel cable and sleeve

•	 6˝ cable with 17˝ sleeve

•	 Includes locking brass bushing and quick disconnect fitting

	 Throttle Cable with Sleeve...................................................................... 5655

THROTTLE CABLE
•	 Braided stainless steel

•	 36˝ length

•	 24˝ braided sleeve

	 Throttle Cable........................................................................................ 5659

CARBURETOR LINKAGE COMPONENTS
	 Ball Joint, Standard (2/set)....................................................................3810G
	 Ball Joint, Quick Disconnect (2/set)........................................................3811G
	 1⁄4˝ Rod Ends (2/set)............................................................................3812G
	 11-1⁄2˝ Linkage Rod 1/4-28 Threads......................................................... 3815
	 Linkage Arm 6650 Style (2/set-red anodized)...........................................3821G
	 7˝ Linkage Rod for 6650 (1/4-28 threads)................................................3829G

3842G

5657

5659

3810G

3815

3812G

3821G

3830G

5655
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CARBURETOR COMPONENTS

CARBURETOR HEAT DISSIPATORS*
•	 Heat absorbing gasket material separated by layers of aluminum alloy

	 1⁄4˝ Holley® Edelbrock™ & AFB.................................................................... 97
	 1⁄2˝ Holley® & AFB...................................................................................... 98
	 1⁄2˝ Holley® 3-BBL. & Ram Manifolds..........................................................98A
	 1⁄4˝ Rochester Quadra-Jet........................................................................... 86
	 1⁄2˝ Rochester Quadra-Jet.........................................................................86B

ENGINE LIFT PLATE
EXPRESS PRODUCTS
•	 Gold iridite plated steel

•	 For use with 2-BBL. and 4-BBL. manifolds

	 Engine Lift Plate................................................................................33027G

CARBURETOR HEAT SHIELDS*
•	 Helps eliminate fuel boiling and vapor locking in the carburetor caused
	 by excessive heat

	 1/2˝ (exc. 4500) and Carter AFB 4-BBL...................................................... 3710
	 1/2˝ Rochester Quadra-Jet...................................................................... 3712

CARBURETOR COMPONENTS 
FOR HOLLEY® CARBS
•	 2/set

•	 Fits all externally adjustable Holley® carbs

	 Needle & Seat, .110”.............................................................................. 8306
	 Sight Bowl Plugs................................................................................... 8308

CARB SERVICE GASKETS FOR HOLLEY® CARBS
•	 Includes 2 float bowl gaskets and 2 metering block gaskets

	 Holley® 4150......................................................................................... 6177

. ®Holley is a registered trademark of Coltec Industries, Inc

98

3710

8306

6177

8308

33027G

98A

*NOTE: Legal for sale or use on race vehicles which may never be used on highways
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CARBURETOR COMPONENTS

FUEL BOWL SCREW GASKETS FOR HOLLEY® CARBS
•	 Fits Holley® 2300, 4150, 4160, 4165, 4175, 4500 series 

•	 Made from composite fiber material

•	 24/set

	 Fuel Bowl Screw Gaskets........................................................................ 8304

NEEDLE AND SEAT HARDWARE FOR HOLLEY® CARBS
•	 Fits Holley® 2300, 4150, 4160, 4165, 4175, 4500 series carburetors

•	 Includes one each: needle and seat adjusting screw, screw gasket,
	 adjusting nut, nut gasket & O-Ring

	 Needle and Seat Hardware...................................................................... 8305

FUEL BOWL WASHERS FOR HOLLEY® CARBS
•	 Plastic

•	 Fits Holley® float bowl screws to attach fuel bowls and prevent leaking

•	 10/set

	 Fuel Bowl Washers................................................................................ 6058

	 Note: Does not require composite fuel bowl screw gaskets to seal fuel bowl  

CLEAR FUEL BOWL SIGHT PLUGS FOR HOLLEY® CARBS
•	 Allow you to see level of fuel in fuel bowls without removing screws

•	 2/set

	 Clear Fuel Bowl Sight Plugs..................................................................... 6057

CARBURETOR REBUILD PARTS KIT
•	 Fits Holley®  4160 carburetors

•	 Includes all gaskets, seals, small parts and instructions necessary for 

	 a complete rebuild

	 Carburetor Rebuild Parts Kit..................................................................8357G

®Holley is a registered trademark of Coltec Industries, Inc

8305

6058 

6057 

8357G  

8304

NEW!
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CARBURETOR COMPONENTS

POWER VALVE PROTECTOR FOR HOLLEY® CARBS
•	 Fits Holley® 2300, 4150, 4160 series

	 Power Valve Protector..........................................................................1511G

REPLACEMENT ACCELERATOR 
PUMP DIAPHRAGMS
•	 Fits Holley® 2300, 4150, 4160, 4165, 4175, 4500 series

	 30cc Standard Accelerator Pump Diaphragm (2/set)................................... 8300
	 50cc Standard Accelerator Pump Diaphragm...........................................8302G

SAFETY PLATE FOR HOLLEY® CARBS
•	 Fits Holley® 4500 series

	 Safety Plate.......................................................................................... 6004

. ®Holley is a registered trademark of Coltec Industries, Inc

POWER VALVE BLOCK-OFF PLUG FOR HOLLEY® CARBS
•	 Includes non-stick washer

	 Power Valve Block-Off Plug..................................................................... 1510

TRANSFER TUBE O-RINGS FOR HOLLEY® CARBS
•	 Buna-N material

•	 2/set

	 Transfer Tube O-Rings............................................................................ 3705

3705

1510

1511G

8300

8302G

6004
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FUEL LINE COMPONENTS

CARBURETOR CAP
•	 Fits carbs with 5-1/8˝ dia. necks

•	 Works for storage or transportation

•	 Carburetor/line not included

	 Carburetor Cap...................................................................................... 6413

FUEL LINE FITTINGS
•	 Stainless steel hose clamps and brass fittings

•	 Fits 3/8˝ I.D. hose

•	 2/set

	 Late Holley® Carbs with 7⁄8˝-20 Inlet......................................................... 1543
	 Holley® and Quadra-Jet Carbs with 5⁄8˝-18 Inlet......................................... 1545

	 Note: For a positive seal use Thread Sealing Tape part no. 2842G on threads (see page 64)

LOW-LOSS FUEL FITTINGS
•	 Brass 

•	 Includes 1 each: fitting and clamp 

	 3⁄8˝ NPT – Straight for 3⁄8˝ I.D. Hose......................................................... 2965
	 3⁄8˝ NPT – 90° for 3⁄8˝ I.D. Hose............................................................... 2966
	 3⁄8˝ NPT – Straight for 1⁄2˝ I.D. Hose......................................................... 2967
	 3⁄8˝ NPT – 90° for 1⁄2˝ I.D. Hose............................................................... 2968

	 Note: For a positive seal use Thread Sealing Tape part no. 2842G on threads (see page 64)

FUEL LINE FITTINGS
•	 Chrome plated steel

•	 For competition use

	 3/8˝ NPT-Straight for 3/8˝ I.D. Hose.........................................................2969G
	 3/8” NPT-90° for 3/8˝ I.D. Hose..............................................................2970G

FUEL LINE CLAMPS
•	 Stainless steel 

•	 Fits hose from 5/16˝ to 7/8˝ O.D.

•	 4/set

	 Fuel Line Clamps................................................................................... 1925

®Holley is a registered trademark of Coltec Industries, Inc

6413

1543

1545

2965

2970G

1925

2967
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FUEL LINE COMPONENTS

“T”-STYLE FUEL BLOCKS
•	 Chrome plated die-cast aluminum

•	 Ideal for plumbing tri-power set ups and dual inlet Holley® carbs 
	 with nitrous

•	 3/8” dia. NPT tapped inlet with 1/4” dia. tapped outlets*

	 Dual Outlet............................................................................................ 6150
	 Triple Outlet.......................................................................................... 6151
	 Quad Outlet........................................................................................... 6152

	 *Note: For a positive seal use thread sealing tape part no. 2842G on threads

“T”-STYLE FUEL BLOCK
•	 Gold anodized aluminum

•	 Ideal for dual quads or dual pressure gauges

•	 Includes 3 each: brass fittings and hose clamps*

•	 2-3/8” NPT and 1-1/4” NPT for 3/8” dia. hose

	 “T”-Style Fuel Block............................................................................... 1557

	 *Note: For a positive seal use thread sealing tape part no. 2842G on threads

“Y”-STYLE FUEL BLOCK
•	 Ideal for multi-carburetor applications 

•	 1/8” dia. tapped hole for fuel gauge

•	 3/8” dia. NPT tapped inlet and outlet

•	 Includes brass fittings and hose clamps*

•	 1/2” I.D. inlet / 3/8” I.D. outlet

	 “Y”-Style Fuel Block (Black Anodized Aluminum w/Logo)..........................2961BL

	 *Note: For a positive seal use thread sealing tape part no. 2842G on threads

FUEL PRESSURE GAUGE ADAPTER 
•	 Gold anodized aluminum

•	 1/8” dia. NPT for fuel gauge

•	 3/8” O.D. tube ends 

•	 Includes 2 hose clamps*

	 Fuel Pressure Gauge Adapter.................................................................. 2975

	 *Note: For a positive seal use thread sealing tape part no. 2842G on threads

THREAD SEALING TAPE
•	 Resistant to fuel and oil

•	 260” long x 1/2” wide

	 Thread Sealing Tape............................................................................2842G

6150

1557

2975

2842G

6151

®Holley is a registered trademark of Coltec Industries, Inc

2961BL
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1552

65

FUEL LINES

FUEL LINES WITH FUEL PRESSURE GAUGE
•	 Chrome plated steel

•	 1-1/2” dia. gauge reads in 1/2 lb. increments from 0-15 lbs.

• 	Inverted flare female inlet thread size 5/8”-18

	 Holley® 4160  w/8-21⁄32” Centers (9/16” x 24”)......................................... 1558
	 Holley® 4150 w/9-5⁄16” Centers (5/8” x 18”)............................................. 1559

FUEL LINES
•	 Chrome plated steel tubing, silver brazed connections

•	 Mandrel bent 3/8”

•	 5/16˝-18 inlet threads, 9/16˝-24 outlet threads

	 Race, Speed & Road Demon Carbs........................................................... 1575
	 Race, Speed & Road Demon Carbs
	 (includes 0-15 lbs. fuel pressure gauge).................................................... 1576

FUEL LINE
•	 Chrome plated steel tubing, silver brazed connections

•	 Fits Edelbrock and Carter carburetors

•	 3/8” NPT inlet

	 Fuel Line............................................................................................ 29883

HOLLEY® FUEL LINES
•	 Chrome plated steel tubing, aluminum fittings and silver brazed connections

•	 Mandrel bent 3/8”

•	 5/16˝-18 outlet threads

	 Dual-Inlet Holley® 4-bbl. (3⁄8” tube, 8-21⁄32” centers)................................. 1551
	 Dual-Inlet Holley® 4-bbl. (3⁄8” tube, 9-5⁄16” centers).................................. 1552

HOLLEY® ADJUSTABLE FUEL LINE
•	 Chrome plated braided stainless steel with red and blue hose ends

•	 1/8” NPT port and plug for fuel gauge

•	 Fits Holley® 4150/4160 carbs

	 Adjustable Fuel Line.............................................................................1556G

UNIVERSAL FUEL LINE
•	 Braided stainless steel 

•	 Includes hose clamps

•	 3 ft length x 3/8” I.D.

•	 Can be cut to length

	 Universal Fuel Line................................................................................. 1526

	 NOT FOR FUEL INJECTED SYSTEMS

1559

29883

1576

1556G

1526®Holley is a registered trademark of Coltec Industries, Inc
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FUEL FILTERS

CLEARVIEW FUEL FILTERS*
EXPRESS PRODUCTS
•	 Chrome plated ends

•	 100 micron flow rating

•	 Barbed ends for fuel hose attachment

•	 4.20˝ OAL, 1.07˝ diameter

	 Universal - Fits  1⁄4”, 5⁄16” and 3⁄8” I.D. Hose
		  (does not include hose or clamps)........................................................ 9706
	 Fits 5⁄16” I.D. Hose................................................................................ 9747
	 Fits 3⁄8” I.D. Hose.................................................................................. 9748
	 Replacement Element (1/set)................................................................... 9749
	 Replacement Element (3/set)...................................................................896G

	 NOT FOR FUEL INJECTED SYSTEMS

CANISTER FUEL FILTERS*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 40 micron flow rating

•	 Inlet and outlet feature safety bead for positive fuel line retention

	 Fits  5⁄16” I.D. Hose............................................................................... 9745
	 Fits 3⁄8” I.D. Hose.................................................................................. 9746
	 Fits 1⁄2” I.D. Hose.................................................................................. 2526

	 NOT FOR FUEL INJECTED SYSTEMS AND E85 FUEL

HIGH PERFORMANCE FUEL FILTER*
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 10 micron flow rating

•	 Replaceable filter is powered bronze for positive filtration

•	 3/8” O.D. inlet and outlet

	 Fuel Filter............................................................................................. 6153

	 NOT FOR FUEL INJECTED SYSTEMS

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

9747

896G

9745

6153
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PRESSURE GAUGES & FUEL ACCESSORIES

FUEL PRESSURE GAUGE WITH IN-LINE ADAPTER
•	 Aluminum body with 1/8” NPT fuel gauge port

•	 3/8” tube ends with 1-1/2” fuel gauge

	 Fuel Pressure Gauge with In-Line Adapter................................................. 1560

LIQUID FILLED FUEL PRESSURE GAUGE
•	 Liquid filled to resist vibrations

•	 Gauge reads in 1/2 lb. increments with a range of 0-15 lbs.

	 Liquid Filled Fuel Pressure Gauge 1.50˝ diameter....................................... 1563
	 Liquid Filled Fuel Pressure Gauge with 3/8” Fuel Line Adapter..................... 1564

FUEL PRESSURE GAUGE
EXPRESS PRODUCTS
•	 1/8” male NPT fitting

•	 Gauge reads in 1/2 lb. increments with a range of 0-15 lbs.

	 Fuel Pressure Gauge 1.50˝ diameter......................................................... 1561

	 Note: For a positive seal use thread sealing tape part no. 2842G on threads (see page 64)

FUEL PRESSURE REGULATOR*
EXPRESS PRODUCTS
•	 Adjusts fuel pressure from 1 to 6 lbs

•	 Fits 5/16” & 3/8” O.D. fuel lines 

•	 Max inlet pressure 9 PSI

•	 Includes brass fittings

•	 2.25˝ diameter

	 Fuel Pressure Regulator.......................................................................... 9710

	 Note: For a positive seal use thread sealing tape part no. 2842G on threads (see page 64)

	 Not for fuel injected systems

GAS COOL CAN
•	 Brushed finish

•	 Includes mounting bracket, aluminum tubing, drain plug, can and lid

•	 6-1/4” tall x 5” dia. with 3/8” tubing

	 Gas Cool Can......................................................................................... 1350

VACUUM CAP ASSORTMENT 
EXPRESS PRODUCTS
•	 Buna-N rubber

•	 Includes (4) 1/8”, (4) 3/16”, (4) 1/4”, (2) 5/16” and (2) 3/8” caps

	 Vacuum Cap Assortment......................................................................... 3704

*NOTE: Legal for sale or use on race vehicles which may never be used on highways

9710

1560

1563

1561

1350

3704
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FUEL ACCESSORIES

FUEL PUMP BLOCK-OFF PLATES
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Includes gasket

	 Chevrolet 265-400................................................................................. 1515
	 Chevrolet 396-427-454 & Most V6/V8
		  with 1-3⁄4” Bolt Spacing..................................................................... 1516
	 Ford 351 and 400 Cleveland Only............................................................. 1517

FUEL PUMP MOUNTING PLATE
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits mechanical pumps for GM Small Block 265-400

•	 Includes gasket

	 Fuel Pump Mounting Plate...................................................................... 1514

E.G.R. BLOCK-OFF PLATE
•	 Chrome plated steel

•	 Fits Chevrolet 283-400

•	 Includes gasket and hardware

	 E.G.R. Block-Off Plate............................................................................. 7631

FUEL PUMP BLOCK-OFF PLATES
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Triple fin design

•	 Includes gasket

	 Chevrolet 265-400................................................................................. 5421
	 Chevrolet 396-454 & Most GM V6/V8........................................................ 5422

•	 Polished aluminum
	 Chevrolet 396-454 & Most GM V6/V8......................................................9126G

1515

1516

1517

1514

7631

5421

MOUNTING CLAMPS
•	 Steel strap with rubber center

•	 6/set

	 3⁄16” I.D.............................................................................................3770G
	 1⁄4” I.D. .............................................................................................3771G
	 3⁄8” I.D. .............................................................................................3772G
	 1⁄2” I.D. .............................................................................................3773G
	 9⁄16” I.D. ............................................................................................. 3774
	 5⁄8” I.D. .............................................................................................3775G

3771G

CONTROL CABLE
EXPRESS PRODUCTS
•	 Steel inner cable with spring steel shroud cover

•	 72” long

•	 Installs in 3/8” diameter mounting hole

	 Control Cable........................................................................................ 2078

2078
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WE’RE PUMPED 
ABOUT OUR NEWEST 
MICRO ELECTRIC 
FUEL PUMP.

• Easy Installation with simple two-wire design
• Solid-state worry free electronics
• Eliminates vapor lock and flooding
• Makes an excellent fuel transfer pump
• Works as a stand-alone or booster pump
• Internal pressure regulating
• Gravity fed type pump 
• Redesigned for greater reliability

Introducing 
The Micro Electric 12E 
Ethanol E85 Race Fuel Pump

69

FUEL PUMPS
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FUEL PUMPS

HIGH PERFORMANCE ELECTRIC FUEL PUMPS
•	 Ideal for all performance carbs
•	 Rotor/vane style
•	 3/8” NPT inlet/outlet
•	 Includes mounting bracket

	 95 GPH, 7 PSI Max...................................................................................95P
	 105 GPH, 14 PSI Max (incl. return-style regulator)......................................105P
	 130 GPH, 14 PSI Max..............................................................................130P
	 Return-Style Fuel Pressure Regulator, 4.5-9 PSI......................................... 2015
	 Dead-Head Fuel Pressure Regulator, 4-9 PSI............................................. 2016

	 NOT COMPATIBLE WITH ALCOHOL OR METHANOL FUELS AND NOT FOR FUEL INJECTED SYSTEMS

ELECTRIC FUEL PUMP RELAY
•	 Universal
•	 Includes 30 amp relay, butt connections and high quality wire

	 Fuel Pump Relay......................................................................................40H

FUEL PUMP SAFETY SWITCH
•	 Shuts off fuel pump when engine oil pressure drops below 15 lbs.
•	 For 12 Volt systems
•	 1/8” NPT

	 Fuel Pump Safety Switch........................................................................ 7872

95P

7872

2015

40H
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FUEL PUMPS

MICRO ELECTRIC DIESEL FUEL PUMP
•	 Safe for diesel fuel use
•	 Self priming, 2 wire design
•	 12 Volt negative ground systems only
•	 Includes 100 micron in line filter

	 35 GPH, 4-7 PSI.......................................................................................12D
	 Replacement Filter...............................................................................1243G

	 NOT FOR FUEL INJECTED SYSTEMS

MICRO ELECTRIC ETHANOL FUEL PUMP
•	 For race fuel – ethanol – methanol – E85 Only
•	 Self priming, 2 wire design
•	 12 Volt negative ground systems only
• 	Includes 100 micron in line fuel filter
•	 Includes fittings and hardware

	 35 GPH, 4-7 PSI.......................................................................................12E
	 Replacement Filter...............................................................................1243G

	 NOT FOR FUEL INJECTED SYSTEMS

ELECTRIC FUEL PUMPS
•	 Eliminates vapor lock and flooding
•	 Works well as a fuel transfer pump or booster pump
•	 Self-priming, 2 wire design
•	 12 Volt negative ground systems only
• 	Includes 40 micron in line fuel filter
•	 Includes fittings and mounting hardware
•	 Pumps require approximately one amp average draw at maximum delivery

	 35 GPH, 4-7 PSI, For Most Domestic 4, 6 & 8 Cylinder 
		  Carburetor Applications.........................................................................12S
	 28 GPH, 2-3.5 PSI, For Most Import 4, 6 Cylinder 
		  Carburetor Applications.........................................................................42S
		  Replacement Filter...........................................................................1242G

	 NOT FOR FUEL INJECTED SYSTEMS

12D

12E

12S

42S
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WIRE LOOMS AND SEPARATORS
EXPRESS PRODUCTS
•	 Chrome plated steel with rubber grommets

•	 2/set

WIRE SEPARATORS
EXPRESS PRODUCTS
•	 ABS plastic

•	 Heat resistant

	 7mm, Silver.......................................................................................... 3676
	 8mm, Black.......................................................................................... 3677

COMPETITION WIRE SEPARATORS
EXPRESS PRODUCTS
•	 ABS plastic

•	 Heat resistant

•	 Fits 7mm and 8mm wire

•	 For competition and street use

•	 Includes 2 each: 2 wire, 3 wire and 4 wire separators
	 Black................................................................................................... 9728
	 Red...................................................................................................... 9727
	 Blue .................................................................................................... 9877

9752

9753

3677 

9727

9881

9723

9877

Application Short Style Tall Style

Two Wire Loom Set 9750 9752

Four Wire Loom Set 9751 9753

WIRE LOOMS AND SEPARATORS WITH BRACKETS
EXPRESS PRODUCTS
•	 Helps lift and separate wires away from heat

•	 Fits 7mm and 8mm wire

	 (4) 2 Hole Looms, (2) 3 Hole Looms and (4) Brackets
		  Blue................................................................................................. 9881
	 (8) 2 Hole Looms, (2) 4 Hole Separators and (4) L-Brackets 
		  Blue................................................................................................. 9880

PRO IGNITION WIRE SEPARATORS
EXPRESS PRODUCTS
•	 Heat resistant

•	 ABS plastic

•	 Fits 8mm wire

•	 Reduces ignition crossfire and prolongs spark plug wire life

•	 Includes 2 each: 2 wire, 3 wire, and 4 wire and 1 allen wrench

	 Pro Ignition Wire Separators.................................................................... 9723

WIRE DIVIDERS & SEPARATORS
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WIRE DIVIDERS & SEPARATORS

COMPETITION WIRE LOOMS
EXPRESS PRODUCTS
•	 Fits 7mm and 8mm wire
•	 Keeps wires insulated from steel supports
•	 Eliminates crossfire and prolongs plug wire life
•	 Clips into steel brackets that attach to valve cover
•	 Compatible with tall valve covers 
	 Competition Wire Looms......................................................................... 6015

CUSTOM WIRE LOOM
EXPRESS PRODUCTS
•	 Heat resistant
•	 ABS plastic 
•	 Fits 7mm and 8mm wire
•	 Eliminates crossfire
•	 Includes (2) 4 wire clamps, (8) 2 wire clamps and (4) brackets
	 Custom Wire Loom................................................................................. 6016

UNIVERSAL SPARK PLUG WIRE DIVIDER BRACKET SET
EXPRESS PRODUCTS
•	 Aluminum
•	 Fits 7mm and 8mm wire
•	 Adjustable tabs to prevent crossfire
•	 14-3/4˝ long
	 Brushed Aluminum ................................................................................ 6018

WIRE LOOM
EXPRESS PRODUCTS
•	 Polished ball milled aluminum
•	 Fits most domestic V8 engines
	 Wire Loom..........................................................................................9164G

SPARK PLUG WIRE DIVIDER BRACKETS
EXPRESS PRODUCTS
•	 Brushed aluminum
•	 Fits 7mm and 8mm wire
•	 Fits Chevrolet Small Block 1987-96 with center hold down bolts
•	 2/set
	 Wire Divider Brackets............................................................................. 6042

SPARK PLUG WIRE DIVIDER BRACKETS
EXPRESS PRODUCTS
•	 Chrome plated steel and ABS plastic
•	 Fits 7mm-8.5mm wire 
•	 14-1/4˝ long
•	 Universal
	 Spark Plug Wire Divider Brackets............................................................. 9870

WIRE MARKERS
EXPRESS PRODUCTS
•	 White plastic
•	 Fits 8mm wire
•	 Oil and grease resistant
•	 Keep track of firing order
	 Wire Markers........................................................................................ 4472

6015

6016

6018

4472

9164G

6042

9870
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IGNITION ACCESSORIES

COIL COVERS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Fits most stock designs

•	 Includes mounting bracket, bolt and nut

	 Universal Horizontal Mount - 3.25˝ Hole Spacing........................................ 9777
	 Universal GM-OEM Vertical Mount - 3.25˝ Hole Spacing............................... 9767

COIL BRACKET
EXPRESS PRODUCTS
•	 Universal for most applications

	 Coil Bracket (gold dichromate)................................................................. 3685
	 Coil Bracket-Ford Only (chrome plated steel) ............................................ 6055

“TOP HAT” WIRE RETAINER
EXPRESS PRODUCTS
•	 Chrome plated plastic

•	 Replaces stock coil cap on HEI distributor

	 HEI Top Hat........................................................................................... 6655

VACUUM ADVANCE COVER
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Notched in back to accommodate distributors with hold down bolts

	 Vacuum Advance Cover........................................................................6012G

SPARK PLUG BOOT INSULATORS
•	 Woven from fiberglass and double-layered 
•	 Resistant to burst temperatures up to 1200o F, will protect continuously
	 at 500o F

•	 3/4˝ I.D. x 7.5˝ long

•	 Protect from tight fitting aftermarket headers

•	 2/set

	 Spark Plug Boot Insulators.................................................................... 11077

9777

9767

3685

6055

6655

6012G

11077
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IGNITION ACCESSORIES

TRANSPARENT DISTRIBUTOR CAPS
•	 Twice the dielectric strength of stock caps

•	 Will not carbon track

– CAP ONLY
	 All Chevrolet V8 1957-74, Cadillac, Buick, Oldsmobile 
		  and Pontiac with Window Cap.............................................................. 1260

– Includes distributor cap, rotor and coil cover
	 Most Chevrolet V8 1974-84, Cadillac, Buick, Oldsmobile and Pontiac with 
		  Electronic HEI Ignition.......................................................................1263C

HEI ADVANCE CURVE KIT*
EXPRESS PRODUCTS
•	 Fits 1974-79 GM HEI distributors with E-clips
•	 Includes instruction sheets with graphs showing typical advance rates
	 with various springs/weights
•	 Includes (2) weights, (1) special center plate, (6) color coded
	 springs and (4) nylon bushings

	 Advance Curve Kit..................................................................................929G

COMPETITION DISTRIBUTOR CLAMP
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Rolled edges, ideal for magnetos

•	 Chevrolet Small and Big Block V8 and 200, 229 V6

•	 Includes mounting hardware and gaskets

	 Competition Distributor Clamp................................................................. 6197

DISTRIBUTOR HOLD-DOWN CLAMPS
EXPRESS PRODUCTS
•	 Chrome plate steel

•	 Holds the distributor in place for accurate timing

•	 Serrated bottom prevents the distributor from turning

•	 Includes hold-down bolt or stud

	 Ford All Models..................................................................................... 9860
	 Ford 260-351W with Stud and Nut........................................................... 2502
	 Chrysler Small Block with Bolt................................................................. 2503
	 Chevrolet Small and Big Block V8 and 200, 229 V6 (includes gasket)............ 1009

* Not legal for sale or use on California pollution-controlled motor vehicles. 
Per Federal Clean Air Act of 1990, these products may only be used on:
1965 and earlier California passenger cars and light trucks to 6000 lbs. GVW, 
1967 and earlier federally-certified passenger cars and light trucks to 6000 lbs. GVW,
1968 and earlier California trucks and motorhomes over 6000 lbs. GVW, and 
1969 and earlier federally-certified trucks and motorhomes over 6000 lbs. GVW.

1260

929G

6197

1263C

1009

9860

2502

2503



76 www.mr-gasket.com76

ADVANCE CURVE KITS*
EXPRESS PRODUCTS
•	 Allows full advance between 2000 and 2800 RPMs

GM
	 Delco Distributors 1969-Up, with (2) Weights,
		  (1) Bushing and (1) Set of Heavy Springs...............................................926G

	 Delco Distributors 1969-Up, with (2) Weights,
		  (1) Bushing and (3) Sets of Springs 
		  (heavy, medium and light for multiple curve ranges)...............................927G

	 Delco Point Type Distributors with (1) Bushing and 
		  (3) Sets of Springs (heavy, medium and light).........................................928G

FORD
	 Most 1965-Up with (1) Set of Springs Only................................................925D

MOPAR
	 Kit with 1 set of springs only, 1959 and later – 6 and 8 cyl..........................925B

VACUUM CANISTER
•	 Black painted steel

•	 Improves power brake performance

•	 Includes check valve & grommet

	 Vacuum Canister................................................................................... 3701

IGNITION ACCESSORIES

* Not legal for sale or use on California pollution-controlled motor vehicles. 
Per Federal Clean Air Act of 1990, these products may only be used on:
1965 and earlier California passenger cars and light trucks to 6000 lbs. GVW, 
1967 and earlier federally-certified passenger cars and light trucks to 6000 lbs. GVW,
1968 and earlier California trucks and motorhomes over 6000 lbs. GVW, and 
1969 and earlier federally-certified trucks and motorhomes over 6000 lbs. GVW.

927G

3701

4524

4525

SILICONE HOSE KIT
•	 Universal

•	 Easy to install

•	 Includes 10´4mm, 10´6mm and 6´8mm hose

	 Red...................................................................................................... 4524
	 Blue..................................................................................................... 4525

NEW!

3190

VACUUM LINE
•	 Braided stainless steel

•	 3” length x 5/32”

•	 Includes fittings

	 Vacuum Line......................................................................................... 3190

926G

925B
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ALTERNATORS
•	 Chrome plated

•	 Exceeds OEM specifications

•	 Tested and output rated to 80 AMPs

	 GM 1973-83 (non-metric) with Internal Regulator, Single Groove Pulley......... 5122
	 GM 1966-72 with External Regulator, Single Groove Pulley.......................... 5123
	 Ford 1961-85, Single Groove Pulley.......................................................... 5124

TRUNK MOUNTED BATTERY INSTALLATION
•	 Polyethylene case

•	 Includes battery hold down brackets, 20 ft. of 2 GA copper cable, (4) lugs
	 and (2) cable ends

•	 12˝ L x 7˝ W x 10˝ D 

•	 Holds standard batteries up to 12” long

	 Trunk Mounted Battery Installation Kit...................................................... 6279

ELECTRIC DOOR RELEASE KIT
•	 Opens doors on cars and trucks with the touch of a button

•	 Features 12 Volt electric solenoid with 11 lb. pull strength  

•	 Includes (2) 12 Volt solenoids, (2) push button switches for inside and 
	 outside locations, wire and mounting hardware

•	 Universal

	 Electric Door Release Kit......................................................................... 6188

MASTER DISCONNECT SWITCH
•	 Switch is spliced into battery cable line to provide a direct power shut-off

•	 Rated 20 AMPs at 12 Volts with momentary rating of 125 AMPs at 12 Volts

	 Master Disconnect Switch....................................................................... 6276

ELECTRICAL ACCESSORIES

5122

5123

6279

6188

6276STARTER MOTOR HEAT SHIELD
•	 Heat resistant material sandwiched between 2 aluminum plates

•	 Fits Chevrolet Small and Big Block

•	 Designed to prevent starter overheat due to extreme exhaust temperature

	 Starter Motor Heat Shield........................................................................ 3678

GROMMET SET
•	 Includes 6 each: 1/2˝, 5/8˝, 3/4˝, 7/8˝ & 1˝ dia.	

•	 30/set

	 Grommet Set......................................................................................... 3706

3678

3706

LATE MODEL FUSE BOX COVERS
•	 Polished aluminum

•	 Slides over stock fuse box cover

•	 Includes adhesive mounting tape

	 Chevrolet Camaro SS, 2010-11 .............................................................6702G
	 Ford Mustang GT, 2007-11....................................................................6712G
	 Dodge Challenger R/T, 2008-11.............................................................6722G

6702G

6722G
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ELECTRICAL ACCESSORIES

FLEXIBLE TUBING AND TIE STRAP KITS
•	 Protects electrical wiring

•	 Slit for easy wire insertion and removal

•	 Includes (6) 4˝ length tie straps

	 1/4˝ I.D. Black 10 Ft............................................................................... 4500
	 1/4˝ I.D. Red 10 Ft.................................................................................. 4501
	 1/4˝ I.D. Blue 10 Ft................................................................................. 4502
	 1/4˝ I.D. Chrome 10 Ft............................................................................ 4520

	 3/8˝ I.D. Black 8 Ft................................................................................. 4505
	 3/8˝ I.D. Red 8 Ft.................................................................................... 4506
	 3/8˝ I.D. Blue 8 Ft................................................................................... 4507
	 3/8˝ I.D. Chrome 8 Ft.............................................................................. 4521

	 1/2˝ I.D. Black 6 Ft................................................................................. 4510
	 1/2˝ I.D. Red 6 Ft.................................................................................... 4511
	 1/2˝ I.D. Blue 6 Ft................................................................................... 4512
	 1/2˝ I.D. Chrome 6 Ft.............................................................................. 4522

	 3/4˝ I.D. Black 4 Ft................................................................................. 4515
	 3/4˝ I.D. Red 4 Ft.................................................................................... 4516
	 3/4˝ I.D. Blue 4 Ft................................................................................... 4517
	 3/4˝ I.D. Chrome 4 Ft.............................................................................. 4523

4520

4500 4501

4502
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SUSPENSION ACCESSORIES

COIL SPRING BOOSTERS
•	 Aluminum

•	 Twist-in installation

•	 Increases spring height for improved weight transfer 

•	 4/set

	 1˝ Standard........................................................................................... 1282
	 1-3⁄4˝ Jumbo......................................................................................... 1283

FRONT RUBBER COIL SPACER
•	 High density rubber

•	 Increases spring height without affecting handling or ride 

•	 Fits above or below coil spring

•	 1˝ lift, 4˝ I.D., 6˝ O.D.

	 Front Rubber Coil Spacer........................................................................ 1285

	 NOTE: Requires spring removal to install

1282

1285

SUPER COIL SPRING SPACER
•	 High density rubber 

•	 Increases spring height without affecting handling or ride

•	 Fits into coil spring 

•	 Incorporates dual grooves to prevent popping out

•	 1˝ lift

	 Super Coil Spring Spacer........................................................................ 1287 1287

SHOCK EXTENSIONS
•	 Zinc plated

•	 Allows up to 5˝ more travel for shock absorbers

•	 3/8˝-24 thread

	 3-1⁄2˝ .................................................................................................. 1290

1290

TECH TIP
Shock extension kit #1290 can also be used to extend 3/8”- 24 shifter rods.

TRACTION BAR RUBBER BUMPERS
•	 Can be trimmed for adjustment     

•	 Threaded base allows adjustment for street or track

•	 2/set     

	 Traction Bar Rubber Bumpers.................................................................. 1608

TRACTION BAR WEDGE SETS
•	 Aluminum

•	 Allows adjustment for pinion angle on vehicles with leaf springs

	 2°	....................................................................................................... 1606
	 4°	....................................................................................................... 1607

1608

1606
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HEAT SHIELD ACCESSORIES

INFERNO SHIELD EXHAUST INSULATING WRAP
•	 Wraps one Chevy Small Block or sport compact header 
•	 Withstands 1200o F continuous and 2000o F peak temperatures
•	 Reduces under-hood temperatures
•	 Non-flammable, resists water, fungus and petroleum products

	 1˝ W x 50´ L x 1/16˝ Thick........................................................................ 6321
	 2˝ W x 50´ L x 1/16˝ Thick........................................................................ 6322

INFERNO SHIELD HEAT REFLECTIVE TAPE 
•	 Shields heat away from wires, lines and cables
•	 Withstands 1000o F radiant, 500o F direct temperatures
•	 Non-flammable, resists water, fungus and petroleum products
•	 Not for use on exhaust applications

	 1-1/2˝ W x 15´ L..................................................................................... 6323

INFERNO SHIELD THERMAL SLEEVING FOR 
ELECTRICAL WIRE
•	 Custom protection for wires, lines and cables      
•	 Withstands 1200o F continuous, 2000o F peak temperatures
•	 Adjustable I.D. from 1/4˝ to 7/16 ̋

•	 Not for use on exhaust applications

	 25 Ft. (black).......................................................................................6326K

INFERNO SHIELD TIES
•	 Stainless steel for high temperature applications

	 8 ̋  Long for Diameters Up to 2 ̋   8/Set....................................................... 6327

	 14 ̋  Long for Diameters Up to 4 ̋   4/Set..................................................... 6328

INFERNO SHIELD STARTER SHIELD
•	 Withstands 1100o F radiant, 500o F direct temperatures
•	 Face hook and loop fastener for easy installation
•	 No trimming necessary

	 Fits Most Full Sized Starters - 7-1/4˝  x 21-3/4˝.......................................... 6331
	 Fits Most Mini Sized Starters - 3-3/4˝  x 18˝............................................... 6332

INFERNO SHIELD CLOTH
•	 Withstands 1100o F radiant, 500o F direct temperatures
•	 Reflects over 90% of radiant heat

•	 Works in conjunction with carpet insulation

	 36˝ x 40˝............................................................................................... 6333

INFERNO SHIELD MAT
•	 Withstands 1100o F continuous, 2000o F reflectivity continuous temperatures
•	 Works as catalytic converter shield

	 6˝ x 14˝................................................................................................. 6334

6321

6323

6326K

6327

6332

6333

6334

6322
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HOOD PIN KITS

HOOD AND DECK PINNING KITS
•	 Permits quick removal of hood

•	 Includes 4˝ chrome safety pins, 2-1/2˝ dia. scuff plates, hood pins, lock
	 nuts and screws

WITH SCREW-ON SCUFF PLATES
	 7⁄16˝-20 Thread–Safety Pins.................................................................... 1016
	 7⁄16˝-20 Thread–Torsion Clips................................................................. 1017
	 1⁄2˝-20 Thread–Safety Pins..................................................................... 9655
	 1⁄2˝-20 Thread–Torsion Clips (NASCAR style)............................................. 1018

WITH SELF-ADHESIVE SCUFF PLATES
	 7⁄16˝-20 Thread–Safety Pins.................................................................... 1216
	 7⁄16˝-20 Thread–Torsion Clips................................................................. 1217
	 1⁄2˝-20 Thread–Torsion Clips (NASCAR style)............................................. 1218

REPLACEMENT CLIPS
	 2 Safety Pins.......................................................................................1016A
	 2 Torsion Clips....................................................................................1017A

REPLACEMENT WIRE LANYARD CABLES
	 24˝ Competition-Style Lanyard Cables (2/set)............................................. 1213

REPLACEMENT SCUFF PLATES - 2-1⁄2˝ DIA.
	 Self-Adhesive Style Used in Kits 1216, 1217, 1218..................................... 1219
	 Screw-On Style Used in Kits 1016, 1017, 1018, 1616, 1617......................... 1618

COMPETITION HOOD AND DECK 
PINNING KIT WITH CABLE
EXPRESS PRODUCTS
•	 Permits quick removal of hood

•	 Includes 4˝ chrome safety pins, 2-1/2˝ scuff plates, hood pins, lock nuts,

	 screws and 24˝ competition style lanyard cable

	 Safety Pins........................................................................................... 1616
	 Torsion Clips......................................................................................... 1617

OVAL TRACK HOOD PIN KIT
•	 Tapered head hood pins for faster alignment
•	 3˝ long x 3/8˝ dia. chrome plated steel hood pins, 1-1/2˝ dia. chrome
	 scuff plates and 10˝ steel lanyard cables

	 Oval Track Hood Pin Kit.......................................................................... 1619

SECURITY HOOD PIN LOCK KIT
EXPRESS PRODUCTS
•	 Features a cylindrical key lock mechanism
•	 Includes (2) keys and (2) chrome plated lock sets with fully threaded 
	 lock pins
•	 Use in conjunction with your factory hood latch system
•	 Not intended for use as the only hood retention mechanism 

	 Security Hood Pin Lock Kit...................................................................... 1472

1016

1616

1619

1472
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INTERIOR ACCESSORIES

*NOTE: This product intended for off-road use only and may not be legal for street use in some states.

PEDAL PADS
EXPRESS PRODUCTS
•	 Chrome
•	 Clamps over original pedal for permanent non-slip installation
•	 Fits most applications

BAREFOOT STYLE GAS PEDAL PAD
	 Universal.............................................................................................. 9645

BAREFOOT STYLE DIMMER SWITCH PEDAL PAD
	 Universal.............................................................................................. 9644

9645

9644

PEDAL WITH THROTTLE CABLE
•	 Cast aluminum pedal and base 

•	 Includes 48˝ cable and housing clamp

	 Pedal with Throttle Cable......................................................................3842G

HIDDEN RADIO ANTENNA
• Delivers great AM/FM stereo reception

• Easily mounts in a variety of locations inside vehicle 

	 Hidden Radio Antenna............................................................................ 6100

3842G

6100
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BLUE DOTS*
EXPRESS PRODUCTS
•	 Universal

•	 Requires drilling a 15/16˝ hole for proper placement

•	 2/set

	 Plastic Blue Dots................................................................................... 5100

Camaro Hood Latch
•	 Chrome Plated Steel

•	 Fits 1967-81

•	 Includes hardware 

	 Camaro Hood Latch................................................................................ 6798

MIRRORS
•	 Polished stainless steel 

•	 4˝ dia.

	 Swan Neck (Sold as Pair)......................................................................8218G
	 Peep Mirror (Sold Individually)...............................................................8217G

TURN SIGNAL LIGHT
•	 1-3/4˝ W x 1-1/8˝ H x 1-5/8˝ D

•	 Sold individually

	 Turn Signal Light.................................................................................8219G

HEADLIGHT HALF SHIELDS
EXPRESS PRODUCTS
•	 Chrome

•	 2/set

	 Small Round 5-3/4˝ Dia........................................................................... 9650

PARACHUTE WARNING FLAG
	 Warning Flag......................................................................................... 6001

5100

6798

8218G

8217G

8219G

9650

6001

EXTERIOR ACCESSORIES
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LUG NUTS & WHEEL ACCESSORIES

LUG NUTS
•	 Chrome plated steel
•	 Open end allows use with extra long competition wheel studs
•	 5/set
See Chart Below:

LUG NUT DIMENSIONS

THREAD SIZE PART NO. HEX SIZE OVERALL LENGTH LENGTH SHANK DIA. SHANK TOP STYLE NOTES

7/16˝-20 RH 1440 13⁄16˝ 1-3⁄8˝ – – Acorn OE Steel

1/2˝-20 RH 1441 13⁄16˝ 1-3⁄8˝ – – Acorn OE Steel

1/2˝-20 RH 4301G 13⁄16˝ 1-5⁄8˝ 3⁄4˝ .680˝ Open End Mag

1/2˝-20 RH 4303G 13⁄16˝ 2-1⁄4˝ 1-3⁄8˝ .680˝ Open End Cragar Super Trick

1/2˝-20 RH 4305 13⁄16˝ 1-15⁄16˝ 1˝ .680˝ Open End Cragar

MAG WHEEL LUG NUT WASHERS
•	 Zinc plated steel
•	 10/set

	 5/8˝ I.D., 1˝ O.D. x 1/16˝ Thick.................................................................. 1745

1745

NOTE: Check service manual for torque specification for vehicle application. 

TIRE SCREW SET
•	 Extra long Grade 8 hex head #14 x 3/4˝ screws
•	 Prevents tires from slipping on the rims with low tire pressure
•	 3/16˝ drill bit included
•	 35/set

	 Tire Screw Set...................................................................................... 4318

COMPETITION WHEEL STUDS
•	 Zinc plated Grade 8 steel
•	 Extra long press-in studs available for competition use
•	 NHRA approved

Application Stud Knurl Dia. Drill Hole Part No.
7⁄16˝– 20 x 2-5⁄8˝ fits Chevrolet 1963-79 .480˝ .469˝ 4310G
1⁄2˝ – 20 x 2-7⁄8˝ fits Chrysler, Ford and
most applications with 1⁄2” studs

.665˝ .641˝ 4311

4310G

4318

PRO TIRE PRESSURE GAUGES
•	 4˝ stainless steel case and easy to read gauge face with 15˝ hose
•	 For professional racers and high performance street cars
•	 Built in plastic grip with air bleed-off valve and swivel chuck

	 Tire Gauge 0-15 lb...............................................................................P7200
	 Tire Gauge 0-30 lb...............................................................................P7210
	 Tire Gauge 0-60 lb...............................................................................P7215

P7200

1440
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6904

5102

1955

3663

1428LF

5104

4580

WHEEL ACCESSORIES

FLUSH MOUNT TIRE VALVES
•	 Chrome plated brass

•	 Designed to fit tubeless applications on most chrome, steel and 
	 aluminum wheels
•	 Fits flush on any .453 valve stem hole
•	 4/set

	 Flush Mount Tire Valves.......................................................................... 5102

STRAIGHT TIRE VALVE STEMS
•	 Chrome
•	 Fits standard valve stem hole opening .453˝

	 Stock Length (2/Set)............................................................................... 1955
	 Short Screw-On Mount (4/Set)................................................................. 1957

VALVE STEM CAP ACCESSORIES
EXPRESS PRODUCTS
•	 Chrome
•	 Replaces stock plastic cups
•	 Includes O-Ring seal
•	 4/set

	 Hex Valve Stem Caps............................................................................. 3663

WHEEL DUST SHIELDS
•	 Stops brake dust from getting on your wheel
•	 Can be painted
•	 Will not fit front wheel drive applications  
•	 2/set

LEAD FREE SELF-ADHESIVE WHEEL WEIGHTS
•	 2 inches equal 1 ounce

	 Four 4˝ Strips....................................................................................1428LF
	 5 lb. Box Bulk (40 pcs).......................................................................  3650LF 

WHEEL PLUGS
•	 Chrome plated plastic

•	 Cover unused bolt holes in 2 pattern wheels

•	 11/16˝ standard lug nut opening

•	 5/set

	 Wheel Plugs.......................................................................................... 5104

BABY MOON HUB CAPS
•	 Chrome plated steel

•	 4/set

	 Most GM and Ford with 14˝ or 15˝ Stock Wheels (10-1⁄8˝ I.D.)....................... 4580

Wheel Size Wheel Lugs Bolt Circle Range Nominal O.D. Part No.

14˝ 5 4˝ thru 4-1⁄2˝ 12-3⁄16˝ 6904

15˝ 5 4-1⁄2˝ or 5˝ 13-3⁄16˝ 6905

16˝ 5 4-1⁄2˝ or 5˝ 14-3⁄16˝ 6906
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WHEEL ACCESSORIES

DUST CAPS
EXPRESS PRODUCTS
•	 Chrome
•	 2/set

WHEEL HUB COVER
•	 Chrome plated

•	 Fits mag wheels (3-9⁄16˝ BC)

	 Wheel Hub Cover................................................................................... 1750

DISC BRAKE WHEEL SPACERS
•	 Die-cast aluminum
•	 2/set

	 7⁄32˝ Thick Fits 5 Lug with 4-1⁄2˝ - 5˝ Bolt Pattern......................................  2370
	 5⁄16˝ Thick Fits 5 Lug with 4-1⁄2˝ - 5˝ Bolt Pattern......................................  2371
	 7⁄16˝ Thick Fits 5 Lug with 4-1⁄2˝ - 5˝ Bolt Pattern......................................  2372
	 1⁄4˝ Thick Fits Datsun, Toyota, Pinto, Maverick
		     and Vega with 4˝ - 4-1⁄4˝ Bolt Pattern................................................  2375
	 1⁄4˝ Thick Fits Chevrolet Truck 6 Bolt with 5-1⁄2˝ Bolt Pattern......................  2376
	 1⁄4˝ Thick Fits Ford and Dodge Truck 8 Bolt with 6-1⁄2˝ Bolt Pattern.............  2377

	 NOTE: Do not use on station wagons, trucks, vans, RV’s, off-road vehicles or trailers.  
	 Longer studs or lug nuts may be required.

2486

1750

2370

1.790˝ Dia......................2485
MAKE/MODEL YEAR
A.M.C.

Rambler 1960-72

AMX & Javelin 1968-73

Pacer 1975-79

MOPAR

Dodge 1956-72

Plymouth 1957-72

FORD

All 1955-80

GM

Buick Special 1961-72

Camaro 1967-69

Chevelle 1964-72

Chevrolet (Full Size) 1961-70

Chevrolet II 1964-74

Chevrolet 1/2 Ton 
Truck

1962-72

Corvette 1963-68

Olds F-85 1961-72

Pontiac (Full Size) 1962-70

Tempest & GTO 1961-72

Ventura 1971-74

2.180˝ Dia...................2486
MAKE/MODEL YEAR
GM

Camaro  1970-80

Chevelle 1973-80

Chevrolet 1938-1960 
(excl. 1955)

1969-80

Chevrolet Nova (Full Size) 1975-80

Chevrolet (Full Size) 1938-61

1/2 Ton Truck 1973-80

Corvette 1953-62
1969-80

Firebird 1970-80

Oldsmobile 1946-56
1962-65

Cutlass, Omega 88 & 98 1973-78

Pontiac 1937-61

Ventura 1975-80
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COVERS & ACCESSORIES

REAR END COVERS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 Includes bolts and gaskets

	 GM 10 Bolt - 1977-86 with 7.5˝ Ring Gear................................................. 9896
	 GM 10 Bolt - 1970-84 with 8.5˝ Ring Gear................................................. 9891
	 GM 12 Bolt - 1965-72 with 8.875˝ Ring Gear.............................................. 9894
	 GM 12 Bolt - 1964-82 with 8.875˝ Ring Gear.............................................. 9895
	 Ford 10 Bolt - 1979-94 with 7.5˝ Ring Gear..............................................9892G
	 Ford 10 Bolt - 1981-94 with 8.8˝ Ring Gear..............................................9893G
	 Dodge 12 Bolt - 1986-98 with 9.25˝ Ring Gear.........................................9897G

MAGNETIC TRANS/REAR END DRAIN PLUG
•	 Fits most standard transmissions and rear ends

	 Drain Plug............................................................................................. 3680

9894

3680

9892G 9893G 9897G
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ANCHORTRAX

ANCHORTRAX PAYLOAD SECURING KIT
•	 Powder coated T6 aluminum tracks  

•	 Steel sliding clips and loops

•	 Tracks and sliding loops have a 3,000 lb. breaking point, with a 1,000 lb.
	 working strength

 	 Single Anchor Clip................................................................................. 3370
	 Anchortrax Kit - 12˝ Length Kit................................................................. 3375
	 Universal Truck Bed Kit - 6’ Length Kit...................................................... 39763370

3976

1,000 lb
Working

Load Limit!

3375
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SHIFTERS

3-4 SPEED AUTOMATIC FLOOR SHIFTER
EXPRESS PRODUCTS
•	 11˝ chrome plated steel stick
•	 3/8˝-24 thread black knob
•	 Zinc plated linkage and mounting hardware
•	 Includes shifter boot with bezel

•	 Fits most passenger cars and light trucks

•	 Ideal for column shifter conversions

•	 Partially assembled

GM
	 Chevrolet Powerglide, 1951-73
	 Chevrolet TH250, 350, 400, 1960-86
	 Oldsmobile Hydramatic, 1949-60
	 Oldsmobile TH250, 350, 400 (except Toronado), 1960-86
	 Pontiac Hydramatic, 1949-60
	 Pontiac TH250, 350, 400, 1960-86
	 Buick TH250, 350, 400, 1960-86
	 GM TH700 R4, 200 4R, 1983-93............................................................... 7668

Mopar
	 Torqueflite 727, 1964-86, 904 Dodge, Plymouth Chrysler 
	 (not to be used with push button gear selectors)........................................ 7668

Ford
	 Ford & Mercury Cruise-O-Matic D.R., 1958-86
	 Ford & Mercury Ford-O-Matic D.R., 1958-86
	 Ford-O-Matic D.R., 1957-59
	 Lincoln, Mercury, 1960-86...................................................................... 7668

	 Note: Will Not Fit FWD or Transaxle

7668

SHIFTER BOOTS
EXPRESS PRODUCTS
•	 Flexible soft rubber boot

•	 Includes trim ring and mounting screws

	 3-1/2˝ x 4-1/2˝....................................................................................... 9648
	 7-3/4˝ x 8-3/4˝....................................................................................... 9649

9648

9649
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SHIFTER ACCESSORIES

SHIFTER BUSHING AND CLIP KIT
EXPRESS PRODUCTS
•	 Heat treated steel 

•	 Includes 6 each: bushings and clips

•	 Fits 3- and 4-speed for most Hurst® shifters

	 Bushing and Clip Kit................................................................................... 11

11

SHIFTER BOOTS
EXPRESS PRODUCTS
•	 Designed to accommodate the additional length, width and height of
	 floor modifications in competition shifter installations

•	 Includes trim ring and mounting screws

	 Large Round Boot–8˝ Sq. Boot Plate – Applications when 
		  Shifter Handle and Tower are Exposed from Side of 
		  Floor Tunnel or Large Hole in Floor–Eliminates
		  Use of a Tunnel Kit in Most Applications................................................ 1650

	 Small Round Boot–5-1⁄2˝ Dia. Boot Plate –
		  Replacement for Eliminator 3-Speed Shifter........................................... 1651

	 Large Square Boot–5-1/4˝ X 6-1/2˝ Boot Plate –
		  Replacement for 3- or 4-Speed Eliminator Shifter................................... 1652

EURO STYLE SHIFTER BOOTS
EXPRESS PRODUCTS
•	 Flexible soft rubber boot

	 Euro Sport Angle Style–4-1⁄2˝ x 6˝ ........................................................... 6357

1650

1651

6357
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9627

SHIFTER ACCESSORIES

CLASSIC SHIFTER KNOBS
•	 Composite with molded in brass thread insert

•	 Includes jam nut

•	 Fits 3/8˝-16 UNC threaded shifter sticks

	 3 Speed White....................................................................................... 9617
	 4 Speed White....................................................................................... 9618
	 5 Speed White....................................................................................... 9619
	 5 Speed Black....................................................................................... 9626
	 6 Speed Black....................................................................................... 9616 
	 6 Speed White....................................................................................... 9629

9616

9617

9618 9619 9626 9629

SHIFTER KNOBS
EXPRESS PRODUCTS
•	 Chrome plated polished aluminum

•	 Includes bushing and set screw

•	 Fits 5/16˝-1/2˝ diameter shifter sticks

	 Round Shifter Knob................................................................................ 9627
	 Skull Shifter Knob.................................................................................. 9628
	 Piston Style Shifter Knob........................................................................ 9625

COMPETITION SHIFTER HANDLE
EXPRESS PRODUCTS
•	 Polished aluminum

•	 Includes bushing and set screw 

•	 Fits 5/16˝-1/2˝ shifter sticks

	 Competition Shifter Handle...................................................................... 9624

9628

9625

9624
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GASKETS

CUSTOM GASKET MANUFACTURING
For a custom gasket quote, contact your Mr. Gasket Sales 

Representative or contact Mr. Gasket directly at (216) 688-8300 

and provide them with the following information:

	 •	 Gasket sample, drawing or actual part to determine dimensions.

	 •	 Application to determine appropriate gasket material.

	 •	 Annual usage and release quantities.

	 •	 Target price.

PERFORMANCE GASKET MATERIALS
Ideal for Carburetor Base, Intake Manifold, Valve Cover, 
Oil Pan, Timing Cover, Water Pump and Water Outlet gaskets:

	 •	 �Mr. Gasket’s Performance gasket material is a medium 
gray material available in .031˝, .047˝, .062˝, .093˝ and 
.125˝ thicknesses. This is a low density material that  
conforms well to irregular flange surfaces and has very 
good crush resistance at high flange pressures. Intended 
for sealing oils, water and coolant in applications up to 
350 degrees Fahrenheit.

	 •	 �Mr. Gasket’s Ultra-Seal III is a premium composite gray 
material available in .031˝, .047˝, .062˝, .093˝ and .125˝ 
thicknesses. This is a high density, multi-polymer  
material developed for steam, oil, and chemical resistance 
in high performance and industrial applications. Perfect 
for sealing with low flange load, has high crush resistance, 
exceptional torque retention properties and unrivaled 
resistance to blowout. For applications with intermittent 
operating temperatures up to 650 degrees Fahrenheit.

Ideal for high temperature applications such as Exhaust 
Manifold, Header, Collector and EGR system gaskets:

•	 �Mr. Gasket’s Performance gasket material is a heavy duty 
white material, .062˝ thick, consisting of an acrylic binder 
system to resist high temperature. This material is made 
for sealing exhaust applications. Provides excellent sealing 
and durability.

•	 �Mr. Gasket’s Ultra-Seal is a composite gray material,  
.062˝ thick, consisting of graphite-coated, high-temperature  
facing chemically and mechanically fused to an expanded 
steel core.  Premium material made for sealing applications 
that require high strength, thermal integrity and anti-stick 
(easy release) performance.

NOTE: Most gasket materials in stock are branded with the Mr. Gasket logo.
A wide selection of other gasket materials can be ordered for special applications.
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GASKETS

CYLINDER HEAD GASKETS
Steel Shim
	 •	 Manufactured from .020˝ steel shim stock. 
	 •	 Thinner than OE head gaskets-increases engine compression. 
	 •	 Stress formed embossments seal extreme cylinder pressures.  
	 •	 For high performance street, drag race and oval track use.

Ultra-Seal®

	 •	 Five layer (graphite core/perforated steel outer layers) 
		  composite construction.
	 •	 �Graphite core has excellent thermo-conductivity-transfers heat
		  away from hot spots in head preventing gasket burn-out.  
	 •	 Provides excellent stability, compressibility and high 
		  temperature endurance.
	 •	 Coated with high temperature silicone to ensure sealing of engine fluids. 
	 •	 Will not brinell (indent) aluminum cylinder heads. 
	 •	 For high performance street, drag race and oval track use.   

MLS (Multi-Layered Steel)
	 •	 Manufactured from premium grade stainless steel and state of 
		  the art laser cutting. 
	 •	 Optimized sealing embossments seals extreme cylinder pressure.
	 •	 Provides excellent stability and reduces cylinder bore distortion.
	 •	 Proprietary polymer coating ensures the micro seal of engine 
		  coolant and oil fluids.
	 •	 Ideal for supercharged, turbo-charged, nitrous oxide and extreme
		  compression ratio engines.
	 •	 For high-performance street, drag race and oval track use. 

PERFORMANCE ENGINE GASKETS
With the ever-increasing technology in performance and racing 
engine designs–supercharged, turbo-charged, nitrous oxide and 
extreme compression ratios–a demand was created for stron-
ger, more durable engine gaskets. Mr. Gasket, the original High 
Performance Gasket manufacturer, has met the challenge and 

developed performance gaskets in a variety of materials to meet  
the sealing demands of these engines. Mr. Gasket engine gaskets 
are some of the most advanced, tested and proven products in 
the performance market today and have earned the confidence  
of both professional and sportsman racers.

ENGINE OVERHAUL GASKET KITS
Standard Engine Rebuild Overhaul Gasket Kits
	 •	 Designed for stock, non-high performance engine rebuilds.
	 •	 Engineered to meet or exceed OE gasket and seal specifications.   
	 •	 Overhaul gasket kits include all gaskets and seals to complete
		  engine rebuild.    

Ultra-Seal® Gasket Set  
	 •	 Designed for maximum sealing of bi-metal (cast iron block/aluminum
		  cylinder head) engines.
	 •	 Ultra-Seal cylinder head, intake, exhaust, valve cover and oil 
		  pan gaskets.
	 •	 Mr. Gasket timing cover, fuel pump, thermostat, water pump, 
		  and rear main seals. 
	 •	 For OE replacement, high performance street, drag race and oval
		  track use.

Premium Gasket Set 
	 •	 Designed for maximum sealing of bi-metal (cast iron block/aluminum
		  cylinder head) engines. 
	 •	 Multi-Layered Steel (MLS) cylinder head gaskets.
	 •	 Ultra-Seal III intake manifold, timing cover, water pump and fuel
		  pump gaskets.
	 •	 Molded rubber with steel carrier valve cover gaskets.
	 •	 Remainder of gaskets and seals are high quality Mr. Gasket.   
	 •	 For OE replacement, high performance street, drag race and oval track use.
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GASKETS

INTAKE GASKETS
Performance
	 •	 Manufactured from cellulose/nitrile composition gasket material.
	 •	 Provides excellent sealing and durability.
	 •	 Can be trimmed if necessary for modified port applications. 
	 •	 Complete with manifold end seals and distributor gasket.      
	 •	 �For OE replacement, high performance street, drag race and 
		  oval track use.

Ultra-Seal®

	 •	 Manufactured from cellulose/nitrile composition gasket material.
	 •	 Provides excellent sealing and durability.
	 •	 Silicone beading on both sides of each gasket. 
	 •	 Complete with manifold end seals and distributor gasket.
	 •	 �For OE replacement, high performance street, drag race and
		  oval track use.    

Ultra-Seal® III-The Next Generation
	 •	 �Manufactured from synthetic high-tensile strength and 
		  high-temperature gasket material.
	 •	 Delivers excellent sealing properties for oil, fuel and coolant.
	 •	 �Seals using low flange pressure (clamp force), conforms to and
		  seals imperfections on sealing surfaces.
	 •	 Can be trimmed if necessary for modified port applications.
	 •	 Releases easily (no scrapping required). Will not stick to mating 
		  surfaces when disassembling engine.        
	 •	 �For OE replacement, high performance street, drag race and 
		  oval track use.

OIL PAN GASKETS
Performance
	 •	 Manufactured from high-density cork /rubber blend gasket material.
	 •	 Provides excellent sealing and durability.
	 •	 Complete with molded rubber front/rear oil pan end seals 
		  where applicable.
	 •	 For OE replacement and high performance street use.

Ultra-Seal®

	 •	 �Manufactured from cellulose/nitrile rubber composition gasket 
material.    

	 •	 Provides excellent sealing and durability.
	 •	 Complete with molded rubber front/rear oil pan end seals 
		  where applicable.
	 •	 For OE replacement, high performance street, drag race and 
		  oval track use.

Molded Rubber
	 •	 Manufactured from high temperature silicone blend or nitrile 
		  blend rubber.
	 •	 One piece molded construction provides a tight leakproof seal.
	 •	 Torque limiters prevent over-tightening of fasteners and 
		  gasket splitting.
	 •	 �Provides excellent sealing and durability.
	 •	 For OE replacement, high performance street, drag race and 
		  oval track use.
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GASKETS

EXHAUST GASKETS
Performance
	 •	 Manufactured from high-temperature acrylic blend exhaust material.

	 •	 Provides excellent sealing and durability.

	 •	 Can be trimmed if necessary for modified port applications.

	 •	 For OE replacement, high performance street, drag race and 
		  oval track use.

Ultra-Seal®

	 •	 Manufactured from high-temperature steel core/graphite faced
		  exhaust material.

	 •	 �Expanded steel core provides stability and maximum torque 
		  retention to eliminate gasket failure.

	 •	 Graphite facing provides excellent heat resistance and thermal 
		  conductivity to transfer heat away from the cylinder head.

	 •	 �Conforms to and seals minor surface irregularities. High recovery
		  material allows header or manifold flange to stay sealed if flange
		  loses clamp-load.

	 •	 �Can be trimmed if necessary for modified port applications.

	 •	 �For OE replacement, high performance street, drag race and 
		  oval track use.

CopperSEAL
	 •	 Manufactured from “Dead Soft” (solid) .043˝ thick copper material.

	 •	 �.051˝ embossment around each exhaust port to seal irregular 
	 	 surfaces. Total gasket thickness .094˝.

	 •	 Provides excellent sealing and durability.

	 •	 Conforms to and seals minor surface irregularities.

	 •	 �For high performance street, drag race, oval track and turbo-charged
		  (extreme heat) applications.

Aluminum Layered
	 •	 Reusable header, exhaust manifold and collector flange gaskets.

	 •	 Manufactured from “Dead Soft” aluminum layers – .125˝ thick.

	 •	 Conforms easily to surface irregularities (warped flanges).

	 •	 Compresses down to .060˝ to create a tight leak-proof seal.

	 •	 Will not shrink, deteriorate, or blow out – eliminating gasket leaks.

	 •	 For high performance street, drag race and oval track use.

MLS (Multi-Layered Steel)
	 •	 Multi-Layered Steel (MLS) exhaust and header collector gaskets 
		  are designed for extreme cylinder pressures produced by high
		  horsepower–high compression turbo-charged, supercharged and
		  nitrous oxide injected engines.

	 •	 �Manufactured from three stainless steel layers, they resist corrosion,
		  will not burn through or push out and maintain maximum fastener
		  torque retention.

	 •	 �Stress formed inner and outer layer embossments act like springs
		  that rebound under exhaust flange clamp load, creating force to
	 	 seal extreme exhaust pressures. Total gasket thickness .075˝.

	 •	 Will not deteriorate from scrubbing action caused by different
		  expansion rates in aluminum and steel materials.

 
PERFORMANCE NOTE: Mr. Gasket was the first manufacturer to incorporate 
slotted mounting bolt holes at the ends of each exhaust gasket. This allows the 
gasket to be installed without removing the header flange or exhaust manifold 
entirely from cylinder head, making installation faster and easier.
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GASKETS

VALVE COVER GASKETS
Performance
	 •	 Manufactured from high-density cork/rubber blend gasket material.

	 •	 Provides excellent sealing and durability.

	 •	 Available in standard or extra thick to provide additional rocker
		  arm to valve cover clearance.

	 •	 For OE replacement, high performance street, drag race and oval
		  track use.

Steel Core
	 •	 Manufactured from high-density cork/rubber blend gasket material 
		  laminated to a steel core.

	 •	 Steel core construction prevents the gasket from being drawn
	 	 inside or pushed out of valve cover at high rpm’s.

	 •	 Provides excellent sealing and durability.

	 •	 For high performance street, drag race and oval track use.

Molded Rubber
	 •	 Manufactured from high temperature silicone blend or nitrile 
		  blend rubber.

	 •	 Steel core construction prevents the gasket from being drawn
	 	 inside or pushed out of valve cover at high rpm’s.

	 •	 Torque limiters prevent over-tightening of fasteners and gasket
		  splitting.

	 •	 �For OE replacement, high performance street, drag race and oval
		  track use. 

Ultra-Seal®

	 •	 �Manufactured from high-density cork/rubber blend gasket material.

	 •	 �A black latex rubber coating is applied to the outside of gasket to

		  help seal minor flange irregularities and eliminate the possibility of
		  oil leakage. 

	 •	 ��Creates a positive seal by controlled swelling of the gasket material
		  when exposed to hot engine oil.

	 •	 �Available in standard or extra thick to provide additional rocker
		  arm to valve cover clearance.

	 •	 ��For OE replacement, high performance street, drag race and oval
		  track use.
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GASKETS

AMERICAN MOTORS  - GASKET QUICK REFERENCE GUIDE
AMERICAN MOTORS 290, 304, 343, 360, 390, 401 

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE 
GASKET

EXHAUST 
GASKET

VALVE COVER 
GASKET

OIL PAN 
GASKET

290, 343, 390 4.8-6.4 8 1966-69 3240G (MLS) 5844  5950 (Ultra-Seal) 875 890

304, 360,  
390,  401

5.0-6.6 8 1970-79 3240G (MLS) 5844 5950 (Ultra-Seal) 875 890

									        AMERICAN MOTORS  - HEAD GASKETS
AMERICAN MOTORS 360, 390, 401 

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

360, 390, 401 5.9-6.6 8 1970-78 Multi-layered stainless steel, 
proprietary 
polymer coated.

4.250” .040” MLS 3240G

360, 390, 401 5.9-6.6 8 1970-78 Multi-layered stainless steel, 
proprietary 
polymer coated.

4.380” .040” MLS 3241G

Notes: MLS = multi-layered stainless steel construction.   
									        AMERICAN MOTORS  - INTAKE GASKETS

AMERICAN MOTORS 290, 304, 343, 360, 390, 401  
ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

290-401 4.8-6.6 8 1968-79 Stock port and 
bolt locations. 

1.15” x 2.23” Rectangle .060” Performance 800G

290-401 5.9-6.6 8 1968-79 Stock port and 
bolt locations.

1.15” x 2.23” Rectangle .060” Ultra-Seal 5844

AMERICAN MOTORS  - EXHAUST GASKETS
AMERICAN MOTORS 290, 304, 343, 360, 390, 401  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

290, 343, 390 4.8-6.4 8 1966-69 Stock port and 
bolt locations. 

1.20” x 1.76” Rectangle .062” Performance 850

304, 360, 390, 
401

5.0-6.6 8 1970-79 Stock port and 
bolt locations.

1.25” x 1.75” Dog Leg .062” Ultra-Seal 5950

304, 360, 390, 
401

5.0-6.6 8 1970-79 Stock port and 
bolt locations.

1.25” x 1.75” Dog Leg .094” CopperSeal 7174

304, 360, 390, 
401

5.0-6.6 8 1970-79 Stock port and 
bolt locations.

1.25” x 1.75” Dog Leg .125” Aluminum 
Layered

7398G

NEW

NEW

NEW
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GASKETS

AMERICAN MOTORS  - VALVE COVER GASKETS
AMERICAN MOTORS 290, 304, 343, 360, 390, 401  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

290-401 4.8-6.6 8 1968-79 High density cork-rubber blend. 1.87” Performance 875

AMERICAN MOTORS  - OIL PAN GASKETS
AMERICAN MOTORS 290, 304, 343, 360, 390, 401  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

290-401 4.8-6.6 8 1968-79 High density cork-rubber blend. .093” Performance 890

BUICK - EXHAUST GASKETS
BUICK  350, 400, 430, 455  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

400, 430, 455 6.6-7.4 8 1967-76 Stock port and 
bolt locations. 

1.24” x 1.86” Rectangle .062” Performance 651G

350 5.7 8 1968-81 Stock port and 
bolt locations.

1.37” x 1.53” Rectangle .062” Ultra-Seal 7529

400, 430, 455 6.6-7.4 8 1967-76 Stock port and 
bolt locations.

1.24” x 1.86” Rectangle .062” Ultra-Seal 7530

BUICK - GASKET QUICK REFERENCE GUIDE
BUICK  350, 400, 430, 455 

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE 
GASKET

EXHAUST 
GASKET

VALVE COVER 
GASKET

OIL PAN 
GASKET

350 5.7 8 1968-81 – – 7529 (Ultra-Seal) – –

400, 430, 455 6.6-7.4 8 1967-76 3244G (MLS) – 651G (Performance)    7530 
(Ultra-Seal)

– –

BUICK - HEAD GASKETS
BUICK  400, 430, 455 

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

400, 430 6.6-7.4 8 1967-69 Multi-layered stainless steel, 
proprietary polymer coated.

4.250” .040” MLS 3243G

455 7.4 8 1970-76 Multi-layered stainless steel, 
proprietary polymer coated.

4.385” .040” MLS 3244G

Notes: MLS = multi-layered stainless steel construction.  
									       

NEW

NEW
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GASKETS

CHEVROLET - GASKET QUICK REFERENCE GUIDE
CHEVROLET 262, 265, 267, 283, 302, 305, 307, 327, 350, 400  

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE 
GASKET

EXHAUST 
GASKET

VALVE 
COVER 

GASKET

OIL PAN 
GASKET

TIMING 
COVER 

GASKET

TIMING 
COVER 

OIL SEAL

REAR 
MAIN OIL 

SEAL

262 4.3 6 1986-95 – – 5958 – – 93 18 29

265, 283 4.3-4.6 8 1955-58 3129G (MLS)  
5800G (Ultra-Seal)

5820 5916 175 5884 (38) 93 93 – 

283-350 4.6-5.7 8 1959-74 3129G (MLS)  
5800G (Ultra-Seal)

5820 5916 5860 5884 (38) 93 18 1960      
1971 (High Vacuum)

350 4.3-5.7 8 1975-79 3129G (MLS) 
5800G (Ultra-Seal)

5820 5916 5860 5884 (38)  
6560 (39)

93 18 1960      
1971 (High Vacuum)

350 5.0-5.7 8 1980-85 3129G (MLS) 
5800G (Ultra-Seal)

5820 5916 5860 5882 (38) 
6560 (39)

93 18 1960      
1971 (High Vacuum)

350 W/CFI ( 4) 5.0-5.7 8 1982-84 3129G (MLS) 
5800G (Ultra-Seal)

– 5916 5860 5882 (38) 
6560 (39)

93 18 1960      
1971 (High Vacuum)

350 W/F I (5) 5.0-5.7 8 1985 3129G (MLS) 
5800G (Ultra-Seal)

5851 
Full Set (7) 5916

5860 5882 (38) 
6560 (39)

93 18 1960      
1971 (High Vacuum)

350 W/FI (5) 5.0-5.7 8 1986 3129G (MLS)  
5800G (Ultra-Seal)

5851 
 Full Set (7)

5916 5860 6561 (39) 93 18 29

350 W/FI (5) 5.0-5.7 8 1987-91 3129G (MLS)   
5800G (Ultra-Seal)

5851 
 Full Set (7)

5916 5867 6561 (39) 93 18 29

350 LT1  
(Vin Code “P”)

5.7 8 1992-97 3140G (MLS)  
5716G (Ultra-Seal)

135G 5965 5867 6561 (39) 93 18 29

350  (Vortec) 5.0-5.7 8 1996-02 3129G (MLS) 
5800G (Ultra-Seal)

136G 7505 5867 6561 (39) – 18 29

400 V8 6.6 8 1970-74 3132G (MLS)  
5801G (Ultra-Seal)

5820 5916 5860  5884 (38) 93 18 1960, 
1962 (11)

400 V8 6.6 8 1975-79 3132G (MLS)   
5801G (Ultra-Seal)

5820 5916 5860   5884 (38) 93 18 1960, 
1962 (11)

Foot Notes:  (4) cross fire injection, (5) tuned port injection, (7) includes upper runne set for tuned port injection, (11) silicone - use with align honed 400, 
(38) includes early/thin & late/thick front oil seals. (39) 1 piece molded rubber gasket, incorporates steel torque limiters.  

Refer To Pages 99 -104 For Detailed Gasket Applications & Specifications.  

CHEVROLET - HEAD GASKETS
CHEVROLET  262, 265, 267, 283, 302, 305, 307, 327, 350, 400 

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

283-350 4.6-5.7 8 1957-91 Steel Shim - embossed, proprietary 
polymer coated.

4.100” .020” Performance 1130G

283-350 4.6-5.7 8 1957-91 Copper - embossed, proprietary 
polymer coated.

4.140” .020” Performance 1052G

262, 267, 
283, 305

4.3-5.0 8 1957-91 Graphite/Steel construction, proprietary 
polymer coated.

3.870” .028” Ultra-Seal 5780G

283-350 4.6-5.7 8 1957-91 Graphite/Steel construction, proprietary 
polymer coated.

4.130” .038” Ultra-Seal 5800G
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CHEVROLET  (CONT)

GASKETS

CHEVROLET - HEAD GASKETS (CONT)
CHEVROLET  262, 265, 267, 283, 302, 305, 307, 327, 350, 400 

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

283-350 4.6-5.7 8 1957-91 Graphite/Steel construction, proprietary 
polymer coated.

4.130” .028” Ultra-Seal 1134G

283-350 4.6-5.7 8 1957-91 Graphite/Steel construction, proprietary 
polymer coated.

4.130” .055” Ultra-Seal 5799G

350 LT1 5.7 8 1992-97 Graphite/Steel construction, proprietary 
polymer coated.

4.100” .040” Ultra-Seal 5716G

283-400 4.6-6.6 8 1957-91 Graphite/Steel construction, proprietary 
polymer coated.

4.190” .038” Ultra-Seal 5801G

283-350 4.6-5.7V 8 1957-91 Multi-layered stainless steel, proprietary 
polymer coated.

4.035” .040” MLS 3128G

283-350 4.6-5.7 8 1957-91 Multi-layered stainless steel, proprietary 
polymer coated.

4.100” .040” MLS 3129G

283-350 4.6-5.7 8 1957-9 1 Multi-layered stainless steel, proprietary 
polymer coated.

4.060” .040” MLS 3130G

283-400 4.6-6.6 8 1957-91 Multi-layered stainless steel, proprietary 
polymer coated.

4.125” .040” MLS 3131G

283-400 4.6-6.6 8 1957-91 Multi-layered stainless steel, proprietary 
polymer coated.

4.165” .040” MLS 3132G

283-400 4.6-6.6 8 1957-91 Multi-layered stainless steel, proprietary 
polymer coated.

4.200” .040” MLS 3133G

350 LT1  
(Vin Code “P”)

5.7 8 1992-97 Multi-layered stainless steel, proprietary 
polymer coated.

4.040” .040” MLS 3140G

350 LT1  
 (Vin Code “P”)

5.7 8 1992-97 Multi-layered stainless steel, proprietary 
polymer coated.

4.100” .040” MLS 3141G

350  (Vortec) 5.0-5.7 8 1996-02 Multi-layered stainless steel, proprietary 
polymer coated.

4.035” .040” MLS 3128G

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.

CHEVROLET - INLINE 6 & V6 INTAKE GASKETS
CHEVROLET  194, 230, 250, 262, 292  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 
SHAPE

THICKNESS GASKET 
TYPE

PART NO.

194, 230, 250, 
292, 292

3.2-4.8 6 1962-89 Intake & Exhaust gasket. Stock port 
and bolt locations.

2.49 x 1.54” Rectangle .060” Performance 155

262 4.3 6 1968-81 1992-06 Stock port and bolt locations. 1.25” x 2.24” Rectangle .060” Performance 138G

CHEVROLET - INTAKE GASKETS
CHEVROLET  262, 265, 267, 283, 302, 305, 307, 327, 350, 400 

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 
SHAPE

THICKNESS  GASKET 
TYPE

PART NO.

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.20 x 1.87” Rectangle .060” Performance 100 (13)

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.25” x 2.00” Rectangle .060” Performance 101B (13)

NEW

NEW

NEW
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GASKETS

CHEVROLET - INTAKE GASKETS (CONT)
CHEVROLET  262, 265, 267, 283, 302, 305, 307, 327, 350, 400 

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 
SHAPE

THICKNESS  GASKET 
TYPE

PART NO.

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.25” x 2.00” Rectangle .125” Performance 101 (13)

262-400 4.3-6.6 8 1955-91 Small modified port and bolt locations. 1.31” x 2.10” Rectangle .060” Performance 101G

262-400 4.3-6.6 8 1955-91 Medium modified port and bolt locations. 1.31” x 2.10” Rectangle .125” Performance 106

262-400 4.3-6.6 8 1955-91 Medium modified port and bolt locations. 1.31” x 2.19” Rectangle .060” Performance 102G

262-400 4.3-6.6 8 1955-91 Medium modified port and bolt locations.  1.31” x 2.19” Rectangle .125” Performance 116

262-400 4.3-6.6 8 1955-91 Large port and bolt locations. 1.31” x 2.31” Rectangle .060” Performance 111

305, 350 5.0-5.7 8 1955-91 Large port and bolt locations.  1.31” x 2.31” Rectangle .125” Performance 113

305, 350 5.0-5.7 8 1955-91 Extra large port and bolt locations. 1.38” x 2.38” Rectangle .060” Performance 123

350 5.7 8 1992-97 TPI upper runner gasket set. 1.50” Dia. Rectangle .060” Performance 145

350 5.7 8 1996-02 TPI upper runner gasket set. 1.75” Dia. Rectangle .060” Performance 146

262-400 4.3-6.6 8 1992-97 LT1 - Stock port and bolt locations.  1.24” x 2.06” Rectangle .060” Ultra-Seal 135G

262-400 4.3-6.6 8 1996-02 Vortec - Stock port and bolt locations. 1.31” x 2.37” Rectangle .125” Ultra-Seal 136G

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.25” x 2.00” Rectangle .060” Ultra-Seal 5820

262-400 4.3-6.6 8 1955-91 Small modified port and bolt locations.  1.25” x 2.13” Rectangle .060” Ultra-Seal 5821

262-400 4.3-6.6 8 1955-91 Medium modified port and bolt locations. 1.31” x 2.19” Rectangle .060” Ultra-Seal 5822

262-400 4.3-6.6 8 1955-91 Medium modified port and bolt locations. 1.31” x 2.19” Rectangle .125” Ultra-Seal 5812

262-400 4.3-6.6 8 1955-91 Large port and bolt locations. 1.31” x 2.31” Rectangle .060” Ultra-Seal 5823

262-400 4.3-6.6 8 1955-91 Large port and bolt locations. 1.31” x 2.31” Rectangle .125” Ultra-Seal 5813

305, 350 5.0-5.7 8 1985-91 Extra large port and bolt locations. 1.38” x 2.38” Rectangle .060” Ultra-Seal 5824

262-400 4.3-6.6 8 1955-91 Extra large port and bolt locations. 1.38” x 2.38” Rectangle .125” Ultra-Seal III 5814

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations.  1.25” x 2.00” Rectangle .060” Ultra-Seal III 5851 (14)

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.25” x 2.00” Rectangle .060” Ultra-Seal III 4665G (13)

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.31” x 2.10” Rectangle .060” Ultra-Seal III 4666G (13)

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.31” x 2.19” Rectangle .060” Ultra-Seal III 4667G  (13)

Foot Notes:  (13) includes steel heat riser block off plates, (14) includes upper runner set TPI and throtle body base gasket

PERFORMANCE CYLINDER HEADS - NON CONVENTIONAL PORT & BOLT HOLE LOCATIONS
ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 

SHAPE
THICKNESS GASKET 

TYPE
PART NO.

262-400 4.3-6.6 8 1955-91 Raised Runner& Pontiac 867 head. 1.32” x 2.13” Rectangle .060” Performance 103

262-400 4.3-6.6 8 1955-91 Splayed valve head. 1.60” x 2.02” Rectangle .060” Performance 104

262-400 4.3-6.6 8 1955-91 Brodix Aluminum head. 1.38” x 2.25” Rectangle .060” Performance 125

262-400 4.3-6.6 8 1955-91 Brodix Aluminum head. 1.38” x 2.25” Rectangle .125” Performance 126

262-400 4.3-6.6 8 1955-91 Brodix Aluminum #12 head. 1.38” x 2.38” Rectangle .060” Performance 140

262-400 4.3-6.6 8 1955-91 Brodix Aluminum #12 head. 1.38” x 2.38” Rectangle .125” Performance 141

262-400 4.3-6.6 8 1955-91 18° roll over head. 1.35” x 2.26” Rectangle .060” Performance 143

262-400 4.3-6.6 8 1955-91 18° roll over head. 1.35” x 2.26” Rectangle .125” Performance 144
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GASKETS

CHEVROLET - INLINE 6 & V6 EXHAUST GASKETS
CHEVROLET  194, 230, 250, 262, 292  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

194, 230, 250, 
292, 262

3.2-4.8 6 1962-89 Intake & Exhaust gasket. Stock port   
and bolt locations.

2.49 x 1.54” Rectangle .060” Performance 155

CHEVROLET - EXHAUST GASKETS
CHEVROLET  262, 265, 267, 283, 302, 305, 307, 327, 350, 400 

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.50” Round .062” Performance 150B

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.63” Round .062” Performance 150

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.25” x 1.30” Square .062” Performance 6452

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations. 1.45” x 1.48” Square .062” Performance 150C

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations. 1.45” x 1.55” Square .062” Performance 150A

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.50” Round .062” Performance 5907

262-400 4.3-6.6 8 1955-91  Fits round port header flanges. 1.63” Round .062” Performance 5902

262-400 4.3-6.6 8 1955-91 Stock port and bolt locations. 1.25” x 1.30” Square .062” Ultra-Seal 5916

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations. 1.45” x 1.48” Square .062” Ultra-Seal 5900

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations.  1.45” x 1.55” Square .062” Ultra-Seal 5901

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations.  1.55” x 1.71” D-Port .062” Ultra-Seal 5903

262-400 4.3-6.6 8 1955-91 Hooker/Stahl combination (adapter side.) 1.93” Round .062” Ultra-Seal 5904

262-400 4.3-6.6 8 1955-91 Hooker combination reversion plate/stock port. 1.61” x 1.85” Square .062” Ultra-Seal 5908

262-400 4.3-6.6 8 1955-91 Hooker reversion plate for 2-1/8” headers. 1.53” x 1.65” Square .062” Ultra-Seal 5905

262-400 4.3-6.6 8 1955-91 Brodix spread port head. 1.65” x 1.60” Square .062” Ultra-Seal 5906

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.50” x 1.82” Oval .062” Ultra-Seal 5917

262-400 4.3-6.6 8 1955-91 18° roll-over head (head side). 2.05” Round .062” Ultra-Seal 5919

262-400 4.3-6.6 8 1955-91 Brodix 12B rasied port. 1.78” x 1.70” D-Port .062” Ultra-Seal 7501

350 5.7 8 1992-97 LT1 - Stock port and bolt locations.  1.40” x 1.40” D-Port .062” Ultra-Seal 5965

350 5.7 8 1996-02 Vortec L31 head. 1.50” Round .062” Ultra-Seal 7505

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.50” Round .094” CopperSeal 7150

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations.  1.45” x 1.48” Square .094” CopperSeal 7151

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.63” Round .094” CopperSeal 7152G

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations. 1.45” x 1.55” Square .094” CopperSeal 7153

350 5.7 8 1992-97 LT1 - Stock port and bolt locations. 1.40” x 1.40” D-Port .094” CopperSeal 7154

262-400  4.3-6.6  8 1955-91  Modified port and bolt locations.  1.25” x 1.30” Square  .125” Aluminum Layered 7399G

262-400  4.3-6.6  8 1955-91  Modified port and bolt locations.  1.50” Round  .125” Aluminum Layered 7400G

262-400  4.3-6.6  8 1955-91  Modified port and bolt locations.  1.45” x 1.48” Square  .125” Aluminum Layered 7401G

262-400  4.3-6.6  8 1955-91  Fits round port header flanges. 1.63” Round .125” Aluminum Layered 7402G

262-400  4.3-6.6  8 1955-91  Modified port and bolt locations.  1.45” x 1.55” Square  .125” Aluminum Layered 7403G

350  5.7  8 1992-97  LT1 - Stock port and bolt locations. 1.40” x 1.40” D-Port  .125” Aluminum Layered 7404G

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations. 1.45” x 1.48” Square .072” MLS 4800G

262-400 4.3-6.6 8 1955-91 Modified port and bolt locations. 1.45” x 1.55” Square .072” MLS 4801G

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.50” Round .072” MLS 4802G

262-400 4.3-6.6 8 1955-91 Fits round port header flanges. 1.63” Round .072” MLS 4803G

350 5.7 8 1992-97 LT1 - Stock port and bolt locations. 1.40” x 1.40” D-Port .072” MLS 4804G

www.mr-gasket.com
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GASKETS

CHEVROLET  - VALVE COVER GASKETS
CHEVROLET 262, 265, 267, 283, 302, 305, 307, 327, 350, 400  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

305,350 4.3-6.6 8 1987-97 High density cork-rubber blend. .187” Performance 168

262-400 4.3-6.6 8 1955-86 High density cork-rubber blend. .187” Performance 175

262-400 4.3-6.6 8 1955-86 High density cork-rubber blend. .312” Performance 179

262-400 4.3-6.6 8 1958-86 High density cork-rubber blend with steel carrier. .250” Performance 5855

262-400 4.3-6.6 8 1958-86 High density cork-rubber blend, notched for Jessel  
shaft assembly.

.312” Performance 5864

262-400 4.3-6.6 8 1958-86 Composition material. .062” Performance 169

262-400 4.3-6.6 8 1958-86 Composition material. .062” Performance 181

262-400 4.3-6.6 8 1958-86 Molded rubber w/steel carrier. .187” Performance 585G, 5853G

262-400 4.3-6.6 8 1958-86 Low density fiber & rubber blend gasket material. Seals 
using low clamp force.

.187” Ultra-Seal 5860

262-400 4.3-6.6 8 1958-86 Low density fiber & rubber blend gasket material. Seals 
using low clamp force.

.312” Ultra-Seal 5861

305,350 5.0-5.7 8 1987-02 Low density fiber & rubber blend gasket material. Seals 
using low clamp force.

.187” Ultra-Seal 5867

CHEVROLET  - OIL PAN GASKETS
CHEVROLET 262, 265, 267, 283, 302, 305, 307, 327, 350, 400  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

305,350 4.3-6.6 8 1955-74 High density cork-rubber blend. .093” Performance 190

262-400 4.3-6.6 8 1975-79 High density cork-rubber blend. .093” Performance 189

262-400 4.3-6.6 8 1980-85 High density cork-rubber blend. .093” Performance 185

262-400 4.3-6.6 8 1955-74 Composition material. .062” Performance 196

262-400 4.3-6.6 8 1975-79 Composition material. .062” Performance 198

262-400 4.3-6.6 8 1975-85 Molded rubber w/steel carrier,
1-piece gasket, fits left & right side oil dipsticks.

.093” Performance 6560

262-400 4.3-6.6 8 1986-02 Molded rubber w/steel carrier,
1-piece gasket.

.093” Performance 6561

262-400 4.3-6.6 8 1955-79 Low density fiber & rubber blend gasket material. Seals 
using low clamp force. Includes early/thin & late/thick 
front oil seals.

.093” Ultra-Seal 5884

262-400 4.3-6.6 8 1980-85 Low density fiber & rubber blend gasket material.  
Seals using low clamp force.

.093” Ultra-Seal 5882

CHEVROLET  - WATER OUTLET & DISTRIBUTOR BASE GASKETS
CHEVROLET 262, 265, 267, 283, 302, 305, 307, 327, 350, 400  

ENGINE LITERS CYL. YEARS WATER OUTLET DISTRIBUTOR BASE

262-400 4.3-6.6 8 1955-90 740 (Bulk), 740C (Packaged), 738G (Reusable, Molded Rubber, Aluminum Carrier, Packaged) 6199 (10 pcs)
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GASKETS

CHEVROLET  - ENGINE OVERHAUL GASKET KITS & CAM CHANGE KITS
CHEVROLET 262, 265, 267, 283, 302, 305, 307, 327, 350, 400  

PREMIUM OVERHAUL KIT
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

283-350 4.6-5.7 8 1958-85 Includes MLS head gaskets with 4.060” bore and Ultra-Seal gaskets necessary to complete engine overhaul. 6100G

ULTRA-SEAL OVERHAUL KIT
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

283-350 4.6-5.7 8 1958-85 Includes Ultra-Seal head gaskets with 4.130” bore size and Ultra-Seal gaskets necessary to complete 
engine overhaul.

5991

305, 350 5.0-5.7 8 1987-91 Includes Ultra-Seal head gaskets with 4.130” bore size and Ultra-Seal gaskets necessary to complete 
engine overhaul.

5992

STANDARD OE ENGINE OVERHAUL GASKET KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

283-350 4.6-5.7 8 1958-79 Includes all gaskets necessary to complete engine overhaul.  7100

283-350 4.6-5.7 8 1958-74 Includes all gaskets necessary to complete engine overhaul. Contains steel shim head gasket .020” thick. 7104

305 5.0 8 1980-85 Includes all gaskets necessary to complete engine overhaul. 7146

305 5.0 8 1980-85 Includes all gaskets necessary to complete engine overhaul.  7148

305 5.0 8 1976-79 Includes all gaskets necessary to complete engine overhaul.  7149

350 5.7 8 1987-91 Includes all gaskets necessary to complete engine overhaul. 7103

350 5.7 8 1980-85 Includes all gaskets necessary to complete engine overhaul. 7101

400 6.6 8 1970-79 Includes all gaskets necessary to complete engine overhaul.  7108

CAM CHANGE KIT 
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

262-400 4.3-6.6 8 1959-74 Includes all gaskets necessary to complete cam change. 4400

262-400 4.3-6.6 8 1975-79 Includes all gaskets necessary to complete cam change. 4403

305, 350 5.0-5.7 8 1980-85 Includes all gaskets necessary to complete cam change. 4406

VALVE GRIND KIT
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

283-350 4.6-5.7 8 1958-86 Includes all gaskets necessary to complete valve grind. 3953
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CHEVROLET - GASKET QUICK REFERENCE GUIDE
CHEVROLET 396, 454, 502 	   

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE 
GASKET

EXHAUST 
GASKET

VALVE 
COVER 

GASKET

OIL PAN 
GASKET

TIMING 
COVER 

GASKET

TIMING 
COVER 

OIL SEAL

REAR 
MAIN 

OIL SEAL

396-454  
Gen IV

6.5-7.5  8 1965-90 3150G (MLS) 
5802G (Ultra-Seal)

5827 (Oval) 
5828 (Rectangle HP)

5910 5862 
5854G (39)

5883 
6663G (39)

 94
4794G (40)

17  1969      
1972 (High Vacuum)

454-502 
Gen V, VI

7.5-8.2 8 1991-00 3157G (MLS)    
5804G (Ultra-Seal)

-  5910 5862 
5854G (39)

6664G (39) _ 17  34G

 Foot Notes: (39) molded rubber one piece, with steel carrier. (40) Ultra-Seal III

Refer To Pages 105 - 108 For Detailed Gasket Applications & Specifications.  

CHEVROLET - HEAD GASKETS
CHEVROLET  396, 454, 502  

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

396-454 6.5-8.2 8 1965-90 Steel Shim - embossed, proprietary 
polymer coated. Gen IV

 4.370”  .020” Performance 1131G

 454-502 7.4-8.2 8 1965-90 Graphite/Steel construction,  
proprietary polymer coated. Gen IV

4.520” .038” Ultra-Seal 5802G

396-502 6.5-8.2  8 1991-00 Graphite/Steel construction,  
proprietary polymer coated. Gen V/VI

4.520”  .038” Ultra-Seal 5804G

396-454 6.5-8.2 8 1965-90 Multi-layered stainless steel, 
proprietary polymer coated. Gen IV

 4.375” .040” MLS 3150G

396-502 6.5-8.2 8 1965-90 Multi-layered stainless steel,  
proprietary polymer coated. Gen IV

 4.540” .040” MLS  3151G

396-502 6.5-8.2 8 1965-90 Multi-layered stainless steel,  
proprietary polymer coated. Gen IV

4.630” .040” MLS 3152G

454-454 7.4-8.2 8 1991-00 Multi-layered stainless steel,  
proprietary polymer coated. Gen V/VI

 4.375” .040” MLS 3156G

454-502 7.4-8.2 8 1991-00 Multi-layered stainless steel, 
proprietary polymer coated. Gen V/VI

4.540” .040” MLS 3157G

454-502 7.4-8.2 8 1991-00 Multi-layered stainless steel,  
proprietary polymer coated. Gen V/VI

4.630” .040” MLS 3158G

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.
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CHEVROLET - INTAKE GASKETS
CHEVROLET   396, 454  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 
SHAPE

THICKNESS  GASKET 
TYPE

PART NO.

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.75” x 2.16” Oval .060” Performance 107

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.75” x 2.16” Oval 120” Performance 117

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 
Factory High-Performance.

1.75” x 2.50” Rectangle .060” Performance 108

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 
Factory High-Performance.

1.75” x 2.50” Rectangle .120” Performance 110

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.75” x 2.16” Oval .060” Ultra-Seal 5827

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 
Factory High-Performance.

1.75” x 2.50” Rectangle  .060” Ultra-Seal 5828

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 
Factory High-Performance. 

1.75” x 2.50” Rectangle .120” Ultra-Seal 5818

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.75” x 2.16” Oval .060” Ultra-Seal III 4670G

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 
Factory High-Performance. 

1.75” x 2.50” Rectangle .060” Ultra-Seal III 4671G

PERFORMANCE CYLINDER HEADS - NON CONVENTIONAL PORT & BOLT HOLE LOCATIONS
ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 

SHAPE
THICKNESS GASKET 

TYPE
PART NO.

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.85” x 2.55” Rectangle  .060” Performance 121

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.85” x 2.55” Rectangle  .060” Performance 122

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.83” x 2.43” Rectangle  .060” Performance 420

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.84” x 2.80” Rectangle .060” Performance 425

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.86” x 2.83” Rectangle .060” Performance 127

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.86” x 2.83” Rectangle .120” Performance 128

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.85” x 2.55” Rectangle .060” Ultra-Seal 5817

396-454 6.5-7.4 8 1965-90 Modified port and bolt locations. 
No upper mounitng bolt holes.

1.85” x 2.55” Rectangle  .120” Ultra-Seal 5819

CHEVROLET - EXHAUST GASKETS
CHEVROLET  396, 454, 502

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 
SHAPE

THICKNESS  GASKET 
TYPE

PART NO.

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.92” Round  .062” Performance 152

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.85” x 1.90” Square  .062” Performance 152A

 396-454 6.5-7.4 8 1965-90 Modified port, stock bolt locations. 2.15” Round  .062” Performance 153

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.85” x 1.90” Square  .062” Ultra-Seal 5910

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.92” Round  .062” Ultra-Seal 5911
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CHEVROLET - EXHAUST GASKETS (CONT)

CHEVROLET  396, 454, 502
ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 

SHAPE
THICKNESS  GASKET 

TYPE
PART NO.

 396-454 6.5-7.4 8 1965-90 Modified port, stock bolt locations. 2.15” Round  .062” Ultra-Seal 5912

 396-454 6.5-7.4 8 1965-90 Modified port, stock bolt locations. 2.09” x 2.09” Square  .062” Ultra-Seal 5913

 396-454 6.5-7.4 8 1965-90 Modified port, stock bolt locations. 2.40” Round  .062” Ultra-Seal 5914

 396-454 6.5-7.4 8 1965-90 Modified port, stock bolt locations,
GM 5.00” bore centers block

2.40” Square  .062” Ultra-Seal 5947

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.92” Round  .094” CopperSeal 7157

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.85” x 1.90” Square  .094” CopperSeal 7158

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.92” Round .125” Aluminum Layered 7407G

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.85” x 1.90” Square .125” Aluminum Layered 7408G

396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 2.15” Round .125” Aluminum Layered 7409G

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.92” Round  .072” MLS 4815G

 396-454 6.5-7.4 8 1965-90 Stock port and bolt locations. 1.85” x 1.90” Square  .072” MLS 4816G

CHEVROLET  - VALVE COVER GASKETS
CHEVROLET 396, 454, 502  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

396-502 6.5-8.2 8 1965-00 High density cork-rubber blend. .187” Performance 177

396-502 6.5-8.2 8 1965-00 High density cork-rubber blend. .312” Performance 182

396-502 6.5-8.2 8 1965-00 High density cork-rubber blend with steel carrier. .250” Performance 5856

396-502 6.5-8.2 8 1965-00 Molded rubber w/steel carrier & torque limiters. .187” Performance 586G, 5854G

396-502 6.5-8.2 8 1965-00 Low density fiber & rubber blend gasket material. Seals 
using low clamp force.

.187” Ultra-Seal 5862

396-502 6.5-8.2 8 1965-00 Low density fiber & rubber blend gasket material. Seals 
using low clamp force.

.312” Ultra-Seal 5863

396-454  6.5-7.5 8 - High density cork-rubber blend with steel carrier,  
(Dart Big Chief & Brodix Big Duke Heads), 8 bolt design.

.250” Performance 5872

CHEVROLET  - OIL PAN GASKETS
CHEVROLET 396, 454, 502 

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

396-454  6.5-7.4 8 1965-90 High density cork-rubber blend. .093”  Performance 192

396-454  6.5-7.4 8 1965-90 Composition material, mountian motor 9 mounting bolt holes. .060” Performance 195

396-454  6.5-7.4 8 1965-90 Composition material. .060” Performance 197

396-454  6.5-7.4 8 1965-90 Molded rubber w/steel carrier, 1-piece gasket & torque limiters, 
notched side rails-stroker engies.

.093” Performance 6663G

454-502 7.4-8.2 8 1991-00 Molded rubber w/steel carrier, 1-piece gasket & torque limiters. .093” Performance 6664G

396-454  6.5-7.4 8 1965-90 Low density fiber & rubber blend gasket material. Seals using 
low clamp force.

.093” Ultra-Seal 5883

NEW

NEW
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CHEVROLET  - REAR MAIN OIL SEAL, TIMING COVER SET, TIMING COVER OIL SEAL 	 	  	
                              WATER OUTLET & DISTRIBUTOR GASKETS
CHEVROLET 396, 454, 502  

ENGINE LITERS CYL. YEARS WATER OUTLET DISTRIBUTOR BASE

396-454 6.5-7.4 8 1965-90 740 (Bulk), 740C (Packaged) 738G (Reusable, Molded Rubber, Aluminum  
Carrier, Packaged)

6199  (10 pcs)

CHEVROLET  - ENGINE OVERHAUL GASKET KITS & CAM CHANGE KITS
CHEVROLET 396, 427, 454  

ULTRA-SEAL OVERHAUL KIT
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

396-454  6.5-7.4 8 1965-90 Includes Ultra-Seal head gaskets with 4.520” bore size and Ultra-Seal gaskets 
necessary to complete engine overhaul. Rectangle port intake manifold.

5995

396-454 6.5-7.4 8 1965-90 Includes Ultra-Seal head gaskets with 4.520” bore size and Ultra-Seal gaskets 
necessary to complete engine overhaul. Oval port intake manifold.

5996

STANDARD OE ENGINE OVERHAUL GASKET KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

396-454 6.5-7.4 8  1965-90 Includes all gaskets necessary to complete engine overhaul. 
Oval port  intake manifold.

7106

CAM CHANGE KIT 
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

396-454 6.5-7.4  8 1965-90 Includes all gaskets necessary to complete cam change.
Rectangle port intake manifold.

4404

396-454 6.5-7.4  8 1965-90 Includes all gaskets necessary to complete cam change.
Oval port intake manifold.

4405

CHEVROLET LS - GASKET QUICK REFERENCE GUIDE
CHEVROLET LS 346, 364, 376, 427  	   

ENGINE LITERS CYL. YEARS HEAD 
GASKET

EXHAUST
GASKET

VALVE COVER 
GASKET

OIL PAN 
GASKET

TIMING 
COVER 

GASKET

TIMING 
COVER 

OIL SEAL

REAR 
MAIN 

OIL SEAL

346 5.7 8 1997-05 3146G (MLS) 5964 183G 6665G 96 - -

364-376 6.0-6.2 8 2005-Up 3147G (MLS) 5966 183G 6665G 96 - -

427 7.0 8 2006-Up 3291G (MLS) 5966 183G 6665G 96 - -

Refer To Pages 108 - 110 For Detailed Gasket Applications & Specifications.  

NEW

NEW

NEW
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CHEVROLET LS & LSX - HEAD GASKETS
CHEVROLET  LS 346, 364, 427 & LSX 376, 454  

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

364-376 6.0-6.2 8 2005-Up Multi-layered stainless steel,
proprietary polymer coated.

4.130” .051” MLS 3143G

364-376 6.0-6.2 8  2005-Up Multi-layered stainless steel,
proprietary polymer coated.

4.160”  .051” MLS 3144G

346 5.7 8 1997-04 Multi-layered stainless steel,
proprietary polymer coated.

3.945” .051” MLS 3146G

364-376 6.0-6.2 8 2005-Up Multi-layered stainless steel,
proprietary polymer coated.

4.100”  .051” MLS 3147G

346 5.7 8 1997-04 Multi-layered stainless steel,
proprietary polymer coated.

3.945” .040” MLS 3148G

364-376  6.0-6.2 8 2005-Up Multi-layered stainless steel,
proprietary polymer coated.

4.100” .040” MLS 3149G

427 7.0 8 2006-Up Multi-layered stainless steel,
proprietary polymer coated.

4.150” .051” MLS 3291G

376 (LSX)  6.2 8 - Multi-layered stainless steel, proprietary 
polymer coated - Left Side

4.125” .051” MLS 3283G (Left)

376 (LSX) 6.2 8 - Multi-layered stainless steel, proprietary 
polymer coated - Right Side

4.125” .051” MLS 3284G (Right)

454 (LSX) 7.4 8 - Multi-layered stainless steel, proprietary 
polymer coated - Left Side

4.200” .051” MLS 3285G (Left)

454 (LSX) 7.4 8 - Multi-layered stainless steel, proprietary 
polymer coated - Right Side

4.120” .051” MLS 3286G (Right)

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.

CHEVROLET LS - INTAKE MANIFOLD GASKET
CHEVROLET LS 346, 364, 376, 427 

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS GASKET TYPE PART NO.

346 5.7 8 1997-05 LS1/6 - Stock port and bolt locations. 1.15” x 3.40” Catheral Port  .060” Ultra-Seal III 4668G

CHEVROLET LS - EXHAUST GASKETS
CHEVROLET  LS 346, 364, 376, 427

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

346 5.7  8 1997-05 Stock port and bolt locations. 1.75” Round .062” Ultra-Seal  5964

364, 376, 427 6.0, 6.2, 7.0 8 2005-Up Stock port and bolt locations. 1.92”  Round .062” Ultra-Seal 5966

346 5.7 8 1997-05 Stock port and bolt locations. 1.75” Round .125” Aluminum Layered 7405G

364, 376, 427 6.0, 6.2, 7.0 8 2005-Up Stock port and bolt locations. 1.92” Round .125” Aluminum Layered 7406G

346 5.7 8 1997-05 Stock port and bolt locations. 1.75” Round .072”  MLS 4805G

 Foot Notes: MLS = multi-layered stainless steel construction.

CHEVROLET  LS - VALVE COVER GASKETS
CHEVROLET LS 346, 364, 376, 427   

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.
346-427 5.7-7.0 8 1999-Up Composition material.  .125” Performance 183G

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW
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CHEVROLET  LS - OIL PAN GASKET APPLICATIONS & SPECIFICATIONS
CHEVROLET LS 292, 325, 364, 364, 376, 427

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

292-427 4.8-7.0 8 1997-Up Aluminum frame with molded rubber insert and torque limiters.  .095” Performance 6665G

CHRYSLER - GASKET QUICK REFERENCE GUIDE
CHRYSLER 318, 340, 345, 360, 370, 383, 392, 400, 413, 426, 440  	   

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE
GASKET

EXHAUST
GASKET

VALVE 
COVER 

GASKET

OIL PAN 
GASKET

TIMING 
COVER 

GASKET

TIMING 
COVER OIL 

SEAL

REAR 
MAIN OIL 

SEAL

318 5.2 8 1967-91 3210G (MLS) 
5805G (Ultra-Seal)

5840 5938 (1967-74) 
5935 (1975-91)

5876 5895 790 781G 33

 340, 360 5.6-5.9 8 1968-92 3211G (MLS)  
5805G (Ultra-Seal)

5840 5935 5876 5895 790 781G 32

345 (Hemi) 5.7 8 2003-11 3275G (MLS-Left Side) 
3276G (MLS-Right Side)

- 7594 - - - - -

370, 392 (Hemi) 6.1-6.4 8 2005-Up 3277G (MLS) - - - - - - -

383-440 6.3-7.2 8 1959-80 3217G (MLS)  
5784G (Ultra-Seal)

5841 5936 5877 397 91 781G 1968

426 (Hemi) 7.0 8 1966-71 3222G (MLS) 303G 5937 374 397 91 781G 1968

MLS - (Multi-Layer Stainless Steel)

Refer To Pages 110 - 113 For Detailed Gasket Applications & Specifications.
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CHRYSLER - HEAD GASKETS
CHRYSLER 318, 340, 345, 360, 370, 383, 392, 400, 413, 426, 440 

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

318-360 5.2-5.9 8 1967-92 Graphite/Steel construction, 
proprietary polymer coated.

4.140” .028” Performance 1121G

383-440 6.3-7.2 8 1959-78 Graphite/Steel construction, 
proprietary polymer coated.

4.400” .020” Performance 1135G

318-360 5.2-5.9 8 1967-92 Graphite/Steel construction, 
proprietary polymer coated.

4.140” .038” Ultra-Seal 5805G

383-440 6.3-7.2 8 1959-80 Graphite/Steel construction, 
proprietary polymer coated.

4.450” .038” Ultra-Seal 5784G

318-360 5.2-5.9 8 1967-92 Multi-layered stainless steel, 
 proprietary polymer coated.

4.060” .040” MLS 3210G

318-360  5.2-5.9 8 1967-92 Multi-layered stainless steel,  
proprietary polymer coated.

4.125” .040” MLS 3211G  

345  (Hemi) 5.7 8 2003-11 Multi-layered stainless steel,  
proprietary polymer coated. 
Left side.

4.050” .040” MLS 3275G 
(Left Side)

345  (Hemi) 5.7 8 2003-11 Multi-layered stainless steel,  
proprietary polymer coated.
Right side.

4.050” .040”  MLS 3276G 
(Right Side)

370, 392 (Hemi) 6.1-6.4 8 2005-Up Multi-layered stainless steel,  
proprietary polymer coated.

4.100” .040” MLS 3277G

370, 392 (Hemi) 6.1 8 2005-11 Multi-layered stainless steel,  
proprietary polymer coated.

4.185” .040” MLS 3278G

361-440 
(Wedge)

6.5-7.5 8 1959-78 Multi-layered stainless steel,  
proprietary polymer coated.

4.375” .040” MLS  3217G

361-440 
(Wedge)

6.5-7.5 8 1959-78 Multi-layered stainless steel,  
proprietary polymercoated.

4.410” .040” MLS 3218G

361-440 
(Wedge)

6.5-7.5 8 1959-78 Multi-layered stainless steel,  
proprietary polymer coated.

4.500” .040” MLS 3233G

426 (Hemi) 7.0 8 1966-71 Multi-layered stainless steel,  
proprietary polymer coated.

4.340” .040” MLS 3222G

426 (Hemi) 7.0 8 1966-71 Multi-layered stainless steel,  
proprietary polymer coated.

4.435” .040” MLS 3226G

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.

NEW

NEW

NEW

NEW
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CHRYSLER - INTAKE GASKETS
CHRYSLER 273, 318, 340, 360, 383, 392, 400, 413, 426, 440

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.
273-318 4.5-5.2 8 1966-92 Stock port and bolt locations. 2-Bbl. 1.05” x 2.07” Rectangle .060”  Performance 306G

318 5.2 8 1967-92 Stock port and bolt locations. 4-Bbl. 1.17” x 2.27” Rectangle .060” Performance 307G

340, 360 5.6-5.9 8 1968-92 Stock port and bolt locations.  W2 head. 1.43” x 2.05” Rectangle .060” Performance 316

383-440 6.3-7.2 8 1959-80 Stock port and bolt locations.  1.21” x 2.26” Rectangle .060” Performance 301

413, 426 6.3-7.2 8 1959-78 Stock port and bolt locations. 
Max Wedge head.  

1.40” x 2.72” Rectangle .060” Performance 302

426 (Hemi) 7.0 8 1966-71 Stock port and bolt locations.  1.85” x 2.01” Square .060” Performance 303G

426 (Hemi) 7.0 8 1966-71 Stock port and bolt locations.  1.85” x 2.01” Square .120” Performance 311G

426 (Hemi) 7.0 8  1966-71 Stock port and bolt locations. 
Ken Venny head.  

2.37” x 2.42” Square .060” Performance 312

340, 360 5.6-5.9 8 1967-92 Stock port and bolt locations  1.25” x 2.00” Rectangle .060” Ultra-Seal 5840

383-440 6.3-7.2 8 1959-80 Stock port and bolt locations.  1.21” x 2.26” Rectangle .060” Ultra-Seal

318 4.3-6.6 8  1967-92 Stock port and bolt locations.   1.25” x 2.00”  Rectangle  .060” Ultra-Seal III 4690G 

383-440 6.3-7.2 8 1959-80 Stock port and bolt locations.  1.21” x 2.26” Rectangle .060” Ultra-Seal III 4691G

CHRYSLER - EXHAUST GASKETS
CHRYSLER  273,318, 340, 345, 360, 383, 392, 400, 413, 426, 440  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.
273-318 4.5-5.2  8 1966-92 Stock port and bolt locations. 2-Bbl. 1.00” x 1.64” Rectangle .062” Performance 353

318, 340, 360 5.6-5.9  8 1968-92 Stock port and bolt locations. 4-Bbl. 1.30” x 1.80” Rectangle .062” Performance 358

383-440 6.3-7.2  8 1959-80 Stock port and bolt locations.  1.78” x 1.48” Rectangle .062” Performance 351

273-318 4.5-5.2  8 1966-92 Stock port and bolt locations.  1.00” x 1.64” Rectangle .062” Ultra-Seal 5938

318 5.2  8 1993-03 Stock port and bolt locations.  1.25” x 1.68” Rectangle .062” Ultra-Seal 5949

318, 340, 360 5.6-5.9  8 1968-92 Stock port and bolt locations. 4-Bbl. 1.30” x 1.80” Rectangle .062” Ultra-Seal 5935

345 (Hemi) 5.7  8 2003-11 Stock port and bolt locations.  1.45” x 1.47” Square .062” Ultra-Seal 7594

318, 340, 360 5.6-5.9  8 1968-92 Stock port and bolt locations. W2 head.  1.56” x 1.50” Rectangle .062” Ultra-Seal 5939

392 6.4  8 1957-58  Stock port and bolt locations.  1.55” x 2.13” Rectangle .062” Ultra-Seal 7592

383-440 6.3-7.2  8 1959-80 Stock port and bolt locations.  1.78” x 1.48” Rectangle .062” Ultra-Seal 5936

383-440 6.3-7.2  8 1959-80 Stock port and bolt locations. 
Indy cylinder head.

1.71” x 2.08” Rectangle .062” Ultra-Seal 5944

426 (Hemi) 7.0  8 1966-71 Stock port and bolt locations.  1.85” x 1.89” Square .062” Ultra-Seal 5937

488 8.0  10 1994-03 Stock port and bolt locations. 
Truck engine.

1.36” x 1.47” D-Port .062” Ultra-Seal 7593

122 2.0  4 1989-99 Stock port and bolt locations.  2.11” x 1.35” Oval .094” CopperSeal 7235

273-318 4.5-5.2  8 1966-92 Stock port and bolt locations. 2-Bbl. 1.00” x 1.64” Rectangle .094” CopperSeal 7166

383-440 6.3-7.2  8 1959-80 Stock port and bolt locations.  1.78” x 1.48” Rectangle .094” CopperSeal 7167

273-318 4.5-5.2  8  1968-92 Stock port and bolt locations.  1.00” x 1.89” Rectangle .125” Aluminum Layered 7425G

318, 360 5.6-5.9  8  1992-03 Stock port and bolt locations.  1.21” x 1.78” Rectangle .125” Aluminum Layered 7427G

383-440 6.3-7.2  8  1959-80 Stock port and bolt locations.  1.88” x 1.38” Rectangle .125” Aluminum Layered 7430G

426 (Hemi) 7.0  8  1966-71 Stock port and bolt locations.  1.85” x 1.89” Square .125” Aluminum Layered 7433G

345 (Hemi) 5.7  8  2003-11 Stock port and bolt locations.  1.45” x 1.47” Square .125” Aluminum Layered 7435G

NEW

NEW

NEW

NEW

NEW
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GASKETS

CHRYSLER  - VALVE COVER GASKETS
CHRYSLER  273, 318, 340, 360, 383, 400, 413, 426, 440  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

273-318  4.5-5.2  8  1966-92  High density cork-rubber blend.  .187”  Performance  379

383-440  6.3-7.2  8  1959-80  Composition material.  .062”  Performance  382

383-440  6.3-7.2  8  1959-80  High density cork-rubber blend.  .187”  Performance  378

426 (Hemi)  7.0  8  1966-71  Composition material.  .062”  Performance  380

426 (Hemi)  7.0  8  1966-71  High density cork-rubber blend.  .250”  Performance  374

273-318  4.5-5.2  8  1966-92 Low density fiber & rubber blend gasket material. 
Seals using low clamp force. 

.187” Ultra-Seal 5876

383-440  6.3-7.2  8  1959-80 Low density fiber & rubber blend gasket material. 
Seals using low clamp force.

187”  Ultra-Seal 5877

CHRYSLER  - ENGINE OVERHAUL GASKET KITS & CAM CHANGE KITS
CHRYSLER 273, 318, 340, 360, 383, 400, 413, 426, 440   
ULTRA-SEAL OVERHAUL KIT

ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

318  5.2  8  1975-91 Includes Ultra-Seal head gaskets with 4.140” bore size and Ultra-Seal gaskets  
necessary to complete engine overhaul.

5998

360  5.9  8  1971-91 Includes Ultra-Seal head gaskets with 4.140” bore size and Ultra-Seal gaskets  
necessary to complete engine overhaul.

5999

383-440  6.3-7.2  8  1959-80 Includes Ultra-Seal head gaskets with 4.450” bore size and Ultra-Seal gaskets  
necessary to complete engine overhaul.

5994

STANDARD OE ENGINE OVERHAUL GASKET KITS

CHRYSLER 318, 340, 360, 383, 392, 400, 413, 426, 440
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

273-318  4.5-5.2  8  1977-91 Includes all gaskets necessary to complete engine overhaul. 7110

340, 360  4.6-5.7  8  1968-91 Includes all gaskets necessary to complete engine overhaul. 7112

383-440  6.3-7.2  8  1959-80 Includes all gaskets necessary to complete engine overhaul. 7115

CAM CHANGE KIT 
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

340, 360  5.6-5.9  8  1968-89 Includes all gaskets necessary to complete cam change. 4424

CHRYSLER  - OIL PAN GASKETS
CHEVROLET 318, 340, 360, 383, 392, 400, 413, 426, 440  

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

318, 340, 360 5.6-5.9  8  1968-92  High density cork-rubber blend.  .093”  Performance  394

383-440  6.3-7.2  8  1959-80  Composition material.  .062”  Performance  397

318, 340, 360 5.6-5.9  8  1968-92 Low density fiber & rubber blend gasket material. 
Seals using low clamp force.

.093”  Ultra-Seal  5895
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FORD - GASKET QUICK REFERENCE GUIDE
FORD 289, 302, 351W, 351C, 390, 427, 428, 429, 460  	  

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE
GASKET

EXHAUST
GASKET

VALVE COVER 
GASKET

OIL PAN 
GASKET

TIMING 
COVER

GASKET

TIMING 
COVER OIL 

SEAL

REAR 
MAIN OIL 

SEAL

289, 302  4.7-5.0 8 1964-76 3175G (MLS)   
5807G (Ultra-Seal)

5831 5930 5870 5890 1963 780G 792G

302 Boss 5.0 8 1955-58 3175G (MLS)   
5807G (Ultra-Seal)

- 5932 5870 5890 1966 780G  793G

302 5.0 8 1977-85 3175G (MLS)   
5807G (Ultra-Seal)

5834 5930 5870 5890 1963 (1977-82)                       
30 (1983-95)

780G 792G

302 EFI 5.0 8 1986-95 3175G (MLS)   
5807G (Ultra-Seal)

5835 5930 5870 5890 30 780G 792G

351W 5.7 8 1969-74 3175G (MLS)   
5807G (Ultra-Seal)

5832 5930 5870 5891 1963 780G 792G

351W 5.7 8 1975-91 3175G (MLS)   
5807G (Ultra-Seal)

5834 5930 5870 5891 1963 (1975-82)                       
31 (1983-97)

780G 792G

351C 5.0-5.7 8 1970-74  - 5836 (4-Bbl)   
5837 (2-Bbl)  

5836 (4-Bbl)   
5837 (2-Bbl)

5871 5892 1966 780G 793G

332, 352, 
360, 390

5.4-6.4 8 1958-65 3256G (MLS)   
5790G (Ultra-Seal)

201G 5952 275 290 1964 780G 794G

390-428 6.4-7.0 8 1966-71 3256G (MLS)   
5790G (Ultra-Seal)

206G Refer To Exhaust 
Gasket Section

275 290 1964 780G 794G

406, 427 6.6-7.0 8 1962-68 3256G (MLS)   
5790G (Ultra-Seal)

201G 5953 275 290 1964 780G 794G

429,460 7.0-7.5 8 1968-88 3260G (MLS)   
5809G (Ultra-Seal)

5838 5954 276 292 1965 780G 795G

Refer To Pages 114 -119 For Detailed Gasket Applications & Specifications.

FORD - HEAD GASKETS
FORD 281, 289, 302, 351W, 351C, 332, 390, 427, 428, 429, 460

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

332-428   5.4-7.0  8  1958-71  Steel Shim - embossed.  4.420”  .020”  Performance  1132G

289-351W  4.7-5.7  8  1964-95 Graphite/Steel construction,  
proprietary polymer coated.

4.100”  .038”  Ultra-Seal  5807G

351C, 351M, 400 5.7-6.5  8  1970-79 Graphite/Steel construction,  
proprietary polymer coated.

 4.100”  .038”  Ultra-Seal  5808G

390-428  6.4-7.0  8  1961-71 Graphite/Steel construction, 
proprietary polymer coated.

4.400”  .038”  Ultra-Seal  5790G

429,460  7.0-7.5  8  1968-78 Graphite/Steel construction,  
proprietary polymer coated.

4.490”  .038”  Ultra-Seal  5809G

140  2.3  4  1974-93 Multi-layered stainless steel,  
proprietary polymer coated.

4.035”  .040”  MLS  3180G

281  4.6  8  2002-11 Multi-layered stainless steel,  
proprietary polymer coated.  
Left side. (3V engines).

3.630”  .040”  MLS 3265G (Left Side)

281  4.6  8  2002-11 Multi-layered stainless steel,  
proprietary polymer coated. Right 
side. (3V engines).

3.630”  .040”  MLS 3266G (Right Side)

GASKETS

NEW

NEW
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FORD - HEAD GASKETS (CONT)
FORD 281, 289, 302, 351W, 351C, 332, 390, 427, 428, 429, 460

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

281, 332  4,6-5.4  8  1991-11 Multi-layered stainless steel, proprietary 
polymer coated. Left side. (2V/4V engines).

3.630”  .040”  MLS 3263G 
(Left Side)

281, 332  4,6-5.4  8  1991-11 Multi-layered stainless steel, proprietary 
polymer coated.Right side. (2V/4V engines).

 3.630”  .040”  MLS 3264G 
(Right Side)

289, 302, 351W 4.7-5.7  8  1965-95 Multi-layered stainless steel,  
proprietary polymer coated.

4.030”  .040”  MLS  3175G

289, 302, 351W 4.7-5.7  8  1965-95 Multi-layered stainless steel,  
proprietary polymer coated.

4.100”  .040”  MLS  3176G

302  5.0  8  2011-Up Multi-layered stainless steel,  
proprietary polymer coated. 
Coyote engine. Right side.

3.755”  .040”  MLS 3269G 
(Right Side)

302  5.0  8  2011-Up Multi-layered stainless steel,  
proprietary polymer coated. 
Coyote engine. Left side.

3.755”  .040”  MLS 3270G 
(Left Side)

302, 351W SVO 5.0-5.7  8
 -

Multi-layered stainless steel,  
proprietary polymer coated.
Left side.

4.100”  .040”  MLS 3165G 
(Left Side)

302, 351W SVO 5.0-5.7  8
 -

Multi-layered stainless steel,  
proprietary polymer coated. 
Right side.

4.100”  .040”  MLS 3166G 
(Right Side)

390-428  6.4-7.0  8  1958-71 Multi-layered stainless steel,  
proprietary polymer coated.

4.325”  .040”  MLS  3255G

390-428  6.4-7.0  8  1958-71 Multi-layered stainless steel,  
proprietary polymer coated.

4.400”  .040”  MLS  3256G

429, 460  7.0-7.5  8  1968-88 Multi-layered stainless steel,  
proprietary polymer coated.

4.400”  .040”  MLS  3259G

 429, 460  7.0-7.5  8  1968-88 Multi-layered stainless steel, 
proprietary polymer coated.

4.500”  .040”  MLS  3260G

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.

FORD - INLINE 6 INTAKE GASKETS
FORD 240, 300 

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

240, 300  3.2-4.8  6  1965-87 Intake & Exhaust gasket. 
Stock port and bolt locations.  

1.25” x 1.75”  Rectangle  .060”  Performance  260

GASKETS

NEW

NEW

NEW

NEW

NEW

NEW

NEW

NEW
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FORD - INTAKE GASKETS
FORD 289, 302, 351W, 351C, 390, 427, 428, 429, 460

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 
SHAPE

THICKNESS  GASKET 
TYPE

PART NO.

289, 302  4.7-5.0  8  1964-76  Stock port and bolt locations.   1.20” x 2.13”  Rectangle  .060”  Performance  203G

289, 302  4.7-5.0  8  1964-76  Stock port and bolt locations.   1.20” x 2.13”  Rectangle  .120”  Performance  213

351W  5.7  8  1969-76  Stock port and bolt locations.   1.21” x 2.11”  Rectangle  .060”  Performance  210

351W  5.7  8  1977-97  Stock port and bolt locations.   1.25” x 2.11”  Rectangle  .060”  Performance  223

302 EFI  5.0  8  1986-95  Upper runner plenum base to intake manifold.  1.25” x 1.63”  Oval  .060”  Performance  148

302 EFI  5.0  8  1986-95  Upper runner plenum base to GT-40 manifold.  1.63”  Round  .060”  Performance  149

351C  5.7  8  1970-74  Stock port and bolt locations, 2-Bbl.   1.62” x 2.28”  Rectangle  .060”  Performance  211

351C  5.7  8  1970-74  Stock port and bolt locations, 4-Bbl.   1.83” x 2.88”  Rectangle  .060”  Performance  214

351C  5.7  8  1970-74  Stock port and bolt locations, 4-Bbl.   1.83” x 2.88”  Rectangle  .120”  Performance  215G

351M, 400  5.7-6.6  8  1975-82  Stock port and bolt locations, 4-Bbl.   1.53” x 2.16”  Rectangle  .060”  Performance  222

390, 428  6.6-7.0  8  1966-71  Stock port and bolt locations.   1.45” x 2.40”  Rectangle  .060”  Performance  206G

406, 427  6.6-7  8  1962-68  Stock port and bolt locations.   1.48” x 2.56”  Rectangle  .060”  Performance  201G

427  7.0  8  1962-68  Stock port and bolt locations. Medium Riser.  1.40” x 2.20”  Rectangle  .060”  Performance  202A

427  7.0  8  1962-68  Stock port and bolt locations. High Riser.  150” x 2.90”  Rectangle  .060”  Performance  202G

427  7.0  8  1962-68  Stock port and bolt locations. Tunnel Port.  2.31” x 2.20”  Rectangle  .060”  Performance  205G

429  7.0  8  1970-71  Stock port and bolt locations, CJ & SCJ.  2.23” x 2.60”  Rectangle  .060”  Performance  208A

429  7.0  8  1969-70  Stock port and bolt locations, Boss Hemi.  2.48”  Round  .060”  Performance  207G

429, 460  7.0-7.5  8  1968-88  Stock port and bolt locations.   2.00” x 2.26”  Rectangle  .060”  Performance  208G

289, 302  4.7-5.0  8  1964-76  Stock port and bolt locations.   1.20” x 2.13”  Rectangle  .060”  Ultra-Seal  5831

351W  5.7  8  1969-76  Stock port and bolt locations.   1.21” x 2.11”  Rectangle  .060”  Ultra-Seal  5832

351W  5.7  8  1977-97  Stock port and bolt locations.   1.25” x 2.11”  Rectangle  .060”  Ultra-Seal  5834

302 EFI  5.0  8  1986-95  Stock port and bolt locations.   1.25” x 2.11”  Rectangle  .060”  Ultra-Seal  5835

351C  5.7  8  1970-74  Stock port and bolt locations, 4-Bbl.   1.83” x 2.88”  Rectangle  .060”  Ultra-Seal  5836

429  7.0  8  1970-71  Stock port and bolt locations, CJ & SCJ.  2.23” x 2.60”  Rectangle  .060”  Ultra-Seal  5839

429, 460  7.0-7.5  8  1968-88  Stock port and bolt locations.   2.00” x 2.26”  Rectangle  .060”  Ultra-Seal  5838

289, 302  4.7-5.0  8  1964-76  Stock port and bolt locations.   1.20 x 2.13”  Rectangle  .060”  Ultra-Seal III  4680G

302, 351W  5.7  8  1977-97  Stock port and bolt locations.   1.25” x 2.11”  Rectangle  .060”  Ultra-Seal III  4681G

302 EFI  5  8  1986-95  Stock port and bolt locations.   1.25” x 2.11”  Rectangle  .060”  Ultra-Seal III  4682G

FORD - THROTTLE BODY KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT 

SHAPE
THICKNESS  GASKET 

TYPE
PART NO.

302  5.0  8  1986-95 Includes: egr spacer gaskt, throttle body 
gasket, egr valve gasket, air by-pass valve 
gasket.

65MM  Round .060”  Performance 235

302 5.0  8 1986-95 77MM  Round .060” Performance 236

GASKETS
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FORD - INLINE 6 EXHAUST GASKETS
FORD 240, 300  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

240, 300  3.2-4.8  6  1965-87 Intake & Exhaust gasket. 
Stock port and 
bolt locations.  

1.25” x 1.75”  Rectangle  .060”  Performance  260

FORD - EXHAUST GASKETS
FORD 289, 302, 351W, 351C, 390, 427, 428, 429, 460  

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.
289-351W  4.7-5.7  8  1964-95  Stock port and bolt locations.   1.42”  Round  .062”  Performance 253A

289-351W  4.7-5.7  8  1964-95  Stock port and bolt locations.   1.12” x 1.48”  Rectangle  .062”  Performance 253

302-351W  5.0-5.7  8  1987-95  Stock port and bolt locations.   1.25” x 1.75”  Oval  .062”  Performance 264G

351C, 351M, 
400

 5.7-6.6  8  1970-74 Stock port and bolt locations, 
2-Bbl carburetor.

1.58” x 1.96”  Rectangle  .062”  Performance 263G

302 Boss, 
351C

5.0-5.7  8  1964-95 Stock port and bolt locations, 
4-Bbl carburetor.

1.90” x 2.20”  Rectangle  .062”  Performance 258G

332-390  5.4-6.4  8  1964-95 Stock port and bolt locations, 
8 bolt mounting flange.  

1.56” x 2.32”  Rectangle  .062”  Performance 251

390-428  6.5-7.0  8  1966-71 Stock port and bolt locations, 
14 bolt mounting flange.  

1.38” x 2.12”  Rectangle  .062”  Performance 254G

406-427  6.7-7.0  8  1962-68 Stock port and bolt locations, 
16 bolt mounting flange.  

1.38” x 2.05”  Rectangle  .062”  Performance 252

428  6.7-7.0  8  1969-70 Stock port and bolt locations, 16 bolt 
mounting flange, Cobra Jet.

1.40” x 1.78”  Rectangle  .062”  Performance 257G

429, 460  7.0-7.5  8  1968-88  Stock port and bolt locations.  1.25” x 2.08”  Rectangle  .062”  Performance 259G

429  7.0-7.5  8  1970-71 Stock port and bolt locations, 16 bolt 
mounting flange, Cobra Jet.

1.50” x 2.40”  Rectangle  .062”  Performance 259A

281  4.6  8  1991-03  Stock port and bolt locations, 
SOHC. 

1.62”   Round  .062”  Ultra-Seal 5927

281  4.6  8  2005-07  Stock port and bolt locations, DOHC.  1.21” x 2.16”  Oval  .062”  Ultra-Seal 7556

281  4.6  8  1991-03 Stock port and bolt locations,  
DOHC, 3 valve head. 

1.78”   Round  .062”  Ultra-Seal 7558

281  4.6  8  1999-07 Stock port and bolt locations, 
SOHC, 3 valve head.  

1.80” x 1.68”  Rectangle  .062”  Ultra-Seal 7559

329  5.4  8  2007-Up  Stock port and bolt locations, DOHC.  1.78”   Round  .062”  Ultra-Seal 7560

302 5.0 8 2011-Up  Stock port and bolt locations, 
Coyote Engine.

1.90” Round .062” Ultra-Seal 7561

289-351W  4.7-5.7  8  1964-95  Stock port and bolt locations.   1.12” x 1.48”  Rectangle  .062”  Ultra-Seal 5930

302-351W  5.0-5.7  8  1987-95  Stock port and bolt locations.   1.25” x 1.75”  Oval  .062”  Ultra-Seal 5928

302  5.0  8  - W.P. Windsor Jr., Dart special, 
dual bolt pattern.

1.30” x 1.40”  Square  .062”  Ultra-Seal 5929

351C, 351M, 
400

5.7-6.6  8  1970-74 Stock port and bolt locations, 
2-Bbl carburetor.

1.58” x 1.96”  Rectangle  .062”  Ultra-Seal 5951

302 Boss, 
351C

5.0-5.7  8  1964-95 Stock port and bolt locations, 
4-Bbl carburetor.

1.90” x 2.20”  Rectangle  .062”  Ultra-Seal 5932

352-390  5.4-6.4  8  1958-95 Stock port and bolt locations, 
8 bolt mounting flange.  

1.56” x 2.32”  Rectangle  .062”  Ultra-Seal 5952

GASKETS

NEW
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FORD - EXHAUST GASKETS (CONT)
FORD 289, 302, 351W, 351C, 390, 427, 428, 429, 460  
ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

390-428 6.5-7.0 8 1966-71 Stock port and bolt locations, 14 bolt mounting flange.  1.38” x 2.12” Rectangle .062” Ultra-Seal 7554

406-427 6.7-7.0 8 1962-68 Stock port and bolt locations, 16 bolt mounting flange.  1.38” x 2.05” Rectangle .062” Ultra-Seal 5953

428 7.0 8 1969-70 Stock port and bolt locations, 16 bolt mounting flange, 
Cobra Jet.

1.40” x 1.78” Rectangle .062” Ultra-Seal 7555

429, 460 7.0-7.5 8 1968-88  Stock port and bolt locations.  1.25” x 2.08” Rectangle .062” Ultra-Seal 5954

429 7.0 8 1970 Stock port and bolt locations,  Boss Hemi engine. 1.90” x 2.20” Square .062” Ultra-Seal 5931

460 7.5 8  -  Stock port and bolt locations.   1.85” x 1.91” Square .062” Ultra-Seal 5959

289-351W 4.7-5.7 8 1964-95  Stock port and bolt locations.   1.12” x 1.48” Rectangle .094” CopperSeal 7160

302-351W 5.0-5.7 8 1987-95  Stock port and bolt locations.   1.25” x 1.75” Oval .094” CopperSeal 7161

352-390 5.4-6.4 8 1958-95 Stock port and bolt locations, 8 bolt mounting flange.  1.56” x 2.32” Rectangle .094” CopperSeal 7164

429, 460 7.0-7.5 8 1968-88  Stock port and bolt locations.   1.25” x 2.08” Rectangle .094” CopperSeal 7165

289-351W 4.7-5.7 8 1964-95  Stock port and bolt locations.   1.12” x 1.48” Rectangle .125” Aluminum Layered 7410G

302-351W 5.0-5.7 8 1987-95  Stock port and bolt locations.   1.25” x 1.75” Oval .125” Aluminum Layered 7411G

281 4.6 8 1991-03 Stock port and bolt locations, SOHC.  1.62”  Round .125” Aluminum Layered 7414G

352-390 5.4-6.4 8 1958-95 Stock port and bolt locations, 8 bolt mounting flange.  1.31” x 1.88” Rectangle .125” Aluminum Layered 7412G

429, 460 7.0-7.5 8 1968-88 Stock port and bolt locations.   1.25” x 2.08”  Rectangle .125” Aluminum Layered 7413G

289-351W  4.7-5.7  8  1964-95  Stock port and bolt locations.   1.12” x 1.48” Rectangle .065” MLS 4825G

FORD - VALVE COVER GASKETS
FORD  289, 302, 351W, 351C, 390, 427, 428, 429, 460   

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

289-351W 4.7-5.7 8 1964-95 High density cork-rubber blend. .187” Performance 276

289-351W 4.7-5.7 8 1964-95 Molded rubber w/steel carrier. .187” Performance 5859G

302 Boss, 351C, 
351M, 400

5.0-6.6 8 1969-82 High density cork-rubber blend. .187” Performance 274

352-428 5.7-7.0 8  1958-77 High density cork-rubber blend. .187” Performance 275

429, 460 7.0-7.5 8 1968-88 High density cork-rubber blend. .187” Performance 278

289-351W 4.7-5.7 8 1964-95 Low density fiber & rubber blend gasket material. Seals using low 
clamp force.

.187” Ultra-Seal 5870

302 Boss, 351C, 
351M, 400

5.0-6.6 8 1969-82 Low density fiber & rubber blend gasket material. Seals using low 
clamp force.

.187” Ultra-Seal 5871

FORD - OIL PAN GASKETS
FORD 289, 302, 351W, 351C, 390, 427, 428, 429, 460   

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

289-302 4.7-5.7 8 1964-95 High density cork-rubber blend. .093” Performance 291

352-428 5.7-7.0 8 1958-77 High density cork-rubber blend. .093” Performance 290

429, 460 7.0-7.5 8 1968-88 High density cork-rubber blend. .093” Performance 292

289-302 4.7-5.7 8 1964-95 Molded rubber w/steel carrier, 1-piece gasket, w/torque limiters. .093” Performance 6683

281 4.6 8 2002-11 Molded rubber w/steel carrier, 1-piece gasket, w/torque limiters. .093” Performance 6684

289-302 4.7-5.7 8 1964-95 Low density fiber & rubber blend gasket material. Seals using 
low clamp force.

.093” Ultra-Seal 5890

351W 5.7 8 1969-95 Low density fiber & rubber blend gasket material. Seals using 
low clamp force.

.093” Ultra-Seal 5891

351C, 351M, 400 5.0-6.6 8 1969-82 Low density fiber & rubber blend gasket material. Seals using 
low clamp force.

.093” Ultra-Seal 5982

GASKETS

NEW

NEW

NEW
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FORD - WATER OUTLET  
FORD 289, 302, 351W, 351C, 390, 427, 428, 429, 460   
WATER OUTLET GASKET

ENGINE LITERS CYL. YEARS WATER OUTLET

289-351W 4.7-5.7 8 1964-95  746C

351C, 351M, 400 5.0-6.6 8 1970-82 746C

352-428 5.7-7.0 8 1958-77 –

429, 460 7.0-7.5 8 1968-88 –

FORD - ENGINE OVERHAUL GASKET KITS & CAM CHANGE KIT  
FORD 289, 302, 351W, 351C, 352, 390, 427, 428, 429, 460   
ULTRA-SEAL OVERHAUL KIT

ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

289-302 4.7-5.0 8 1964-76 Includes all gaskets necessary to complete engine rebuild. 5983

289-302 4.7-5.0 8 1977-82 Includes all gaskets necessary to complete engine rebuild. 5984

289-302 4.7-5.0 8 1983-95 Includes all gaskets necessary to complete engine rebuild. 5985

351W 5.7 8 1969-74 Includes all gaskets necessary to complete engine rebuild. 5986

351W 5.7 8 1975-82 Includes all gaskets necessary to complete engine rebuild. 5987

351W 5.7 8 1983-97 Includes all gaskets necessary to complete engine rebuild. 5988

351C 5.7 8 1970-74 Includes all gaskets necessary to complete engine rebuild. 5989

429, 460 7.0-7.5 8 1968-88 Includes all gaskets necessary to complete engine rebuild. 5990

STANDARD OE ENGINE OVERHAUL GASKET KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

289-302 4.7-5.0 8 1964-76 Includes all gaskets necessary to complete engine rebuild. 7120

289-302 4.7-5.0 8 1977-82 Includes all gaskets necessary to complete engine rebuild. 7121

289-302 4.7-5.0 8 1983-95 Includes all gaskets necessary to complete engine rebuild. 5985

351W 5.7 8 1969-74 Includes all gaskets necessary to complete engine rebuild. 7123

351W 5.7 8 1975-82 Includes all gaskets necessary to complete engine rebuild. 7124

351W 5.7 8 1983-97 Includes all gaskets necessary to complete engine rebuild. 7125

351C 5.7 8 1970-74 Includes all gaskets necessary to complete engine rebuild. 7127

352-428 5.7-7.0 8 1958-77 Includes all gaskets necessary to complete engine rebuild. 7129

429, 460 7.0-7.5 8 1968-88 Includes all gaskets necessary to complete engine rebuild. 7130

CAM CHANGE KIT 
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

289-351W 4.7-5.7 8 1964-76 Includes all gaskets necessary to complete cam change. 4410

GASKETS
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OLDSMOBILE - GASKET QUICK REFERENCE GUIDE
OLDSMOBILE 330, 350, 400, 403, 425, 455  	   
ENGINE LITERS CYL. YEARS HEAD 

GASKET
INTAKE
GASKET

EXHAUST
GASKET

VALVE COVER 
GASKET

OIL PAN 
GASKET

TIMING
COVER

GASKET

TIMING 
COVER OIL 

SEAL

REAR MAIN 
OIL SEAL

330, 350 4.6-5.7 8 1964-76 3246G (MLS) 
5788G (Ultra-Seal)

405G 5945 5875 490 - - -

403 6.6 8 1977-79 3247G (MLS) 
5788G (Ultra-Seal)

404 5945 5875 490 - - 1965

400, 425, 
455

6.6-7.4 8 1965-76 3248G (MLS) 
5788G (Ultra-Seal)

404 5945 5875 490 - - 1965

Refer To Pages 120 -121 For Detailed Gasket Applications & Specifications.

OLDSMOBILE - HEAD GASKETS
OLDSMOBILE 330, 350, 400, 403, 425, 455

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

330-455  5.4-7.4  8  1963-76 Graphite/Steel construction, proprietary 
polymer coated.

4.230”  .038”  Ultra-Seal  5788G

330-350  5.4-5.7  8  1963-76 Multi-layered stainless steel, proprietary 
polymer coated.

4.100”  .040”  MLS  3246G

403  6.6  8  1977-79 Multi-layered stainless steel, proprietary 
polymer coated.

4.410”  .040”  MLS  3247G

400-455  6.6-7.4  8  1963-76 Multi-layered stainless steel, proprietary 
polymer coated.

4.270”  .040”  MLS  3248G

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.

OLDSMOBILE - INTAKE GASKETS
OLDSMOBILE  330, 350, 400, 403, 425, 455

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

330-350  5.3-7.4  8  1964-80  Stock port and bolt locations.   1.38” x 2.03”  Rectangle  .060”  Performance  405G

403  6.6  8  1977-79  Stock port and bolt locations.   1.38” x 2.03”  Rectangle  .060”  Performance  405G

400-455  6.6-7.4  8  1965-76  Stock port and bolt locations.   1.41” x 2.49”  Rectangle  .060”  Performance  404

400-455  6.6-7.4  8  1965-76  Stock port and bolt locations.   1.41” x 2.49”  Rectangle  .060”  Ultra-Seal III  4695G

OLDSMOBILE - EXHAUST GASKETS 
OLDSMOBILE  330, 350, 400, 403, 425, 455

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

330-455  5.4-7.4 8 1964-80  Stock port and bolt locations.  1.55” x 1.92” Rectangle  .062”  Performance  453

330-455  5.4-7.4 8 1964-80  Stock port and bolt locations.  1.55” x 1.92” Rectangle  .062”  Ultra-Seal  5945

330-455  5.4-7.4 8 1964-80  Stock port and bolt locations.  1.55” x 1.92” Rectangle  .094”  CopperSeal  7170

330-455 5.4-7.4 8 1964-80 Stock port and bolt locations. 1.55” x 1.92” Rectangle .125” Aluminum Layered 7416G

OLDSMOBILE - VALVE COVER GASKETS 
OLDSMOBILE  330, 350, 400, 403, 425, 455

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

330-455  5.4-7.4  8  1964-80 High density cork-rubber blend.  .187”  Performance  476

330-455  5.4-7.4  8  1964-80 Low density fiber & rubber blend gasket material.  
Seals using low clamp force.

 .187”  Ultra-Seal  5875

GASKETS

NEW

NEW

NEW

NEW
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OLDSMOBILE - OIL PAN GASKETS 
OLDSMOBILE  330, 350, 400, 425, 455

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

330-455  5.4-7.4  8 1964-80 High density cork-rubber blend .093” Performance 490

OLDSMOBILE  - ENGINE OVERHAUL GASKET KITS & CAM CHANGE KIT  
OLDSMOBILE  330, 350, 400, 425, 455   
ULTRA-SEAL OVERHAUL KIT

ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

330-455  5.4-7.4  8  1964-80 INCLUDES ULTRA-SEAL HEAD GASKETS WITH 4.230” BORE SIZE AND ULTRA-
SEAL GASKETS NECESSARY TO COMPLETE ENGINE OVERHAUL.

5981

STANDARD OE ENGINE OVERHAUL GASKET KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

330-455  5.4-7.4  8  1964-80 Includes most gaskets necessary to complete engine overhaul. 7140

PONTIAC - GASKET QUICK REFERENCE GUIDE
PONTIAC 326, 350, 389, 400, 421, 428, 455  	   

ENGINE LITERS CYL. YEARS HEAD 
GASKET

INTAKE
GASKET

EXHAUST
GASKET

VALVE COVER 
GASKET

OIL PAN 
GASKET

TIMING 
COVER 

GASKET

TIMING 
COVER OIL 

SEAL

REAR 
MAIN OIL 

SEAL

326, 400 4.6-5.7 8 1965-71 3250G (MLS) 
5810G (Ultra-Seal)

5848 5921 5869 5889 - 784G -

400  Ram 
Air

6.6 8 1967-71 3250G (MLS) 
5810G (Ultra-Seal)

503G 7523 5869 5889 - 784G -

421, 428, 
455

6.9-7.4 8 1963-76 3250G (MLS) 
5810G (Ultra-Seal)

5848 5921 5869 5889 - 784G -

Refer To Pages 121 - 122 For Detailed Gasket Applications & Specifications.

PONTIAC - HEAD GASKETS
PONTIAC 326, 350, 389, 400, 421, 428, 455

ENGINE LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO. 

326-455 5.3-7.4 8 1963-76 Graphite/Steel construction, proprietary 
polymer coated.

4.200” .038” Ultra-Seal 5810G

326-455 5.3-7.4 8 1963-76 Multi-layered stainless steel, proprietary 
polymer coated.

4.200” .040” MLS 3250G

326-455 5.3-7.4 8 1963-76 Multi-layered stainless steel, proprietary 
polymer coated.

4.270” .040” MLS 3251G

Notes: MLS = multi-layered stainless steel construction. Ultra-Seal = composition gasket material construction.

GASKETS

NEW

NEW

NEW
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PONTIAC - INTAKE GASKETS
PONTIAC 326, 350, 389, 400, 421, 428, 455

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

326-455  5.3-7.4  8  1963-79 Stock port and bolt locations, 
(except ram air).  

1.14” x 2.06”  Rectangle  .060”  Performance  502G

 400  6.6  8  1967-76 Stock port and bolt locations,  
Ram Air III head. 

1.18” x 2.20”  Rectangle  .060”  Performance  503G

326-455  5.3-7.4  8  1963-79 Stock port and bolt locations, 
(except ram air).  

1.14” x 2.06”  Rectangle  .060”  Ultra-Seal 5848

PONTIAC - EXHAUST GASKETS 
PONTIAC  326, 350, 389, 400, 421, 428, 455

ENGINE LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS  GASKET TYPE PART NO.

326-455 5.3-7.4 8 1963-79 Stock port and bolt locations, 
except ram air heads. Open center. 

1.55” x 1.94” Oval/D-Port .062” Performance 550G

326-455 5.3-7.4 8 1963-79 Stock port and bolt locations, 
except ram air heads.  

1.46” x 1.93” Oval/D-Port .062” Ultra-Seal 5920

326-455 5.3-7.4 8 1963-79 Stock port and bolt locations, 
except ram air heads.  

1.55” x 1.94” Oval/D-Port .062” Ultra-Seal 5921

400, 455 5.3-7.4 8 1968-74 Stock port and bolt locations, 
ram air iv heads, high output, 
super duty heads.  

1.88” Round .062” Ultra-Seal 7523

326-455 5.3-7.4 8 1963-79 Stock port and bolt locations, 
except ram air heads.  

1.55” x 1.94” Oval/D-Port .094” CopperSeal 7171

326-455 5.3-7.4 8 1963-79 Stock port and bolt locations, 
except ram air heads.  

1.55” x 1.94” Oval/D-Port .125” Aluminum Layered 7418G

PONTIAC - VALVE COVER GASKETS 
PONTIAC  326, 350, 389, 400, 421, 428, 455

ENGINE LITERS CYL. YEARS DESCRIPTION THICKNESS GASKET TYPE PART NO.

326-455 5.3-7.4 8 1963-79 High density cork-rubber blend.  1.87” Performance 576

326-455 5.3-7.4 8 1963-79 Low density fiber & rubber blend gasket material.  
Seals using low clamp force.

1.87” Ultra-Seal 5889

PONTIAC - ENGINE OVERHAUL GASKET KITS & CAM CHANGE KIT  
PONTIAC 326, 350, 389, 400, 421, 428, 455   
ULTRA-SEAL OVERHAUL KIT

ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

326-455  5.3-7.4  8  1963-79 Includes Ultra-Seal head gaskets with 4.200” bore size and Ultra-Seal gaskets necessary to complete engine overhaul. 5997

STANDARD OE ENGINE OVERHAUL GASKET KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

326-455  5.3-7.4  8  1963-79 Includes all gaskets necessary to complete engine overhaul. 7145

CAM CHANGE KITS
ENGINE LITERS CYL. YEARS DESCRIPTION PART NO.

326-455  5.3-7.4  8  1963-79 Includes all gaskets necessary to complete cam change. 4422

GASKETS

NEW
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SPORT COMPACT ENGINE GASKETS

HONDA - HEAD GASKETS (INCLUDES ACURA)

ENGINE ENGINE  
DESIGNATOR

LITERS CYL. YEARS DESCRIPTION GASKET BORE COMPRESSED 
THICKNESS

GASKET TYPE PART NO.

91 D15Z1 1.5 4 1991-95 Stock port and bolt 
locations. VTEC

75mm .76MM MLS 3185G

98 B16Z6, 
D16Y5/7/8

1.6 4 1992-00 Stock port and bolt 
locations. VTEC

75mm .76MM MLS 3185G

98, 110 B16A/B, B17, 
B18C

1.6, 1.8 4 1994-01 Stock port and bolt 
locations. DOHC

85mm .76MM MLS 3188G

Notes: MLS = multi-layered stainless steel construction.

HONDA - EXHAUST GASKETS (INCLUDES ACURA)
ENGINE ENGINE  

DESIGNATOR
LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS GASKET TYPE PART NO.

91, 98 D15B7, 
D16Y5/7/8, 

D16Z6

1.5, 1.6 4 1992-98 Stock port and bolt 
locations.

1.86” x 1.40” Oval .094” CopperSeal 7225

98, 104, 
110

B16A1/2/3, 
B17A1, B18A1/
B1, B18C1/C5

1.6, 1.7, 
1.8

4 1992-01 Stock port and bolt 
locations.

1.98” x 1.47” Oval .094” CopperSeal 7230

MITSUBISHI - EXHAUST GASKETS (INCLUDES EAGLE & PLYMOUTH)
ENGINE ENGINE  

DESIGNATOR
LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS GASKET TYPE PART NO.

122 4G63, 4G63K, 
4G63T

2.0 4 1989-99 Stock port and bolt 
locations.

2.11” x 1.35” Oval .094” CopperSeal 7235

NISSAN EXHAUST GASKETS 
ENGINE ENGINE  

DESIGNATOR
LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS GASKET TYPE PART NO.

122 SR20DE 2.0 4 1991-99 Stock port and bolt 
locations.

1.41” x 1.30” Oval .094” CopperSeal 7215

146 KD24DE 2.4 4 1991-01 Stock port and bolt 
locations.

1.62” x 1.61” Oval .094” CopperSeal 7216

TOYOTA EXHAUST GASKETS
ENGINE ENGINE  

DESIGNATOR
LITERS CYL. YEARS DESCRIPTION PORT SIZE PORT SHAPE THICKNESS GASKET TYPE PART NO.

134 20R 2.2 4 1975-80 Stock port and bolt 
locations.

1.41” Round .062” Performance 722G

GASKETS
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1509

1509

 6177 - 6178

6178

6177 - 6178 - 6183

6185

6186

6058

8304

AIR CLEANER BASE GASKET 
•	 1/16˝ thick cellulose/nitrile composite gasket material

•	 Precision die cut

	 Fits 2 & 4-BBL. Air Cleaners w/5 1/8˝, 4-7/32˝, 3˝ &  2-5/8˝ Dia. Base........... 6185
	 Holley® Dominator Air Cleaner Gasket....................................................... 6186

CARBURETOR FUEL BOWL AND  
METERING BLOCK GASKETS 
•	 6100 series gaskets are made from rubber coated material designed 
	 to minimize swelling and can be used with racing gasoline or alcohol 

 

	 HOLLEY CARB.			 
	MODEL NUMBER	 DESCRIPTION	 QUANTITY	 PART NO.

	2300, 4150, 4160
 	 Fuel Bowl and	 1-each	

1509
 

		  Metering Block Gasket Set	 per set	

	 2300, 4150	 Fuel Bowl	
5 per set

	
6183

 
	 4160, 4500	 Gaskets

	
4150

	 Fuel Bowl and	 2-each	
6177

 
	  	 Metering Block Gasket Set	 per set

	
4160

	 Fuel Bowl and	 2-Fuel Bowl	
6178

 
	  	 Metering Block Gasket Set	 3-Metering Block

FUEL BOWL WASHERS FOR HOLLEY® CARBS
•	 Plastic

•	 Fits Holley® float bowl screws to attach fuel bowls and prevent fuel leaks

•	 10/set

	 Fuel Bowl Washers................................................................................ 6058

FUEL BOWL SCREW GASKETS FOR  
HOLLEY® CARBS
• Fits Holley® 2300, 4150, 4160, 4165, 4175, 4500 series carbs

•	 24/set

	 Fuel Bowl Screw Gaskets........................................................................ 8304

®Holley is a registered trademark of Coltec Industries, Inc

GASKETS
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GASKETS
CARBURETOR BASE GASKETS
•	 1/16˝ and 1/4˝ thick cellulose/nitrile composite gasket material
•	 Precision die cut

CARBURETOR BASE GASKETS – ULTRA-SEAL® III
•	 Synthetic high-tensile strength and high-temperature gasket material
•	 Delivers excellent sealing properties for oil, fuel and coolant

•	 Seals using low flange pressure (clamp force), conforms to and seals imperfections 
	 on sealing surfaces
•	 Releases easily (no scrapping required) and will not stick to mating surfaces
	 when disassembling

CARBURETOR BASE VIBRATION ISOLATOR GASKETS 
•	 1/4˝ thick closed cell foam rubber material 
•	 Designed to stabilize fuel curve in carburetor fuel bowls
•	 Acts as a shock absorber to dampen fuel vibration, reduce fuel foaming and cut down 
	 erratic needle/seat motion  
	 Holley® and Demon Square Flange 4-BBL. Carburetors with Open Center Intake Manifold.......4277G
	 Holley® and Demon Square Flange 4-BBL. Carburetors with 4-Hole Intake Manifold...............4278G

51

54

58C

49

52

55

56

56A

57

57A

57B

58B

58E
®Holley is a registered trademark of Coltec Industries, Inc

APPLICATIONS

PERFORMANCE 
BULK PACKAGED 

1/16" THICK

PERFORMANCE BULK 
PACKAGED W/UPC 
LABEL 1/16" THICK 

PERFORMANCE 
SKIN PACKAGED 

1/16" THICK

ULTRA-SEAL III 
SKIN PACKAGED 

1/16" THICK

PERFORMANCE 
SKIN PACKAGED 

1/4" THICK
HOLLEY® CARBURETORS
4-BBL. - Open Center 54 54G 54C 4254G 757
4-BBL. - Open Center  
Fits 1-3/4" bore 850, 950, 1000 CFM Carbs

54 54G 54C 4254G 757

4-BBL. - 4 Hole - 1-3/4" Bore
Fits Most Square Flange Carbs 

55 55G 55C 4255G 758

4-BBL. - 4 Hole or Open Center 
Perforated Center Can Be Removed

48C

4-BBL. - 4 Hole - 4500 Dominator 2.00" Bore 58B 58BG 4258G
4-BBL. - Open Center - 4500 Dominator  58C 58CG 4257G
4-BBL. - 4 Hole - 4500 Dominator 2.13" Bore 58F 58FG
4-BBL. - Open Center - Spread Bore   58E 58EG
2-bBBL. - Open Center - 350/500 CFM  49 49G 49C 4249G
CARTER CARBURETORS  
4-BBL. - 4 Hole - 1-1/2" Bore, 4GC/WCFB 50G
4-BBL. - Open Center - AFB, AVS 54 54G 54C 4254G
4-BBL. - 4 Hole - 1-3/4" Bore 55 55G 55C 4255G
4-BBL. - 4 Hole Or Open Center 
Perforated Center Can Be Removed

48C

4-BBL. - 4 Hole - 1 -/16" Bore 57 57G 57C
4-BBL. - 4 Hole - Thermo Quad 57A 57AG
4-BBL. - Open Center - Thermo Quad 57B 57BG
DEMON CARBURETORS  
4-BBL. - Open Center - Race, Speed, Road 54 54G 54C 4254G 757
4-BBL. - 4 Hole - Race, Speed, Road 55 55G 55C 4255G
4-BBL. - 4 Hole Or Open Center 
Perforated Center Can Be Removed

48C

4-BBL. - 4 Hole - King  58B 58BG 4258G
4-BBL. - Open Center - King  58C 58CG 4257G
EDELBROCK PERFORMER CARBS
4-BBL. - Open Center - Square Flange Carbs 54 54G 54C 4254G 757
EDELBROCK QUADRA-JET CARBS
4-BBL. - 4 Hole 56 56G 56C 4256G
4-BBL. - Open Center 56A 56AG
ROCHESTER CARBURETORS  
4-BBL. - 4 Hole - Quadra-Jet 56 56G 56C 4256G
4-BBL. - Open Center - Quadra-Jet 56A 56AG 47C
2-BBL. - Open Center  
Small Base 1-7/8" x 3-1/4" 

51 51G

2-BBL. - 2 Hole  
Large Base 2" x 3-11/16" 

52 52G
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	 APPLICATIONS	 GASKETS

	GMC
	 671, 871 base gasket-1/32˝ thick	 671G
	 671, 871 base gasket-1/16˝ thick	 674G
	 671, 871 injector base gasket-1/16˝ thick	 672G
	 671, 871 �injector base gasket  

with screen-1/16˝ thick	 673G

						     HEADER
	PART NO.	 APPLICATION	 YEARS	 CID	 LITERS	 FLANGE TYPE
	7650G	 Chevrolet V8	 1955-91	 265-400	 4.3-6.6	 Square Port

	7651G	 Chevrolet V8	 1955-91	 265-400	 4.3-6.6	 Round Port

	7652G	 Chevrolet V8	 1955-91	 265-400	 4.3-6.6	 Oval Port

	7653G	 Chevrolet V8	 1965-99	 396-454	 6.5-7.4	 Square Port

	7654G	 Chevrolet V8	 1965-99	 396-454	 6.5-7.4	 Round Port

	7656G	 Chrysler V8	 1975-91	 318	 5.2	 Rectangle Port

	7656G	 Chrysler V8	 1968-91	 340, 360	 5.6-5.9	 Rectangle Port

	7657G	 Chrysler V8	 1959-78	 383, 440	 6.3-7.2	 Rectangle Port

	7659G	 Ford V8	 1965-95	 289, 302, 351W	 4.7-5.7	 Rectangle Port

	7660G	 Ford V8	 1986-95	 302	 5.0	 Oval Port

	7664G	 Oldsmobile V8	 1964-76	 330-455	 5.4-7.5	 Rectangle Port

	7665G	 Pontiac V8	 1964-79	 326-455	 5.3-7.5	 D-Port Port Center

SUPERCHARGER GASKETS
•	 1/16˝ thick cellulose/nitrile composite gasket material

•	 Precision die cut

SUPERCHARGER FRONT COVER GASKET SET
•	 Fits GMC and most aftermarket 71 series superchargers, except 
	 “V” styles

•	 Made from durable .047˝ thick cellulose/nitrile composite gasket material

•	 Includes front cover, drive housing and block-off plate gaskets

	 Supercharger Front Cover Gasket Set...................................................... 770G

HEADER GASKET & FASTENER 
INSTALLATION KITS
•	 Includes gaskets and fasteners necessary for header installation

•	 Made using premium Ultra-Seal exhaust and collector gaskets

•	 Mr. Gasket header and collector bolts deliver necessary clamp-load to 
	 seal flange mating surfaces

673G

770G

674G

7650G

GASKETS
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5424

5971

7177C

GASKETS

COLLECTOR AND HEADER MUFFLER GASKETS
•	 Collector/header muffler gaskets are designed to prevent leaks between
	 header and collector flanges

•	 Bulk gaskets are sold individually, packaged gaskets are sold 2/set

 (1) Bulk each, (2) Includes mounting hardware

TRIANGLE – 3 BOLT HOLES
							       SOLID	 EMBOSSED 
	  DIA.	 CIRCLE	 HOLE	 PERFORMANCE	 ULTRA-SEAL	 COPPERSEAL	 ALUMINUM	 STAINLESS STEEL

	
2-1/2˝	 3-1/2˝	 3/8˝

	 76 (1), 	 	 7176 (1),	
7420G 

(2)	
4885G

 
				    76C	

5980
	 7176C	 	

	
2-3/4˝	 3-1/2˝	 3/8˝

	  	  	  
				     	

5970

	   
3˝	 3-7/8˝	 3/8˝

	 1204 (1),  	  5969 (1),	 7177 (1),	
7421G 

(2)	
4886G

 
				    1204C	 5971 	 7177C	 	

	
3-1/2˝	 4-7/16˝	 3/8˝

	 1203 (1),  		  7178 (1), 
	  	  	  	 1203C	

5972
	 7178C	

7422G (2)
	

4887G

12051192

ROUND – 3 AND 4 BOLT HOLES
	 HOLE	 BOLT	 BOLT 
	  DIA.	 CIRCLE	 HOLE 	 PERFORMANCE

	  	 3-3/4˝ 
	
2-7/8˝

	 3 Bolts,	
3/8˝

	 1192(1)  
	  	 4˝ 
		  4 Bolts

 (1) Bulk each

SQUARE – 4 BOLT HOLES
	 HOLE	 BOLT	 BOLT	  
	  DIA.	 CIRCLE	 HOLE	 PERFORMANCE

	 3˝	 4-1/16˝	 3/8˝	 1205 (1)

 (1) Bulk each

EXHAUST CUT-OUT*
•	 Cast iron

•	 Manually control your exhaust flow through stock exhaust mufflers or 
	 out a straight pipe

•	 Accepts 2˝ O.D. pipe. Brazing is required

•	 Includes flapper valve and cable

	 Exhaust Cut-Out.................................................................................... 5424

	 * Note: Legal for sale or use on race vehicles which may never be used on highways

7421G

76C
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 APPLICATIONS
PERFORMANCE

PART NO.
ULTRA-SEAL III

PART NO.

 Chevrolet, Camaro SS, 8.50˝ Ring Gear 2008-10 4605G

 Chevrolet 10 Bolt 7.50˝ Ring Gear 1977-02, Exc. Monza & Vega 63

 Buick, Olds, Pontiac, Chevrolet 10 Bolt 8.20˝ Ring Gear 1965-81 84

 Chevrolet 10 Bolt 8.50˝ Ring Gear 1970-81 84B

 Chevrolet & GM Truck 12 Bolt 8.875” Ring Gear  
 Rear Differential 1964-82	

65

 Chevrolet 12 Bolt 8.875” Ring Gear   
 Passenger Car 1965-72

84A 4602G

 Ford 10 Bolt 9” Ring Gear 1957-81 82 4603G
 Ford 10 Bolt 8.80” Ring Gear 1981-11 142

 Chrysler 12 Bolt 8.75” Ring Gear 1961-74 81

 Chrysler, Dodge/Plymouth, Ford, DANA 60 & 70  
 12 Bolt 9.75” Ring Gear 1966-84

81A

 Winters Quick Change 80G

OVERHAUL GASKET KIT FOR
4-SPEED TRANSMISSIONS
•	 Check transmission gears for wear without the extra expense of 
	 replacement gaskets

•	 Precision die cut

	 APPLICATIONS	 PART NO.
	 Muncie 1963 thru mid 1974 with Tailshaft Seal	 2492

AXLE HOUSING COVER & DIFFERENTIAL 
REAR END GASKETS
•	 .047” thick cellulose/nitrile composite gasket material

•	 Precision die cut

ULTRA-SEAL® III GASKETS
•	 Delivers excellent sealing properties for oil, fuel and coolant

•	 Seals using low flange pressure (clamp force), conforms to and seals
	 imperfections on sealing surfaces 

•	 Releases easily (no scrapping required) and will not stick to mating 
	 surfaces when disassembling

86918690

8695 8685G

8686G 8687G

63 65

81

80G

81A

82

84

84A

84B

142

4605G

AUTOMATIC TRANSMISSION PAN GASKETS
	 Transmission	 Part No.	 Description - Material Type  
	  GENERAL MOTORS
  Powerglide, Turbo 350, Turbo 400, 700-R4, 6L80E Transmissions
	 Powerglide	 8693	 High Density Cork-Rubber Blend
	 Turbo 350	 8690	 High Density Cork-Rubber Blend
	 Turbo 400	 8691	 High Density Cork-Rubber Blend
	 700-R4/4L60E	 8695	 High Density Cork-Rubber Blend
	 6L80E	 8685G	 Molded Silicone Rubber With Steel Carrier
  CHRYSLER
  727, W5A580 Transmissions
	 727	 8697	 High Density Cork-Rubber Blend
	 W5A580	 8687G	 Molded Silicone Rubber
  FORD
  5R55S Transmissions
	 5R55S	 8686G	 Molded Silicone Rubber With Steel Carrier

GASKETS
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GASKETS

CORK GASKET MATERIAL
•	 This gasket material delivers excellent sealing properties for oil applications

•	 Used to make valve cover gaskets and intake manifold end seals    

•	 Packaged in a poly bag  

	 1/16˝ x 12˝ x 36˝.................................................................................... 9612
	 1/8˝ x 12˝ x 36˝...................................................................................... 9613

FIBER GASKET MATERIAL
•	 This gasket material delivers excellent sealing properties for oil applications

•	 Used to make transmission side cover gaskets     

•	 Packaged in a poly bag 

•	 350o F temperature rating 

	 1/64˝ x 9˝ x 36˝...................................................................................... 9610
	 1/32˝ x 9˝ x 36˝...................................................................................... 9611

COMPRESSED GASKET MATERIAL
•	 This gasket material delivers excellent sealing properties for oil, fuel and
	 coolant applications  

•	 Used to make intake manifold, timing cover and water pump gaskets     

•	 Packaged in a poly bag

•	 350o F temperature rating  

	 1/32˝ x 12˝ x 18˝.................................................................................... 9614
	 1/16˝ x 12˝ x 18˝.................................................................................... 9615

INTAKE GASKET MATERIAL
•	 Mr. Gasket’s own 1/16˝ thick performance intake gasket material

•	 Bulk packaged

•	 350o F temperature rating

	 12˝ x 12˝.................................................................................................77B
	 6˝ x 24˝...................................................................................................77C

EXHAUST GASKET MATERIAL
•	 Mr. Gasket’s own 1/16˝ thick exhaust gasket material 

•	 1200o F temperature rating

•	 Bulk packaged

	 10˝ x 10˝ Performance Material.................................................................... 77
	 6˝ x 24˝ Performance Material....................................................................77A
	 10˝ x 10˝ Ultra-Seal Material.................................................................... 5960
	 6˝ x 24˝ Ultra-Seal Material...................................................................... 5961

THREAD SEALING TAPE
•	 Increases sealing capabilities of fastener threads

•	 Resistant to fuel and oil fluids

	 1/2˝ x 260˝......................................................................................... 2842G
2842G

9610

9611

9613

9614

77C

77

5690
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GASKET INSTALLATION TIPS
Care should be taken when installing any gasket since the performance and longevity of your engine depends on having the optimum
seal. Below are some installation tips that will help you obtain the best seal on various parts of your engine.

BASIC GUIDELINES
Keep in mind one of the most important requirements of building an 
engine is to keep everything as clean as possible; this applies to gaskets 
and gasket mating surfaces also. Every surface a gasket comes in 
contact with must be free of dirt, water, oil, grease, etc. The surface 
must also be flat. Warpage should not exceed .0025˝ in any direction. 
Take special care to clean the surface of old gasket material that may 
have stuck to either the part (oil pan, intake manifold, etc.) or the 
cylinder heads and block. One point often overlooked is keeping the 
gaskets themselves clean. This is one reason Mr. Gasket skin packages 
gaskets. The gaskets should not be taken out of the package until you 
are ready to install them.

HEAD GASKETS
After all gasket mating surfaces have been carefully cleaned, place a 
straight edge across the cylinder head and engine block gasket surfaces. 
Flatness should not vary more than .0025˝. If a variance of more than 
.0025˝ is measured, we recommend correcting this situation before
installing the head gasket.

Re-tap and thoroughly clean all head bolt/stud threaded holes. If existing
bolts or studs are being reused, clean threads and lightly lubricate to
insure accurate torque readings.

NOTE: Torque specs will vary with the type of lubricant used.
•	 Use fresh 10W30 weight motor oil and follow bolt/stud manufacturer’s
	 recommendation.
•	 Use a thread sealer or silicone on bolt holes that enter into 
	 cooling passages.
•	 �Do not use any type of adhesive or sealer on Mr. Gasket/Ultra-Seal® 

head gaskets. The special coatings used on the gaskets are more 
than adequate to properly seal all fluid passages and minor surface

	 imperfections.
Applying proper clamp load is one of the most important steps to a
successful seal. After installing head gasket and cylinder head, tighten 
bolts/studs following engine manufacturer’s recommended torque 
sequence. Tighten in at least three equal steps moving the torque 
wrench in a smooth, even pull, which will yield the most accurate 
torque readings. The use of Mr. Gasket hardened washers will further 
reduce friction and increase torque accuracy.

INTAKE GASKETS
Many performance engines have machined surfaces that cause  
non-parallel alignment. Before assembly, insure head and manifold 
mounting surfaces are parallel and head ports properly match intake 
ports. We offer a wide variety of port sizes to match many different 
port configurations. If necessary, our performance intake gaskets can
be easily cut to match most modified cylinder head and intake ports. 
Inspect original gasket (if available) to determine if: mounting surfaces 
are parallel, ports are properly matched to head and if manifold is warped.
•	 �Clean all mounting surfaces before installing new gasket.
•	 Be careful not to damage mounting surface when using a scraper
	 or wire brush.
•	 Use gasket remover to ease clean-up.
•	 �Cover exposed internal areas (lifter galley and ports) so debris will 

not get into and damage critical engine components.

IMPORTANT: If engine is equipped with a valley pan type gasket, do 
not discard. On most engines, this pan will need to be reused to insure 
proper oil drain-back to crankcase. Clean valley pan and apply a thin 
bead of Mr. Gasket #7808 silicone around ports on cylinder head side 
of valley pan. Place in position on engine and continue to
install the Mr. Gasket intake set.
Use adhesive around water and intake ports on cylinder head side of 
gasket to insure a tight seal and keep the gasket from moving during
manifold installation.
NOTE: On large port applications, the gasket wall between ports is
very narrow. Be sure adhesive has cured adequately before installing 
intake manifold to avoid gasket shift.
WARNING: For long term sealing, do not use any type of copper gasket
sealer on intake gaskets. Do NOT use any sealants on o-ringed ports!

END SEAL INSTALLATION (IF APPLICABLE)
Manifold front and rear end seals are supplied with most kits, In many 
performance applications, the manifold end gap has been reduced due
to machine work on block and cylinder heads.
•	 �If light machining has been done, discard the rubber seals  

(if supplied) and use the cork seals (apply an 1/8˝ bead of  
Mr. Gasket #7808 silicone sealer at side rail/seal intersection).

•	 �If gap is smaller than 3/32˝, discard cork seals and use Mr. Gasket 
#7808 sealer. Apply a 1/4˝ bead across block surface then install

	 intake manifold.
Install bolts fingertight. Using a torque wrench, tighten to factory 
torque specifications. Follow proper tightening sequence. (On most V8 
engines, start with center bolts and work outward in an “X” pattern).

EXHAUST GASKETS
A unique feature on many of our exhaust gasket applications is the 
slotted end holes. They allow you to easily slide the gasket between 
the cylinder head and header flange after the end bolts have been started. 
An alternate method on gaskets without the slotted end holes is to use 
starter studs or Ultra-Seal header studs to temporarily hold the gasket 
in place. Slide the header flange onto the studs and, if using starter
studs, replace with the proper type of header bolts.
CAUTION: Use care not to over-tighten headers as this can warp the
flanges causing an exhaust leak. It does not matter which side of the
exhaust gasket is placed against the cylinder head or header flange.
NOTE: No gasket sealer is needed with the installation of Mr. Gasket
Performance, Ultra-Seal, CopperSeal, Layered Aluminum or MLS 
Embossed exhaust gaskets.

VALVE COVER AND OIL PAN GASKETS
If existing valve covers or oil pan are being reused, clean and 
degrease before installing. Use gasket remover to aid in the removal of 
old gasket material. Check for warped or bent flanges and straighten
as necessary (this is very important to insure a leak-proof seal).
•	 �Clean any oil residue off valve cover or oil pan flange surfaces
	 Apply a thin coat of Mr. Gasket #7808 silicone to hold gaskets in
	 place during installation.
•	 �Install mounting bolts and tighten evenly in a criss-cross pattern. 

Use care not to over-tighten as this will cause the flanges to bend.

GASKETS
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FASTENERS

NOTE: Always follow the enclosed instruction sheet torque values - they were developed for that specific application. If a Mr. Gasket fastener 
kit does not have an instruction sheet, consult a factory or aftermarket service manual where the torque specifications are listed for all critical 
engine and drivetrain fasteners. 

NOTE: Stud values are calculated using coarse thread yield strength and torque applied to the fine threaded nut.

BOLT GRADE MARKINGS AND STRENGTH CHART

Mechanical Properties
	 Grade/Material	 	 Proof Load (psi)	 Min. Yield Strength (psi)	 Min. Tensile Strength (psi)

	 Grade 5	 =	 85,000	 90,000	 120,000

	  Grade 8	 =	 120,000	 130,000	 150,000

Proof Load: An axial tensile load which fastener must withstand without evidence of permanent set.
Yield Strength: The maximum load at which a material exhibits a specific permanent deformation.
Tensile Strength: The maximum load in tension (pulling apart) which material can withstand before breaking or fracturing.

Mr. Gasket has been supplying quality fasteners for over 40 years. 
We were the first national company to make skin packaged bolt kits 
available in the performance market, eliminating the need to visit a 
local hardware store or car dealer for hard-to-find bolt sizes. All Mr. 
Gasket’s fasteners are designed for specific applications and are 
available in a wide variety of finishes including black oxide, silver 

zinc, zinc dichromate (gold tone) and show quality chrome plated. 
Mr. Gasket has over 16 major categories of fasteners available 
today. If you don’t see what you need in this catalog, please give  
us a call or write to us as we regularly add new applications.  
Mr. Gasket has the high strength, quality fasteners you need for 
today’s performance engines. 

TECHNICAL INFORMATION

BOLTS
Grade 5 Grade 8

Torque Specs Torque Specs

Thread Size Dry 30 WT OIL Dry 30 WT OIL Moly

1/4˝-20 97 in-lbs 78 in-lbs 12 10 84 in-lbs

1/4˝-28 105 in-lbs 84 in-lbs 14 11 84 in-lbs

5/16˝ -18 15 12 25 20 13

5/16˝-24 19 15 27 22 14

3/8˝ -16 29 23 44 35 23

3/8˝ -24 31 25 48 39 25

7/16˝-14 50 40 70 56 36

7/16˝-20 56 45 77 62 40

1/2˝-13 74 59 110 88 59

1/2˝-20 85 68 119 95 65

STUDS
Grade 5 Grade 8

Torque Specs Torque Specs

Thread Size Dry 30 WT OIL Dry 30 WT OIL Moly

1/4˝ 75 in-lbs 60 in-lbs 150 in-lbs 120 in-lbs 72 in-lbs

5/16˝ 15 12 24 19 12

3/8˝ 29 23 42 34 22

7/16˝ 50 40 67 54 35

1/2˝ 74 59 110 88 59

HEX HEAD
FLANGE

HEX 
HEAD

12 PT.
HEAD

SOCKET 
HEAD

HEX HEAD
FLANGE

HEX 
HEAD

SOCKET 
HEAD

Note: All specs in ft-lbs unless noted
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HEAD BOLTS, WASHERS & DOWEL PINS

CYLINDER HEAD BOLTS
•	 Black oxide coated Grade 8 alloy steel

•	 Designed to compensate for thread length lost when using head 
	 bolt washers

	 Chevrolet 265-400 Small Block (17 bolts-for one head).............................. 940G
	 Chevrolet 396-454 Big Block (16 bolts-for one head)................................. 941G
	 Ford 289-302 (10 bolts-for one head)...................................................... 950G
	 Chrysler 361-440 (17 bolts-for one head)................................................. 953G

PREMIUM HEAD BOLT WASHERS
•	 Coated 4130 chrome-moly steel-parallel ground, heat-treated and 
	 chamfered 

•	 Washers are .120˝ thick and can be used with both head studs and bolts   

•	 Torque accuracy improved by providing a smooth flat bearing surface.
	 Ensures consistent torque (clamp-load) readings

  	7/16˝ ID (34/set)..................................................................................... 7820

HEAD BOLT WASHERS
•	 Coated .110˝ thick steel   

•	 Heat-treated washers reduce the chance of damaging cylinder head
	 bosses and ensure consistent torque (clamp-load) readings  

	 7/16˝ ID (34/set)......................................................................................... 87
	 1/2˝ ID (20/set)........................................................................................87A

940G

7820

87

4375

CYLINDER HEAD DOWEL PINS
•	 Precision machined then case hardened 

•	 2/set

	 Small Block Chevrolet 1957-97, Pontiac 350 1968-77 5⁄16˝ x 5⁄8˝................. 4375
	 Big Block Chevrolet 1965-97 Tubular Head Dowel .638/.639 O.D. by 1⁄2˝........ 4377
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ROCKER ARM NUTS & STUDS

SURE-LOCK ROCKER ARM NUTS
•	 �Zinc dichromate plated steel rocker arm nuts

•	 �Black oxide coated set screws 

•	 Keeps rocker arm positively locked

For Stock Rocker Arms	 Shank O.D.	 Stud Size	 Part No.
Chevrolet 283-400 
Pontiac 326, 400, 455 
Ford 289, 302, 351W (gold finish).......................  .603˝................3/8˝............ 920G

For Aluminum Rocker Arms
Chevrolet 283-400 Small Block 
Pontiac V8  
Ford 289, 302, 351W (gold finish).......................  .540˝...............3/8˝.............923G
Chevrolet 396-454 
Pontiac Heavy-Duty (black finish)........................  .544˝.............. 7/16˝............924G

COMPETITION SCREW-IN ROCKER ARM STUDS
•	 Heat treated black oxide coated Grade 8 steel

•	 Ideal for high performance street and race applications

	 Chevrolet 265-400
		  3/8˝-24 x 1.75˝ Top, 7/16˝-14 Bottom (16/set)......................................... 1075
	 Chevrolet 396-454 (Gen IV 1965-90)
		  7/16˝-24 x 1.75˝ Top, 7/16˝-14 Bottom (16/set)....................................... 1074
Note: Modification to cylinder head rocker arm stud boss required for Chevrolet
Small Block when replacing OE pressed-in rocker arm studs.

SCREW-IN ROCKER ARM STUDS
•	 Heat treated black oxide coated Grade 8 steel 

•	 Ideal for high performance street applications 

•	 Easy installation - tap the boss in cylinder head and screw in the studs   

	 Chevrolet 265-400
		  3/8˝-24 x 1.47˝L Top, 7/16˝-14 Bottom (16/set)....................................... 1076
Note: Modification (drill/tap) to cylinder head rocker arm stud boss required  
for Chevrolet Small Block when replacing OE pressed-in rocker arm studs.

ROCKER ARM STUD PINNING SET
•	 Not for use on hollow studs
•	 Ideal for engines using pressed-in rocker arm studs
•	 Includes (16) roll pins and (1) special 5⁄32˝ drill bit

	 Rocker Arm Stud Pinning Set.................................................................. 806G

OIL DEFLECTING ROCKER ARM CLIPS
•	 For use on stock rocker arms
•	 8/set

	 Chevrolet, Ford and Pontiac..................................................................... 1015

920G

1076

806G

1015

1074
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CAM & BALANCER BOLTS

CAM BOLTS
•	 Black oxide coated Grade 5 steel 

•	 Includes flat washers to secure Mr. Gasket cam buttons 1180, 1181 and
	 1183 or can be used as OE replacement   

	 Chevrolet Small Block, Big Block and 90° V6 engines
		  5/16˝-18 x 3/4˝ Grade 5 (3/set)............................................................ 944G
	 Ford 260, 289, 302, 351W
		  3/8˝-16 x 1-1/2˝ Grade 8 (single bolt kit - not Sems type)........................ 949G
	 Chrysler 426 Hemi
		  5/16˝-18 x 3/4˝ Grade 5 (3/set)............................................................ 944G

CAM BOLT LOCK PLATE SET
•	 Black oxide finished steel

•	 Includes (3) Grade 5 bolts

•	 Fits Chevrolet Small and Big Block except 1992-96 LT1 and LT4

•	 Tabs bend up around bolt head

	 Cam Bolt Lock Plate Set......................................................................... 948G

HARMONIC BALANCER BOLT & WASHER SETS
•	 Heat-treated black oxide coated Grade 8 alloy steel  

•	 Features tall hex head to prevent socket slippage while rotating engine

•	 Extra thick parallel ground washer provides more accurate, uniform torque 

	 Chevrolet 283-400 7/16˝-20 x 2-1/4˝......................................................... 7845
	 Chevrolet 396-454 1/2˝-20 x 1-1/2˝........................................................... 7846
	 Ford - all V8 except 351C 5/8˝-18 x 2˝....................................................... 7847
	 Same as above except with standard extra thick washer and zinc dichromate
	 gold finish

EXPRESS PRODUCTS
	 Chevrolet 283-400 7/16˝-20 x 2-1/4˝........................................................ 945G
	 Chevrolet 396-454 1/2˝-20 x 1-1/2˝.......................................................... 946G

CRANKSHAFT PULLEY BOLTS
•	 Zinc plated Grade 5 steel

•	 Fits Chevrolet Small and Big Block engines

	 Chevrolet 262-400 1955-92,
	 Chevrolet 396-454 1965-90.................................................................. 5322G

944G

948G

946G

7845

5322G
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6080

955G

956G

6091

SUPER INTAKE MANIFOLD BOLTS
•	 Black oxide coated Grade 5 steel
•	 Bolts feature a wide washer face hex head to spread clamp force evenly 
•	 Extra thick flat washers provide uniform clamp load and prevent galling
	 on aluminum intake manifolds    

	 Chevrolet
	 265-400 
	 3/8˝-16 x 1-1/16˝ (12 bolts & washers)...................................................... 6080
	 396-454 
	 3/8˝-16 x 1-1/4˝ (16 bolts & washers)....................................................... 6081
	 Ford
	 260, 289, 302, 351W
	 5/16˝-18 x 2˝ (12 bolts & washers)............................................................ 6082
	 Chrysler
	 273-440 (Except Hemi)
	 3/8˝-16 x 1-1/16˝ (12 bolts & washers)...................................................... 6080
	 AMC
	 290, 343, 360, 390, 401
	 3/8˝-16 x 1-1/16˝ (12 bolts & washers)...................................................... 6080

INTAKE MANIFOLD BOLTS
Hex Head & Socket Head   
•	 Zinc plated Grade 5 steel
•	 Flat washers provide uniform clamp load and prevent galling on aluminum
	 intake manifolds

	 Chevrolet
	 265-400 
	 3/8˝-16 x 1˝ Hex Head (12 bolts & washers).............................................. 955G
	 3/8˝-16 x 1˝ Socket Head (12 bolts & washers)...........................................956G
	 396-454 
	 3/8˝-16 x 1-1/4˝ Hex Head (16 bolts & washers).........................................954G
	 3/8˝-16 x 1-1/4˝ Socket Head (16 bolts & washers).....................................957G
	 Ford
	 260, 289, 302, 351W 
	 5/16˝-18 x 2˝ Hex Head (12 bolts & washers).............................................958G
	 Chrysler
	 273-440 (Except Hemi)
	 3/8˝-16 x 1˝ Hex Head (12 bolts & washers)...............................................955G
	 3/8˝-16 x 1˝ Socket Head (12 bolts & washers)...........................................956G
	 American Motors
	 290, 343, 360, 390, 401 
	 3/8˝-16 x 1˝ Hex Head (12 bolts & washers)...............................................955G
	 3/8˝-16 x 1˝ Socket Head (12 bolts & washers)...........................................956G

Twelve Point Head 
•	 Zinc plated Grade 8 steel   
•	 �Compact bolt head and flange is ideal for use where space is 
	 minimal - typical on large runner intake manifolds
•	 Flat washers provide uniform clamp load and prevent galling on aluminum 
	 intake manifolds 

	 Chevrolet
	 265-400 & 90° V6 
	 3/8˝-16 x 1˝  (12 bolts & washers)............................................................ 6091
	 396-454 Single Plane Manifold
	 3/8˝-16 x 1-3/4˝ (4 bolts & washers), 
	 3/8˝-16 x 1-1/4˝ (12 bolts & washers)....................................................... 6093
	 Chrysler
	 273-440 (Except Hemi)
	 3/8˝-16 x 1˝ (12 bolts & washers)............................................................. 6091
	 American Motors
	 290, 343, 360, 390, 401 
	 3/8˝-16 x 1˝ (12 bolts & washers)............................................................. 6091

INTAKE MANIFOLD BOLTS
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6345G

6346G

6310

60

6197

CARBURETOR STUDS

CARBURETOR STUDS – BULLET TIP
•	 Black oxide coated
•	 Features hex head-bullet nose tip for easy installation and to guide  
	 fastener into position

•	 Variety of stud lengths to accommodate most carburetor and 
	 spacer combinations

	 1-1/2˝ Length..................................................................................... 6345G
	 2˝ Length........................................................................................... 6346G

CARBURETOR STUDS – SOCKET HEAD
•	 Black oxide coated studs

•	 Cadmium plated hex nuts

•	 Fully threaded 5/16˝-18 carb. studs

	 1-1/2˝ Length........................................................................................ 6310
	 2-1/2˝ Length........................................................................................ 6311

CARBURETOR STUDS - STANDARD
EXPRESS PRODUCTS
•	 Zinc plated 

	 1-3/8˝ Length............................................................................................ 59
	 1-1/2˝ Length............................................................................................ 60
	 2˝ Length.................................................................................................. 61
	 2-1/2˝ Length............................................................................................ 62

COMPETITION DISTRIBUTOR CLAMP
CHEVROLET V8
EXPRESS PRODUCTS
•	 Chrome plated

•	 Clamp features rolled edges for extra strength, ideal for use on magnetos

•	 Comes with all mounting hardware and gaskets 

	 Chevrolet Small and Big Block V8, 200 and 299 V6..................................... 6197
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INTRODUCING

HEADLOCK
LOCKING HEADER BOLTS

™

The latest innovation from Mr. Gasket

Headlock™ Bolts eliminate the need for lock washers. 
Period. That’s because each Headlock™ Bolt features 24 
equally-spaced, stainless steel teeth serrations that bite 
into and hold onto the attaching surface–eliminating 
the need for lock-washers.

• 410 stainless steel
• Minimum 150,000 PSI tensile strength
• Bright polish finish
• 24 equally spaced clockwise teeth
• Bits into and locks onto header flange surface
• Eliminates the need for lock washers

#2230G: AMC 290-401, Chevrolet 262-400, Chrysler 383-440
(Exc. 426 Hemi), Pontiac 326-455, Oldsmobile 330-455 1955-1997.
3/8˝-16˝ x 3/4˝L. 12 per/set.

#2231G: Chevrolet 396-454, Chrysler 426 Hemi, Ford 289-351W,
429-460 - 1965-98. 3/8˝-16˝ x 3/4˝L. 16 per/set.

#2235G: Chevrolet 4.8L, 5.3L, 5.7L, 6.0L, 6.2L, 7.0L, 1997-Up.
M8- 1.25 x 1ML. 12 per/set.

#2236G: Ford 4.6L-5.4L, Chrysler 5.7L, 6.1L, 6.4L, 1991-Up.
M8- 1.25 x 1ML. 17 per/set.

LOCKING
Serrated external teeth bite into and grip 
the header flange surface providing a  
locking action. The serrations help in  
preventing heat cycling  and engine 
vibration from moving/loosening the 
header bolt, maintaining holding power 
(clamp-load) of the header bolt.

NON-LOCKING
Regular header bolt design is a flanged 
head bolt, engine heat cycling and vibration 
can loosen this design bolt and cause the 
bolt to lose holding power (clamp-load). 
End results is an exhaust leak.

HEADER BOLTS
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HEADER BOLTS

HEADER BOLTS – STAINLESS STEEL
•	 Bright ball burnish finish 304 stainless steel
•	 Compact hex head and flange is ideal for use where space is minimal -  
	 typical on header flanges      
	 AMC 290-401, Chevrolet Small Block 262-400, Chrysler 383-440
	 (except 426 Hemi), Pontiac 326-455 and Oldsmobile 330-455                                                        
	 3/8˝-16 x 3/4˝ (12/set).......................................................................... 2210G
	 Chevrolet Big Block 396-454 and Ford 289-351W
	 3/8˝-16 x 3/4˝ (16/set).......................................................................... 2211G

HEADLOCK™ LOCKING HEADER BOLTS
•	 24 serrated teeth bite into and grip the header flange durface providing 
	 a locking action
•	 Combination hex and socket head design for easy installation
•	 Made from high grade stainless steel to resist rust and corrosion
•	 Material specification rated at 150,000 psi tensile strength
•	 Bright polish finish provides clean professional appearance in the  
	 engine compartment
•	 Patent pending 
	 AMC 290-401, Chevrolet 262-400, Chrysler 383-440 (Exc. 426 Hemi) Pontiac  
	 326-455, Oldsmobile 330-455 1955-97. 3/8-16 x 3/4˝L, (12/set)............... 2230G	
	 Chevrolet 396-454, Chrysler 426 Hemi, Ford 289-351W, 429-460, 1965-98.  
	 3/8-16 x 3/4˝L, (16/set)....................................................................... 2231G	
	 Chevrolet 4.8L, 5.3L, 5.7L, 6.0L, 6.2L, 7.0L 1997-Up, M8-1.25 x 1M L,  
	 (12/set)............................................................................................. 2235G	
	 Ford 4.6L - 5.4L, Chrysler 5.7L, 6.1L, 6.4L 1991-Up, M8-1.25 x 1M L,  
	 (17/set)............................................................................................. 2236G

HEADER BOLTS – HEX HEAD
•	 Black oxide coated
•	 Compact hex head and flange is ideal for use where space is minimal -  
	 typical on header flanges      
	 AMC 290-401, Chevrolet Small Block 262-400, Chrysler 383-440
	 (except 426 Hemi), Pontiac 326-455 and Oldsmobile 330-455  
	 3/8˝-16 x 3/4˝ Mini 3/8˝ Hex Head (12/set)................................................. 3409
	 3/8˝-16 x 3/4˝ (12/set)............................................................................... 915
	 3/8˝-16 x 3/4˝ (12/set) Combination Hex and Socket Head......................... 3420G
	 3/8˝-16 x 1˝ (12/set)................................................................................. 917
   	Chevrolet Big Block 396-454 and Ford 289-351W 
	 3/8˝-16 x 3/4˝ (16/set)............................................................................ 919G
	 340-360 Mopar Engines & Hooker Headers with Adapter Plates 
	 5/16˝-18 x 3/4˝ (14/set)............................................................................. 976
	 Bulk Packaged - 100 Ptieces
	 3/8˝-16 x 3/4˝........................................................................................915A
	 3/8˝-16 x 1˝...........................................................................................917A
	 GM LS & LSX Series 1997-Up, 4.8L, 5.3L, 5.7L, 6.0L, 6.2L, & 70L engines  
	 (12 per/set).......................................................................................... 918G	
	 Ford Modular 4.6L & 5.4L & Chrysler Hemi 5.7L, 6.1L & 6.4L engines, 1991-Up  
	 (17/set)............................................................................................... 970G

HEADER BOLTS – HEX HEAD
•	 Made from carbon steel – 8mm - 1.25 x 25mm
•	 Compact hex head and flange is ideal for use where space is minimal -  
	 typical on header flanges    
•	 Resists corrosion and provides a clean professional appearance
•	 Black oxide finish    
	 Fits GM LS & LSX Series 1997-Up, 4.8L, 5.3L, 5.7L, 6.0L, 6.2L and 7.0L  
   engines, 12 per/set ............................................................................. 918G
   	Fits Ford Modulal 4.6L & 5.4L & Chrysler Hemi 
    5.7L, 6.1L & 6.4L engines, 1991-Up, 17 per/set........................................ 970G

2210G

915

2230G

970G

918G

3420G

NEW

NEW
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HEADER BOLTS, LOCK WASHERS & STUDS

6312

HEADER STUDS – SOCKET HEAD
•	 �Black oxide coated studs

•	 Cadmium plated hex nuts

•	 Designed for small tube headers with adequate clearance around header
	 flange bolt holes

•	 �Self-locking hex flange nuts are ideal for use where space is minimal
	 and help maintain clamp-load for uniform flange seal  

	 Fits AMC 290-401, Chevrolet Small Block 262-400, Chrysler 383-440
	 (except 426 Hemi), Pontiac 326-455 and Oldsmobile 330-455     
	 3/8”-16 x 1-1/2” (12 studs & nuts)........................................................... 6312

HEADER-TO-MUFFLER BOLTS
• Cadmium plated Grade 5 steel

• �Stover lock nuts eliminate “old-style” split lock washers

	 3/8”-16 x 1” (3 bolts & nuts)................................................................... 3413

3413

HEADER BOLTS – SOCKET HEAD
•	 Black oxide coated
•	 �Compact socket head design is ideal for use where space is minimal - typical
	 on header flanges
	 AMC 290-401, Chevrolet Small Block 262-400, Chrysler 383-440
	 (except 426 Hemi), Pontiac 326-455 and Oldsmobile 330-455    
	 3/8˝-16 x 3/4˝ (12/set)............................................................................... 916
	 Mopar 340-360
	 5/16˝-18 x 3/4˝ (12/set)........................................................................... 3411

METRIC HEADER & EXHAUST MANIFOLD BOLTS
•	 Black oxide coated
•	 Compact socket head design is ideal for use where space is minimal - typical
	 on header flanges 
	 Header Bolt: Chevrolet/GM LS Series 1997-Up, Ford 4.6L/5.4L Modular
	 Series1991-Up and Mopar 5.7L Hemi 2002-Up 
	 Socket Head Bolt - 8mm-1.25 x 25mm (16/set)......................................... 978G
	 Exhaust Manifold Bolt: Chevrolet/GM LS Series 1997-Up and 
	 Ford 4.6L/5.4L Modular 1991-Up           
	 Socket Head Bolt - 8mm-1.25 x 30mm (16/set)......................................... 979G

HEADER BOLT LOCK WASHERS
•	 Black oxide coated

•	 Designed for use with header bolts to prevent loosening caused by vibration  

•	 Helps maintain fastener clamp load for positive header flange seal    

	 3/8” (12/set)......................................................................................... 3416
	 5/16” (12/set)........................................................................................ 3418

916

3416

978G
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VALVE COVER BOLTS & STUDS  

VALVE COVER SPEED STUDS
•	 �Clear anodized aluminum body

•	 4-3/8” long with 1-1/2” set screws

•	 2/set

	 Valve Cover Speed Studs........................................................................... 6305

VALVE COVER STUDS
•	 Black oxide coated studs

•	 Cadmium plated hex nuts

•	 Special under-head serrations prevent loosening

•	 Wide flange head distributes clamp-load evenly  

	 1/4”-20/28 x 1-1/8” (8/set)..................................................................... 6324
	 1/4”-20/28 x 1-1/2” (8/set)..................................................................... 6329
	 1/4”-20/28 x 1-3/4” with Nylon Insert Lock Nuts and Washers (8/set)........... 6330

6305

6329

9823

9822

6304

5335

VALVE COVER HOLD DOWN BOLTS 
T-BAR STYLE
EXPRESS PRODUCTS
•	 Chrome plated steel 

	 3-1⁄2” Long, 1⁄4”-20................................................................ 5” Long, 1⁄4”-20	
	 5-3⁄8” Long, 5⁄16”-18.....................................................................................

CENTER BOLT VALVE COVER BOLTS
EXPRESS PRODUCTS
•	 Chrome plated button head

•	 Fits GM 1987 and later Chevrolet 305-350

•	 1/4”-20 x 3-3/8”

•	 4/set

	 Button Head Valve Cover Hold Down Bolts................................................. 9822

VALVE COVER ACORN NUTS
EXPRESS PRODUCTS
•	 Chrome plated steel

•	 1/4”-20 x 1-3/8” H

•	 �8/set

	 Valve Cover Acorn Nuts.......................................................................... 6304

CUSTOM VALVE COVER NUTS
EXPRESS PRODUCTS
•	 Billet aluminum with knurled top

•	 1/4”-20 x 2” H

•	 3/16” socket head

•	 4/set

	 Aluminum............................................................................................. 5335
	 Red Anodized........................................................................................ 5337
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AIR CLEANER, OIL PAN & TIMING COVER BOLTS & STUDS

5326

6399

OIL PAN AND TIMING COVER BOLTS
•	 Zinc plated Grade 5 steel

•	 Hex flange head design will not fall into socket or out of wrench

•	 Special under-head serrations prevent loosening, and wide flange head 
	 distributes clamp-load evenly

	 Oil Pan Bolts
	 Chevrolet Small Block & 90° V6 and Oldsmobile V8 
	 1/4”-20 x 1/2” (14/set), 5/16”-18 x 3/4” (4/set).......................................... 6085
	 Chevrolet Big Block and Pontiac V8 
	 1/4”-20 x 3/4” (2/set), 5/16”-18 x 3/4” (20/set).......................................... 6086
	 Ford 289, 302, 351C&W and AMC 290, 343, 360, 390, 401

	 5/16”-18 x 3/4” (6/set), 1/4”-20 x 1/2” (18/set).......................................... 6087
	 Buick V6, Ford 390-428 and Mopar V8
	 5/16”-18 x 3/4” (20/set)......................................................................... 6088
	 Timing Cover Bolts
	 Chevrolet Small Block and Big Block 
	 1/4”-20 x 1/2” (10/set)........................................................................... 6090

OIL PAN AND TIMING COVER STUDS
•	 Black oxide coated studs

•	 Cadmium plated hex nuts

•	 Special under-head serrations prevent loosening, and wide flange head 
	 distributes clamp-load evenly

	 Oil Pan Studs
	 Chevrolet Small Block & 90° V6 and Oldsmobile V8 
	 1/4”-20/28 x 1-1/8” (14 studs & nuts), 5/16”-18/24 x 1-5/16” (4 studs & nuts)...........6315
	 Chevrolet Big Block and Pontiac V8
	 1/4”-20/28 x 1-1/8” (2 studs & nuts), 5/16”-18/24 x 1-5/16” (20 studs & nuts)...........6316
	 Ford 289, 302, 351C&W and AMC 290, 343, 360, 390, 401 
	 1/4”-20/28 x 1-1/8” (18 studs & nuts), 5/16”-18/24 x 1-5/16” (6 studs & nuts)...........6317
	 Buick V6, Ford 390-428 and Mopar V8
	 5/16”-18/24 x 1-5/16” (20 studs & nuts)................................................... 6318
	 Timing Cover Studs
	 Chevrolet Small Block and Big Block 
	 1/4”-20/28 x 1-1/8” (10 studs & nuts)...................................................... 6313

6085

6090

6313

AIR CLEANER NUTS
EXPRESS PRODUCTS
•	 �Billet aluminum with knurled sides

•	 Fits all 1/4”-20 studs

•	 3/4” tall x 1” dia. 

	 Aluminum............................................................................................. 5326

AIR CLEANER STUD
EXPRESS PRODUCTS
•	 Allows use of 5” filter element

•	 Kit contains 5/16” stud adapter, wing nut and 5” long 1/4”-20 stud

	 Universal Air Cleaner Stud with Adapter.................................................... 6399



142 www.mr-gasket.com

OIL PUMP STUD, DRAIN PLUGS & TRANSMISSION PAN BOLTS

15

MAGNETIC OIL PAN DRAIN PLUG
•	 Accumulates metal particles found in oil preventing possible damage to
	 the engine

•	 Fits Chevrolet, Chrysler 1962-83, Ford 1957-83, Pontiac V8, 
	 Oldsmobile 1966-83, Buick 1959-83 (1/2”-20)

	 Oil Pan Drain Plug..........................................................................................15
	 Replacement Nylon Oil Pan Drain Plug Washers, (5/set-1/2” I.D.).......................16

6089

TRANSMISSION PAN/DIFFERENTIAL COVER 
BOLTS   

•	 Cadmium plated Grade 5 steel

•	 Hex flange head design will not fall into socket or out of wrench

•	 5/16”-18 x 3/4” 

•	 17/set

	 Transmission Pan/Differential Cover Bolts................................................. 6089

4470

AUTOMATIC TRANSMISSION OIL PAN 
DRAIN PLUG
•	 For use with any automatic transmission oil pan - makes fluid changes
	 possible without removing the pan

•	 Brass plug provides convenient and quick seal

•	 Requires a 1⁄2” diameter hole for installation

	 Oil Pan Drain Plug.................................................................................. 4470
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DRIVE TRAIN FASTENERS

TORQUE CONVERTER AND FLEX PLATE BOLTS
•	 Black oxide coated Grade 8 steel

•	 Complete with lock washers where required 

Torque Converter to Flex Plate Bolts
Application	 Size	 Qty/Set	 Part No.
GM TH350, Powerglide	 3/8”-24 x 5/8” (w/nuts)	 3................. 6716
GM TH400	 3/8”-16 x 1/2”	 3................. 6715
GM 10” Race Converter 	 7/16”-20 x 1-1/4” (w/nuts)	 3................. 6719
Ford	 3/8”-24 (flanged lock	 4................. 6717
	 nuts only)
Chrysler (Except Hemi)	 5/16”-24 x 7/16”	 4................. 6718

Flex Plate to Crankshaft Bolts
Application	 Size	 Qty/Set	 Part No.
GM (All)	 7/16”-20 x 11/16”	 6................. 6710
Ford	 7/16”-20 x 13/16”	 6................. 6711
Chrysler (Except Hemi)	 7/16”-20 x 1/2”	 6................. 6712

FLYWHEEL AND PRESSURE PLATE BOLTS
•	 Black oxide coated Grade 8 steel

•	 Complete with lock washers where required

Pressure Plate Bolts
Application	 Size	 Qty/Set	 Part No.
GM (Borg-Beck/Diaphragm Style)	 3/8”-16 x 1”	 6................... 910	
Ford (all Long-Style)	 5/16”-18 x 1”	 6................... 911
Chrysler (Borg-Beck/Diaphragm Style)	 3/8”-16 x 1”	 6................... 910
AMC (Borg-Beck/Diaphragm Style)	 3/8”-16 x 1”	 6................... 910

Flywheel Bolts
Application	 Size	 Qty/Set	 Part No.
Chevrolet	 7/16”-20 x 31/32”	 6................... 912
AMC/Pontiac	 1/2”-20 x 1	 6................... 914
Ford	 7/16”-20 x 31/32”	 6................... 912

RING GEAR BOLTS
•	 Black oxide coated Grade 8 steel 

	 Stock Length Ring Gear Bolts
	 GM 10 Bolt, 8.5” Ring Gear (exc. “O” axle), 7/16”-20 x 7/8” 
	 Left Hand Thread (10/set).................................................................... 2092G
	 Ford 9” Ring Gear (exc. traction-lok) 7/16”-20 x 31/32” (10/set)................... 2094
	 Longer Than Stock Ring Gear Bolts  (for use with ring gear spacers)
	 Chevrolet 3/8”-24 x 1” (10/set).................................................................. 905
	 Pontiac/Olds 3/8”-24 x 1” (12/set).............................................................. 906
	 GM, Late 10 Bolt 7/16”-20 x 1-1/4” Left Hand Thread (10/set)........................ 908
	 Late Chevrolet 3/8”-24 x 1-1/8” (12/set)..................................................... 907
	 Dana 60 1/2”-20 x 1-5/16” (12/set)....................................................... 2091G

6716

6710

910

912

2094
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DRIVE TRAIN FASTENERS, WHEEL STUDS & LUG NUTS

3680

MAGNETIC TRANS/REAR END DRAIN PLUG
•	 Fits most standard transmissions and rear ends

	 Drain Plug............................................................................................. 3680

	 Stud		
	 Knurl	 Drill	 Part
Application	 Dia.	 Hole	 No
7⁄16” – 20 x 2-5⁄8” fits 1963-79 Chevrolet	 .480” 	 .469”...............4310G
1⁄2” – 20 x 2-7⁄8” fits Chrysler, Ford and 
     most applications with 1⁄2” studs	 .665”	 .641”.................  4311

COMPETITION WHEEL STUDS
•	 Grade 8 steel

•	 NHRA Approved

4310G

4318

TIRE SCREWS
•	 Cadmium plated Grade 8 steel #14 screws

•	 Designed to prevent rear tire from slipping on rim with low tire pressure

•	 Kit contains 3/16” drill bit and enough hardware to complete two wheels  

•	 3/4” length

•	 35/set  

	 Tire Screws.............................................................................................  4318
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FASTENERS

FASTENER SETS
•	 Chrome plated     

•	 �Sets come complete (except where noted) with “AN” type washers

Engine Bolt Sets
Chevrolet Small Block - Deluxe Set (Intake, Timing Cover, Oil Pan, Fuel Pump,
Water Neck, Long Water Pump, Headers)
24	 1/4”-20 x 1/2”	  
4	 	 5/16”-18 x 3/4”	  
12	 3/8”-16 x 3/4”	  
13	 3/8”-16 x 1” 
2	 	 3/8”-16 x 1-1/4” 
4	 	 3/8”-16 x 2” 
1	 	 3/8”-16 x 2-1/4”	  
10	 1/4” AN Washers 
14	 1/4” Flat Washers
20	 3/8” AN Washers	 Grade 5 Hex Head............. 5001
Chevrolet Small Block - Engine Bolt Set (Intake, Timing Cover, Water Neck) 
14	 3/8”-16 x 1”  
10	 1/4”-20 x 1/2”  
1	 	 3/8”-16 x 2-1/4”  
10	 1/4” Flat Washers 
14	 3/8” AN Washers

Intake Bolt Sets
Chevrolet Small Block 
12	 3/8”-16 x 1”	 Grade 5 Hex Head............. 5002
12	 3/8” AN Washers	 Grade 8 12 Pt Head...................
5003	
Chevrolet Big Block 

16	 3/8”-16 x 1-1/4”	 Grade 5 Hex....................... 5004

Ford 289, 302, 351W 

12	 5/16”-18 x 2”	

12	 5/16” AN Washers	 Grade 5 Hex Head............. 5006
Valve Cover Bolt Sets
4	 	 1/4”-20 x 3/4”	 Grade 5 Hex Head............. 5019
4	 	 1/4”-20 x 3-3/8”	  
4	 	 1/4” AN Washers

(Fits 86-up Chevrolet Small Blocks)	 Button Head....................... 9822
4	 	 5/16”-18 x 3/4”	
4	 	 5/16”-18 x 1”	

Valve Cover Stud Sets
8	 	 1/4”-20 x 1-3/8” Nuts 
		  (Acorn Head)	
8	 	 1/4”-20 x 7/8” Studs	 Grade 5 Hex Head............. 6304

5001

5003

5019

9822
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FASTENERS

5008

5025

5010

6352G

FASTENER SETS  (CONT)

Timing Cover Bolt Sets
Chevrolet Small Block and Big Block	
10	 1/4”-20 x 1/2”	 Grade 5 Hex Head........... 5008
10	 1/4” Washers	 Grade 8 12 Pt Head........ 5009
Oil Pan Bolt Sets
Chevrolet Small Block	
14	 1/4”-20 x 1/2”	  
4	 5/16”-18 x 3/4”	  
14	 1/4” Flat Washers
4	 5/16” Flat Washers	 Grade 5 Hex Head........... 5010
Rear End Cover Bolt Sets
GM 10 & 12 Bolt
12	 5/16”-18 x 3/4”	 Grade 5 Hex Head........... 5016
Transmission Pan Bolt Sets
GM TH 350 & TH 400	
13	 5/16”-18 x 3/4”	
13	 5/16” AN Washers	 Grade 5 Hex Head........... 5012
Header Bolt Sets
12	 3/8”-16 x 3/4”	 Grade 5 Hex Head*......... 5025
	 *(with small 7/16” head)	 Grade 8 Socket Head........ 4985
Fuel Pump Bolt Sets
Chevrolet Small Block and Big Block	
2	 3/8”-16 x 1-1/4”	
2	 3/8” AN Washers	 Grade 5 Hex Head........... 4993
Block-Off Plate Bolt Sets
Chevrolet Small Block  
2	 3/8”-16 x 3/4”	  
2	 1/4”-20 x 1/2” 
2	 3/8” AN Washers
2	 1/4” AN Washers	 Grade 5 Hex Head........... 4987
Water Pump Bolt Sets
Chevrolet Small Block with Short Pump	
1	 3/8”-16 x 2-1/2”	  
3	 3/8”-16 x 1-3/4”
4	 3/8” AN Washers	 Grade 5 Hex Head........... 4996
Chevrolet Small Block and Big Block with Long Pump	
4	 3/8”-16 x 2”	 Grade 5 Hex Head........... 4998
4	 3/8” AN Washer	 Grade 8 12 Pt Head........ 4999
Chrome Pipe Plug Sets	
2	 1/8” NPT	  
2	 1/4” NPT 
2	 3/8” NPT
2	 1/2” NPT	 Grade 8 Socket Head......6352G
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5192

1570

6120

3695

3795G

4362
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TOOLS

DEGREE WHEEL
•	 7˝ degree wheel is designed to ensure maximum accuracy in 
	 camshaft installation

•	 Includes adapters for fit on most domestic engines  

•	 Instructions are etched into face

•	 Fits most Chevrolet, Ford and Chrysler products

	 Universal Degree Wheel.......................................................................... 1570

PRO DEGREE WHEEL
•	 11˝ degree wheel

•	 Incorporates color-coded scales to provide instant read-outs

•	 Includes adapters for fit on most domestic engines

•	 Fits most Chevrolet, Ford and Chrysler products  

	 Pro Degree Wheel.................................................................................. 6120

ENGINE CLEANING BRUSHES
•	 Stiff bristle nylon brushes with heavy gauge steel handles

•	 Will not melt or soften when used with cleaning solvents

	 Short Brush Set - One Each: 5/16˝, 1/2˝ and 5/8˝ O.D. x 9˝ Length................. 1211

	 Mixed Brush Set - One Each: 5/16˝, 1/2˝ and 5/8˝ O.D. x 9˝ Length
		  and One Each: 1/2˝, 5/8˝ and 3/4˝ O.D. x 25˝ Length................................. 5189

	 Deluxe Brush Set - 9 Assorted Brushes from 1/4˝ to 5˝ O.D.
		  and Assorted Lengths......................................................................... 5192

FAST-FILL FUNNEL
•	 Plastic with built-in brass screen filter

	 6-Qt..................................................................................................... 3695

	 2-Qt..................................................................................................... 3697

ENGINE OIL PRIMER
•	 Designed to fit into distributor aperture and operate with electric drill 

•	 Engine oil primer pressurizes the oil system, assuring lubrication of vital
	 bearing surfaces

•	 Fits all Chevrolet V8 and 6 cyl., Pontiac V8

	 Engine Oil Primer.................................................................................3795G

ENGINE PORT POLISHING SET
•	 Allows detailed porting, polishing, and removal of flashing on all cast 
	 iron and aluminum engine parts using an electric drill

•	 Includes (1) tapered cutting stone, (1) 1˝ diameter mini grind flex-flat
	 wheel, (29) grind-polishing rolls (assorted sizes) and (3) various 
	 lengths mandrels    

	 Engine Port Polishing Set – 34 Piece Kit.................................................... 4362



TOOLS

SAFETY WIRE TWIST PLIERS
•	 Incorporates wire cutter, wire twister and heavy duty pliers in one tool   

	 Safety Wire Twist Pliers........................................................................8023G

SAFETY LOCK WIRE
•	 .032˝ stainless steel

•	 Do not reuse

	 Safety Lock Wire.................................................................................8022G

NOSTALGIC CORKY METAL SIGN
•	 Embossed

•	 3 holes for easy mounting

•	 13-1/2˝ x 11˝

	 Corky Metal Sign.......................................................................................4C

DECALS
•	 Silk screened on vinyl

	 Mr. Gasket Logo, 5˝ x 1-1⁄4˝........................................................................... 4
	 Hays Logo, 5˝ x 8˝...............................................................................75-701
	 Lakewood Logo, 6-1/2˝ x 6-3⁄4˝.............................................................. 60030
	 ACCEL Logo, 3-3⁄4˝ x 9-1⁄2˝................................................................M23957
	 Mallory Logo, 4˝ x 9˝................................................................................. D-2
	 Assorted Decals...................................................................................7007G

COUNTER STOOLS
•	 Chrome plated steel

•	 30-1/2˝ tall with a 15˝ dia. cushion seat that swivels 360°

	 Mr. Gasket........................................................................................74323G
	 Corky...............................................................................................74346G

PERFORMANCE BANNER
•	 Heavy gauge plastic with sewn edges and brass plated eyelets
•	 Indoor and outdoor use
•	 3´ x 6´

	 Performance Banner..........................................................................72666G

8023G

8022G

4C

74323G

74346G

72666G

www.mr-gasket.com

WELCOME RACE FANS
©2014 ACCEL Performance Group 72666G

7007G
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It’s not like anything you have seen before, 
especially in the automotive industry. You will 
be fully immersed in everything that makes 
Mr. Gasket, well, Mr. Gasket.
 
From how our products work to what we 
have for your current project, you can find 
all of our top products within this experience. 
Check out how our company started out and 
where you’ll see us in the future. It’s something 
that cannot be missed. We’ll even have an all 
new line of apparel that we know you’ll love 
to take home with you.
 

Our experienced staff will be there to 
answer your questions and give you 
advice to help make your project be 
the experience you dreamed it would 
be. We’re there to lend a helping 
hand at all of our events. 

Visit www.mr-gasket.com to get the 
current list of events that we’ll be 
attending. We’re always looking for 
new locations, so check back often 
and we’ll see you there!

ON THE ROAD

We’re taking to the streets and could be coming to an event 
near you with our all new Mr. Gasket Experience.



Mr. Gasket is a trademark of ACCEL Performance Group
CLEVELAND, OHIO     216-688-8300
www.mr-gasket.com
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